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1. Overall Description:
Concern that RNC ID cannot be derived from RRC Cell Identity was raised during the discussion in the RAN3#70 meeting. RAN3 understanding is that the issue affects LTE ANR.
According to TS 25.401, section 6.1.5:
The Cell identifier (C-Id) is used to uniquely identify a cell within an RNS/BSS. The C-Id together with the identifier of the controlling RNC/BSS (CRNC-Id) constitutes the UTRAN/GERAN Cell Identity (UC-Id) and is used to identify the cell uniquely within UTRAN/GERAN Iu mode.
-
UC-Id = RNC-Id + C-Id.

The C-Id is defined by the operator and set in the RNC/BSS via O&M. The C-Id is set in a Node B by its CRNC.
According to TS 25.331, section 10.3.2.2:

This information element identifies a cell unambiguously within a PLMN.
NOTE:
This information element may carry any implementation dependent identity that unambiguously identifies a cell within a PLMN. For GAN to UTRAN HO the Cell id is encoded as required in [9].

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Cell identity
	MP
	
	bit string(28)
	


As pointed out in R3-103368 (attached), RNC ID appears to occupy the most significant bits of RRC Cell Identity. To the extent to which RAN2 can confirm this understanding, RAN3 would like RAN2 to make corresponding clarification in TS 25.331.
2. Actions:

To RAN2 group:
ACTION: 
RAN3 asks RAN2 group to take the above information into account and consider making any corresponding clarification in TS 25.331, for alignment of RAN3 specs and RAN2 specs.
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