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1 Introduction
After last meeting, some MBMS counting procedures and messages at M2 interface and Uu interface have captured in specification, seen as follows.
M2 interface [1]
· MBMS Service Counting procedures
· MBMS Service Counting Request procedure
· MBMB Service Counting Result Report procedure

Uu interface [2]
· Counting procedure
· Counting Request message
· Counting Response message
It seems that there are some misalignment of the MBMS counting procedure and message between Uu interface and M2 interface. 

In this contribution, we try to clarify the relationship and avoid the misunderstanding between Uu MBMS counting procedure and M2 MBMS counting procedure.
2 Discussion
2.1 The whole MBMS Counting procedure

The whole MBMS Counting procedure should be divided into two parts
· M2 MBMS Service Counting procedures
· Uu MBMS Counting procedure

2.2 M2 MBMS Service Counting procedures
There are two M2 MBMS service counting related procedures, first one is to initiate the MBMS counting and second one is to report the MBMS counting result.

Reference as measurement procedures in UTMS specification (TS 25.433), 

COMMON MEASUREMENT INITIATION REQUEST

COMMON MEASUREMENT INITIATION RESPONSE

COMMON MEASUREMENT REPORT

We suggest renaming current “MBMS Service Counting Request procedure” to “MBMS Service Counting Initiation procedure” with two messages.

· MBMS Service Counting Initiation procedure
· MBMS SERVICE COUNTING INITIATION REQUEST message

· MBMS SERVICE COUNTING INITIATION RESPONSE message
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MBMS SERVICE COUNTING INITIATION REQUEST

MBMS SERVICE COUNTING INITIATION RESPONSE

 
Fig. 1 MBMS Service Counting Initiation procedure
Proposal:  MBMS Service Counting Request procedure is modified as MBMS Service Counting Initiation procedure, i.e.
MBMS Service Counting Initiation procedure
· MBMS SERVICE COUNTING INITIATION REQUEST message
· MBMS SERVICE COUNTING INITIATION RESPONSE message
3 Conclusion

Proposal:  MBMS Service Counting Request procedure is modified as MBMS Service Counting Initiation procedure, i.e.
MBMS Service Counting Initiation procedure
· MBMS SERVICE COUNTING INITIATION REQUEST message
· MBMS SERVICE COUNTING INITIATION RESPONSE message
If the proposal is approved, we would like to provide the corresponding CR in [4]
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