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8.3.1
Radio Link Setup

8.3.1.1
General

This procedure is used for establishing the necessary resources in the DRNS for one or more radio links.

The connection-oriented service of the signalling bearer shall be established in conjunction with this procedure.

8.3.1.2
Successful Operation
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Figure 5: Radio Link Setup procedure: Successful Operation

When the SRNC makes an algorithmic decision to add the first cell or set of cells from a DRNS to the active set of a specific UE-UTRAN connection, the RADIO LINK SETUP REQUEST message is sent to the corresponding DRNC to request establishment of the radio link(s). The Radio Link Setup procedure is initiated with this RADIO LINK SETUP REQUEST message sent from the SRNC to the DRNC.

Upon receipt of the RADIO LINK SETUP REQUEST message, the DRNS shall reserve the necessary resources and configure the new RL(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

The DRNS shall prioritise resource allocation for the RL(s) to be established according to Annex A.

If the RADIO LINK SETUP REQUEST message includes the Allowed Queuing Time IE the DRNS may queue the request for a time period not to exceed the value of the Allowed Queuing Time IE before starting to execute the request.

If the UE Aggregate Maximum Bit Rate IE is contained in the RADIO LINK SETUP REQUEST message, the DRNS shall, if supported, store the received UE Aggregate Maximum Bit Rate parameters to control the aggregate data rate of non GBR traffic for this UE.
Transport Channels Handling:
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Radio Link Handling:

SKIP UNCHANGED TEXT

Neighbouring Cell Handling:

If there are UMTS neighbouring cell(s) to the cell in which a Radio Link was established then:

-
The DRNC shall include in the RADIO LINK SETUP RESPONSE message the Neighbouring FDD Cell Information IE and/or Neighbouring TDD Cell Information IE in the Neighbouring UMTS Cell Information IE for each neighbouring FDD cell and/or TDD cell respectively. In addition, if the information is available, the DRNC shall include in the RADIO LINK SETUP RESPONSE message the Frame Offset IE, Primary CPICH Power IE, Cell Individual Offset IE, STTD Support Indicator IE, Closed Loop Mode1 Support Indicator IE, Coverage Indicator IE, Antenna Co-location Indicator IE and HCS Prio IE in the Neighbouring FDD Cell Information IE, and the Frame Offset IE, Cell Individual Offset IE, DPCH Constant Value IE, the PCCPCH Power IE, Coverage Indicator IE, Antenna Co-location Indicator IE and HCS Prio IE in the Neighbouring TDD Cell Information IE or the Neighbouring TDD Cell Information LCR IE. If the Neighbouring TDD Cell Information IE includes the Sync Case IE for the set to “Case1”, the DRNC shall include the Time Slot For SCH IE in the Neighbouring TDD Cell Information IE. If the Neighbouring TDD Cell Information IE includes Sync Case IE set to “Case2”, the DRNC shall include the SCH Time Slot IE in the Neighbouring TDD Cell Information IE.

-
If a UMTS neighbouring cell is not controlled by the same DRNC, the DRNC shall also include in the RADIO LINK SETUP RESPONSE message the CN PS Domain Identifier IE and/or CN CS Domain Identifier IE which are the identifiers of the CN nodes connected to the RNC controlling the UMTS neighbouring cell.

-
If the information is available, the DRNC shall include in the RADIO LINK SETUP RESPONSE message the DPC Mode Change Support Indicator IE for each neighbour cell in the Neighbouring FDD Cell Information IE 

-
The DRNC shall include the Cell Capability Container FDD IE, the Cell Capability Container TDD IE, the Cell Capability Container TDD LCR IE and/or the Cell Capability Container Extension FDD IE if the DRNC is aware that the neighbouring cell supports any functionality listed in 9.2.2.D, 9.2.3.1a, 9.2.3.1b and/or the Cell Capability Container Extension FDD IE.
-
[FDD – The DRNC shall, if supported, include the Cell List Validity Indicator IE if the neighbouring cell is multi cell capable and/or dual band capable but the cell can not be the serving HS-DSCH in a multicell and/or dual band configuration. Hence the cell can only serve as the secondary serving HS-DSCH cell. When Cell List Validity Indicator IE is included the SRNC should ignore the indicated cell list(s).]

-
[FDD – For each cell in the Secondary Serving Cell List IE that is Multi Cell E-DCH capable, indicated in the Cell Capability Container Extension FDD IE by the "Multi Cell E-DCH Support Indicator" bit = "1", and is restricted for use as an Additional E-DCH on the secondary uplink frequency with the cell identified by the C-ID IE as the corresponding cell of the primary uplink frequency, the DRNS shall, if supported, include the Multicell E-DCH Restriction IE set to "TRUE".]
-
For the UMTS neighbouring cells which are controlled by the DRNC, the DRNC shall report in the RADIO LINK SETUP RESPONSE message the restriction state of those cells, otherwise the Restriction State Indicator IE may be absent. The DRNC shall include in the RADIO LINK SETUP RESPONSE message the Restriction State Indicator IE for the neighbouring cells which are controlled by the DRNC in the Neighbouring FDD Cell Information IE, the Neighbouring TDD Cell Information IE and the Neighbouring TDD Cell Information LCR IE.

-
If MOCN or GWCN network sharing configuration is used then the DRNC shall include the broadcasted PLMN identities of the concerned neighbouring cells in the Multiple PLMN List IE in the Neighbouring FDD Cell Information IE, the Neighbouring TDD Cell Information IE and the Neighbouring TDD Cell Information LCR IE.

-
If available, the DRNC shall include the SNA Information IE for the concerned neighbouring cells in the Neighbouring FDD Cell Information IE, the Neighbouring TDD Cell Information IE and the Neighbouring TDD Cell Information LCR IE.

-
If available, the DRNC shall include the Frequency Band Indicator IE for the concerned neighbouring cells in the Neighbouring FDD Cell Information IE.
-
If the number of neighbouring UMTS RNCs is beyond the predefined maximum number, the DRNC shall, if supported, include the remaining neighbouring information in the Neighbouring UMTS Cell Information Extension IE. The IE filling rules in the Neighbouring UMTS Cell Information also apply to the Neighbouring UMTS Cell Information Extension IE.
If there are GSM neighbouring cells to the cell(s) where a radio link is established, the DRNC shall include in the RADIO LINK SETUP RESPONSE message the Neighbouring GSM Cell Information IE for each of the GSM neighbouring cells. If available the DRNC shall include in the RADIO LINK SETUP RESPONSE message the Cell Individual Offset IE, and if the Cell Individual Offset IE alone cannot represent the value of the offset, the DRNC shall also include the Extended GSM Cell Individual Offset IE in the Neighbouring GSM Cell Information IE. If available the DRNC shall also include in the RADIO LINK SETUP RESPONSE message the Coverage Indicator IE, Antenna Co-location Indicator IE and HCS Prio IE in the Neighbouring GSM Cell Information IE. If available, the DRNC shall also include the SNA Information IE for the concerned neighbouring cells in the Neighbouring GSM Cell Information IE.

When receiving the SNA Information IE in the RADIO LINK SETUP RESPONSE message, the SRNC should use it to restrict cell access based on SNA information. See also [40] for a broader description of the SNA access control.

If there are GERAN neighbouring cells to the cell(s) where a radio link is established, the DRNC shall include the GERAN Cell Capability IE in the Neighbouring GSM Cell Information IE that is included in the RADIO LINK SETUP RESPONSE message for each of the GERAN cells.

If there are GERAN Iu-mode neighbouring cells to the cell(s) where a radio link is established, the DRNC shall include, if available, the GERAN Classmark IE in the Neighbouring GSM Cell Information IE that is included in the RADIO LINK SETUP RESPONSE message for each of the GERAN Iu-mode neighbouring cells. Ref. [39] defines when the transmission of the GERAN Classmark IE will be required at the initiation of the Relocation Preparation procedure.

If there are E-UTRA neighbouring cells to the cell(s) where a radio link is established, the DRNC shall include in the RADIO LINK SETUP RESPONSE message the Neighbouring E-UTRA Cell Information IE for each of the E-UTRA neighbouring cells.
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8.3.2
Radio Link Addition

8.3.2.1
General

This procedure is used for establishing the necessary resources in the DRNS for one [FDD – or more] additional RLs towards a UE when there is already at least one RL established to the concerned UE via this DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Radio Link Addition procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

[TDD – The Radio Link Addition procedure serves to establish a new Radio Link with the DSCH and USCH included, if they existed before.]

8.3.2.2
Successful Operation
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Figure 7: Radio Link Addition procedure: Successful Operation

The procedure is initiated with a RADIO LINK ADDITION REQUEST message sent from the SRNC to the DRNC.

Upon receipt, the DRNS shall reserve the necessary resources and configure the new RL(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

The DRNS shall prioritise resource allocation for the RL(s) to be established according to Annex A.

If the UE Aggregate Maximum Bit Rate IE is contained in the RADIO LINK ADDITION REQUEST message, the DRNS shall, if supported, store the received UE Aggregate Maximum Bit Rate parameters to control the aggregate data rate of non GBR traffic for this UE.

Transport Channel Handling:
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Radio Link Handling:

Diversity Combination Control:
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Neighbouring Cell Handling:
If there are UMTS neighbouring cell(s) to the cell in which a Radio Link was established then:

-
The DRNC shall include in the RADIO LINK ADDITION RESPONSE message the Neighbouring FDD Cell Information IE and/or Neighbouring TDD Cell Information IE in the Neighbouring UMTS Cell Information IE for each neighbouring FDD cell and/or TDD cell respectively. In addition, if the information is available, the DRNC shall include in the RADIO LINK ADDITION RESPONSE message the Frame Offset IE, Primary CPICH Power IE, Cell Individual Offset IE, STTD Support Indicator IE, Closed Loop Mode1 Support Indicator IE, Coverage Indicator IE, Antenna Co-location Indicator IE and HCS Prio IE in the Neighbouring FDD Cell Information IE, and the Frame Offset IE, Cell Individual Offset IE, DPCH Constant Value IE and the PCCPCH Power IE, Coverage Indicator IE, Antenna Co-location Indicator IE and HCS Prio IE in the Neighbouring TDD Cell Information IE or the Neighbouring TDD Cell Information LCR IE. If the Neighbouring TDD Cell Information IE includes the Sync Case IE set to “Case1”, the DRNC shall include the Time SlotFor SCH IE in the Neighbouring TDD Cell Information IE. If the Neighbouring TDD Cell Information IE includes the Sync Case IE set to “Case2”, the DRNC shall include the SCH Time Slot IE in the Neighbouring TDD Cell Information IE.

-
If a UMTS neighbouring cell is not controlled by the same DRNC, the DRNC shall also include in the RADIO LINK ADDITION RESPONSE message the CN PS Domain Identifier IE and/or CN CS Domain Identifier IE which are the identifiers of the CN nodes connected to the RNC controlling the UMTS neighbouring cell.

-
[FDD – The DRNC shall include in the RADIO LINK ADDITION RESPONSE message the DPC Mode Change Support Indicator IE for each neighbour cell in the Neighbouring FDD Cell Information IE if this information is available.]

-
The DRNC shall include the Cell Capability Container FDD IE, the Cell Capability Container TDD IE, Cell Capability Container 7.68Mcps TDD IE, the Cell Capability Container TDD LCR IE and/or the Cell Capability Container Extension FDD IE if the DRNC is aware that the neighbouring cell supports any functionality listed in 9.2.2.D, 9.2.3.1a, 9.2.3.1b and 9.2.2.123.
-
[FDD – The DRNC shall, if supported, include the Cell List Validity Indicator IE if the neighbouring cell is multi cell capable and/or dual band capable but the cell can not be the serving HS-DSCH in a multicell and/or dual band configuration. Hence the cell can only serve as the secondary serving HS-DSCH cell. When Cell List Validity Indicator IE is included the SRNC should ignore the indicated cell list(s).]

-
[FDD – For each cell in the Secondary Serving Cell List IE that is Multi Cell E-DCH capable, indicated in the Cell Capability Container Extension FDD IE by the "Multi Cell E-DCH Support Indicator" bit = "1", and is restricted for use as an Additional E-DCH on the secondary uplink frequency with the cell identified by the C-ID IE as the corresponding cell of the Primary uplink frequency, the DRNS shall, if supported, include the Multicell E-DCH Restriction IE set to "TRUE".]
-
For the UMTS neighbouring cells which are controlled by the DRNC, the DRNC shall report in the RADIO LINK ADDITION RESPONSE message the restriction state of those cells, otherwise Restriction State Indicator IE may be absent. The DRNC shall include the Restriction State Indicator IE for the neighbouring cells which are controlled by the DRNC in the Neighbouring FDD Cell Information IE, the Neighbouring TDD Cell Information IE and the Neighbouring TDD Cell Information LCR IE.

-
If available, the DRNC shall include the SNA Information IE for the concerned neighbouring cells in the Neighbouring FDD Cell Information IE, the Neighbouring TDD Cell Information IE and the Neighbouring TDD Cell Information LCR IE.

-
If MOCN or GWCN network sharing configuration is used then the DRNC shall include the broadcasted PLMN identities of concerned neighbouring cells in the Multiple PLMN List IE in the Neighbouring FDD Cell Information IE, the Neighbouring TDD Cell Information IE and the Neighbouring TDD Cell Information LCR IE.

-
If available, the DRNC shall include the Frequency Band Indicator IE for the concerned neighbouring cells in the Neighbouring FDD Cell Information IE.

-
If the number of neighbouring UMTS RNCs is beyond the predefined maximum number, the DRNC shall, if supported, include the remaining neighbouring information in the Neighbouring UMTS Cell Information Extension IE. The IE filling rules in the Neighbouring UMTS Cell Information also apply to the Neighbouring UMTS Cell Information Extension IE.
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9.1.4
RADIO LINK SETUP RESPONSE

9.1.4.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	D-RNTI 
	O
	
	9.2.1.24
	
	YES
	ignore

	CN PS Domain Identifier
	O
	
	9.2.1.12
	
	YES
	ignore

	CN CS Domain Identifier
	O
	
	9.2.1.11
	
	YES
	ignore

	RL Information Response
	
	1..<maxnoofRLs>
	
	
	EACH
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>RL Set ID
	M
	
	9.2.2.35
	
	–
	

	>URA Information
	O
	
	9.2.1.70B
	
	–
	

	>SAI
	M
	
	9.2.1.52
	
	–
	

	>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>Received Total Wide Band Power
	M
	
	9.2.2.35A
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>DL Code Information
	M
	
	FDD DL Code Information

9.2.2.14A
	
	–
	

	>CHOICE Diversity Indication
	M
	
	
	
	–
	

	>>Combining
	
	
	
	
	–
	

	>>>RL ID
	M
	
	9.2.1.49
	Reference RL ID for the combining
	–
	

	>>>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>>>E-DCH FDD Information Response
	O
	
	9.2.2.4C
	
	YES
	ignore

	>>Non Combining or First RL
	
	
	
	
	–
	

	>>>DCH Information Response
	M
	
	9.2.1.16A
	
	–
	

	>>>E-DCH FDD Information Response
	O
	
	9.2.2.4C
	
	YES
	ignore

	>SSDT Support Indicator
	M
	
	9.2.2.43
	
	–
	

	>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Closed Loop Timing Adjustment Mode
	O
	
	9.2.2.3A
	
	–
	

	>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Primary Scrambling Code
	O
	
	9.2.1.45
	
	–
	

	>UL UARFCN
	O
	
	UARFCN

9.2.1.66
	Corresponds to Nu in ref. [6]
	–
	

	>DL UARFCN
	O
	
	UARFCN

9.2.1.66
	Corresponds to Nd in ref. [6]
	–
	

	>Primary CPICH Power
	M
	
	9.2.1.44
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	>PC Preamble
	M
	
	9.2.2.27a
	
	–
	

	>SRB Delay
	M
	
	9.2.2.39A
	
	–
	

	>Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	YES
	ignore

	>DL Power Balancing Activation Indicator
	O
	
	9.2.2.10B
	
	YES
	ignore

	>HCS Prio
	O
	
	9.2.1.30N
	
	YES
	ignore

	>Primary CPICH Usage For Channel Estimation
	O
	
	9.2.2.32A
	
	YES
	ignore

	>Secondary CPICH Information
	O
	
	9.2.2.38A
	
	YES
	ignore

	>Active MBMS Bearer Service List
	
	0..<maxnoofActiveMBMS>
	
	
	GLOBAL
	ignore

	>>TMGI
	M
	
	9.2.1.80
	
	–
	

	>>Transmission Mode
	O
	
	9.2.1.81
	
	–
	

	>>Preferred Frequency Layer
	O
	
	UARFCN

9.2.1.66
	
	–
	

	>E-DCH RL Set ID
	O
	
	RL Set ID 9.2.2.35
	
	YES
	ignore

	>E-DCH FDD DL Control Channel Information
	O
	
	9.2.2.4D
	
	YES
	ignore

	>Initial DL DPCH Timing Adjustment
	O
	
	DL DPCH Timing Adjustment

9.2.2.9A
	
	YES
	ignore

	>F-DPCH Slot Format
	O
	
	9.2.2.85
	
	YES
	ignore

	>Frame Offset
	O
	
	9.2.1.30
	
	YES
	ignore

	>Chip Offset
	O
	
	9.2.2.1
	
	YES
	ignore

	>Neighbouring E-UTRA Cell Information
	O
	
	9.2.1.41De
	
	YES
	ignore

	>HS-DSCH Preconfiguration Info
	O
	
	9.2.2.99
	
	YES
	ignore

	>Non-Serving RL Preconfiguration Info
	O
	
	9.2.2.125
	
	YES
	Ignore

	>Neighbouring UMTS Cell Information Extension
	O
	
	9.2.X.X
	
	YES
	ignore

	Uplink SIR Target
	O
	
	Uplink SIR

9.2.1.69
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore

	HS-DSCH-RNTI
	O
	
	9.2.1.30P
	
	YES
	ignore

	HS-DSCH Information Response
	O
	
	HS-DSCH FDD Information Response

9.2.2.19b
	
	YES
	ignore

	Continuous Packet Connectivity HS-SCCH less Information Response
	O
	
	9.2.2.75
	
	YES
	ignore

	SixtyfourQAM DL Support Indicator
	O
	
	9.2.1.123
	
	YES
	ignore

	Additional HS Cell Information Response
	
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 3 in this 3GPP release. 
	EACH
	ignore

	>HS-PDSCH RL ID
	M
	
	RL ID 9.2.1.49
	
	–
	

	>HS-DSCH-RNTI
	M
	
	9.2.1.30P
	
	–
	

	>HS-DSCH FDD Secondary Serving Information Response
	M
	
	9.2.2.19ba
	
	–
	

	>SixtyfourQAM DL Support Indicator
	O
	
	9.2.1.123
	
	–
	

	Additional E-DCH Cell Information Response
	
	0..<maxnoofEDCH-1>
	
	E-DCH on Secondary uplink frequency – max 1 in this 3GPP release.
	EACH
	ignore

	>Additional E-DCH FDD Information Response
	M
	
	9.2.2.120
	
	–
	


	Range bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for one UE.

	maxnoofActiveMBMS
	Maximum number of MBMS bearer services that are active in parallel.

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE.

	maxnoofEDCH-1
	Maximum number of uplink frequencies -1 for E-DCH for one UE
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9.1.5
RADIO LINK SETUP FAILURE

9.1.5.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	D-RNTI 
	O
	
	9.2.1.24
	
	YES
	ignore

	CN PS Domain Identifier
	O
	
	9.2.1.12
	
	YES
	ignore

	CN CS Domain Identifier
	O
	
	9.2.1.11
	
	YES
	ignore

	CHOICE Cause Level
	M
	
	
	
	YES
	ignore

	>General
	
	
	
	
	–
	

	>>Cause
	M
	
	9.2.1.5
	
	–
	

	>RL Specific
	
	
	
	
	–
	

	>>Unsuccessful RL Information Response
	
	1..<maxnoofRLs>
	
	
	EACH
	ignore

	>>>RL ID
	M
	
	9.2.1.49
	
	–
	

	>>>Cause 
	M
	
	9.2.1.5
	
	–
	

	>>>Max UE DTX Cycle
	C-DTX-CycleNotAvailable
	
	9.2.2.87
	
	YES
	ignore

	>>Successful RL Information Response
	
	0..<maxnoofRLs-1>
	
	
	EACH
	ignore

	>>>RL ID
	M
	
	9.2.1.49
	
	–
	

	>>>RL Set ID
	M
	
	9.2.2.35
	
	–
	

	>>>URA Information
	O
	
	9.2.1.70B
	
	–
	

	>>>SAI
	M
	
	9.2.1.52
	
	–
	

	>>>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>>>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>>>Received Total Wide Band Power
	M
	
	9.2.2.35A
	
	–
	

	>>>Not Used
	O
	
	NULL
	
	–
	

	>>>DL Code Information
	M
	
	FDD DL Code Information

9.2.2.14A
	
	–
	

	>>>CHOICE Diversity Indication
	M
	
	
	
	–
	

	>>>>Combining
	
	
	
	
	–
	

	>>>>>RL ID
	M
	
	9.2.1.49
	Reference RL ID for the combining
	–
	

	>>>>>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>>>>>E-DCH FDD Information Response
	O
	
	9.2.2.4C
	
	YES
	ignore

	>>>>Non Combining or First RL
	
	
	
	
	–
	

	>>>>>DCH Information Response
	M
	
	9.2.1.16A
	
	–
	

	>>>>>E-DCH FDD Information Response
	O
	
	9.2.2.4C
	
	YES
	ignore

	>>>SSDT Support Indicator
	M
	
	9.2.2.43
	
	–
	

	>>>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>>>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>>>Closed Loop Timing Adjustment Mode
	O
	
	9.2.2.3A
	
	–
	

	>>>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>>>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>>>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>>>Primary CPICH Power
	M
	
	9.2.1.44
	
	–
	

	>>>Primary Scrambling Code
	O
	
	9.2.1.45
	
	–
	

	>>>UL UARFCN
	O
	
	UARFCN

9.2.1.66
	Corresponds to Nu in ref. [6]
	–
	

	>>>DL UARFCN
	O
	
	UARFCN

9.2.1.66
	Corresponds to Nd in ref. [6]
	–
	

	>>>Not Used
	O
	
	NULL
	
	–
	

	>>>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>>>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	>>>PC Preamble
	M
	
	9.2.2.27a
	
	–
	

	>>>SRB Delay
	M
	
	9.2.2.39A
	
	–
	

	>>>Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	YES
	ignore

	>>>DL Power Balancing Activation Indicator
	O
	
	9.2.2.10B
	
	YES
	ignore

	>>>HCS Prio
	O
	
	9.2.1.30N
	
	YES
	ignore

	>>>Primary CPICH Usage For Channel Estimation
	O
	
	9.2.2.32A
	
	YES
	ignore

	>>>Secondary CPICH Information
	O
	
	9.2.2.38A
	
	YES
	ignore

	>>>Active MBMS Bearer Service List
	
	0..<maxnoofActiveMBMS>
	
	
	GLOBAL
	ignore

	>>>>TMGI
	M
	
	9.2.1.80
	
	–
	

	>>>>Transmission Mode
	O
	
	9.2.1.81
	
	–
	

	>>>>Preferred Frequency Layer
	O
	
	UARFCN

9.2.1.66
	
	–
	

	>>>E-DCH RL Set ID
	O
	
	RL Set ID 9.2.2.35
	
	YES
	ignore

	>>>E-DCH FDD DL Control Channel Information
	O
	
	9.2.2.4D
	
	YES
	ignore

	>>>Initial DL DPCH Timing Adjustment
	O
	
	DL DPCH Timing Adjustment

9.2.2.9A
	
	YES
	ignore

	>>>Neighbouring E-UTRA Cell Information
	O
	
	9.2.1.41De
	
	YES
	ignore

	>>> HS-DSCH Preconfiguration Info
	O
	
	9.2.2.99
	
	YES
	ignore

	>>>F-DPCH Slot Format
	O
	
	9.2.2.85
	
	YES
	ignore

	>>>Non-Serving RL Preconfiguration Info
	O
	
	9.2.2.125
	
	YES
	ignore

	>>>Neighbouring UMTS Cell Information Extension
	O
	
	9.2.X.X
	
	YES
	ignore

	>>HS-DSCH-RNTI
	O
	
	9.2.1.30P
	
	YES
	ignore

	>>HS-DSCH Information Response
	O
	
	HS-DSCH FDD Information Response

9.2.2.19b
	
	YES
	ignore

	>>Continuous Packet Connectivity HS-SCCH less Information Response
	O
	
	9.2.2.75
	
	YES
	ignore

	>>SixtyfourQAM DL Support Indicator
	O
	
	9.2.1.123
	
	YES
	ignore

	>>Additional HS Cell Information Response
	O
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 3 in this 3GPP release. 
	EACH
	ignore

	>>>HS-PDSCH RL ID
	M
	
	RL ID 9.2.1.49
	
	–
	

	>>>HS-DSCH-RNTI
	M
	
	9.2.1.30P
	
	–
	

	>>>HS-DSCH FDD Secondary Serving Information Response
	M
	
	9.2.2.19ba
	
	–
	

	>>>SixtyfourQAM DL Support Indicator
	O
	
	9.2.1.123
	
	–
	

	>>Additional E-DCH Cell Information Response
	
	0..<maxnoofEDCH-1>
	
	E-DCH on Secondary uplink frequency – max 1 in this 3GPP release.
	EACH
	ignore

	>>>Additional E-DCH FDD Information Response
	M
	
	9.2.2.120
	
	–
	

	Uplink SIR Target
	O
	
	Uplink SIR

9.2.1.69
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore


	Condition
	Explanation

	DTX-CycleNotAvailable
	The IE shall be present if the Cause IE is set to Continuous Packet Connectivity UE DTX Cycle not Available “.


	Range bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for one UE.

	maxnoofActiveMBMS
	Maximum number of MBMS bearer services that are active in parallel.

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE.

	maxnoofEDCH-1
	Maximum number of uplink frequencies -1 for E-DCH for one UE
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9.1.7
RADIO LINK ADDITION RESPONSE

9.1.7.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	RL Information Response
	
	1..<maxnoofRLs-1>
	
	
	EACH
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>RL Set ID
	M
	
	9.2.2.35
	
	–
	

	>URA Information
	O
	
	9.2.1.70B
	
	–
	

	>SAI
	M
	
	9.2.1.52
	
	–
	

	>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>Received Total Wide Band Power
	M
	
	9.2.2.35A
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>DL Code Information
	M
	
	FDD DL Code Information

9.2.2.14A
	
	YES
	ignore

	>CHOICE Diversity Indication
	M
	
	
	
	–
	

	>>Combining
	
	
	
	
	–
	

	>>>RL ID
	M
	
	9.2.1.49
	Reference RL ID
	–
	

	>>>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>>>E-DCH FDD Information Response
	O
	
	9.2.2.4C
	
	YES
	ignore

	>>Non Combining
	
	
	
	
	–
	

	>>>DCH Information Response
	M
	
	9.2.1.16A
	
	–
	

	>>>E-DCH FDD Information Response
	O
	
	9.2.2.4C
	
	YES
	ignore

	>SSDT Support Indicator
	M
	
	9.2.2.43
	
	–
	

	>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Closed Loop Timing Adjustment Mode
	O
	
	9.2.2.3A
	
	–
	

	>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	>PC Preamble
	M
	
	9.2.2.27a
	
	–
	

	>SRB Delay
	M
	
	9.2.2.39A
	
	–
	

	>Primary CPICH Power
	M
	
	9.2.1.44
	
	–
	

	>Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	YES
	ignore

	>DL Power Balancing Activation Indicator
	O
	
	9.2.2.10B
	
	YES
	ignore

	>HCS Prio
	O
	
	9.2.1.30N
	
	YES
	ignore

	>Active MBMS Bearer Service List
	
	0..<maxnoofActiveMBMS>
	
	
	GLOBAL
	ignore

	>>TMGI
	M
	
	9.2.1.80
	
	–
	

	>>Transmission Mode
	O
	
	9.2.1.81
	
	–
	

	>>Preferred Frequency Layer
	O
	
	UARFCN

9.2.1.66
	
	–
	

	>E-DCH RL Set ID
	O
	
	RL Set ID 9.2.2.35
	
	YES
	ignore

	>E-DCH FDD DL Control Channel Information
	O
	
	9.2.2.4D
	
	YES
	ignore

	>Initial DL DPCH Timing Adjustment
	O
	
	DL DPCH Timing Adjustment

9.2.2.9.A
	
	YES
	ignore

	>F-DPCH Slot Format
	O
	
	9.2.2.85
	
	YES
	ignore

	>Neighbouring E-UTRA Cell Information
	O
	
	9.2.1.41De
	
	YES
	ignore

	>HS-DSCH Preconfiguration Info
	O
	
	9.2.2.99
	
	YES
	ignore

	>Non-Serving RL Preconfiguration Info
	O
	
	9.2.2.125
	
	YES
	ignore

	>Neighbouring UMTS Cell Information Extension
	O
	
	9.2.X.X
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore

	HS-DSCH Serving Cell Change Information Response
	O
	
	9.2.2.19g
	
	YES
	ignore

	E-DCH Serving Cell Change Information Response
	O
	
	9.2.2.19h
	
	YES
	ignore

	MAC-hs Reset Indicator
	O
	
	9.2.1.34B
	
	YES
	ignore

	Additional HS Cell Change Information Response
	
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 3 in this 3GPP release. 
	EACH
	ignore

	>HS-PDSCH RL ID
	M
	
	RL ID 9.2.1.49
	
	–
	

	>HS-DSCH Secondary Serving Cell Change Information Response
	M
	
	9.2.2.19ga
	
	–
	

	Additional E-DCH Cell Information Response RL Add
	
	0..<maxnoofEDCH-1>
	
	E-DCH on Secondary uplink frequency – max 1 in this 3GPP release.
	EACH
	ignore

	>Additional E-DCH FDD Information Response
	O
	
	9.2.2.120
	
	–
	

	>Additional E-DCH Serving Cell Change Information response
	O
	
	E-DCH Serving Cell Change Information Response

9.2.2.19h
	
	–
	


	Range bound
	Explanation

	maxnoofRLs
	Maximum number of radio links for one UE.

	maxnoofActiveMBMS
	Maximum number of MBMS bearer services that are active in parallel.

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE.

	maxnoofEDCH-1
	Maximum number of uplink frequencies -1 for E-DCH for one UE
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9.1.8
RADIO LINK ADDITION FAILURE

9.1.8.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	CHOICE Cause Level
	M
	
	
	
	YES
	ignore

	>General
	
	
	
	
	–
	

	>>Cause
	M
	
	9.2.1.5
	
	–
	

	>RL Specific
	
	
	
	
	–
	

	>>Unsuccessful RL Information Response
	
	1..<maxnoofRLs-1>
	
	
	EACH
	ignore

	>>>RL ID
	M
	
	9.2.1.49
	
	–
	

	>>>Cause
	M
	
	9.2.1.5
	
	–
	

	>>Successful RL Information Response
	
	0..<maxnoofRLs-2>
	
	
	EACH
	ignore

	>>>RL ID
	M
	
	9.2.1.49
	
	–
	

	>>>RL Set ID
	M
	
	9.2.2.35
	
	–
	

	>>>URA Information
	O
	
	9.2.1.70B
	
	–
	

	>>>SAI
	M
	
	9.2.1.52
	
	–
	

	>>>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>>>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>>>Received Total Wide Band Power
	M
	
	9.2.2.35A
	
	–
	

	>>>Not Used
	O
	
	NULL
	
	–
	

	>>>DL Code Information
	M
	
	FDD DL Code Information

9.2.2.14A
	
	YES
	ignore

	>>>CHOICE Diversity Indication
	M
	
	
	
	–
	

	>>>>Combining
	
	
	
	
	–
	

	>>>>>RL ID
	M
	
	9.2.1.49
	Reference RL ID
	–
	

	>>>>>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>>>>>E-DCH FDD Information Response
	O
	
	9.2.2.4C
	
	YES
	ignore

	>>>>Non Combining
	
	
	
	
	–
	

	>>>>>DCH Information Response
	M
	
	9.2.1.16A
	
	–
	

	>>>>>E-DCH FDD Information Response
	O
	
	9.2.2.4C
	
	YES
	ignore

	>>>SSDT Support Indicator
	M
	
	9.2.2.43
	
	–
	

	>>>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>>>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>>>Closed Loop Timing Adjustment Mode
	O
	
	9.2.2.3A
	
	–
	

	>>>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>>>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>>>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>>>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>>>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	>>>Primary CPICH Power
	M
	
	9.2.1.44
	
	–
	

	>>>PC Preamble
	M
	
	9.2.2.27a
	
	–
	

	>>>SRB Delay
	M
	
	9.2.2.39A
	
	–
	

	>>>Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	YES
	ignore

	>>>DL Power Balancing Activation Indicator
	O
	
	9.2.2.10B
	
	YES
	ignore

	>>>HCS Prio
	O
	
	9.2.1.30N
	
	YES
	ignore

	>>>Active MBMS Bearer Service List
	
	0..<maxnoofActiveMBMS>
	
	
	GLOBAL
	ignore

	>>>>TMGI
	M
	
	9.2.1.80
	
	–
	

	>>>>Transmission Mode
	O
	
	9.2.1.81
	
	–
	

	>>>>Preferred Frequency Layer
	O
	
	UARFCN

9.2.1.66
	
	–
	

	>>>E-DCH RL Set ID
	O
	
	RL Set ID 9.2.2.35
	
	YES
	ignore

	>>>E-DCH FDD DL Control Channel Information
	O
	
	9.2.2.4D
	
	YES
	ignore

	>>>Initial DL DPCH Timing Adjustment
	O
	
	DL DPCH Timing Adjustment

9.2.2.9.A
	
	YES
	ignore

	>>>Neighbouring E-UTRA Cell Information
	O
	
	9.2.1.41De
	
	YES
	ignore

	>>>HS-DSCH Preconfiguration Info
	O
	
	9.2.2.99
	
	YES
	ignore

	>>>F-DPCH Slot Format
	O
	
	9.2.2.85
	
	YES
	ignore

	>>>Non-Serving RL Preconfiguration Info
	O
	
	9.2.2.125
	
	YES
	ignore

	>>>Neighbouring UMTS Cell Information Extension
	O
	
	9.2.X.X
	
	YES 
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore

	HS-DSCH Serving Cell Change Information Response
	O
	
	9.2.2.19g
	
	YES
	Ignore

	E-DCH Serving Cell Change Information Response
	O
	
	9.2.2.19h
	
	YES
	Ignore

	Additional HS Cell Change Information Response
	
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 3 in this 3GPP release. 
	EACH
	Ignore

	>HS-PDSCH RL ID
	M
	
	RL ID 9.2.1.49
	
	–
	

	>HS-DSCH Secondary Serving Cell Change Information Response
	M
	
	9.2.2.19ga
	
	–
	

	MAC-hs Reset Indicator
	O
	
	9.2.1.34B
	
	YES
	ignore

	Additional E-DCH Cell Information Response RL Add
	
	0..<maxnoofEDCH-1>
	
	E-DCH on Secondary uplink frequency – max 1 in this 3GPP release.
	EACH
	ignore

	>Additional E-DCH FDD Information Response
	O
	
	9.2.2.120
	
	–
	

	>Additional E-DCH Serving Cell Change Information response
	O
	
	E-DCH Serving Cell Change Information Response

9.2.2.19h
	
	–
	


	Range bound
	Explanation

	maxnoofRLs
	Maximum number of radio links for one UE.

	maxnoofActiveMBMS
	Maximum number of MBMS bearer services that are active in parallel.

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE.

	maxnoofEDCH-1
	Maximum number of uplink frequencies -1 for E-DCH for one UE
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9.2.X.X
Neighbouring UMTS Cell Information Extension
The Neighbouring UMTS Cell Information Extension IE is an entension IE to the Neighbouring UMTS Cell Information IE and indicates the UMTS neigbouring cells in the same way as in the Neighbouring UMTS Cell Information IE.  The DRNC may use the Neighbouring UMTS Cell Information Extension IE to indicate remaining UMTS neighbouring cells if the number of neighbouring RNCs exceeds the predefined maximum number of neighbouring RNCs (maxnoofneighbouringRNCs). 
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Neighbouring UMTS Cell Information Extension
	
	1..<maxnoofextendedneighbouringRNCs>
	
	
	EACH
	ignore

	>RNC-ID
	M
	
	9.2.1.50
	If the Extended RNC-ID IE is included in the Neighbouring UMTS Cell Information IE, the RNC-ID IE shall be ignored.
	–
	

	>CN PS Domain Identifier
	O
	
	9.2.1.12
	
	–
	

	>CN CS Domain Identifier
	O
	
	9.2.1.11
	
	–
	

	>Neighbouring FDD Cell Information
	O
	
	9.2.1.41B
	
	–
	

	>Neighbouring TDD Cell Information
	O
	
	9.2.1.41D
	
	–
	

	>Neighbouring TDD Cell Information LCR
	O
	
	9.2.1.72
	
	YES
	ignore

	>Extended RNC-ID
	O
	
	9.2.1.50a
	The Extended RNC-ID IE shall be used if the RNC identity has a value larger than 4095.
	YES
	reject


	Range bound
	Explanation

	maxnoofextendedneighbouringRNCs
	Maximum number of extended neighbouring RNCs. 
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9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for RNSAP.

--

-- **************************************************************
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maxCellsMeas,


maxNoOfDSCHs,


maxNoOfUSCHs,


maxNrOfCCTrCHs,


maxNrOfDCHs,


maxNrOfTS,


maxNrOfDPCHs,


maxNrOfDPCHs768,

maxNrOfDPCHsPerRL-1,

maxNrOfDPCHs768PerRL-1,


maxNrOfInterfaces,


maxNrOfRLs,


maxNrOfRLSets,


maxNrOfRLSets-1,


maxNrOfRLs-1,


maxNrOfRLs-2,


maxNrOfULTs,


maxNrOfDLTs,


maxResetContext,


maxResetContextGroup,

maxNoOfDSCHsLCR,


maxNoOfUSCHsLCR,


maxNrOfCCTrCHsLCR,


maxNrOfTsLCR,


maxNrOfDLTsLCR,


maxNrOfULTsLCR,


maxNrOfDPCHsLCR,

maxNrOfDPCHsLCRPerRL-1,

maxNrOfLCRTDDNeighboursPerRNC,


maxNrOfMeasNCell,

maxNrOfMACdFlows,


maxNrOfMACdPDUSize,

maxNrOfMCCHMessages,

maxNrOfMBMSL3,

maxNrOfEDCHMACdFlows,


maxNrOfHSSICHs,

maxNrOfHSSICHs-1,


maxNrOfActiveMBMSServices,


maxNrOfMBMSServices,

maxNrofSigSeqERGHICH-1,


maxNrOfCells,

maxNrOfHSDSCH-1,


maxNrOfEDCH-1, 

maxNrOfULCarriersLCR-1,


id-Active-MBMS-Bearer-ServiceFDD,

id-Active-MBMS-Bearer-ServiceFDD-PFL,


id-Active-MBMS-Bearer-ServiceTDD,

id-Active-MBMS-Bearer-ServiceTDD-PFL,


id-Active-Pattern-Sequence-Information,


id-AdjustmentRatio,


id-AllowedQueuingTime,


id-AlternativeFormatReportingIndicator,

id-AntennaColocationIndicator,

id-BindingID,


id-C-ID,


id-C-RNTI,


id-CFN,


id-CFNReportingIndicator,


id-CN-CS-DomainIdentifier,


id-CN-PS-DomainIdentifier,


id-Cause,


id-CauseLevel-RL-AdditionFailureFDD,


id-CauseLevel-RL-AdditionFailureTDD,


id-CauseLevel-RL-ReconfFailure,


id-CauseLevel-RL-SetupFailureFDD,


id-CauseLevel-RL-SetupFailureTDD,


id-CCTrCH-InformationItem-RL-FailureInd,


id-CCTrCH-InformationItem-RL-RestoreInd,

id-CellCapabilityContainer-FDD, 

id-CellCapabilityContainerExtension-FDD,

id-CellCapabilityContainer-TDD,


id-CellCapabilityContainer-TDD-LCR,


id-CellPortionID,


id-ChipOffset,


id-ClosedLoopMode1-SupportIndicator,


id-CNOriginatedPage-PagingRqst,

id-CommonMeasurementAccuracy,


id-CommonMeasurementObjectType-CM-Rprt,


id-CommonMeasurementObjectType-CM-Rqst,
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id-Multi-Carrier-EDCH-Setup,


id-Multi-Carrier-EDCH-Reconfigure,


id-Multi-Carrier-EDCH-Response,


id-MU-MIMO-InformationLCR,


id-MU-MIMO-Indicator,

id-Usefulness-Of-Battery-Optimization,


id-Neighbouring-UMTS-CellInformation-Ext
FROM RNSAP-Constants;
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-- **************************************************************

--

-- RADIO LINK SETUP RESPONSE FDD

--

-- **************************************************************

RadioLinkSetupResponseFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-D-RNTI






CRITICALITY ignore
TYPE D-RNTI
PRESENCE optional
} |


{ ID id-CN-PS-DomainIdentifier


CRITICALITY ignore
TYPE CN-PS-DomainIdentifier
PRESENCE optional
} |


{ ID id-CN-CS-DomainIdentifier


CRITICALITY ignore
TYPE CN-CS-DomainIdentifier
PRESENCE optional
} |


{ ID id-RL-InformationResponseList-RL-SetupRspFDD
CRITICALITY ignore
TYPE RL-InformationResponseList-RL-SetupRspFDD
PRESENCE mandatory
} |


{ ID id-UL-SIRTarget




CRITICALITY ignore
TYPE UL-SIR
PRESENCE optional
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics
PRESENCE optional
},


...

}

RL-InformationResponseList-RL-SetupRspFDD 

::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Single-Container { {RL-InformationResponseItemIEs-RL-SetupRspFDD} }

RL-InformationResponseItemIEs-RL-SetupRspFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponseItem-RL-SetupRspFDD
CRITICALITY ignore
TYPE RL-InformationResponseItem-RL-SetupRspFDD 
PRESENCE mandatory
}

}

RL-InformationResponseItem-RL-SetupRspFDD ::= SEQUENCE {


rL-ID






RL-ID,


rL-Set-ID





RL-Set-ID,


uRA-Information




URA-Information

OPTIONAL,


sAI







SAI,


gA-Cell






GA-Cell

OPTIONAL,


gA-AccessPointPosition


GA-AccessPointPosition

OPTIONAL,


received-total-wide-band-power
Received-total-wide-band-power,


not-Used-secondary-CCPCH-Info


NULL

OPTIONAL,


dl-CodeInformation



FDD-DL-CodeInformation,


diversityIndication



DiversityIndication-RL-SetupRspFDD,


sSDT-SupportIndicator


SSDT-SupportIndicator,


maxUL-SIR





UL-SIR,


minUL-SIR





UL-SIR,


closedlooptimingadjustmentmode
Closedlooptimingadjustmentmode


OPTIONAL,


maximumAllowedULTxPower


MaximumAllowedULTxPower,


maximumDLTxPower



DL-Power,


minimumDLTxPower



DL-Power,


primaryScramblingCode


PrimaryScramblingCode




OPTIONAL,


uL-UARFCN





UARFCN








OPTIONAL,


dL-UARFCN





UARFCN








OPTIONAL,


primaryCPICH-Power



PrimaryCPICH-Power,


not-Used-dSCHInformationResponse
NULL







OPTIONAL,


neighbouring-UMTS-CellInformation
Neighbouring-UMTS-CellInformation
OPTIONAL,


neighbouring-GSM-CellInformation
Neighbouring-GSM-CellInformation
OPTIONAL,


pC-Preamble





PC-Preamble,


sRB-Delay





SRB-Delay,

iE-Extensions




ProtocolExtensionContainer { {RL-InformationResponseItem-RL-SetupRspFDD-ExtIEs} } OPTIONAL,


...

}

RL-InformationResponseItem-RL-SetupRspFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-GA-CellAdditionalShapes





CRITICALITY ignore
EXTENSION GA-CellAdditionalShapes







PRESENCE optional }|


{ ID id-DL-PowerBalancing-ActivationIndicator

CRITICALITY ignore
EXTENSION DL-PowerBalancing-ActivationIndicator


PRESENCE optional }|


{ ID id-HCS-Prio








CRITICALITY ignore
EXTENSION HCS-Prio












PRESENCE optional }|

{ ID id-Primary-CPICH-Usage-For-Channel-Estimation
CRITICALITY ignore
EXTENSION Primary-CPICH-Usage-For-Channel-Estimation
PRESENCE optional }|


{ ID id-Secondary-CPICH-Information




CRITICALITY ignore
EXTENSION Secondary-CPICH-Information





PRESENCE optional }|


{ ID id-Active-MBMS-Bearer-ServiceFDD-PFL


CRITICALITY ignore
EXTENSION Active-MBMS-Bearer-Service-ListFDD-PFL


PRESENCE optional }|


{ ID id-EDCH-RLSet-Id







CRITICALITY ignore
EXTENSION RL-Set-ID












PRESENCE optional }|


{ ID id-EDCH-FDD-DL-ControlChannelInformation

CRITICALITY ignore
EXTENSION EDCH-FDD-DL-ControlChannelInformation


PRESENCE optional }|


{ ID id-Initial-DL-DPCH-TimingAdjustment


CRITICALITY ignore
EXTENSION DL-DPCH-TimingAdjustment





PRESENCE optional }|


{ ID id-F-DPCH-SlotFormat






CRITICALITY ignore
EXTENSION F-DPCH-SlotFormat





PRESENCE optional }|


{ ID id-FrameOffset








CRITICALITY ignore
EXTENSION FrameOffset





PRESENCE optional }|


{ ID id-ChipOffset








CRITICALITY ignore
EXTENSION ChipOffset











PRESENCE optional }|


{ ID id-Neighbouring-E-UTRA-CellInformation


CRITICALITY ignore
EXTENSION Neighbouring-E-UTRA-CellInformation



PRESENCE optional }|


{ ID id-HSDSCH-PreconfigurationInfo




CRITICALITY ignore
EXTENSION HSDSCH-PreconfigurationInfo





PRESENCE optional }|


{ ID id-Non-Serving-RL-Preconfig-Info



CRITICALITY ignore
EXTENSION Non-Serving-RL-Preconfig-Info





PRESENCE optional }|


{ ID id-Neighbouring-UMTS-CellInformation-Ext

CRITICALITY ignore
EXTENSION Neighbouring-UMTS-CellInformation-Ext



PRESENCE optional },

...

}

SKIP UNCHANGED TEXT

-- **************************************************************

--

-- RADIO LINK SETUP FAILURE FDD

--

-- **************************************************************

RadioLinkSetupFailureFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupFailureFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupFailureFDD-Extensions}}                   OPTIONAL,


...

}

SKIP UNCHANGED TEXT

SuccessfulRL-InformationResponse-RL-SetupFailureFDD ::= SEQUENCE {


rL-ID








RL-ID,


rL-Set-ID







RL-Set-ID,


uRA-Information






URA-Information





OPTIONAL,


sAI









SAI,


gA-Cell








GA-Cell

OPTIONAL,


gA-AccessPointPosition




GA-AccessPointPosition



OPTIONAL,


received-total-wide-band-power


Received-total-wide-band-power,


not-Used-secondary-CCPCH-Info




NULL



OPTIONAL,


dl-CodeInformation





FDD-DL-CodeInformation,


diversityIndication





DiversityIndication-RL-SetupFailureFDD, 


sSDT-SupportIndicator




SSDT-SupportIndicator,


maxUL-SIR







UL-SIR,


minUL-SIR







UL-SIR,


closedlooptimingadjustmentmode


Closedlooptimingadjustmentmode

OPTIONAL,


maximumAllowedULTxPower




MaximumAllowedULTxPower,


maximumDLTxPower





DL-Power,


minimumDLTxPower





DL-Power,


primaryCPICH-Power





PrimaryCPICH-Power,


primaryScramblingCode




PrimaryScramblingCode



OPTIONAL,


uL-UARFCN







UARFCN







OPTIONAL,


dL-UARFCN







UARFCN







OPTIONAL,


not-Used-dSCH-InformationResponse-RL-SetupFailureFDD
NULL



OPTIONAL,


neighbouring-UMTS-CellInformation

Neighbouring-UMTS-CellInformation
OPTIONAL,


neighbouring-GSM-CellInformation

Neighbouring-GSM-CellInformation
OPTIONAL,


pC-Preamble







PC-Preamble,


sRB-Delay







SRB-Delay,

iE-Extensions






ProtocolExtensionContainer { {SuccessfulRL-InformationResponse-RL-SetupFailureFDD-ExtIEs} } OPTIONAL,


...

}

SuccessfulRL-InformationResponse-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-GA-CellAdditionalShapes





CRITICALITY ignore
EXTENSION GA-CellAdditionalShapes







PRESENCE optional }|


{ ID id-DL-PowerBalancing-ActivationIndicator

CRITICALITY ignore
EXTENSION DL-PowerBalancing-ActivationIndicator


PRESENCE optional }|


{ ID id-HCS-Prio








CRITICALITY ignore
EXTENSION HCS-Prio












PRESENCE optional }|

{ ID id-Primary-CPICH-Usage-For-Channel-Estimation
CRITICALITY ignore
EXTENSION Primary-CPICH-Usage-For-Channel-Estimation
PRESENCE optional }|


{ ID id-Secondary-CPICH-Information




CRITICALITY ignore
EXTENSION Secondary-CPICH-Information





PRESENCE optional }|


{ ID id-Active-MBMS-Bearer-ServiceFDD-PFL


CRITICALITY ignore
EXTENSION Active-MBMS-Bearer-Service-ListFDD-PFL


PRESENCE optional }|


{ ID id-EDCH-RLSet-Id







CRITICALITY ignore
EXTENSION RL-Set-ID












PRESENCE optional }|


{ ID id-EDCH-FDD-DL-ControlChannelInformation

CRITICALITY ignore
EXTENSION EDCH-FDD-DL-ControlChannelInformation


PRESENCE optional }|

{ ID id-Initial-DL-DPCH-TimingAdjustment


CRITICALITY ignore
EXTENSION DL-DPCH-TimingAdjustment






PRESENCE optional }|

{ ID id-Neighbouring-E-UTRA-CellInformation


CRITICALITY ignore
EXTENSION Neighbouring-E-UTRA-CellInformation



PRESENCE optional }|


{ ID id-HSDSCH-PreconfigurationInfo




CRITICALITY ignore
EXTENSION HSDSCH-PreconfigurationInfo





PRESENCE optional }|

{ ID id-F-DPCH-SlotFormat






CRITICALITY ignore
EXTENSION F-DPCH-SlotFormat









PRESENCE optional }|


{ ID id-Non-Serving-RL-Preconfig-Info



CRITICALITY ignore
EXTENSION Non-Serving-RL-Preconfig-Info





PRESENCE optional } |


{ ID id-Neighbouring-UMTS-CellInformation-Ext

CRITICALITY ignore
EXTENSION Neighbouring-UMTS-CellInformation-Ext



PRESENCE optional },

...

}

SKIP UNCHANGED TEXT

-- **************************************************************

--

-- RADIO LINK ADDITION RESPONSE FDD

--

-- **************************************************************

RadioLinkAdditionResponseFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkAdditionResponseFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkAdditionResponseFDD-Extensions}}                   OPTIONAL,


...

}

SKIP UNCHANGED TEXT

RL-InformationResponseItem-RL-AdditionRspFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-GA-CellAdditionalShapes




CRITICALITY ignore
EXTENSION GA-CellAdditionalShapes






PRESENCE optional }|


{ ID id-DL-PowerBalancing-ActivationIndicator
CRITICALITY ignore
EXTENSION DL-PowerBalancing-ActivationIndicator

PRESENCE optional }|


{ ID id-HCS-Prio







CRITICALITY ignore
EXTENSION HCS-Prio











PRESENCE optional }|

{ ID id-Active-MBMS-Bearer-ServiceFDD-PFL

CRITICALITY ignore
EXTENSION Active-MBMS-Bearer-Service-ListFDD-PFL

PRESENCE optional }|


{ ID id-EDCH-RLSet-Id






CRITICALITY ignore
EXTENSION RL-Set-ID











PRESENCE optional }|


{ ID id-EDCH-FDD-DL-ControlChannelInformation
CRITICALITY ignore
EXTENSION EDCH-FDD-DL-ControlChannelInformation

PRESENCE optional }|


{ ID id-Initial-DL-DPCH-TimingAdjustment

CRITICALITY ignore
EXTENSION DL-DPCH-TimingAdjustment






PRESENCE optional }|


{ ID id-F-DPCH-SlotFormat





CRITICALITY ignore
EXTENSION F-DPCH-SlotFormat








PRESENCE optional }|

{ ID id-Neighbouring-E-UTRA-CellInformation

CRITICALITY ignore
EXTENSION Neighbouring-E-UTRA-CellInformation


PRESENCE optional }|


{ ID id-HSDSCH-PreconfigurationInfo



CRITICALITY ignore
EXTENSION HSDSCH-PreconfigurationInfo





PRESENCE optional }|


{ ID id-Non-Serving-RL-Preconfig-Info


CRITICALITY ignore
EXTENSION Non-Serving-RL-Preconfig-Info




PRESENCE optional }|


{ ID id-Neighbouring-UMTS-CellInformation-Ext

CRITICALITY ignore
EXTENSION Neighbouring-UMTS-CellInformation-Ext



PRESENCE optional },


...

}

SKIP UNCHANGED TEXT

-- **************************************************************

--

-- RADIO LINK ADDITION FAILURE FDD

--

-- **************************************************************

RadioLinkAdditionFailureFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkAdditionFailureFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkAdditionFailureFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkAdditionFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-CauseLevel-RL-AdditionFailureFDD




CRITICALITY

ignore



TYPE CauseLevel-RL-AdditionFailureFDD






PRESENCE
mandatory }|

{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

SKIP UNCHANGED TEXT

SuccessfulRL-InformationResponse-RL-AdditionFailureFDD ::= SEQUENCE {


rL-ID







RL-ID,


rL-Set-ID






RL-Set-ID,


uRA-Information





URA-Information

OPTIONAL,


sAI








SAI,


gA-Cell







GA-Cell

OPTIONAL,


gA-AccessPointPosition



GA-AccessPointPosition

OPTIONAL,


received-total-wide-band-power

Received-total-wide-band-power,


not-Used-secondary-CCPCH-Info



NULL

OPTIONAL,


dl-CodeInformation




DL-CodeInformationList-RL-AdditionFailureFDD,


diversityIndication




DiversityIndication-RL-AdditionFailureFDD, 


-- This IE represents both the Diversity Indication IE and the choice based on the diversity indication as described in 


-- the tabular message format in subclause 9.1.

sSDT-SupportIndicator



SSDT-SupportIndicator,


minUL-SIR






UL-SIR,


maxUL-SIR






UL-SIR,


closedlooptimingadjustmentmode

Closedlooptimingadjustmentmode
OPTIONAL,


maximumAllowedULTxPower



MaximumAllowedULTxPower,


maximumDLTxPower




DL-Power,


minimumDLTxPower




DL-Power,


neighbouring-UMTS-CellInformation
Neighbouring-UMTS-CellInformation OPTIONAL,


neighbouring-GSM-CellInformation
Neighbouring-GSM-CellInformation OPTIONAL,


primaryCPICH-Power




PrimaryCPICH-Power,


pC-Preamble






PC-Preamble,


sRB-Delay






SRB-Delay,

iE-Extensions





ProtocolExtensionContainer { {SuccessfulRL-InformationResponse-RL-AdditionFailureFDD-ExtIEs} } OPTIONAL,


...

}

SuccessfulRL-InformationResponse-RL-AdditionFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-GA-CellAdditionalShapes





CRITICALITY ignore
EXTENSION GA-CellAdditionalShapes






PRESENCE optional }|


{ ID id-DL-PowerBalancing-ActivationIndicator

CRITICALITY ignore
EXTENSION DL-PowerBalancing-ActivationIndicator

PRESENCE optional }|


{ ID id-HCS-Prio








CRITICALITY ignore
EXTENSION HCS-Prio











PRESENCE optional }|

{ ID id-Active-MBMS-Bearer-ServiceFDD-PFL


CRITICALITY ignore
EXTENSION Active-MBMS-Bearer-Service-ListFDD-PFL

PRESENCE optional }|

{ ID id-EDCH-RLSet-Id







CRITICALITY ignore
EXTENSION RL-Set-ID











PRESENCE optional }|


{ ID id-EDCH-FDD-DL-ControlChannelInformation

CRITICALITY ignore
EXTENSION EDCH-FDD-DL-ControlChannelInformation

PRESENCE optional }|

{ ID id-Initial-DL-DPCH-TimingAdjustment


CRITICALITY ignore
EXTENSION DL-DPCH-TimingAdjustment





PRESENCE optional }|

{ ID id-Neighbouring-E-UTRA-CellInformation


CRITICALITY ignore
EXTENSION Neighbouring-E-UTRA-CellInformation


PRESENCE optional }|


{ ID id-HSDSCH-PreconfigurationInfo




CRITICALITY ignore
EXTENSION HSDSCH-PreconfigurationInfo




PRESENCE optional }|

{ ID id-F-DPCH-SlotFormat






CRITICALITY ignore
EXTENSION F-DPCH-SlotFormat








PRESENCE optional }|


{ ID id-Non-Serving-RL-Preconfig-Info



CRITICALITY ignore
EXTENSION Non-Serving-RL-Preconfig-Info




PRESENCE optional }|


{ ID id-Neighbouring-UMTS-CellInformation-Ext

CRITICALITY ignore
EXTENSION Neighbouring-UMTS-CellInformation-Ext



PRESENCE optional },


...

}

SKIP UNCHANGED TEXT

9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RNSAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

maxCellSIB11OrSIB12,


maxNrOfFACHs,


maxIBSEG,


maxCellsMeas,


maxNoOfDSCHs,


maxNoOfUSCHs,
SKIP UNCHANGED TEXT


maxNrOfEDCH-1,

maxNrOfDCHMeasurementOccasionPatternSequence,

maxNrOfULCarriersLCR-1,

maxNrOfExtendedNeighbouringRNCs,
SKIP UNCHANGED TEXT


id-OrdinalNumberOfFrequency,

id-Multicell-EDCH-Restriction,


id-CellListValidityIndicator,


id-completeAlmanacProvided,


id-ganss-Delta-T,


id-CellCapabilityContainerExtension-TDD-LCR,


id-SNPL-Carrier-Group-Indicator,

id-HS-SCCH-Inactivity-Threshold-for-UE-DRX-Cycle-LCR-Ext
FROM RNSAP-Constants

SKIP UNCHANGED TEXT

-- N

NACC-Related-Data ::= SEQUENCE {


gERAN-SI-Type



GERAN-SI-Type,


iE-Extensions



ProtocolExtensionContainer { {NACC-Related-Data-ExtIEs} }

OPTIONAL,


...


}
SKIP UNCHANGED TEXT

Neighbouring-UMTS-CellInformation ::= SEQUENCE (SIZE (1..maxNrOfNeighbouringRNCs)) OF ProtocolIE-Single-Container {{ Neighbouring-UMTS-CellInformationItemIE }}

Neighbouring-UMTS-CellInformation-Ext ::= SEQUENCE (SIZE (1..maxNrOfExtendedNeighbouringRNCs)) OF ProtocolIE-Single-Container {{ Neighbouring-UMTS-CellInformationItemIE }}
Neighbouring-UMTS-CellInformationItemIE RNSAP-PROTOCOL-IES ::= {


{ ID id-Neighbouring-UMTS-CellInformationItem
CRITICALITY ignore
TYPE
Neighbouring-UMTS-CellInformationItem
PRESENCE
mandatory }

}

Neighbouring-UMTS-CellInformationItem ::= SEQUENCE {


rNC-ID








RNC-ID,


cN-PS-DomainIdentifier




CN-PS-DomainIdentifier

OPTIONAL,


cN-CS-DomainIdentifier




CN-CS-DomainIdentifier

OPTIONAL,


neighbouring-FDD-CellInformation

Neighbouring-FDD-CellInformation
OPTIONAL,


neighbouring-TDD-CellInformation

Neighbouring-TDD-CellInformation
OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { {Neighbouring-UMTS-CellInformationItem-ExtIEs} } OPTIONAL,


...

}
9.3.5
Common Definitions

-- **************************************************************

--

-- Common definitions

--

-- **************************************************************

9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************
SKIP UNCHANGED TEXT

-- **************************************************************

--

-- Lists

--

-- **************************************************************

SKIP UNCHANGED TEXT

maxNrOfDCHMeasurementOccasionPatternSequence
INTEGER ::= 6
maxNrOfULCarriersLCR-1




INTEGER ::= 5

maxNrOfExtendedNeighbouringRNCs




INTEGER ::= 64
-- **************************************************************

--

-- IEs

--

-- **************************************************************

SKIP UNCHANGED TEXT

id-MU-MIMO-Indicator













ProtocolIE-ID ::= 889
id-HS-SCCH-Inactivity-Threshold-for-UE-DRX-Cycle-LCR-Ext




ProtocolIE-ID ::= 890
id-Usefulness-Of-Battery-Optimization









ProtocolIE-ID ::= 891
id-Neighbouring-UMTS-CellInformation-Ext








ProtocolIE-ID ::= xxx
END
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