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	This CR is based on R3-102140 which was agreed in principle at RAN3#69, and is now submitted for Rel-10 according to the prior agreement:
“Agree with the principle of the clarification. Change should be implemented when the R10 version of the spec is created for 36.413.”
In section 9.1.8.7, the “semantics description” of “TAC” in the tabular is filled incorrectly with “Broadcasted PLMNs” which should be corrected as “Broadcasted TAC”.
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	Correct the “semantics description” of “TAC” to be “Broadcasted TAC”.
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This CR has no impact towards the previous version of the specification (same release).
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9.1.8.7
ENB CONFIGURATION UPDATE 

This message is sent by the eNB to transfer updated information for a TNL association. 

Direction: eNB ( MME
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	eNB Name
	O
	
	PrintableString(1..150,…)
	
	YES
	ignore

	Supported TAs
	
	0..<maxnoofTACs>
	
	Supported Tas in the eNB
	GLOBAL
	reject

	>TAC
	M
	
	9.2.3.7
	Broadcasted TAC
	-
	

	>Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	BroadcastedPLMNs 
	-
	

	>>PLMN Identity
	M
	
	9.2.3.8
	
	-
	

	CSG Id List
	
	0..1
	
	
	GLOBAL
	reject

	>CSG Id
	
	1 to < maxnoofCSGId >
	9.2.1.62
	
	-
	

	Default paging DRX
	O
	
	9.2.1.16
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofTACs
	Maximum no. of TACs. Value is 256.

	maxnoofBPLMNs
	Maximum no. of Broadcasted PLMNs. Value is 6.

	maxnoofCSGIds
	Maximum no. of CSG Ids within the CSG Id List. Value is 256.
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