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8
S1AP Procedures

8.1
List of S1AP Elementary procedures

In the following tables, all Eps are divided into Class 1 and Class 2 Eps (see subclause 3.1 for explanation of the different classes):

Table 1: Class 1 procedures

	Elementary Procedure
	Initiating Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message

	Handover Preparation
	HANDOVER REQUIRED
	HANDOVER COMMAND
	HANDOVER PREPARATION FAILURE

	Handover Resource Allocation
	HANDOVER REQUEST
	HANDOVER REQUEST ACKNOWLEDGE
	HANDOVER FAILURE

	Path Switch Request
	PATH SWITCH REQUEST
	PATH SWITCH REQUEST ACKNOWLEDGE
	PATH SWITCH REQUEST FAILURE

	Handover Cancellation
	HANDOVER CANCEL
	HANDOVER CANCEL ACKNOWLEDGE
	

	E-RAB Setup
	E-RAB SETUP REQUEST
	E-RAB SETUP RESPONSE
	

	E-RAB Modify
	E-RAB MODIFY REQUEST
	E-RAB MODIFY RESPONSE
	

	E-RAB Release
	E-RAB RELEASE COMMAND
	E-RAB RELEASE RESPONSE
	

	Initial Context Setup
	INITIAL CONTEXT SETUP REQUEST
	INITIAL CONTEXT SETUP RESPONSE
	INITIAL CONTEXT SETUP FAILURE

	Reset
	RESET
	RESET ACKNOWLEDGE
	

	S1 Setup
	S1 SETUP REQUEST
	S1 SETUP RESPONSE
	S1 SETUP FAILURE

	UE Context Release
	UE CONTEXT RELEASE COMMAND
	UE CONTEXT RELEASE COMPLETE
	

	UE Context Modification
	UE CONTEXT MODIFICATION REQUEST
	UE CONTEXT MODIFICATION RESPONSE
	UE CONTEXT MODIFICATION FAILURE

	eNB Configuration Update
	ENB CONFIGURATION UPDATE
	ENB CONFIGURATION UPDATE ACKNOWLEDGE
	ENB CONFIGURATION UPDATE FAILURE

	MME Configuration Update
	MME CONFIGURATION UPDATE
	MME CONFIGURAION UPDATE ACKNOWLEDGE
	MME CONFIGURATION UPDATE FAILURE

	Write-Replace Warning 
	WRITE-REPLACE WARNING REQUEST
	WRITE-REPLACE WARNING RESPONSE
	

	Kill
	KILL REQUEST
	KILL RESPONSE
	


Table 2: Class 2 procedures

	Elementary Procedure
	Message

	Handover Notification
	HANDOVER NOTIFY

	E-RAB Release Indication
	E-RAB RELEASE INDICATION

	Paging
	PAGING

	Initial UE Message
	INITIAL UE MESSAGE

	Downlink NAS Transport
	DOWNLINK NAS TRANSPORT

	Uplink NAS Transport
	UPLINK NAS TRANSPORT

	NAS non delivery indication
	NAS NON DELIVERY INDICATION

	Error Indication
	ERROR INDICATION

	UE Context Release Request
	UE CONTEXT RELEASE REQUEST

	UE Context Release Indication
	UE CONTEXT RELEASE INDICATION

	DownlinkS1 CDMA2000 Tunneling
	DOWNLINK S1 CDMA2000 TUNNELING

	Uplink S1 CDMA2000 Tunneling
	UPLINK S1 CDMA2000 TUNNELING

	UE Capability Info Indication
	UE CAPABILITY INFO INDICATION

	eNB Status Transfer
	eNB STATUS TRANSFER

	MME Status Transfer
	MME STATUS TRANSFER

	Deactivate Trace
	DEACTIVATE TRACE

	Trace Start
	TRACE START

	Trace Failure Indication
	TRACE FAILURE INDICATION

	Location Reporting Control
	LOCATION REPORTING CONTROL

	Location Reporting Failure Indication
	LOCATION REPORTING FAILURE INDICATION

	Location Report
	LOCATION REPORT

	Overload Start
	OVERLOAD START

	Overload Stop
	OVERLOAD STOP

	eNB Direct Information Transfer
	eNB DIRECT INFORMATION TRANSFER

	MME Direct Information Transfer
	MME DIRECT INFORMATION TRANSFER

	eNB Configuration Transfer
	eNB CONFIGURATION TRANSFER

	MME Configuration Transfer
	MME CONFIGURATION TRANSFER

	Cell Traffic Trace
	CELL TRAFFIC TRACE

	Downlink UE Associated LPPa Transport
	DOWNLINK UE ASSOCIATED LPPA TRANSPORT

	Uplink UE Associated LPPa Transport
	UPLINK UE ASSOCIATED LPPA TRANSPORT

	Downlink Non UE Associated LPPa Transport
	DOWNLINK NON UE ASSOCIATED LPPA TRANSPORT

	Uplink Non UE Associated LPPa Transport
	UPLINK NON UE ASSOCIATED LPPA TRANSPORT


The following applies concerning interference between Elementary Procedures:

-
The Reset procedure takes precedence over all other Eps.

· The UE Context Release procedure takes precedence over all other Eps that are using the UE-associated signalling. 

-------------------------------------------
Next Change
---------------------------------------
8.3.x
UE Context Release Indication

8.3.x.1
General

The UE Context Release Indication procedure is initiated by the eNB to indicate the MME that UE context has been released.

The procedure uses UE-associated signalling.

8.3.x.2
Successful Operation
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Figure 8.2.x.2-1:  UE Context Release Indication, successful operation

The UE Context Release Indication procedure is initiated by the eNB only if GUMMEI IE and MME UE S1AP ID 2 IE are indicated by the MME in previous UE associated signalling messages. By sending the UE CONTEXT RELEASE INDICATION message the eNB informs the MME about the success of X2 HO Handover and triggers the release of UE Context and related resources. 
Upon reception of the UE CONTEXT RELEASE INDICATION message, then MME triggers the release of UE Context and related resources.
8.2.x.3
Unsuccessful Operation

Not applicable.

8.2.x.4
Abnormal Conditions

Not applicable
-------------------------------------------
Next Change
---------------------------------------
9.1.4.x
UE CONTEXT RELEASE INDICATION

This message is sent by the eNB to the MME to indicate that UE Context has been released.

Direction: eNB ( MME.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	eNB UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	MME UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject


-------------------------------------------
Next Change
---------------------------------------
9.3.2
Elementary Procedure Definitions

-- **************************************************************

--

-- Elementary Procedure definitions

--

-- **************************************************************

S1AP-PDU-Descriptions  { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) s1ap (1) version1 (1) s1ap-PDU-Descriptions (0)}

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


ProcedureCode

FROM S1AP-CommonDataTypes


CellTrafficTrace,


DeactivateTrace,


DownlinkUEAssociatedLPPaTransport,


DownlinkNASTransport,


DownlinkNonUEAssociatedLPPaTransport,

DownlinkS1cdma2000tunneling,


ENBDirectInformationTransfer,


ENBStatusTransfer,


ENBConfigurationUpdate,


ENBConfigurationUpdateAcknowledge,


ENBConfigurationUpdateFailure,


ErrorIndication,


HandoverCancel,


HandoverCancelAcknowledge,


HandoverCommand,


HandoverFailure,


HandoverNotify,


HandoverPreparationFailure,


HandoverRequest,


HandoverRequestAcknowledge,


HandoverRequired,


InitialContextSetupFailure,


InitialContextSetupRequest,


InitialContextSetupResponse,


InitialUEMessage,


KillRequest,


KillResponse,


LocationReportingControl,


LocationReportingFailureIndication,


LocationReport,

MMEConfigurationUpdate,


MMEConfigurationUpdateAcknowledge,


MMEConfigurationUpdateFailure,


MMEDirectInformationTransfer,


MMEStatusTransfer,


NASNonDeliveryIndication,


OverloadStart,


OverloadStop,


Paging,


PathSwitchRequest,


PathSwitchRequestAcknowledge,


PathSwitchRequestFailure,



PrivateMessage,


Reset,


ResetAcknowledge,


S1SetupFailure,


S1SetupRequest,


S1SetupResponse,


E-RABModifyRequest,


E-RABModifyResponse,


E-RABReleaseCommand,


E-RABReleaseResponse,


E-RABReleaseIndication,


E-RABSetupRequest,


E-RABSetupResponse,


TraceFailureIndication,


TraceStart,


UECapabilityInfoIndication,


UEContextModificationFailure,


UEContextModificationRequest,


UEContextModificationResponse,


UEContextReleaseCommand,


UEContextReleaseComplete,


UEContextReleaseRequest,


UplinkUEAssociatedLPPaTransport,


UplinkNASTransport,


UplinkNonUEAssociatedLPPaTransport,

UplinkS1cdma2000tunneling,


WriteReplaceWarningRequest,


WriteReplaceWarningResponse,


ENBConfigurationTransfer,


MMEConfigurationTransfer,

UEContextReleaseIndication
FROM S1AP-PDU-Contents


id-CellTrafficTrace,


id-DeactivateTrace,


id-downlinkUEAssociatedLPPaTransport,


id-downlinkNASTransport,


id-downlinkNonUEAssociatedLPPaTransport,

id-DownlinkS1cdma2000tunneling,


id-eNBStatusTransfer,


id-ErrorIndication,


id-HandoverCancel,


id-HandoverNotification,


id-HandoverPreparation,


id-HandoverResourceAllocation,


id-InitialContextSetup,


id-initialUEMessage,


id-ENBConfigurationUpdate,


id-Kill,


id-LocationReportingControl,


id-LocationReportingFailureIndication,


id-LocationReport,

id-eNBDirectInformationTransfer,


id-MMEConfigurationUpdate,


id-MMEDirectInformationTransfer,


id-MMEStatusTransfer,


id-NASNonDeliveryIndication,


id-OverloadStart,


id-OverloadStop,


id-Paging,


id-PathSwitchRequest,


id-PrivateMessage,


id-Reset,


id-S1Setup,


id-E-RABModify,


id-E-RABRelease,


id-E-RABReleaseIndication,


id-E-RABSetup,


id-TraceFailureIndication,


id-TraceStart,


id-UECapabilityInfoIndication,


id-UEContextModification,


id-UEContextRelease,


id-UEContextReleaseRequest,


id-uplinkUEAssociatedLPPaTransport,


id-uplinkNASTransport,


id-uplinkNonUEAssociatedLPPaTransport,

id-UplinkS1cdma2000tunneling,


id-WriteReplaceWarning,


id-eNBConfigurationTransfer,


id-MMEConfigurationTransfer,

id-uEContextReleaseIndication
FROM S1AP-Constants;

-- **************************************************************

--

-- Interface Elementary Procedure Class

--

-- **************************************************************

S1AP-ELEMENTARY-PROCEDURE ::= CLASS {


&InitiatingMessage



,


&SuccessfulOutcome



OPTIONAL,


&UnsuccessfulOutcome



OPTIONAL,


&procedureCode


ProcedureCode 
UNIQUE,


&criticality


Criticality 
DEFAULT ignore

}

WITH SYNTAX {


INITIATING MESSAGE


&InitiatingMessage


[SUCCESSFUL OUTCOME


&SuccessfulOutcome]


[UNSUCCESSFUL OUTCOME

&UnsuccessfulOutcome]


PROCEDURE CODE



&procedureCode


[CRITICALITY



&criticality]

}

-- **************************************************************

--

-- Interface PDU Definition

--

-- **************************************************************

S1AP-PDU ::= CHOICE {


initiatingMessage
InitiatingMessage,


successfulOutcome
SuccessfulOutcome,


unsuccessfulOutcome
UnsuccessfulOutcome,


...

}

InitiatingMessage ::= SEQUENCE {


procedureCode
S1AP-ELEMENTARY-PROCEDURE.&procedureCode
({S1AP-ELEMENTARY-PROCEDURES}),


criticality
S1AP-ELEMENTARY-PROCEDURE.&criticality


({S1AP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value

S1AP-ELEMENTARY-PROCEDURE.&InitiatingMessage
({S1AP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

SuccessfulOutcome ::= SEQUENCE {


procedureCode
S1AP-ELEMENTARY-PROCEDURE.&procedureCode
({S1AP-ELEMENTARY-PROCEDURES}),


criticality
S1AP-ELEMENTARY-PROCEDURE.&criticality


({S1AP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value

S1AP-ELEMENTARY-PROCEDURE.&SuccessfulOutcome
({S1AP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

UnsuccessfulOutcome ::= SEQUENCE {


procedureCode
S1AP-ELEMENTARY-PROCEDURE.&procedureCode
({S1AP-ELEMENTARY-PROCEDURES}),


criticality
S1AP-ELEMENTARY-PROCEDURE.&criticality


({S1AP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value

S1AP-ELEMENTARY-PROCEDURE.&UnsuccessfulOutcome
({S1AP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

-- **************************************************************

--

-- Interface Elementary Procedure List

--

-- **************************************************************

S1AP-ELEMENTARY-PROCEDURES S1AP-ELEMENTARY-PROCEDURE ::= {


S1AP-ELEMENTARY-PROCEDURES-CLASS-1

|


S1AP-ELEMENTARY-PROCEDURES-CLASS-2,



...

}

S1AP-ELEMENTARY-PROCEDURES-CLASS-1 S1AP-ELEMENTARY-PROCEDURE ::= {


handoverPreparation



|


handoverResourceAllocation

|


pathSwitchRequest 



|


e-RABSetup





|


e-RABModify





|


e-RABRelease




|


initialContextSetup



|


handoverCancel




|


kill






|


reset






|


s1Setup






|


uEContextModification


|


uEContextRelease



|


eNBConfigurationUpdate


|


mMEConfigurationUpdate


|


writeReplaceWarning



,


...

}

S1AP-ELEMENTARY-PROCEDURES-CLASS-2 S1AP-ELEMENTARY-PROCEDURE ::= {



handoverNotification


|


e-RABReleaseIndication


|


paging 






|


downlinkNASTransport


|


initialUEMessage



|


uplinkNASTransport



|


errorIndication




|

nASNonDeliveryIndication

|


uEContextReleaseRequest


|


downlinkS1cdma2000tunneling

|


uplinkS1cdma2000tunneling

|


uECapabilityInfoIndication

|


eNBStatusTransfer



|


mMEStatusTransfer



|


deactivateTrace




|


traceStart





|


traceFailureIndication


|


cellTrafficTrace



|


locationReportingControl

|


locationReportingFailureIndication
|


locationReport




|


overloadStart




|


overloadStop




|

eNBDirectInformationTransfer
|


mMEDirectInformationTransfer
|


eNBConfigurationTransfer

|


mMEConfigurationTransfer

|


privateMessage




,


...,


downlinkUEAssociatedLPPaTransport
|


uplinkUEAssociatedLPPaTransport
|

downlinkNonUEAssociatedLPPaTransport
|


uplinkNonUEAssociatedLPPaTransport
|

uEContextReleaseIndication
}

-- **************************************************************

--

-- Interface Elementary Procedures

--

-- **************************************************************

handoverPreparation S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
HandoverRequired


SUCCESSFUL OUTCOME
HandoverCommand


UNSUCCESSFUL OUTCOME
HandoverPreparationFailure


PROCEDURE CODE


id-HandoverPreparation


CRITICALITY

reject

}

handoverResourceAllocation S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
HandoverRequest


SUCCESSFUL OUTCOME
HandoverRequestAcknowledge


UNSUCCESSFUL OUTCOME
HandoverFailure


PROCEDURE CODE


id-HandoverResourceAllocation


CRITICALITY

reject

}

handoverNotification S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
HandoverNotify


PROCEDURE CODE


id-HandoverNotification


CRITICALITY

ignore

}

pathSwitchRequest S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
PathSwitchRequest


SUCCESSFUL OUTCOME
PathSwitchRequestAcknowledge


UNSUCCESSFUL OUTCOME
PathSwitchRequestFailure


PROCEDURE CODE


id-PathSwitchRequest


CRITICALITY

reject

}

e-RABSetup S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
E-RABSetupRequest


SUCCESSFUL OUTCOME
E-RABSetupResponse


PROCEDURE CODE

id-E-RABSetup


CRITICALITY

reject

}

e-RABModify S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
E-RABModifyRequest


SUCCESSFUL OUTCOME
E-RABModifyResponse


PROCEDURE CODE

id-E-RABModify


CRITICALITY

reject

}

e-RABRelease S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
E-RABReleaseCommand


SUCCESSFUL OUTCOME
E-RABReleaseResponse


PROCEDURE CODE

id-E-RABRelease


CRITICALITY

reject

}

e-RABReleaseIndication S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
E-RABReleaseIndication


PROCEDURE CODE

id-E-RABReleaseIndication


CRITICALITY

ignore

}

initialContextSetup S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
InitialContextSetupRequest


SUCCESSFUL OUTCOME
InitialContextSetupResponse


UNSUCCESSFUL OUTCOME InitialContextSetupFailure


PROCEDURE CODE

id-InitialContextSetup


CRITICALITY

reject

}

uEContextReleaseRequest S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UEContextReleaseRequest


PROCEDURE CODE


id-UEContextReleaseRequest


CRITICALITY



ignore

}

paging S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
Paging


PROCEDURE CODE

id-Paging


CRITICALITY


ignore

}

downlinkNASTransport S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DownlinkNASTransport


PROCEDURE CODE


id-downlinkNASTransport


CRITICALITY



ignore

}

initialUEMessage S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

InitialUEMessage


PROCEDURE CODE


id-initialUEMessage


CRITICALITY



ignore

}

uplinkNASTransport S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UplinkNASTransport


PROCEDURE CODE


id-uplinkNASTransport


CRITICALITY



ignore

}

nASNonDeliveryIndication S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

NASNonDeliveryIndication


PROCEDURE CODE


id-NASNonDeliveryIndication


CRITICALITY



ignore

}

handoverCancel S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
HandoverCancel


SUCCESSFUL OUTCOME
HandoverCancelAcknowledge


PROCEDURE CODE


id-HandoverCancel


CRITICALITY

reject

}

reset S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
Reset


SUCCESSFUL OUTCOME
ResetAcknowledge


PROCEDURE CODE

id-Reset


CRITICALITY


reject

}

errorIndication S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
ErrorIndication


PROCEDURE CODE

id-ErrorIndication


CRITICALITY

ignore

}

s1Setup S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

S1SetupRequest


SUCCESSFUL OUTCOME

S1SetupResponse


UNSUCCESSFUL OUTCOME 
S1SetupFailure


PROCEDURE CODE


id-S1Setup


CRITICALITY



reject

}

eNBConfigurationUpdate S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ENBConfigurationUpdate


SUCCESSFUL OUTCOME

ENBConfigurationUpdateAcknowledge


UNSUCCESSFUL OUTCOME 
ENBConfigurationUpdateFailure


PROCEDURE CODE


id-ENBConfigurationUpdate


CRITICALITY



reject

}

mMEConfigurationUpdate S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

MMEConfigurationUpdate


SUCCESSFUL OUTCOME

MMEConfigurationUpdateAcknowledge


UNSUCCESSFUL OUTCOME 
MMEConfigurationUpdateFailure


PROCEDURE CODE


id-MMEConfigurationUpdate


CRITICALITY



reject

}

downlinkS1cdma2000tunneling S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DownlinkS1cdma2000tunneling


PROCEDURE CODE


id-DownlinkS1cdma2000tunneling


CRITICALITY



ignore

}

uplinkS1cdma2000tunneling S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UplinkS1cdma2000tunneling


PROCEDURE CODE


id-UplinkS1cdma2000tunneling


CRITICALITY



ignore

}

uEContextModification S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UEContextModificationRequest


SUCCESSFUL OUTCOME

UEContextModificationResponse


UNSUCCESSFUL OUTCOME 
UEContextModificationFailure


PROCEDURE CODE

id-UEContextModification


CRITICALITY

reject

}

uECapabilityInfoIndication S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UECapabilityInfoIndication


PROCEDURE CODE


id-UECapabilityInfoIndication


CRITICALITY



ignore

}

uEContextRelease S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UEContextReleaseCommand


SUCCESSFUL OUTCOME

UEContextReleaseComplete


PROCEDURE CODE


id-UEContextRelease


CRITICALITY



reject

}

eNBStatusTransfer S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ENBStatusTransfer


PROCEDURE CODE


id-eNBStatusTransfer


CRITICALITY



ignore

}

mMEStatusTransfer S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

MMEStatusTransfer


PROCEDURE CODE


id-MMEStatusTransfer


CRITICALITY



ignore

}

deactivateTrace S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DeactivateTrace


PROCEDURE CODE


id-DeactivateTrace

CRITICALITY



ignore

}

traceStart S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
TraceStart


PROCEDURE CODE

id-TraceStart


CRITICALITY


ignore

}

traceFailureIndication S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
TraceFailureIndication


PROCEDURE CODE

id-TraceFailureIndication


CRITICALITY


ignore

}

cellTrafficTrace S1AP-ELEMENTARY-PROCEDURE ::={

INITIATING MESSAGE CellTrafficTrace

PROCEDURE CODE      id-CellTrafficTrace

CRITICALITY         ignore

}

locationReportingControl S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

LocationReportingControl


PROCEDURE CODE


id-LocationReportingControl

CRITICALITY



ignore

}

locationReportingFailureIndication S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

LocationReportingFailureIndication


PROCEDURE CODE


id-LocationReportingFailureIndication

CRITICALITY



ignore

}

locationReport S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

LocationReport


PROCEDURE CODE


id-LocationReport

CRITICALITY



ignore

}

overloadStart S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
OverloadStart


PROCEDURE CODE

id-OverloadStart


CRITICALITY

ignore

}

overloadStop S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
OverloadStop


PROCEDURE CODE

id-OverloadStop


CRITICALITY

reject

}

writeReplaceWarning S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
WriteReplaceWarningRequest


SUCCESSFUL OUTCOME
WriteReplaceWarningResponse


PROCEDURE CODE

id-WriteReplaceWarning


CRITICALITY


reject

}

eNBDirectInformationTransfer S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
ENBDirectInformationTransfer

PROCEDURE CODE

id-eNBDirectInformationTransfer

CRITICALITY


ignore

}

mMEDirectInformationTransfer S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
MMEDirectInformationTransfer

PROCEDURE CODE

id-MMEDirectInformationTransfer

CRITICALITY


ignore

}

eNBConfigurationTransfer S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ENBConfigurationTransfer

PROCEDURE CODE


id-eNBConfigurationTransfer

CRITICALITY



ignore

}

mMEConfigurationTransfer S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

MMEConfigurationTransfer

PROCEDURE CODE


id-MMEConfigurationTransfer

CRITICALITY



ignore

}

privateMessage S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
PrivateMessage


PROCEDURE CODE

id-PrivateMessage


CRITICALITY


ignore

}

kill S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
KillRequest


SUCCESSFUL OUTCOME
KillResponse


PROCEDURE CODE

id-Kill


CRITICALITY


reject

}

downlinkUEAssociatedLPPaTransport S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DownlinkUEAssociatedLPPaTransport


PROCEDURE CODE


id-downlinkUEAssociatedLPPaTransport


CRITICALITY



ignore

}

uplinkUEAssociatedLPPaTransport S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UplinkUEAssociatedLPPaTransport


PROCEDURE CODE


id-uplinkUEAssociatedLPPaTransport


CRITICALITY



ignore

}
downlinkNonUEAssociatedLPPaTransport S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DownlinkNonUEAssociatedLPPaTransport


PROCEDURE CODE


id-downlinkNonUEAssociatedLPPaTransport


CRITICALITY



ignore

}

uplinkNonUEAssociatedLPPaTransport S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UplinkNonUEAssociatedLPPaTransport


PROCEDURE CODE


id-uplinkNonUEAssociatedLPPaTransport


CRITICALITY



ignore

}
uEContextReleaseIndication
S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UEContextReleaseIndication

PROCEDURE CODE


id-uEContextReleaseIndication

CRITICALITY



ignore
}

END

-------------------------------------------
Next Change
---------------------------------------
9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for S1AP.

--

-- **************************************************************

S1AP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) s1ap (1) version1 (1) s1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

-------------------------------------------
Unchanged part skipped -------------------------
-- **************************************************************

--

-- DOWNLINK NON UE ASSOCIATED LPPA TRANSPORT

--

-- **************************************************************

DownlinkNonUEAssociatedLPPaTransport ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       {{DownlinkNonUEAssociatedLPPaTransport-IEs}},


...

}

DownlinkNonUEAssociatedLPPaTransport-IEs S1AP-PROTOCOL-IES ::= {


{ ID id-Routing-ID


    CRITICALITY reject
TYPE Routing-ID



    PRESENCE mandatory} | 

{ ID id-LPPa-PDU    


CRITICALITY reject
TYPE LPPa-PDU   



PRESENCE mandatory} ,


...

}

-- **************************************************************

--

-- UPLINK NON UE ASSOCIATED LPPA TRANSPORT
--

-- **************************************************************

UplinkNonUEAssociatedLPPaTransport ::= SEQUENCE {


protocolIEs

ProtocolIE-Container       {{UplinkNonUEAssociatedLPPaTransport-IEs}},


...

}

UplinkNonUEAssociatedLPPaTransport-IEs S1AP-PROTOCOL-IES ::= {


{ ID id-Routing-ID


    CRITICALITY reject
TYPE Routing-ID




PRESENCE mandatory} | 

{ ID id-LPPa-PDU    


CRITICALITY reject
TYPE LPPa-PDU   



PRESENCE mandatory} ,


...

}

END

-- **************************************************************

--

-- UE Context Release Indication
--

-- **************************************************************

UEContextReleaseIndication ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{UEContextReleaseIndication-IEs}},


...

}

UEContextReleaseIndication-IEs S1AP-PROTOCOL-IES ::= {


{ ID id-eNB-UE-S1AP-ID





CRITICALITY reject
TYPE ENB-UE-S1AP-ID 
PRESENCE mandatory } |


{ ID id-MME-UE-S1AP-ID





CRITICALITY reject
TYPE MME-UE-S1AP-ID

PRESENCE mandatory },


...

}

-------------------------------------------
Unchanged part skipped -------------------------
9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

S1AP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) s1ap (1) version1 (1) s1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM S1AP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-HandoverPreparation 



ProcedureCode ::= 0

id-HandoverResourceAllocation 

ProcedureCode ::= 1

id-HandoverNotification 


ProcedureCode ::= 2

id-PathSwitchRequest 



ProcedureCode ::= 3

id-HandoverCancel 




ProcedureCode ::= 4

id-E-RABSetup





ProcedureCode ::= 5

id-E-RABModify 





ProcedureCode ::= 6

id-E-RABRelease





ProcedureCode ::= 7

id-E-RABReleaseIndication


ProcedureCode ::= 8

id-InitialContextSetup



ProcedureCode ::= 9

id-Paging






ProcedureCode ::= 10

id-downlinkNASTransport



ProcedureCode ::= 11

id-initialUEMessage




ProcedureCode ::= 12

id-uplinkNASTransport



ProcedureCode ::= 13

id-Reset






ProcedureCode::= 14

id-ErrorIndication




ProcedureCode ::= 15

id-NASNonDeliveryIndication


ProcedureCode ::= 16

id-S1Setup






ProcedureCode ::= 17

id-UEContextReleaseRequest


ProcedureCode ::= 18

id-DownlinkS1cdma2000tunneling

ProcedureCode ::= 19

id-UplinkS1cdma2000tunneling

ProcedureCode ::= 20

id-UEContextModification


ProcedureCode ::= 21

id-UECapabilityInfoIndication

ProcedureCode ::= 22

id-UEContextRelease




ProcedureCode ::= 23

id-eNBStatusTransfer



ProcedureCode ::= 24

id-MMEStatusTransfer



ProcedureCode ::= 25

id-DeactivateTrace




ProcedureCode ::= 26

id-TraceStart





ProcedureCode ::= 27

id-TraceFailureIndication


ProcedureCode ::= 28

id-ENBConfigurationUpdate


ProcedureCode ::= 29

id-MMEConfigurationUpdate


ProcedureCode ::= 30

id-LocationReportingControl


ProcedureCode ::= 31

id-LocationReportingFailureIndication
ProcedureCode ::= 32

id-LocationReport




ProcedureCode ::= 33

id-OverloadStart




ProcedureCode ::= 34

id-OverloadStop





ProcedureCode ::= 35

id-WriteReplaceWarning



ProcedureCode ::= 36

id-eNBDirectInformationTransfer

ProcedureCode ::= 37
id-MMEDirectInformationTransfer

ProcedureCode ::= 38
id-PrivateMessage




ProcedureCode ::= 39

id-eNBConfigurationTransfer


ProcedureCode ::= 40
id-MMEConfigurationTransfer


ProcedureCode ::= 41
id-CellTrafficTrace




ProcedureCode ::= 42

id-Kill







ProcedureCode ::= 43

id-downlinkUEAssociatedLPPaTransport
ProcedureCode ::= 44
id-uplinkUEAssociatedLPPaTransport

ProcedureCode ::= 45
id-downlinkNonUEAssociatedLPPaTransport
ProcedureCode ::= 46
id-uplinkNonUEAssociatedLPPaTransport
ProcedureCode ::= 47
id-uEContextReleaseIndication


ProcedureCode ::= xx
-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateIEs 





INTEGER ::= 65535

maxProtocolExtensions 



INTEGER ::= 65535

maxProtocolIEs





INTEGER ::= 65535

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxNrOfCSGs







INTEGER ::= 256

maxNrOfE-RABs






INTEGER ::= 256

maxnoofTAIs







INTEGER ::= 256

maxnoofTACs







INTEGER ::= 256

maxNrOfErrors






INTEGER ::= 256

maxnoofBPLMNs






INTEGER ::= 6

maxnoofPLMNsPerMME





INTEGER ::= 32
maxnoofEPLMNs






INTEGER ::= 15

maxnoofEPLMNsPlusOne




INTEGER ::= 16

maxnoofForbLACs






INTEGER ::= 4096

maxnoofForbTACs






INTEGER ::= 4096

maxNrOfIndividualS1ConnectionsToReset
INTEGER ::= 256

maxnoofCells






INTEGER ::= 16

maxnoofTAIforWarning




INTEGER ::= 65535 

maxnoofCellID






INTEGER ::= 65535 

maxnoofEmergencyAreaID




INTEGER ::= 65535 
maxnoofCellinTAI





INTEGER ::= 65535 

maxnoofCellinEAI





INTEGER ::= 65535 

maxnoofeNBX2TLAs





INTEGER ::= 2

maxnoofeNBX2ExtTLAs





INTEGER ::= 16

maxnoofeNBX2GTPTLAs





INTEGER ::= 16

maxnoofRATs







INTEGER ::= 8

maxnoofGroupIDs






INTEGER ::= 65535

maxnoofMMECs






INTEGER ::= 256
maxnoofCellIDforMDT





INTEGER ::= 32

maxnoofTAIforMDT





INTEGER ::= 8

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-MME-UE-S1AP-ID






ProtocolIE-ID ::= 0

id-HandoverType







ProtocolIE-ID ::= 1

id-Cause








ProtocolIE-ID ::= 2

id-SourceID








ProtocolIE-ID ::= 3

id-TargetID








ProtocolIE-ID ::= 4

id-eNB-UE-S1AP-ID






ProtocolIE-ID ::= 8

id-E-RABSubjecttoDataForwardingList


ProtocolIE-ID ::= 12

id-E-RABtoReleaseListHOCmd




ProtocolIE-ID ::= 13

id-E-RABDataForwardingItem




ProtocolIE-ID ::= 14

id-E-RABReleaseItemBearerRelComp


ProtocolIE-ID ::= 15

id-E-RABToBeSetupListBearerSUReq


ProtocolIE-ID ::= 16

id-E-RABToBeSetupItemBearerSUReq


ProtocolIE-ID ::= 17

id-E-RABAdmittedList





ProtocolIE-ID ::= 18

id-E-RABFailedToSetupListHOReqAck


ProtocolIE-ID ::= 19

id-E-RABAdmittedItem





ProtocolIE-ID ::= 20

id-E-RABFailedtoSetupItemHOReqAck


ProtocolIE-ID ::= 21

id-E-RABToBeSwitchedDLList




ProtocolIE-ID ::= 22

id-E-RABToBeSwitchedDLItem




ProtocolIE-ID ::= 23

id-E-RABToBeSetupListCtxtSUReq



ProtocolIE-ID ::= 24

id-TraceActivation






ProtocolIE-ID ::= 25

id-NAS-PDU








ProtocolIE-ID ::= 26

id-E-RABToBeSetupItemHOReq




ProtocolIE-ID ::= 27

id-E-RABSetupListBearerSURes



ProtocolIE-ID ::= 28

id-E-RABFailedToSetupListBearerSURes

ProtocolIE-ID ::= 29

id-E-RABToBeModifiedListBearerModReq

ProtocolIE-ID ::= 30
id-E-RABModifyListBearerModRes



ProtocolIE-ID ::= 31
id-E-RABFailedToModifyList




ProtocolIE-ID ::= 32
id-E-RABToBeReleasedList




ProtocolIE-ID ::= 33
id-E-RABFailedToReleaseList




ProtocolIE-ID ::= 34

id-E-RABItem







ProtocolIE-ID ::= 35

id-E-RABToBeModifiedItemBearerModReq

ProtocolIE-ID ::= 36

id-E-RABModifyItemBearerModRes



ProtocolIE-ID ::= 37

id-E-RABReleaseItem






ProtocolIE-ID ::= 38

id-E-RABSetupItemBearerSURes



ProtocolIE-ID ::= 39

id-SecurityContext






ProtocolIE-ID ::= 40

id-HandoverRestrictionList




ProtocolIE-ID ::= 41

id-UEPagingID 







ProtocolIE-ID ::= 43

id-pagingDRX 







ProtocolIE-ID ::= 44

id-TAIList








ProtocolIE-ID ::= 46

id-TAIItem








ProtocolIE-ID ::= 47

id-E-RABFailedToSetupListCtxtSURes


ProtocolIE-ID ::= 48

id-E-RABReleaseItemHOCmd




ProtocolIE-ID ::= 49

id-E-RABSetupItemCtxtSURes




ProtocolIE-ID ::= 50

id-E-RABSetupListCtxtSURes




ProtocolIE-ID ::= 51

id-E-RABToBeSetupItemCtxtSUReq



ProtocolIE-ID ::= 52

id-E-RABToBeSetupListHOReq




ProtocolIE-ID ::= 53

id-GERANtoLTEHOInformationRes




ProtocolIE-ID ::= 55

id-UTRANtoLTEHOInformationRes




ProtocolIE-ID ::= 57

id-CriticalityDiagnostics 





ProtocolIE-ID ::= 58

id-Global-ENB-ID







ProtocolIE-ID ::= 59

id-eNBname









ProtocolIE-ID ::= 60

id-MMEname









ProtocolIE-ID ::= 61

id-ServedPLMNs








ProtocolIE-ID ::= 63
id-SupportedTAs








ProtocolIE-ID ::= 64

id-TimeToWait








ProtocolIE-ID ::= 65

id-uEaggregateMaximumBitrate




ProtocolIE-ID ::= 66

id-TAI










ProtocolIE-ID ::= 67

id-E-RABReleaseListBearerRelComp



ProtocolIE-ID ::= 69

id-cdma2000PDU








ProtocolIE-ID ::= 70

id-cdma2000RATType







ProtocolIE-ID ::= 71

id-cdma2000SectorID







ProtocolIE-ID ::= 72

id-SecurityKey








ProtocolIE-ID ::= 73

id-UERadioCapability






ProtocolIE-ID ::= 74

id-GUMMEI-ID








ProtocolIE-ID ::= 75

id-E-RABInformationListItem





ProtocolIE-ID ::= 78

id-Direct-Forwarding-Path-Availability


ProtocolIE-ID ::= 79

id-UEIdentityIndexValue






ProtocolIE-ID ::= 80

id-cdma2000HOStatus







ProtocolIE-ID ::= 83

id-cdma2000HORequiredIndication




ProtocolIE-ID ::= 84

id-E-UTRAN-Trace-ID







ProtocolIE-ID ::= 86

id-RelativeMMECapacity






ProtocolIE-ID ::= 87

id-SourceMME-UE-S1AP-ID






ProtocolIE-ID ::= 88

id-Bearers-SubjectToStatusTransfer-Item


ProtocolIE-ID ::= 89

id-eNB-StatusTransfer-TransparentContainer

ProtocolIE-ID ::= 90

id-UE-associatedLogicalS1-ConnectionItem

ProtocolIE-ID ::= 91

id-ResetType








ProtocolIE-ID ::= 92

id-UE-associatedLogicalS1-ConnectionListResAck
ProtocolIE-ID ::= 93

id-E-RABToBeSwitchedULItem





ProtocolIE-ID ::= 94

id-E-RABToBeSwitchedULList





ProtocolIE-ID ::= 95

id-S-TMSI









ProtocolIE-ID ::= 96

id-cdma2000OneXRAND







ProtocolIE-ID ::= 97

id-RequestType








ProtocolIE-ID ::= 98

id-UE-S1AP-IDs








ProtocolIE-ID ::= 99

id-EUTRAN-CGI








ProtocolIE-ID ::= 100

id-OverloadResponse







ProtocolIE-ID ::= 101

id-cdma2000OneXSRVCCInfo





ProtocolIE-ID ::= 102

id-E-RABFailedToBeReleasedList




ProtocolIE-ID ::= 103

id-Source-ToTarget-TransparentContainer


ProtocolIE-ID ::= 104

id-ServedGUMMEIs







ProtocolIE-ID ::= 105

id-SubscriberProfileIDforRFP




ProtocolIE-ID ::= 106

id-UESecurityCapabilities





ProtocolIE-ID ::= 107

id-CSFallbackIndicator






ProtocolIE-ID ::= 108

id-CNDomain









ProtocolIE-ID ::= 109

id-E-RABReleasedList






ProtocolIE-ID ::= 110

id-MessageIdentifier






ProtocolIE-ID ::= 111

id-SerialNumber








ProtocolIE-ID ::= 112

id-WarningAreaList







ProtocolIE-ID ::= 113

id-RepetitionPeriod







ProtocolIE-ID ::= 114

id-NumberofBroadcastRequest





ProtocolIE-ID ::= 115

id-WarningType








ProtocolIE-ID ::= 116

id-WarningSecurityInfo






ProtocolIE-ID ::= 117

id-DataCodingScheme







ProtocolIE-ID ::= 118

id-WarningMessageContents





ProtocolIE-ID ::= 119

id-BroadcastCompletedAreaList




ProtocolIE-ID ::= 120

id-Inter-SystemInformationTransferTypeEDT

ProtocolIE-ID ::= 121

id-Inter-SystemInformationTransferTypeMDT

ProtocolIE-ID ::= 122
id-Target-ToSource-TransparentContainer


ProtocolIE-ID ::= 123

id-SRVCCOperationPossible





ProtocolIE-ID ::= 124
id-SRVCCHOIndication






ProtocolIE-ID ::= 125

id-NAS-DownlinkCount






ProtocolIE-ID ::= 126

id-CSG-Id









ProtocolIE-ID ::= 127

id-CSG-IdList








ProtocolIE-ID ::= 128

id-SONConfigurationTransferECT




ProtocolIE-ID ::= 129

id-SONConfigurationTransferMCT




ProtocolIE-ID ::= 130

id-TraceCollectionEntityIPAddress



ProtocolIE-ID ::= 131

id-MSClassmark2








ProtocolIE-ID ::= 132

id-MSClassmark3








ProtocolIE-ID ::= 133

id-RRC-Establishment-Cause





ProtocolIE-ID ::= 134

id-NASSecurityParametersfromE-UTRAN



ProtocolIE-ID ::= 135

id-NASSecurityParameterstoE-UTRAN



ProtocolIE-ID ::= 136

id-DefaultPagingDRX







ProtocolIE-ID ::= 137
id-Source-ToTarget-TransparentContainer-Secondary
ProtocolIE-ID ::= 138

id-Target-ToSource-TransparentContainer-Secondary
ProtocolIE-ID ::= 139

id-EUTRANRoundTripDelayEstimationInfo


ProtocolIE-ID ::= 140
id-BroadcastCancelledAreaList




ProtocolIE-ID ::= 141

id-ConcurrentWarningMessageIndicator


ProtocolIE-ID ::= 142

id-Data-Forwarding-Not-Possible




ProtocolIE-ID ::= 143

id-ExtendedRepetitionPeriod





ProtocolIE-ID ::= 144

id-CellAccessMode







ProtocolIE-ID ::= 145

id-CSGMembershipStatus 






ProtocolIE-ID ::= 146

id-LPPa-PDU









ProtocolIE-ID ::= 147
id-Routing-ID








ProtocolIE-ID ::= 148
id-Time-Synchronization-Info




ProtocolIE-ID ::= 149
id-PS-ServiceNotAvailable





ProtocolIE-ID ::= 150
id-PagingPriority







ProtocolIE-ID ::= 151

id-x2TNLConfigurationInfo





ProtocolIE-ID ::= 152

id-eNBX2ExtendedTransportLayerAddresses


ProtocolIE-ID ::= 153

id-GUMMEIList








ProtocolIE-ID ::= 154

id-GW-TransportLayerAddress





ProtocolIE-ID ::= 155
id-Correlation-ID







ProtocolIE-ID ::= 156
id-SourceMME-GUMMEI







ProtocolIE-ID ::= 157

id-MME-UE-S1AP-ID-2







ProtocolIE-ID ::= 158

id-RegisteredLAI







ProtocolIE-ID ::= 159

id-RelayNode-Indicator






ProtocolIE-ID ::= 160

id-TrafficLoadReductionIndication



ProtocolIE-ID ::= 161

id-MDTConfiguration







ProtocolIE-ID ::= 162

id-MMERelaySupportIndicator





ProtocolIE-ID ::= 163
END
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