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<change 1>
8.2.17.2
Successful Operation
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Figure 24: Radio Link Setup procedure, Successful Operation

The procedure is initiated with a RADIO LINK SETUP REQUEST message sent from the CRNC to the Node B using the Node B Control Port.

Upon reception of the RADIO LINK SETUP REQUEST message, the Node B shall reserve necessary resources and configure the new Radio Link(s) according to the parameters given in the message.

The Node B shall prioritise resource allocation for the RL(s) to be established according to Annex A.

If the UE Aggregate Maximum Bit Rate IE is contained in the RADIO LINK SETUP REQUEST message, the NodeB shall, if supported, store the received UE Aggregate Maximum Bit Rate parameters to control the aggregate data rate of non GBR traffic for this UE.
[FDD - If the Usefulness of Battery Optimization IE is contained in the RADIO LINK SETUP REQUEST message, the NodeB may store the received value and use it to determine whether this UE can benefit from battery optimization techniques.]
<change 2>
8.2.18.2
Successful Operation

<unchanged text ommitted>
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes Modify Non-HS-SCCH associated HS-SICH Resource Pool IEs and includes UARFCN IEs related to HS-SICH channel, the Node B shall apply these configurations on the new frequency, otherwise the old frequency is still applicable.]

[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Delete from Non-HS-SCCH associated HS-SICH Resource Pool IEs, the Node B shall delete these resources from the non-HS-SCCH associated HS-SICH resource pool.]
<unchanged text ommitted>
[FDD - Enhanced Cell_FACH Operation]:
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the HS-DSCH Common System Information IE, then the Node B shall: 

-
If the HS-DSCH Common Information IE is included, then the Node B shall apply the parameters to the enhanced FACH in new configuration:

-
If the Discard Timer IE is included in the Priority Queue Information for Enhanced FACH IE, then the Node B shall use this information to discard out-of-date MAC-ehs SDUs from the related HSDPA Priority Queue.
-
If the FACH Measurement Occasion Cycle Length Coefficient IE is included in the HS-DSCH Common Information IE, then the Node B shall use this information for MAC-ehs scheduling decisions. 
-
The Node B shall allocate HS-SCCH codes and include the HS-SCCH Specific Information Response IE in the HS-DSCH Common System Information Response IE in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message.
-
The Node B shall include the HARQ Memory Partitioning IE in the HS-DSCH Common System Information Response IE in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message.

-
If the Common MAC Flow Specific Information IE is included, then the Node B shall apply the parameters to the enhanced FACH in new configuration:

-
If the common MAC flow indicated by the Common MAC Flow ID exsits in the NodeB, then the NodeB shall apply the parameters to modify this common MAC flow; otherwise, the NodeB shall apply the parameters to newly establish the common MAC flow.

-
If the Transport Layer Address IE and Binding ID IE are included in the Common MAC Flow Specific Information IE, then the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the concerned Common MAC flow or Common MAC flow being modified for which a new transport bearer was requested with the Transport Bearer Request Indicator IE.

-
If the TNL QoS IE is included and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related transport bearer.

-
The Node B shall include in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message the Binding ID IE and Transport Layer Address IE for establishment of transport bearer for every Common MAC flow being established.

-
The Node B shall include the HS-DSCH Initial Capacity Allocation IE in the HS-DSCH Common System Information Response IE in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message for every Common MAC flow being established, if the Node B allows the CRNC to start transmission of MAC-c PDUs before the Node B has allocated capacity on user plane as described in TS 25.435 [24]. 

-
If the Common MAC Flow Priority Queue Information IE is included in the Common MAC Flow Specific Information IE, the Node B shall use the information for configuring HSDPA Priority Queues.]
-
If the Common HS-DSCH RNTI List IE is included, then the Node B may use this information for MAC-ehs scheduling decisions.]

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common MAC Flows To Delete IEs, then the Node B shall use this information to delete the indicated Common MAC flows. When a Common MAC flow is deleted, all its associated Priority Queues shall also be removed. If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common MAC Flows To Delete IE requesting the deletion of all remaining Common MAC flows, then the Node B shall delete the HS-DSCH common system configuration and release the resources for enhanced FACH.]
<unchanged text ommitted>
 [FDD – Common E-DCH Operation]:
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common E-DCH System Information IE, then the Node B shall: 

-
If the Common E-DCH UL DPCH Information IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration:

-
If the Common E-DCH E-DPCH Information IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration:

-
If the E-RGCH 2-Index-Step Threshold IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, the Node B shall use the value when the new configuration is being used. For the case of initial assignment of E-DCH related resources to the NodeB, if E-RGCH 2-Index-Step Threshold IE is not present, the NodeB shall use the default value defined in TS 25.331 [18].
-
If the E-RGCH 3-Index-StepThreshold IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, the Node B shall use the value when the new configuration is being used. For the case of initial assignment of E-DCH related resources to the NodeB, if E-RGCH 3-Index-Step Threshold IE is not present, the NodeB shall use the default value defined in TS 25.331 [18].
-
If the Common E-DCH Information IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration:
-
If the E-DCH Reference Power Offset IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B may use this value as a default HARQ power offset if it is not able to decode the MAC-i PDU and to determine the value of the actual HARQ power offset.

-
If the E-DCH Power Offset for Scheduling Info IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall use this value as a power offset for the transmission of scheduling information without any MAC-is PDUs.

-
If the Maximum TB Sizes IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B may use this information for the Node B scheduler in the new configuration.
-
If the Common E-DCH Additional Transmission Back Off IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B may use this information for the related common E-DCH resource allocation operation.

-
If the Common E-DCH HS-DPCCH Information IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration.
-
If the Common E-DCH CQI Information is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall use the information for CQI operation in the new configuration. 
-
If the Common E-DCH Preamble Control Information IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration:
-
If the E-AI Indicator IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall use this value for configuration of E-AIs on the AICH.

-
If the Common E-DCH AICH Information IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall use this information for configuration of AICH.

-
If the Common E-DCH F-DPCH Information IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration. 
-
If the Initial DL Transmission Power IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall, if supported, use this value for configuration of Initial DL Transmission Power on the F-DPCH.

-
If the Maximum DL Power IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall, if supported, use this value for configuration of Maximum DL Power on the F-DPCH.
-
If the Minimum DL Power IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall, if supported, use this value for configuration of Minimum DL Power on the F-DPCH.
-
If the Common E-DCH E-AGCH Channelisation Code Number IE is included, then the Node B shall use the indicated channelization code for the E-AGCH for the common E-DCH in the new configuration. 

-
If the Common E-DCH Resource Combination Information IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration:

-
If the E-RGCH Signature Sequence IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall configure the E-RGCH for the combination and use indicated signature sequence. 

-
If the UL Common MAC Flow Specific Information IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration:

-
If the Transport Layer Address IE and Binding ID IE are included in the UL Common MAC Flow Specific Information IE, then the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the concerned UL Common MAC flow.
-
If the TNL QoS IE is included and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related transport bearer.

-
The Node B shall include in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message the Binding ID IE and Transport Layer Address IE for establishment of transport bearer for every UL Common MAC flow being established.

-
If the Bundling Mode Indicator IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message and the Bundling Mode Indicator IE is set to "Bundling" and the E-TTI IE is set to "2ms", then the Node B shall use the bundling mode for the Common E-DCH UL data frames for the related UL Common MAC flow, otherwise the Node B shall use the non-bundling mode for the Common E-DCH UL data frames for the related UL Common MAC flow.

-
If the E-DCH MAC-d Flow Multiplexing List IE is included for a Common E-DCH MAC-d flow in the Common E-DCH MAC-d Flow Specific Information IE, the Node B shall use this information for the related resource allocation operation.] 
-
If the E-RNTI List Request IE is included, then the Node B shall, if supported, include the E-RNTI List IE in the Common E-DCH System Information Response IE in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message.
-
If supported, the Node B shall include UE Status Update Confirm Indicator IE in the Common E-DCH System Information Response IE in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message to indicate that the Node B supports of UE status update confirmation procedure for releasing E-RNTI.
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common UL MAC Flows To Delete IEs, then the Node B shall use this information to delete the indicated Common UL MAC flows. If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common UL MAC Flows To Delete IE requesting the deletion of all remaining Common UL MAC flows, then the Node B shall delete the common E-DCH system configuration and release the resources for Common E-DCH.]
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common E-DCH MAC-d Flows To Delete IEs, then the Node B shall use this information to delete the indicated Common E-DCH MAC-d flows. If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common E-DCH MAC-d Flows To Delete IE requesting the deletion of all remaining Comm E-DCH MAC-d flows associated to a Common UL MAC flow, then the Node B shall release the resources for the Common UL MAC flow.]

[1.28Mcps TDD – Common E-DCH Operation]:
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common E-DCH System Information LCR IE, then the Node B shall: 

-
If the UL Common MAC Flow Specific Information LCR IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration:

-
If the Transport Layer Address IE and Binding ID IE are included in the UL Common MAC Flow Specific Information IE, then the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the concerned UL Common MAC flow.

-
If the TNL QoS IE is included and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related transport bearer.

-
The Node B shall include in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message the Binding ID IE and Transport Layer Address IE for establishment of transport bearer for every UL Common MAC flow being established.

-
If the E-DCH MAC-d Flow Multiplexing List IE is included for a Common E-DCH MAC-d flow in the Common E-DCH MAC-d Flow Specific Information LCR IE, the Node B shall use this information for the related resource allocation operation.]
-
If the Common E-PUCH Information LCR IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration.

-
If the E-TFCS Information TDD IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration.
-
If supported, the Node B shall include UE Status Update Confirm Indicator IE in the Common E-DCH System Information ResponseLCR IE in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message to indicate that the Node B supports of UE status update confirmation procedure for releasing E-RNTI.

<change 3>
8.2.32
UE Status Update Confirmation [FDD and 1.28Mcps TDD]

8.2.32.1
General

This procedure is used by the CRNC to inform the Node B that one or several E-RNTIs, previously allocated to UEs in CELL_FACH state, may be released as the UE no longer uses the E-RNTI. The Node B then responds with the status of the releasing procedure.
8.2.32.2
Successful Operation
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Figure 27S: UE Status Update Confirmation procedure, Successful Operation

The procedure is initiated with a UE STATUS UPDATE CONFIRM REQUEST message sent from the CRNC to the Node B using the Node B Control Port.

Upon reception of the UE STATUS UPDATE CONFIRM REQUEST message, the Node B may use the information about vacant E-RNTI in Vacant E-RNTI IE in Cell E-RNTI Status Information IE to determine which E-RNTIs are no longer used in the cell and thus allowed to be allocated to another UE using E-DCH. The Node B shall, if supported, sends UE STATUS UPDATE CONFIRM RESPONSE to indicate that the releasing procedure is performed properly in the Node B.
<change 4>
8.3.2.2
Successful Operation

<unchanged text ommitted>
[FDD - E-DPCH Handling]:

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes an E-DPCH Information IE, the Node B shall apply the parameters to the new configuration as follows:]

-
[FDD - If the E-DPCH Information IE includes the Maximum Set of E-DPDCHs IE, the Node B shall apply the contents of the Maximum Set in the new configuration.]

-
[FDD - If the E-DPCH Information IE includes the Puncture Limit IE, the Node B shall apply the value in the uplink of the new configuration]

-
[FDD - If the E-DPCH Information IE includes the E-TFCS Information IE, the Node B shall use the E-TFCS Information IE for the E-DCH when reserving resources for the uplink of the new configuration. The Node B shall apply the new TFCS in the uplink of the new configuration. If the E-TFCS Information IE contains the E-DCH Minimum Set E-TFCI IE the Node B shall use the value for the related resource allocation operation.]

-
[FDD - If the E-TFCS Information IE in the E-DPCH Information IE contains the E-DPDCH Power Interpolation IE, the Node B shall use the value to determine the applicable E-DPDCH power formula defined in TS 25.214 [10]. If the E-DPDCH Power Interpolation IE is not present, the Node B shall use the E-DPDCH power extrapolation formula defined in TS 25.214 [10] if the E-DCH FDD Information IE is included in the RADIO LINK RECONFIGURATION PREPARE message.]

-
[FDD - If the E-TFCS Information IE in the E-DPCH Information IE contains the E-TFCI Boost Information IE, the Node B shall use the information according to TS 25.214 [10]. If the E-TFCI Boost Information IE is not present, the Node B shall use the E-TFCI BetaEC Boost value "127" in the algorithm defined in TS 25.214 [10] if the E-DCH FDD Information IE is included in the RADIO LINK RECONFIGURATION PREPARE message.]
-
[FDD - If the E-DPCH Information IE includes the E-TTI IE, the Node B shall use the value when the new configuration is being used.]

-
[FDD - If the E-DPCH Information IE includes the E-DPCCH Power Offset IE, the Node B shall use the value when the new configuration is being used.]

-
[FDD - If the E-DPCH Information IE includes the E-RGCH 2-Index-Step Threshold IE, the Node B shall use the value when the new configuration is being used.]
-
[FDD - If the E-DPCH Information IE includes the E-RGCH 3-Index-Step Threshold IE, the Node B shall use the value when the new configuration is being used.]

<change 5>
8.3.5.2
Successful Operation

 <unchanged text ommitted>
[FDD - E-DPCH Handling]:

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes an E-DPCH Information IE which contains the E-TFCS Information IE, the Node B shall use the E-TFCS Information IE for the E-DCH when reserving resources for the uplink of the new configuration. The Node B shall apply the new TFCS in the uplink of the new configuration. If the E-TFCS Information IE contains the E-DCH Minimum Set E-TFCI IE the Node B shall use the value for the related resource allocation operation.]

[FDD - If the E-TFCS Information IE in the E-DPCH Information IE contains the E-DPDCH Power Interpolation IE, the Node B shall use the value to determine the applicable E-DPDCH power formula defined in TS 25.214 [10]. If the E-DPDCH Power Interpolation IE is not present, the Node B shall use the E-DPDCH power extrapolation formula defined in TS 25.214 [10] if the E-DCH FDD Information IE is included in the RADIO LINK RECONFIGURATION REQUEST message.]

[FDD - If the E-TFCS Information IE in the E-DPCH Information IE contains the E-TFCI Boost Information IE, the Node B shall use the information according to TS 25.214 [10]. If the E-TFCI Boost Information IE is not present, the Node B shall use the E-TFCI BetaEC Boost value "127" in the algorithm defined in TS 25.214 [10] if the E-DCH FDD Information IE is included in the RADIO LINK RECONFIGURATION PREPARE message.]
[FDD - If the RADIO LINK RECONFIGURATION REQUEST includes an E-DPCH Information IE which contains the E-DPCCH Power Offset IE, the Node B shall use the value when the new configuration is being used.]
[FDD - If the RADIO LINK RECONFIGURATION REQUEST includes an E-DPCH Information IE which contains the E-RGCH 2-Index-Step Threshold IE, the Node B shall use the value when the new configuration is being used.]
[FDD - If the RADIO LINK RECONFIGURATION REQUEST includes an E-DPCH Information IE which contains the E-RGCH 3-Index-Step Threshold IE, the Node B shall use the value when the new configuration is being used.]

<change 6>
9.2.1.69
E-DCH MAC-d Flow Multiplexing List

The E-DCH MAC-d Flow Multiplexing List indicates which E-DCH MAC-d flows are allowed to be multiplexed within a MAC-e/MAC-i PDU with the MAC-d flow it is associated to. If the E-DCH MAC-d Flow Multiplexing List is signalled for an E-DCH MAC-d flow it indicates that E-DCH MAC-d PDUs of this E-DCH MAC-d flow are the first E-DCH MAC-d PDU in the MAC-e/MAC-i PDU. If an E-DCH MAC-d Flow Multiplexing List was already received within a previous Radio Link related procedure and no E-DCH MAC-d Flow Multiplexing List is signalled for an E-DCH MAC-d flow, the Node B shall continue to use the previously received one. If no E-DCH MAC-d Flow Multiplexing List was ever received for an E-DCH MAC-d flow no restrictions shall be assumed for the related E-DCH MAC-d flow for multiplexing E-DCH MAC-d flows.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	E-DCH MAC-d Flow Multiplexing List
	
	
	BIT STRING (8)
	The first Bit corresponds to E-DCH MAC-d flow 0,

the second bit corresponds to E-DCH MAC-d flow 1,

etc.
For 1.28Mcps TDD, if the IE is included in the Common E-DCH MAC-d Flow Specific Information LCR IE, the first bit corresponds to E-DCH MAC-d flow with the lowest E-DCH MAC-d Flow ID within the same frequency,

the second bit corresponds to E-DCH MAC-d flow with the second lowest E-DCH MAC-d Flow ID within the same frequency,

etc.
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