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1. Introduction
The IE M1 Report IE, M2 Report IE, and M3 Report IE are included in MDT Configuration in IUR INVOKE TRACE message.
- M1 Report IE is used to configure the CPICH RSCP and CPICH Ec/No measurement reporting criteria.
- M2 Report IE is used to configure the P-CCPCH RSCP and Timeslot ISCP for UTRA 1.28 TDD.
- M3 Report IE is used to configure Uplink signal strength/SINR measurement reporting criteria. 
Both M1 Report IE and M2 Report IE are specific to UE, and M3 Report IE is only specific to NodeB.
2. Discussion
2.1. Problem
In SHO involved Iur case, SRNC could initiate MDT session to DRNC by sending IUR INVOKE TRACE message. Both M1 Report IE and M2 Report IE are specific to UE immediate MDT measurement criteria, and they should be transferred to UE by the SRNC. For the DNRC these parameters are transparent, therefore it is not necessary for the SRNC to inform the DRNC over Iur. The M3 Report IE is only specific to NodeB immediate MDT measurement criteria. The M3 Report IE should be transferred to the DRNC by RNSAP signalling to trigger NodeB MDT measurement by the DRNC.
Based on the above analysis, it is seen that the M1 Report IE and M2 Report IE should not be included in IUR INVOKE TRACE message, however, Rel-10 has been frozen, it should be discussed how to solve the problem.
2.2. Solutions
The following solutions shall be discussed:
Without ASN.1 Impact:

Option1: Add text description in the tabular that M1 Report IE and M2 Report IE shall not be sent, ignored if received. M3 Report shall remains in MDT Configuration.

Option2: Clarify in the description part that M1 Report and M2 Report should not be sent, ignored if received, if they are included in IUR INVOKE TRACE.
With ASN.1 impact:
Option3: Remove the IEs M1 Report and M2 Report as NULL in ASN.1, and add note to indicate that M1 and M2 report shall not be used. Tabular should be aligned.
Option4:  Delete M1 Report and M2 Report IEs in IUR INVOKE TRACE message.

The preceding two options are easier to achieve, but could not solve the problem in essence. Option 4 is straight forward, but needs to modify ASN.1, thus backward compatibility needs to be considered.
3. Conclusion

The proponents have a preference in CR R3-111917, however it is kindly proposed that RAN3 discusses the problem and takes a decision on an acceptable solution.
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