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1 Introduction
The CSG ID and CSG membership Status were added in the RANAP ENHANCED RELOCATION INFORMATION REQUEST message of HHO for enhanced H2H mobility. There was a proposal in [1] to add related in formation in SHO as well. And it was also agreed these information are needed for SHO, this paper gives further discussion on this.
2 Discussion
2.1  The necessity of CSG Membership Status in RNSAP solution
In R10, the enhaced intra-CSG mobility between H(e)NBs were agreed. And the inta-CSG case between two hybrid cells is included in both LTE and 3G. There is no need any access control during the intra-CSG handover, the source node have enough information to judge if that the handovered UE has the authorization to access the target or not. The source should only handover the authorized UE and also inform the CSG membership status to the target H(e)NB via Enhanced Relocation Request /handover reqeust Message because the target H(e)NB will accept the UE without extra access control or membership verification.The target H(e)NB needs the membership status for admission control and differentiated treatment of UEs[2].
Oberservation: The target H(e)NB needs the membership status for admission control and differntiated treatment of Ues during intra-CSG handover for HHO.

This information is necessary for SHO as well. The target HNB can not have differentiated treatment of UE based on its membership status to meet SA1’s requirement: 
· If the UE is a non-member UE and the target cell suffers from congestion, the target will reject the request of the UE. 

· If the UE is a member UE and the target cell suffers from congestion, the target may initiate the release or handover some other non-member UEs in the cell to accept this UE. 

It is necessary included in RL setup and also in reconfiguration procedure for the CSG subscription expiry scenario. This is also a foward compatible when the interCSG handover is discussed in R11.
Proposal : Add the CSG membership status information in RNSAP directly for the target HNB to have differenctiated treatment of Ues during SHO.

3 Conclusion

Considering the discussion above, it is proposed RAN3 to agree the following proposal and the related CR in [3]&[4]:
Proposal: Add the CSG membership status information in RNSAP directly for the target HNB to have differenctiated treatment of Ues during SHO.
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