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	Current handover and reselection procedures do not take into account the MBMS services a UE is receiving or interested to receive when such services are delivered on another frequency.
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	Neighbouring eNBs may exchange geographical information such as list of supported Service Area Ids in order to help for inter-frequency MBMS service contnuity i.e. to take into account the MBMS services which a UE is receiving or interested to receive in the UE handover and re-selection procedures.
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15.4
Service Continuity
UEs that are receiving MBMS service(s) in RRC_IDLE state performing cell reselection or are in RRC_CONNECTED state obtain target cell MTCH information from the target cell MCCH. Mechanisms to deliver MCCH to UE via handover command are not supported.

MBMS does not affect unicast mobility procedures and going from one MBSFN area to another is left up to UE implementation.  No new information is provided to help the UE in switching reception between MBSFNs, but the frequency layer which carries the MBSFN transmission may be set to a high priority to help service continuity in RRC_IDLE. Neighbouring eNBs may exchange geographical information such as list of supported Service Area Ids in order to help for inter-frequency MBMS service continuity i.e. for taking into account the MBMS services which a UE is receiving or interested to receive in the UE handover and reselection processes when those services are delivered on another frequency layer. 
No AS level mechanism for service continuity will be defined for mobility outside cells belonging to the MBSFN area, such as HeNB.

20.2.2.7
X2 Setup procedure

The purpose of the X2 Setup procedure is to exchange application level data needed for two eNBs to interoperate correctly over the X2 interface.
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Figure 20.2.2.7-1: X2 Setup procedure

The X2 Setup procedure is also used to exchange geographical information to operate MBMS service continuity i.e. to take into account the MBMS services which a UE is receiving or interested to receive in the UE handover and reselection processes.

20.2.2.8
eNB Configuration Update procedure

The purpose of the eNB Configuration Update procedure is to update application level configuration data needed for two eNBs to interoperate correctly over the X2 interface.


[image: image2.emf] 

X2 - AP: ENB CONFIGURATION UPDATE REQUEST  

eNB  

eNB  

X2 - AP:  ENB CONFIGURATION UPDATE  RESPONSE  

X2 - AP:  ENB CONFIGURATION UPDATE  FAILURE  


Figure 20.2.2.8-1: eNB Configuration Update procedure

The eNB Configuration Update procedure is also used to exchange geographical information to operate MBMS service continuity i.e. to take into account the MBMS services which a UE is receiving or interested to receive in the UE handover and reselection processes. 
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