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Agreements

1) Agreements: 

Way forward: RAN3 will provide in LS back to RAN2 (R3-120828) with some comments and suggestions, the associated CR will be presented in RAN2 e.g. RAN3 will not provide any CR against stage2.
Recommendation to RAN2:

· Include LMU Management Procedures:

· Measurement Request: Ack procedure and/or error management (class1, like resource status request procedure in X2, measurement based class2) is preferred to availability new message
· For capabilities exchange a setup procedure (like S1/X2) is preferred

· Setup is initiated by LMU

· Following sub-section from (R3-120826) needs to be recommended as changes to RAN2:

· 2.2, 2.4 (replace “one or more/several” by “multiple” only), 2.5 (first paragraph only), 2.7 (only the rewording “blue sentence”), 2.8, 2.10 (X-> Y),2.11,

· Network sharing consideration:

· RAN3 would like to ask if RAN2 has considered Network sharing, if not consider it as separated section in stage2.
Revisions

CB the following need to be open and reviewed for agreement:
· R3-120828 LS Response on network-based positioning (TruePosition) 
· recommendation on stage2 to RAN2 may include additional open issues (2.9, 2.12, 2.14 from R3-120826)
· R3-120492 LS Response on Physical Layer Measurement (TruePosition) 
· Decision on new RAN3 specifications for S1Lm Interface:

· S1Lm: layer1

· S1Lm: signalling transport

· S1Lm: control plan signalling
Postponed issues 

1) Capabilities update procedure? Initiated by LMU? (SMLC update?)
2) Network sharing: LMU connection to multiple SMLC?
3) Collect and provide draft comments on LLPa and draft CR on reflector when ready for comments
Minutes

	20.  Network-based positioning WI (RAN2-led)

WID: (target: RAN#56) 

Note incoming LS from RAN2 with the endorsed stage-2 CR: here. Work to start on RAN3 specifics, with focus on stage-3 completion.  

	Incoming LSs

	R3-120006
	Response LS on physical-layer measurement for network-based positioning (To: RAN2, RAN4; Cc: RAN3)
	LSin

Noted

Note:

To RAN2, RAN3, RAN4: RAN1 would like to ask RAN2, RAN3 and RAN4 for any comments on the modified UL RTOA measurement, as in the attachment.  

To RAN3: RAN1 would like to ask RAN WG3 to take into account the modified UL RTOA measurement definition in stage 2 and stage 3 discussions. RAN1 also kindly asks to specify ID for the LMU node, and to consider whether to introduce a definition of a physical LMU node in E-UTRAN.

	R3-120473
	LS on network-based positioning (To: RAN1, RAN3, RAN4)
	LSin

Noted

	

	Stage2

	R3-120491
	[DRAFT] LS Response on network-based positioning
	LSout

CB: revision R3-120828 LS response to RAN2 according to the recommendations bellows.

	R3-120492
	[DRAFT] LS Response on Physical Layer Measurement
	LSout

LMU—the ID for the LMU node will be specified as the work progresses in RAN3.

CB: if LS response can be sent or not?

	R3-120495
	RAN3 Discussion on RAN2 CR on TS 36.305 (TruePosition)
	TP

LMU Management Procedures (not disc in RAN2) 

Need Availability message vs. error handling vs. ack of measurement request?

Failure message? 
Capability changes are not frequent.

Capability vs. Setup/Setup Update procedure? Setup/update seems more appropriate (push)

SCTP resource issue?

Noted

	R3-120742
	Comments on the draft RAN2 stage 2 CR for Network Based Positioning Support (Ericsson)
	Appr

Revised in R3-120826
UL method/positioning terminology was discussed in RAN2, RAN3 focus on technical aspect

	Way forward:
RAN3 will provide in LS back to RAN2 some comments and suggestions, associated CR will be presented in RAN2 e.g. RAN3 will not provide CR.
Recommendation to RAN2:

· Include LMU Management Procedures:

· Measurement Request: Ack procedure and/or error management (class1, like resource status request procedure in X2, measurement based class2) is preferred to availability new message
· For capabilities exchange a setup procedure (like S1/X2) is preferred
· Setup is initiated by LMU

· Update initiated by LMU? (SMLC update?)
· Following sub-section from (R3-120826) needs to be recommended as changes to RAN2:

· 2.2, 2.4 (replace “one or more/several” by “multiple” only), 2.5 (first paragraph only), 2.7 (only the rewording “blue sentence”), 2.8, 2.10 (X-> Y),2.11,
· CB: Need more offline to be included in the LS

· 2.9, 2.12, 2.14
· Following sub-section from (R3-120826) needs to be clarified by RAN2:
· None
· Network sharing consideration:
· RAN3 would like to ask if RAN2 has considered Network sharing, if not consider it as separated section in stage2.
· LMU connection to multiple SMLC?



	Stage3

	R3-120493
	Stage 3 Introduction for UTDOA (TruePosition)
	Appr

New interfaces 

Modify LPPa

	R3-120494
	SLm Interface—General Aspects and Principles (TruePosition)
	TP

S1Lm itf 36.x11 36.x12,…

	R3-120496
	LPPa Interface modifications to support UTDOA (TruePosition)
	TP

Revised in R3-120793

	R3-120790
	E-SMLC to LMU interface– General aspects , principles, protocol and signaling procedures (Andrew Corporation)
	Disc

Noted

	R3-120791
	Text Proposal for 35.455 – Adding Support for Uplink Positioning (Andrew Corporation)
	Disc

	CB: Offline discussion for new specifications?
Collect and provide draft comments on LLPa and draft CR on reflector when ready for comments. 
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