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1. Overall Description:

During the SI on Further H(e)NB Mobility enhancements RAN3 have discussed different solutions for CELL_FACH mobility.
In one candidate solution (see Solution 2b in Section 6.1.1.2.2 of [1]), the HNBs connected to the same HNB-GW allocate U-RNTIs with the same RNC-ID prefix without mutual coordination. As a consequence, the target node would not be able to properly address the source HNB at CELL_FACH/CELL_PCH/URA_PCH mobility in order to fetch the correct UE Context.

As described in [1] the first two steps of this solution are:

1. UE sends Cell Update to a HNB with Cause = Cell Reselection. 

2. Target HNB determines address of SHNB from Cell-ID information provided in the Cell Update.

Hence, the solution foresees that the UE provides, within the RRC CELL UPDATE/URA UPDATE message, the Cell ID of the cell controlled by the HNB holding the UE-Context.
2. Actions:

To RAN2.
ACTION: 
RAN3 kindly ask RAN2 to provide feedback on the feasibility of the solution described in Section 1.
3. Date of Next TSG-RAN WG3 Meetings:

TSG RAN WG3 Meeting #77
13th – 17th Aug 2012
Qingdao, China
TSG RAN WG3 Meeting #77bis
8th – 12th Oct 2012
Lecce, Italy
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