
3GPP TSG RAN WG3 Meeting #77
R3-121564
Qingdao, P.R.China, 13th - 17th August 2012
Title:
[Draft] LS on System Frame Number (SFN) Synchronization 
Response to:
LS on MIB detection in feICIC
Release:
Release 11

Work Item:
eICIC_enh_LTE-Core
Source:
[CMCC to be RAN3]
To:
RAN1
Cc:
RAN2, RAN4
Contact Person:
Name:
Yang Ning
E-mail Address:
yangning at chinamobile dot com 
Attachments:
None
1. Overall description:

RAN 3 would like to thank RAN1 for the LS on MIB detection in feICIC.
Based on RAN3 specification currently, common SFN initialization time shall be provided for all eNBs in synchronized TDD-unicast area and FDD/TDD-multicast MBSFN synchronization area. And a configurable LTE TDD-offset is only provided in order to achieve interoperability in coexistence scenarios, e.g. between adjacent channel LTE TDD system and WiMax system.
Furthermore, RAN3 hasn’t foreseen any significant cases/scenarios where System Frame Number (SFN) synchronization cannot be assumed, and SFN synchronization is supposed to be provided in TDD/FDD time domain inter-cell interference coordination synchronisation area.
2. Actions:
To RAN1 group:
RAN3 kindly asks RAN1 to take the above information into account.
3. Date of Next RAN WG3 Meetings:
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