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1. Overall Description:

During the discussion on EAB, RAN3 agreed stage-2 CRs in R3-121992 and R3-121993 and agreed that no stage-3 CR was needed. However RAN3 notices that SA2 specifications (TS 23.401 and TS 23.060) refer to RAN3 stage-3 specifications (TS 36.413 and TS 25.413). 

Therefore RAN3 kindly asks SA2 to update the references TS 36.413 and TS 25.413 regarding EAB in TS 23.401 and TS 23.060.

 [TS 23.401]
In addition, the MME can request the eNodeB to restrict the load from subcategories of UEs that its connected eNodeBs are generating on it. These subcategories include all UEs using low access priority for the radio access.

An eNodeB supports rejecting of RRC connection establishments for certain subcategories of UEs as specified in TS 36.331 [37] . Additionally, an eNodeB provides support for the barring of subcategories of UEs configured for Extended Access Barring, as described in TS 22.011 [67]. These mechanisms are further specified in TS 36.331 [37] and TS 36.413 [36].

[TS 23.060]
Additionally, a BSC/RNC provides support for the barring of MSs configured for Extended Access Barring, as described in TS 22.011 [112]. These mechanisms are further specified in TS 48.016 [20] and TS 44.018 [85] for GERAN, TS 25.413 [56b] and TS 25.331 [52] for UTRAN.

2. Actions
To SA2:  
RAN3 kindly asks SA2 to take the above information into account and update the references in TS 23.401 and TS 23.060.
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