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START OF CHANGE
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

1xCSFB
Circuit Switched Fallback to 1xRTT

ABS
Almost Blank Subframe

ACK
Acknowledgement

ACLR
Adjacent Channel Leakage Ratio

AM
Acknowledged Mode

AMBR
Aggregate Maximum Bit Rate

ANR
Automatic Neighbour Relation

ARQ
Automatic Repeat Request

ARP
Allocation and Retention Priority

AS
Access Stratum

BCCH
Broadcast Control Channel

BCH
Broadcast Channel

BSR
Buffer Status Report

C/I
Carrier-to-Interference Power Ratio

CAZAC
Constant Amplitude Zero Auto-Correlation

CA
Carrier Aggregation

CBC
Cell Broadcast Center

CC
Component Carrier

CIF
Carrier Indicator Field

CMAS
Commercial Mobile Alert Service

CMC
Connection Mobility Control

CP
Cyclic Prefix

C-plane
Control Plane

C-RNTI
Cell RNTI

CQI
Channel Quality Indicator

CRC
Cyclic Redundancy Check

CSA
Common Subframe Allocation

CSG
Closed Subscriber Group

DCCH
Dedicated Control Channel

DeNB
Donor eNB

DFTS
DFT Spread OFDM

DL
Downlink

DRB
Data Radio Bearer

DRX
Discontinuous Reception

DTCH
Dedicated Traffic Channel

DTX
Discontinuous Transmission

DwPTS
Downlink Pilot Time Slot

EAB
Extended Access Barring

ECGI
E-UTRAN Cell Global Identifier

ECM
EPS Connection Management
EMM
EPS Mobility Management

E-CID
Enhanced Cell-ID (positioning method)

eNB
E-UTRAN NodeB

EPC
Evolved Packet Core

EPS
Evolved Packet System

E-RAB
E-UTRAN Radio Access Bearer
ETWS
Earthquake and Tsunami Warning System

E-UTRA
Evolved UTRA

E-UTRAN
Evolved UTRAN

FDD
Frequency Division Duplex

FDM
Frequency Division Multiplexing

GERAN
GSM EDGE Radio Access Network

GNSS
Global Navigation Satellite System

GSM
Global System for Mobile communication

GBR
Guaranteed Bit Rate

GP
Guard Period 

GUMMEI
Globally Unique MME Identifier

GUTI
Globally Unique Temporary Identifier
GWCN
GateWay Core Network
HARQ
Hybrid ARQ

HO
Handover

HRPD
High Rate Packet Data

HSDPA
High Speed Downlink Packet Access

ICIC
Inter-Cell Interference Coordination

IDC
In-Device Coexistence

IP
Internet Protocol

ISM
Industrial, Scientific and Medical
KPAS
Korean Public Alert System
LB
Load Balancing

LCG
Logical Channel Group

LCR
Low Chip Rate

LCS
LoCation Service

LIPA
Local IP Access
LMU
Location Measurement Unit
LPPa
LTE Positioning Protocol Annex

L-GW
Local Gateway

LTE
Long Term Evolution

MAC
Medium Access Control

MBMS
Multimedia Broadcast Multicast Service

MBR
Maximum Bit Rate

MBSFN
Multimedia Broadcast multicast service Single Frequency Network

MCCH
Multicast Control Channel

MCE
Multi-cell/multicast Coordination Entity

MCH
Multicast Channel

MCS
Modulation and Coding Scheme

MDT
Minimization of Drive Tests

MIB
Master Information Block

MIMO
Multiple Input Multiple Output

MME
Mobility Management Entity

MSA 
MCH Subframe Allocation 
MSI
MCH Scheduling Information

MSP
MCH Scheduling Period

MTCH
Multicast Traffic Channel

NACK
Negative Acknowledgement

NAS
Non-Access Stratum

NCC
Next Hop Chaining Counter

NH
Next Hop key

NNSF
NAS Node Selection Function

NR
Neighbour cell Relation

NRT
Neighbour Relation Table

OFDM
Orthogonal Frequency Division Multiplexing

OFDMA
Orthogonal Frequency Division Multiple Access

OTDOA
Observed Time Difference Of Arrival (positioning method)

P-GW
PDN Gateway

P-RNTI
Paging RNTI

PA
Power Amplifier

PAPR
Peak-to-Average Power Ratio

PBCH
Physical Broadcast CHannel

PBR
Prioritised Bit Rate

PCC
Primary Component Carrier

PCCH
Paging Control Channel

PCell
Primary Cell

PCFICH
Physical Control Format Indicator CHannel

PCH
Paging Channel

PCI
Physical Cell Identifier

PDCCH
Physical Downlink Control CHannel

PDSCH
Physical Downlink Shared CHannel

PDCP
Packet Data Convergence Protocol

PDN
Packet Data Network

PDU
Protocol Data Unit

PHICH
Physical Hybrid ARQ Indicator CHannel

PHY
Physical layer

PLMN
Public Land Mobile Network

PMCH
Physical Multicast CHannel

PRACH
Physical Random Access CHannel

PRB
Physical Resource Block

PSC
Packet Scheduling

PUCCH
Physical Uplink Control CHannel

PUSCH
Physical Uplink Shared CHannel
pTAG
Primary Timing Advance Group

PWS
Public Warning System

QAM
Quadrature Amplitude Modulation

QCI
QoS Class Identifier

QoS
Quality of Service
R-PDCCH
Relay Physical Downlink Control CHannel
RA-RNTI
Random Access RNTI

RAC
Radio Admission Control

RACH
Random Access Channel

RAT
Radio Access Technology

RB
Radio Bearer

RBC
Radio Bearer Control


RF
Radio Frequency

RIM
RAN Information Management

RLC
Radio Link Control

RN
Relay Node

RNC
Radio Network Controller

RNL
Radio Network Layer

RNTI
Radio Network Temporary Identifier

ROHC
Robust Header Compression

RRC
Radio Resource Control

RRM
Radio Resource Management

RU
Resource Unit

S-GW
Serving Gateway

S1-MME
S1 for the control plane

SCC
Secondary Component Carrier

SCell
Secondary Cell

SI
System Information

SIB
System Information Block

SI-RNTI
System Information RNTI

S1-U
S1 for the user plane

SAE
System Architecture Evolution

SAP
Service Access Point

SC-FDMA
Single Carrier – Frequency Division Multiple Access

SCH
Synchronization Channel

SDF
Service Data Flow

SDMA
Spatial Division Multiple Access

SDU
Service Data Unit

SeGW
Security Gateway

SFN
System Frame Number

SPID
Subscriber Profile ID for RAT/Frequency Priority

SR
Scheduling Request

SRB
Signalling Radio Bearer

SU
Scheduling Unit
sTAG
Secondary Timing Advance Group

TA
Tracking Area
TAG
Timing Advance Group

TB
Transport Block

TCP
Transmission Control Protocol

TDD
Time Division Duplex

TDM
Time Division Multiplexing

TEID
Tunnel Endpoint Identifier

TFT
Traffic Flow Template

TM
Transparent Mode

TNL
Transport Network Layer

TTI
Transmission Time Interval

UE
User Equipment

UL
Uplink

UM
Unacknowledged Mode

UMTS
Universal Mobile Telecommunication System

U-plane
User plane

UTRA
Universal Terrestrial Radio Access

UTRAN
Universal Terrestrial Radio Access Network

UpPTS
Uplink Pilot Time Slot
VRB
Virtual Resource Block

X2-C
X2-Control plane 

X2-U
X2-User plane

NEXT CHANGE
10.4
Area Restrictions

The area restriction information for a UE includes the Serving PLMN, and may include a list of equivalent PLMNs, and information on which area restrictions are to be applied during ECM-CONNECTED state. It may be provided by the MME at context setup over the S1 interface, and may be updated by the MME during S1 Handover, and when sending NAS Downlink messages.

NOTE: In case of GWCN network sharing scenario, the area restriction information should always be provided by the MME to the eNBs.
The eNB shall store the UE area restriction information and use it to determine whether the UE has access to radio resources in the E-UTRAN and/or other RANs. The source eNB should apply restriction handling for subsequent mobility action for which the eNB provides information about the target of the mobility action towards the UE, e.g., handover and CCO, if applicable [17] [23].
The available UE area restriction information shall be propagated by the source eNB over X2 at intra E-UTRAN handover.  For the case when the X2 handover results in a change of serving PLMN (to an equivalent PLMN), the source eNB shall replace the Serving PLMN with the identity of the target PLMN and move the Serving PLMN to the equivalent PLMN list, before propagating the UE area restriction information.
END OF CHANGES
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