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BEGINNING OF CHANGES
8.3.5
UE Radio Capability Match

8.3.5.1
General

The purpose of the UE Radio Capability Match procedure is for the MME to request the eNB to derive and provide an indication to the MME whether the UE radio capabilities are compatible with the network configuration for voice continuity.

The procedure uses UE-associated signalling.

8.3.5.2
Successful Operation
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Figure 8.3.5.2-1: UE Radio Capability Match. Successful operation

The MME initiates the procedure by sending a UE RADIO CAPABILITY MATCH REQUEST message. If the UE-associated logical S1-connection is not established, the MME shall allocate a unique MME UE S1AP ID to be used for the UE and include the MME UE S1AP ID IE in the UE RADIO CAPABILITY MATCH REQUEST message; by receiving the MME UE S1AP ID IE in the UE RADIO CAPABILITY MATCH REQUEST message, the eNB establishes the UE-associated logical S1-connection.
The UE RADIO CAPABILITY MATCH REQUEST message may contain

-
the UE Radio Capability IE,

-
the Handover Restriction List IE,

-
the Subscriber Profile ID for RAT/Frequency priority IE. 
Upon receipt of the UE RADIO CAPABILITY MATCH REQUEST message, the eNB shall act as defined in the TS 23.401 [11] and respond with a UE RADIO CAPABILITY MATCH RESPONSE message.
If the UE Radio Capability IE, the Handover Restriction List IE or the Subscriber Profile ID for RAT/Frequency priority IE are contained in the UE RADIO CAPABILITY MATCH REQUEST message, the eNB shall use them to determine the value of the Voice Support Match Indicator IE to be included in the UE RADIO CAPABILITY MATCH RESPONSE message.
NEXT CHANGE
9.1.4.11
UE RADIO CAPABILITY MATCH REQUEST

This message is sent by the MME to request the compatibility between the UE radio capabilities and network configuration.

Direction: MME ( eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	UE Radio Capability
	O
	
	9.2.1.27
	
	YES
	ignore

	Handover Restriction List
	O
	
	9.2.1.22
	
	YES
	ignore

	Subscriber Profile ID for RAT/Frequency priority
	O
	
	9.2.1.39
	
	YES
	ignore


NEXT CHANGE
9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for S1AP.

--

-- **************************************************************
SKIP UNCHANGED TEXT
-- **************************************************************

--

-- UE RADIO CAPABILITY MATCH ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- UE Radio Capability Match Request

--

-- **************************************************************

UERadioCapabilityMatchRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { UERadioCapabilityMatchRequestIEs} },


...

}

UERadioCapabilityMatchRequestIEs S1AP-PROTOCOL-IES ::= {



{ ID id-MME-UE-S1AP-ID



CRITICALITY reject
TYPE MME-UE-S1AP-ID

 


PRESENCE mandatory
}|


{ ID id-eNB-UE-S1AP-ID



CRITICALITY reject
TYPE ENB-UE-S1AP-ID




PRESENCE mandatory
}|


{ ID id-UERadioCapability


CRITICALITY ignore
TYPE UERadioCapability



PRESENCE optional
}|

{ ID id-HandoverRestrictionList

CRITICALITY ignore
TYPE HandoverRestrictionList


PRESENCE optional
}|


{ ID id-SubscriberProfileIDforRFP 
CRITICALITY ignore
TYPE SubscriberProfileIDforRFP


PRESENCE optional
},


...

}

END OF CHANGES
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