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8.6
Relocation Preparation

8.6.1
General

The purpose of the Relocation Preparation procedure is to prepare relocation of SRNS either with involving the UE or without involving the UE. The relocation procedure shall be co-ordinated over all Iu signalling connections existing for the UE in order to allow Relocation co-ordination in the target RNC. The procedure uses connection oriented signalling.

The source RNC shall not initiate the Relocation Preparation procedure for an Iu signalling connection if a Prepared Relocation exists in the RNC for that Iu signalling connection or if a Relocation Preparation procedure is ongoing for that Iu signalling connection or in the case of a MOCN configuration if the Rerouting Function is ongoing.

8.6.2
Successful Operation
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Figure 5: Relocation Preparation procedure. Successful operation.

The source RNC initiates the procedure by sending a RELOCATION REQUIRED message. The source RNC shall decide whether to initiate an intra-system Relocation or an inter-system handover.

The source RNC shall indicate the appropriate cause value for the Relocation in the Cause IE. Typical cause values are "Time critical Relocation", "Resource optimisation relocation", "Relocation desirable for radio reasons" , "Directed Retry", "Reduce Load in Serving Cell", "Access Restricted Due to Shared Networks", "No Iu CS UP relocation".

The source RNC shall determine whether the relocation of SRNS shall be executed with or without involvement of the UE. The source RNC shall set accordingly the Relocation Type IE to "UE involved in relocation of SRNS" or "UE not involved in relocation of SRNS".

In case of intra-system Relocation, the source RNC:

-
shall indicate in the Source ID IE the RNC-ID of the source RNC and in the Target ID IE the RNC-ID of the target RNC only including the RAC if the message is sent towards the PS domain;

-
shall in case SRVCC is performed include the SRVCC HO Indication IE in the RELOCATION REQUIRED message. The value of SRVCC HO Indication IE shall be set by the source RNC. In case the source RNC decides to involve at the target side only CS domain, the SRVCC HO Indication IE shall be set to "CS only", to "PS and CS" in case CS and PS domain at the target side shall be involved;

NOTE:
The Number of Iu Instances IE within the Source RNC to Target RNC Transparent Container IE shall be set according to the SRVCC HO Indication IE.

-
shall include in the RELOCATION REQUIRED message the Source to Target Transparent Container IE. This container shall be encoded according to the Source RNC to Target RNC Transparent Container IE definition. The Source RNC to Target RNC Transparent Container IE shall include:

-
the Relocation Type IE and the Number of Iu Instances IE containing the number of Iu signalling connections existing for the UE.

-
the Integrity Protection Key IE from the last received domain on which the Security Mode Control procedure has been successfully performed, and the associated Chosen Integrity Protection Algorithm IE that has been selected for this domain.

-
the Ciphering Key IE for the signalling data from the last received domain on which the Security Mode Control procedure has been successfully performed if the ciphering has been started, together with the associated Chosen Encryption Algorithm IE that has been selected for this domain. If the ciphering has not been started, the RNC may include the Ciphering Key IE and the Chosen Encryption Algorithm IE if they are available.

-
for each domain where the Security Mode Control procedure has been successfully performed in the source RNC, the Chosen Encryption Algorithm IE of CS (PS respectively) user data corresponding to the ciphering alternative that has been selected for this domain. If the Security Mode Control procedure had not been successful or performed for one domain or had proposed no ciphering alternative, the Chosen Encryption Algorithm IE for the user data of this domain shall not be included. When both the CS and the PS user data Chosen Encryption Algorithm IEs are provided, they shall be the same.

-
the RRC Container IE. If the Relocation Type IE is set to "UE not involved in relocation of SRNS" and the UE is using DCH(s), DSCH(s), USCH(s), HS-DSCH and/or E-DCH, the Source RNC to Target RNC Transparent Container IE shall:

-
for each RAB include the RAB ID, the CN Domain Indicator IE and the mapping between each RAB subflow and transport channel identifier(s) over Iur, i.e. if the RAB is carried on a DCH(s), the DCH ID(s) shall be included, and when it is carried on DSCH(s), USCH(s), HS-DSCH and/or E-DCH, the DSCH ID(s), USCH ID(s), HS-DSCH MAC-d Flow ID and/or E-DCH MAC-d Flow ID respectively shall be included.

-
only in the case the active SRBs in SRNC are not all mapped onto the same DCH, include the SRB TrCH Mapping IE containing for each SRB the SRB ID and the associated transport channel identifier over Iur, i.e. if the SRB is carried on a DCH, the DCH ID shall be included, and when it is carried on DSCH, USCH, HS-DSCH and/or E-DCH, the DSCH ID, USCH ID,HS-DSCH MAC-d Flow ID and/or E-DCH MAC-d Flow ID respectively shall be included.

-
the d-RNTI IE, if the Relocation Type IE is set to "UE not involved in relocation of SRNS".

-
the Target Cell ID IE, if the Relocation Type IE is set to "UE involved in relocation of SRNS".

-
in the PS RAB To Be Replaced IE the RAB ID of the voice RAB which is relocated from the PS to the CS CN domain, in case SRVCC is performed.

-
the d-RNTI for No IuCS UP IE, if the source RNC doesn't have an Iu-CS user plane connection, the Relocation Type IE is set to "UE involved in relocation of SRNS" and the reason for the relocation is the source RNC cannot support CS service. The Cause IE shall be set as "No Iu CS UP relocation" in the RELOCATION REQUIRED message.
-
the MBMS Linking Information IE, if available, in case the UE has been linked to at least one Multicast Service.

-
the UE History Information IE and the source RNC shall add the stored information to the Last Visited Cell List IE, in case the source RNC is configured to collect UE history information.

-
the Subscriber Profile ID for RAT/Frequency priority IE if available in the source RNC.

-
the Management Based MDT Allowed IE only or the Management Based MDT Allowed IE and the Management Based MDT PLMN List IE, if this has been provided to the RNC and the serving PLMN of the relocation target is included in the Management Based MDT PLMN List.
-
the Last used E-UTRAN PLMN ID if available in the source RNC.
-
may in case a Trace Recording Session is active in the Source RNC due to a Signalling Based Activation (see TS 32.421 [37]), include the Trace Recording Session Information IE containing information identifying the Trace Record being generated in the Source RNC to Target RNC Transparent Container IE.

In case of inter-system handover to GSM CS domain, the RNC:

-
the source RNC shall indicate in the Source ID IE the Service Area Identifier and in the Target ID IE the cell global identity of the cell in the target system;

-
shall include the MS Classmark 2 and MS Classmark 3 IEs received from the UE in the RELOCATION REQUIRED message to the CN;
-
shall include the Old BSS to New BSS Information IE within the RELOCATION REQUIRED message only if the information is available. This information shall include, if available, the current traffic load in the source cell, i.e. prior to the inter-system handover attempt. This information shall also include the source cell identifier the included traffic load values correspond to. In the case the UE is using, prior to the inter-system handover attempt, radio resources of more than one cell, it is implementation specific for which cell the source RNC should report the current traffic load and the cell identifier.

-
shall in case SRVCC is performed include the SRVCC HO Indication IE in the RELOCATION REQUIRED message. The value of SRVCC HO Indication IE shall be set to "CS only" by the source RNC;
In case of inter-system handover to GSM PS domain, the RNC:

-
shall indicate in the Source ID IE the Service Area Identifier, in the Target ID IE the cell global identity of the cell in the target system and shall also indicate routing area code for the relevant cell in the target system;

-
shall include the Source BSS to Target BSS Transparent Container IE within the RELOCATION REQUIRED message to the CN. It may indicate in this container whether it requests to receive the SI/PSI container from the external inter-system handover target in the RELOCATION COMMAND message.
In case of inter-system handover towards the GSM CS domain and GSM PS domain in parallel, the source RNC:

-
shall include in the Target ID IE the same cell global identity of the cell in the target system for CS domain and PS domain and set the appropriate information about the nature of the CS/PS inter-system handover (see TS 43.055 [47]) in the Old BSS to New BSS Information IE and Source BSS to Target BSS Transparent Container IE accordingly.

-
shall in case SRVCC is performed include the SRVCC HO Indication IE in the RELOCATION REQUIRED message. The value of SRVCC HO Indication IE shall be set to "PS and CS" by the source RNC;

In case of inter-system handover to E-UTRAN (as specified in TS 23.401 [48]), the RNC:

-
shall indicate in the Source ID IE the RNC-ID of the source RNC and in the Target ID IE either the eNB-ID or the Corresponding RNC-ID of the target eNodeB in the target system (see subclause 9.2.1.25);

-
shall include the Source to Target Transparent Container IE within the RELOCATION REQUIRED message. The information in the container shall be encoded according to the Source eNB to Target eNB Transparent Container IE definition as specified in TS 36.413 [49].

-
shall, in case rSRVCC is performed, include the rSRVCC HO Indication IE in the RELOCATION REQUIRED message. The value of rSRVCC HO Indication IE shall be set to "PS only" by the source RNC.

When the source RNC sends the RELOCATION REQUIRED message, it shall start the timer TRELOCprep.
When the preparation including resource allocation in the target system is ready and the CN has decided to continue the relocation of SRNS, the CN shall send a RELOCATION COMMAND message to the source RNC and the CN shall start the timer TRELOCcomplete.

If the CSG Id IE and no Cell Access Mode IE are received in the RELOCATION REQUIRED message, the CN shall perform the access control according to the CSG Subscription Data of that UE and if the access control is successful, or if one of the RABs has some particular ARP values (see TS 23.060 [21]), it shall continue the relocation and propagate the target CSG Id IE to the target side. If the access control is unsuccessful but at least one of the RABs has some particular ARP values (see TS 23.060 [21]) the CN shall also provide the CSG Membership Status IE set to "non-member" to the target side.

If the CSG Id IE and the Cell Access Mode IE set to "hybrid" are received in the RELOCATION REQUIRED message, the CN shall provide the CSG Membership Status IE of the UE and the target CSG Id to the target side.

If the Target To Source Transparent Container IE or the L3 information IE or the Target BSS to Source BSS Transparent Container IE is received by the CN from the relocation target, it shall be included in the RELOCATION COMMAND message.

The RELOCATION COMMAND message may also contain the Inter-System Information Transparent Container IE.

In case of SRVCC operation, when the target system is GERAN the RELOCATION COMMAND message shall contain the SRVCC Information IE.

In case of rSRVCC operation, the RELOCATION COMMAND message shall contain the rSRVCC Information IE.

If the Target BSS to Source BSS Transparent Container IE is received in the RELOCATION COMMAND message, only the value part of the UE related containers received shall be sent to the UE.

For each RAB successfully established in the target system and originating from the PS domain, the RELOCATION COMMAND message shall contain at least one pair of Iu transport address and Iu transport association to be used for the forwarding of the DL N-PDU duplicates towards the relocation target. If more than one pair of Iu transport address and Iu transport association is included, the source RNC shall select one of the pairs to be used for the forwarding of the DL N-PDU duplicates towards the relocation target. Upon reception of the RELOCATION COMMAND message from the PS domain, the source RNC shall start the timer TDATAfwd.
The Relocation Preparation procedure is terminated in the CN by transmission of the RELOCATION COMMAND message.

If the target system (including target CN) does not support all existing RABs, the RELOCATION COMMAND message shall contain a list of RABs indicating all the RABs that are not supported by the target system. This list may include information on RABs from the PS domain not existing in the source RNC which shall be ignored by the source RNC. This list is contained in the RABs to Be Released IE. The source RNC shall use this list to avoid transferring associated contexts where applicable and may use this list e.g. to decide if to cancel the relocation or not. The resources associated with not supported RABs shall not be released until the relocation is completed. This is in order to make a return to the old configuration possible in case of a failed or cancelled relocation.

Upon reception of the RELOCATION COMMAND message the source RNC shall stop the timer TRELOCprep, start the timer TRELOCOverall and terminate the Relocation Preparation procedure. The source RNC is then defined to have a Prepared Relocation for that Iu signalling connection.

When the Relocation Preparation procedure is successfully terminated and when the source RNC is ready, the source RNC should trigger the execution of relocation of SRNS.

Interactions with the SRVCC Preparation procedure:

In case of SRVCC operation, the Source RNC to Target RNC Transparent Container IE shall include the Integrity Protection Key IE, the Ciphering Key IE for the signalling data and the SRVCC Information as received during the SRVCC Preparation procedure.

Interactions with the rSRVCC Preparation procedure:

In case of rSRVCC operation, the RNC shall only initate the Relocation Preparation procedure on the Iu-CS signalling connections existing for the UE.

Interactions with other procedures:

If, after a RELOCATION REQUIRED message is sent and before the Relocation Preparation procedure is terminated, the source RNC receives a RANAP message initiating another connection oriented RANAP class 1 or class 3 procedure (except IU RELEASE COMMAND message, which shall be handled normally) via the same Iu signalling connection, the source RNC shall either:

1.
cancel the Relocation Preparation procedure i.e. execute the Relocation Cancel procedure with an appropriate value for the Cause IE, e.g. "Interaction with other procedure", and after successful completion of the Relocation Cancel procedure, the source RNC shall continue the initiated RANAP procedure;

or

2.
terminate the initiated RANAP procedure without any changes in UTRAN by sending the appropriate response message with the cause value "Relocation Triggered" to the CN. The source RNC shall then continue the relocation of SRNS.

If during the Relocation Preparation procedure the source RNC receives a DIRECT TRANSFER message it shall be handled normally up to the anticipated limit according to section 14.12.4.2 TS 25.331 [10].

If during the Relocation Preparation procedure the source RNC receives connection oriented RANAP class 2 messages (with the exception of DIRECT TRANSFER message) it shall decide to either execute the procedure immediately or suspend it. In case the relocation is cancelled, the RNC shall resume any suspended procedures (if any).

After the Relocation Preparation procedure is successfully terminated, all RANAP messages (except IU RELEASE COMMAND message, which shall be handled normally) received via the same Iu signalling bearer shall be ignored by the source RNC.

------------------------------------------
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8.7
Relocation Resource Allocation

8.7.1
General

The purpose of the Relocation Resource Allocation procedure is to allocate resources from a target RNS for a relocation of SRNS. The procedure shall be co-ordinated over all Iu signalling connections existing for the UE. The procedure uses connection oriented signalling.

NOTE:
In case of SRVCC operation, the procedure shall be co-ordinated in the domains which the source RNC decides to involve in the SRVCC operation.

8.7.2
Successful Operation
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Figure 7: Relocation Resource Allocation procedure. Successful operation.

The CN initiates the procedure by generating a RELOCATION REQUEST message. In a UTRAN to UTRAN relocation, the message shall contain the information (if any) required by the UTRAN to build at least the same set of RABs as existing for the UE before the relocation, except the relocation due to SRVCC operation. The CN may indicate that RAB QoS negotiation is allowed for certain RAB parameters and in some cases also which alternative values to be used in the negotiation.

The RELOCATION REQUEST message may also include an alternative RAB configuration for a RAB specified in the Alternative RAB configuration IE in the Alternative RAB Parameter Values IE. If Alternative RAB configuration IE for a RAB is included in the RELOCATION REQUEST message, the target RNC is allowed after the successful relocation to request the CN to trigger the execution of this alternative RAB configuration. No negotiation is allowed during the Relocation Resource Allocation procedure between the requested RAB configuration and this alternative RAB configuration.

When the CN transmits the RELOCATION REQUEST message, it shall start the timer TRELOCalloc.

When a RELOCATION REQUEST message is sent from a CN node towards an RNC for which the sending CN node is not the default CN node, the Global CN-ID IE shall be included.

Upon reception of the RELOCATION REQUEST message, the target RNC shall initiate allocation of requested resources.

The RELOCATION REQUEST message shall contain the following IEs:

-
Permanent NAS UE Identity IE (if available);

-
Cause IE;

-
CN Domain Indicator IE;

-
Source RNC To Target RNC Transparent Container IE;

-
Iu Signalling Connection Identifier IE;

-
Integrity Protection Information IE (if available);
-
SNA Access Information IE (if available);
-
UESBI-Iu IE (if available);

-
Selected PLMN identity IE if in MOCN or GWCN configuration;

-
CN MBMS Linking Information IE (if available);

-
UE Aggregate Maximum Bit Rate IE (if available);

-
Anchor PLMN Identity IE (if available).
For each RAB requested to relocate (or to be created e.g. in the case of inter-system handover), the message shall contain the following IEs:

-
RAB-ID IE;

-
NAS Synchronisation Indicator IE (if the relevant NAS information is provided by the CN);
-
RAB parameters IE;

-
User Plane Information IE;

-
Transport Layer Address IE;

-
Iu Transport Association IE;

-
Data Volume Reporting Indication IE (only for PS);
-
PDP Type Information IE (only for PS).

The RELOCATION REQUEST message may include the following IE:

-
Encryption Information IE (shall not be included if the Integrity Protection Information IE is not included);

-
CSG Membership Status IE (shall be included in cases of relocation of CSG capable UEs to hybrid cells);

PDP Type Information extension IE (may be included if PDP Type Information IE is included).
For each RAB requested to relocate the message may include the following IEs:

-
Service Handover IE;
-
Alternative RAB Parameter Values IE;

-
E-UTRAN Service Handover IE.

The following information elements received in RELOCATION REQUEST message require the same special actions in the RNC as specified for the same IEs in the RAB Assignment procedure:

-
RAB-ID IE;
-
User plane Information IE (i.e. required User Plane Mode and required User Plane Versions);
-
Priority level IE, Pre-emption Capability IE and Pre-emption Vulnerability IE;
-
Service Handover IE;

-
E-UTRAN Service Handover IE.

The SDU Format Information Parameter IE in the RAB Parameters IE shall be present only if the User Plane Mode IE is set to "support mode for pre-defined SDU sizes" and the Traffic Class IE is set to either "Conversational" or "Streaming".

For a RAB setup, the RAB Parameters IE may contain the Signalling Indication IE. The Signalling Indication IE shall not be present if the Traffic Class IE is not set to "Interactive" or if the CN Domain Indicator IE is not set to "PS domain".

If the RELOCATION REQUEST message includes the Permanent NAS UE identity (i.e. IMSI), the RNC shall associate the permanent identity to the RRC Connection of that user and shall save it for the duration of the RRC connection.

If the RELOCATION REQUEST message includes the PDP Type Information IE or PDP Type Information extension IE, the UTRAN may use this IE to configure any compression algorithms.

If the CSG Id IE is received in the RELOCATION REQUEST message, the UTRAN shall validate it by comparing it with the CSG ID broadcast by the target cell. If it is valid and if the CSG Membership Status IE is received set to "member", the target RNC may apply appropriate handling to the UE. 

If the CSG Membership Status IE and the CSG Id IE are received in the RELOCATION REQUEST message and the CSG Id does not correspond to the CSG Id broadcast by the target cell, the RNC may provide the QoS to the UE as for a non member and shall send back in the RELOCATION REQUEST ACKNOWLEDGE message the actual CSG Id broadcast by the target cell.

If the target RNC receives the CSG Id IE and the CSG Membership Status IE is set to "non-member" in the RELOCATION REQUEST message and the target cell is a CSG cell and at least one of the RABs has some particular ARP values (see TS 23.060 [21]) the RNC shall send back the RELOCATION REQUEST ACKNOWLEDGE to the CN accepting those RABs and failing the other RABs,

The Cause IE shall contain the same value as the one received in the related RELOCATION REQUIRED message.
The Iu Signalling Connection Identifier IE contains an Iu signalling connection identifier which is allocated by the CN. The value for the Iu Signalling Connection Identifier IE shall be allocated so as to uniquely identify an Iu signalling connection for the involved CN node. The RNC shall store and remember this identifier for the duration of the Iu connection.

The RNC shall, if supported, use the UESBI-Iu IE when included in the RELOCATION REQUEST message. If UESBI-Iu IE contains an IMEISV the RNC may use this information to determine the characteristics of the UE for subsequent handling.

If the CN MBMS Linking Information IE is included in the RELOCATION REQUEST message, the RNC shall, if supported, use the CN MBMS Linking Information IE to perform suitable UE linking as described in TS 25.346 [42].

The algorithms within the Integrity Protection Information IE and the Encryption Information IE shall be ordered in preferred order with the most preferred first in the list.
The Permitted Encryption Algorithms IE within the Encryption Information IE may contain "no encryption" within an element of its list in order to allow the RNC not to cipher the respective connection. This can be done either by not starting ciphering or by using the UEA0 algorithm. In the absence of the Encryption Information IE, the RNC shall not start ciphering.

The Source To Target Transparent Container IE is encoded as the Source RNC To Target RNC Transparent Container IE. The following applies for the Source RNC To Target RNC Transparent Container IE:

-
In case of intra-system relocation, if no Integrity Protection Key IE (Ciphering Key IE respectively) is provided within the Source RNC to Target RNC Transparent Container IE, the target RNC shall not start integrity protection (ciphering respectively).

-
In case of intra-system relocation, when an Ciphering Key IE is provided within the Source RNC to Target RNC Transparent Container IE, the target RNC may select to use a ciphering alternative where an algorithm is used. It shall in this case make use of this key to cipher its signalling data whatever the selected algorithm. The Encryption Key IE that is contained within the Encryption Information IE of the RELOCATION REQUEST message shall never be considered for ciphering of signalling data.

-
In case of intra-system relocation, when an Integrity Protection Key IE is provided within the Source RNC to Target RNC Transparent Container IE, the target RNC shall select one integrity algorithm to start integrity and shall in this case make use of this key whatever the selected algorithm. The integrity protection key that is contained within the Integrity Protection Information IE of the RELOCATION REQUEST message shall never be considered.

-
In case of intra-system relocation, when a Trace Recording Session Information IE is provided within the Source RNC to Target RNC Transparent Container IE, the Target RNC should store that information to include it in a potential future Trace Record for that UE.

-
If the Subscriber Profile ID for RAT/Frequency priority IE is contained in the Source RNC to Target RNC Transparent Container IE, the target RNC shall store the received Subscriber Profile ID for RAT/Frequency priority and use it as defined in TS 36.300 [52]. 

-
If the CSFB Information IE is contained in the Source RNC to Target RNC Transparent Container IE, the target RNC may apply special treatment.

-
The RELOCATION REQUEST message may contain the Cell Load Group Information IE in the Source RNC to Target RNC Transparent Container IE.

-
If the Management Based MDT Allowed IE only or the Management Based MDT Allowed IE and the Management Based MDT PLMN List IE, is contained in the Source RNC to Target RNC Transparent Container IE, the target RNC shall use it, if supported, to allow subsequent selection of the UE for management based MDT as defined in TS 32.422 [38].
-
If the Last used E-UTRAN PLMN ID IE is contained in the Source RNC to Target RNC Transparent Container IE, the target RNC shall store the received Last used E-UTRAN PLMN ID and use it as defined in TS 23.272 [xx].
In case of inter-system relocation, the integrity protection and ciphering information to be considered shall be the ones received in the Integrity Protection Information IE and Encryption Information IE of the RELOCATION REQUEST message.

The Global CN-ID IE contains the identity of the CN node that sent the RELOCATION REQUEST message, and it shall, if included, be stored together with the Iu signalling connection identifier. If the Global CN-ID IE is not included, the RELOCATION REQUEST message shall be considered as coming from the default CN node for the indicated CN domain.

The following additional actions shall be executed in the target RNC during the Relocation Resource Allocation procedure:

If included in the RELOCATION REQUEST ACKNOWLEDGE message, the Target to Source Transparent Container IE shall be encoded as the Target RNC to Source RNC Transparent Container IE.

If the Relocation Type IE is set to "UE involved in relocation of SRNS":

-
except the relocation due to SRVCC operation, the target RNC should not accept a requested RAB if the RAB did not exist in the source RNC before the relocation. In case of SRVCC operation, the target RNC may accept CS RAB even if it did not exist in the source RNC before the relocation.

-
The target RNC may accept a requested RAB only if the RAB can be supported by the target RNC.
-
Other RABs shall be rejected by the target RNC in the RELOCATION REQUEST ACKNOWLEDGE message with an appropriate value in the Cause IE, e.g. "Unable to Establish During Relocation".

-
The target RNC shall include information adapted to the resulting RAB configuration in the target to source RNC transparent container to be included in the RELOCATION REQUEST ACKNOWLEDGE message sent to the CN. If the target RNC supports triggering of the Relocation Detect procedure via the Iur interface, the RNC shall assign a d-RNTI for the context of the relocation and include it in the container. If two CNs are involved in the relocation of SRNS, the target RNC may, however, decide to send the container to only one CN.

-
If any alternative RAB parameter values have been used when allocating the resources, these RAB parameter values shall be included in the RELOCATION REQUEST ACKNOWLEDGE message within the Assigned RAB Parameter Values IE.

-
If d-RNTI for No IuCS UP IE is contained in the RELOCATION REQUEST message, the target RNC shall use this information to configure the resource for the UE over Iur during the relocation.

If the Relocation Type IE is set to "UE not involved in relocation of SRNS":

-
The target RNC shall not accept a requested RAB if the RAB did not exist in the source RNC before the relocation.

-
The target RNC may accept a RAB only if the radio bearer(s) for the RAB either exist(s) already and can be used for the RAB by the target RNC, or do(es) not exist before the relocation but can be established in order to support the RAB in the target RNC.

-
If existing radio bearers are not related to any RAB that is accepted by the target RNC, the radio bearers shall be ignored during the relocation of SRNS and the radio bearers shall be released by the radio interface protocols after completion of relocation of SRNS.

-
If any alternative RAB parameter values have been used when allocating the resources, these RAB parameter values shall be included in the RELOCATION REQUEST ACKNOWLEDGE message within the Assigned RAB Parameter Values IE. It should be noted that the usage of alternative RAB parameter values is not applicable to the UTRAN initiated relocation of type "UE not involved in relocation of SRNS".

If the UE History Information IE is included in the RELOCATION REQUEST message and the target RNC is configured to collect the information, the target RNC shall, if supported, collect information defined in the UE History Information IE.

After all necessary resources for accepted RABs including the initialised Iu user plane, are successfully allocated, the target RNC shall send a RELOCATION REQUEST ACKNOWLEDGE message to the CN.

For each RAB successfully setup the RNC shall include the following IEs:

-
RAB ID
-
Transport Layer Address (when no ALCAP has been used)

-
Iu Transport Association (when no ALCAP has been used)

Two pairs of Transport Layer Address IE and Iu Transport Association IE may be included for RABs established towards the PS domain.

For each RAB the RNC is not able to setup during the Relocation Resource Allocation procedure, the RNC shall include the RAB ID IE and the Cause IE within the RABs Failed To Setup IE. The resources associated with the RABs indicated as failed to set up shall not be released in the CN until the relocation is completed. This is in order to make a return to the old configuration possible in case of a failed or cancelled relocation.

The RELOCATION REQUEST ACKNOWLEDGE message sent to the CN shall, if applicable and if not sent via the other CN domain, include the Target RNC To Source RNC Transparent Container IE. This container shall be transferred by the CN to the source RNC or the external relocation source while completing the Relocation Preparation procedure.

If the target RNC supports cell load-based inter-system handover, then in the case of inter-system handover, the New BSS to Old BSS Information IE may be included in the RELOCATION REQUEST ACKNOWLEDGE message. This information shall include, if available, the current traffic load in the target cell assuming a successful completion of the handover in progress.

In case of inter-system relocation, the RNC shall include the Chosen Integrity Protection Algorithm IE (Chosen Encryption Algorithm IE respectively) within the RELOCATION REQUEST ACKNOWLEDGE message, if, and only if the Integrity Protection Information IE (Encryption Information IE respectively) was included in the RELOCATION REQUEST message.

In case of intra-system relocation, the RNC shall include the Chosen Integrity Protection Algorithm IE (Chosen Encryption Algorithm IE respectively) within the RELOCATION REQUEST ACKNOWLEDGE message, if, and only if the Integrity Protection Key IE (Ciphering Key IE respectively) was included within the Source RNC-to-Target RNC transparent container IE.

If one or more of the RABs that the target RNC has decided to support can not be supported by the CN, then these failed RABs shall not be released towards the target RNC until the relocation is completed.

If the NAS Synchronisation Indicator IE is contained in the RELOCATION REQUEST message, the target RNC shall pass it to the UE.

If the SNA Access Information IE is contained in the RELOCATION REQUEST message, the target RNC shall store this information and use it to determine whether the UE has access to radio resources in the UTRAN. The target RNC shall consider that the UE is authorised to access only the PLMNs identified by the PLMN identity IE in the SNA Access Information IE. If the Authorised SNAs IE is included for a given PLMN (identified by the PLMN identity IE), then the target RNC shall consider that the access to radio resources for the concerned UE is restricted to the LAs contained in the SNAs identified by the SNAC IEs.

If the SNA Access Information IE is not contained in the RELOCATION REQUEST message, the target RNC shall consider that no access restriction applies to the UE in the UTRAN.

Transmission and reception of a RELOCATION REQUEST ACKNOWLEDGE message terminate the procedure in the UTRAN and in the CN respectively.
Before reporting the successful outcome of the Relocation Resource allocation procedure, the RNC shall have executed the initialisation of the user plane mode as requested by the CN in the User Plane Mode IE. If the RNC can not initialise the requested user plane mode for any of the user plane mode versions in the UP Mode Versions IE according to the rules for initialisation of the respective user plane mode versions, as described in TS 25.415 [6], the RAB Relocation shall fail with the cause value "RNC unable to establish all RFCs".

If the Selected PLMN identity IE is contained in the RELOCATION REQUEST message, the target RNC shall use this information to send it to the UE.

If the UE Aggregate Maximum Bit Rate IE is included in the RELOCATION REQUEST message, the UTRAN shall, if supported, store the received UE Aggregate Maximum Bit Rate parameters to control the aggregate data rate of non-GBR traffic for this UE.

In case SIPTO at Iu-PS functionality is supported by the UTRAN, the following applies in addition for the successful operation of the Relocation Resource Allocation procedure:

-
If the MSISDN IE is present in the RELOCATION REQUEST message, then the UTRAN may offload the RAB(s) where the Offload RAB Parameters IE is present in the RABs To Be Setup Item IEs IE. The Access Point Name IE and the Charging Characteristics IE within the Offload RAB Parameters IE and the MSISDN IE may only be used for the SIPTO at Iu-PS function and according to the description in TS 23.060 [21].

Interactions with Uplink Information Exchange procedure:
In case of UTRAN to UTRAN CS only relocation, if the RELOCATION REQUEST message includes the MBMS Linking Information IE in the Source RNC To Target RNC Transparent Container IE, the RNC shall, if supported, initiate the Uplink Information Exchange procedure to retrieve the Multicast Service list for the UE, create relevant MBMS Service Context, store this information and perform the relevant UE linking as defined in TS 25.346 [42].

------------------------------------------
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8.16
Common ID

8.16.1
General

The purpose of the Common ID procedure is to inform the RNC about the permanent NAS UE Identity (i.e. IMSI) of a user. This is used by the RNC e.g. to create a reference between the permanent NAS UE identity of the user and the RRC connection of that user for UTRAN paging co-ordination. The procedure may also be used to provide the SNA Access Information IE to the RNC or to provide the Management Based MDT Allowed IE to the RNC or to provide the Management Based MDT PLMN List IE to the RNC.

The procedure uses connection oriented signalling.

8.16.2
Successful Operation
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Figure 17: Common ID procedure. Successful operation.

After having established an Iu signalling connection, and if the Permanent NAS UE identity (i.e. IMSI) is available, the CN shall send to the RNC a COMMON ID message containing the Permanent NAS UE Identity IE and optionally the SNA Access Information IE. The COMMON ID message may also include the UESBI-Iu IE. The RNC shall associate the permanent identity to the RRC Connection of that user and shall save it for the duration of the RRC connection.

The RNC shall, if supported, use the UESBI-Iu IE when received in the COMMON ID message. If UESBI-Iu IE contains an IMEISV the RNC may use this information to determine the characteristics of the UE for subsequent handling.

If the CSG Membership Status IE is included in the COMMON ID message the RAN shall, if supported, take the following actions:

· If the cell that serves the UE is a Hybrid cell, the RNC shall store the value contained in the CSG Membership Status IE and replace any previously stored memberhip status value by this new one. The RNC may use such information to perform differentiated treatment for member and non-member UEs. 

· If the cell that serves the UE is a CSG cell, and the CSG Membership Status IE is set to “non-member”, the RNC should initiate actions to ensure that the UE is no longer served by the CSG cell as defined in TS 25.467 [55].

If the SNA Access Information IE is contained in the COMMON ID message, the RNC shall store this information and use it to determine whether the UE has access to radio resources in the UTRAN. The RNC shall consider that the UE is authorised to access only the PLMNs identified by the PLMN identity IEs in the SNA Access Information IE. If the Authorised SNAs IE is included for a given PLMN (identified by the PLMN identity IE), then the RNC shall consider that the access to radio resources for the concerned UE is restricted to the LAs contained in the SNAs identified by the SNAC IEs.

In case of GWCN configuration for a network sharing non-supporting UE, the COMMON ID message shall include, if available, the Selected PLMN identity IE. If received, the RNC shall store this information.

In case SRVCC functionality is supported by the UE and CN, the CN shall include SRVCC Operation Possible IE in COMMON ID message.

In case rSRVCC functionality is supported by the UE and CN, the CN shall include rSRVCC Operation Possible IE in COMMON ID message.

If the Management Based MDT Allowed IE is included in the the COMMON ID message, the RNC shall use it, if supported, together with information in the Management Based MDT PLMN List IE, if available, to allow subsequent selection of the UE for management based MDT as defined in TS 32.422 [38].

Upon receipt of the COMMON ID message the RNC shall
-
store the Subscriber Profile ID for RAT/Frequency priority IE and use it as defined in TS 36.300 [52].
-
store the Last used E-UTRAN PLMN ID IE and use it as defined in TS 23.272 [xx].
------------------------------------------
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9.1.24
COMMON ID

This message is sent by the CN to inform the RNC about the permanent NAS UE identity for a user. It may include additional information.

Direction: CN ( RNC.

Signalling bearer mode: Connection oriented.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	Permanent NAS UE Identity
	M
	
	9.2.3.1
	
	YES
	ignore

	SNA Access Information
	O
	
	9.2.3.24
	
	YES
	ignore

	UESBI-Iu
	O
	
	9.2.1.59
	
	YES
	ignore

	Selected PLMN Identity
	O
	
	9.2.3.33
	
	YES
	ignore

	Subscriber Profile ID for RAT/Frequency priority
	O
	
	9.2.1.86
	
	YES
	ignore

	SRVCC operation possible
	O
	
	9.2.1.87
	
	YES
	ignore

	CSG Membership Status
	O
	
	9.2.1.92
	
	YES
	ignore

	Management Based MDT Allowed
	O
	
	9.2.1.110
	
	YES
	ignore

	Management Based MDT PLMN List
	O
	
	MDT PLMN List

9.2.1.116
	
	YES
	ignore

	rSRVCC operation possible
	O
	
	9.2.1.121
	
	YES
	ignore

	Last used E-UTRAN PLMN ID
	O
	
	Selected PLMN Identity 
9.2.3.33
	
	YES
	ignore


------------------------------------------
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9.2.1.28
Source RNC to Target RNC Transparent Container

The Source RNC to Target RNC Transparent Container IE is an information element that is produced by the source RNC and is transmitted to the target RNC. In inter-system handovers to UTRAN, the IE is transmitted from the external relocation source to the target RNC.

This IE is transparent to the CN.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	RRC Container
	M
	
	OCTET STRING
	
	-
	

	Number of Iu Instances
	M
	
	INTEGER (1..2)
	
	-
	

	Relocation Type
	M
	
	9.2.1.23
	
	-
	

	Chosen Integrity Protection Algorithm
	O
	
	9.2.1.13
	Indicates the integrity protection algorithm.
	-
	

	Integrity Protection Key
	O
	
	Bit String (128)
	
	-
	

	Chosen Encryption Algorithm
	O
	
	9.2.1.14
	Indicates the algorithm for ciphering of signalling data.
	-
	

	Ciphering Key
	O
	
	Bit String (128)
	
	-
	

	Chosen Encryption Algorithm 
	O
	
	9.2.1.14
	Indicates the algorithm for ciphering of CS user data.
	-
	

	Chosen Encryption Algorithm
	O
	
	9.2.1.14
	Indicates the algorithm for ciphering of PS user data.
	-
	

	d-RNTI
	C - ifUEnotinvolved
	
	INTEGER (0..1048575)
	
	-
	

	Target Cell ID
	C - ifUEinvolved
	
	INTEGER (0..268435455)
	This information element identifies a cell uniquely within UTRAN and consists of RNC-ID and C-ID as defined in TS 25.401 [3] or Cell Identity IE as defined in TS 25.331[10] if the target is a HNB TS 25.467 [55].
	-
	

	RAB TrCH Mapping
	O
	1 to <maxnoofRABs>
	
	
	-
	

	>RAB ID
	M
	
	9.2.1.2
	
	-
	

	>RAB Subflow
	M
	1 to <maxRAB-Subflows>
	
	The RAB Subflows shall be presented in an order that corresponds to the order in which the RBs are presented per RAB in the RRC container included in this IE.
	-
	

	>>Transport Channel IDs
	
	
	
	
	-
	

	>>>DCH ID
	O
	
	INTEGER (0..255)
	The DCH ID is the identifier of an active dedicated transport channel. It is unique for each active DCH among the active DCHs simultaneously allocated for the same UE.
	-
	

	>>>DSCH ID
	O
	
	INTEGER (0..255)
	The DSCH ID is the identifier of an active downlink shared transport channel. It is unique for each DSCH among the active DSCHs simultaneously allocated for the same UE.
	-
	

	>>>USCH ID
	O
	
	INTEGER (0..255)
	The USCH ID is the identifier of an active uplink shared transport channel. It is unique for each USCH among the active USCHs simultaneously allocated for the same UE.
	-
	

	>>>HS-DSCH MAC-d Flow ID
	O
	
	INTEGER (0..7)
	The HS-DSCH MAC-d Flow ID is the identifier of an HS-DSCH MAC-d flow over Iur.
	YES
	ignore

	>>>E-DCH MAC-d Flow ID
	O
	
	INTEGER (0..7)
	The E-DCH MAC-d Flow ID is the identifier of an E-DCH MAC-d flow over Iur.
	YES
	ignore

	>CN Domain Indicator
	M
	
	9.2.1.5
	
	YES
	ignore

	SRB TrCH Mapping
	O
	1 to <maxnoofSRBs>
	
	
	GLOBAL
	reject

	>SRB ID
	M
	
	INTEGER (1..32)
	The SRB ID is the absolute value of the SRB.
	-
	

	>DCH ID
	O
	
	INTEGER (0..255)
	The DCH ID is the identifier of an active dedicated transport channel over Iur. It is unique for each active DCH among the active DCHs simultaneously allocated for the same UE.
	-
	

	>DSCH ID
	O
	
	INTEGER (0..255)
	The DSCH ID is the identifier of an active downlink shared transport channel over Iur. It is unique for each DSCH among the active DSCHs simultaneously allocated for the same UE.
	-
	

	>USCH ID
	O
	
	INTEGER (0..255)
	The USCH ID is the identifier of an active uplink shared transport channel over Iur. It is unique for each USCH among the active USCHs simultaneously allocated for the same UE.
	-
	

	>HS-DSCH MAC-d Flow ID
	O
	
	INTEGER (0..7)
	The HS-DSCH MAC-d Flow ID is the identifier of an HS-DSCH MAC-d flow over Iur.
	YES
	ignore

	>E-DCH MAC-d Flow ID
	O
	
	INTEGER (0..7)
	The E-DCH MAC-d Flow ID is the identifier of an E-DCH MAC-d flow over Iur.
	YES
	ignore

	Cell Load Information Group
	O
	
	9.2.1.60
	For "Cell Load-Based Inter-System Handover".
	YES
	ignore

	Trace Recording Session Information
	O
	
	9.2.1.66
	
	YES
	ignore

	MBMS Linking Information
	O
	
	ENUMERATED (UE-has-joined-Multicast-Services, ...)
	
	YES
	ignore

	d-RNTI for No IuCS UP
	O
	
	INTEGER (0..1048575)
	
	YES
	reject

	UE History Information
	O
	
	OCTET STRING
	Defined in TS 36.413 [49].
	YES
	ignore

	Subscriber Profile ID for RAT/Frequency priority
	O
	
	9.2.1.86
	
	YES
	ignore

	SRVCC Information
	O
	
	9.2.1.89
	Included only in case of intra-UMTS SRVCC.
	YES
	reject

	PS RAB To Be Replaced 
	O
	
	RAB ID

9.2.1.2
	Included only in case of intra-UMTS SRVCC.
	YES
	reject

	CSFB Information 
	O
	
	ENUMERATED (CSFB, CSFB High Priority, ...)
	
	YES
	ignore

	IRAT Measurement Configuration
	O
	
	9.2.1.96
	
	YES
	ignore

	Management Based MDT Allowed
	O
	
	9.2.1.110
	
	YES
	ignore

	Management Based MDT PLMN List
	O
	
	MDT PLMN List

9.2.1.116
	
	YES
	ignore

	Last used E-UTRAN PLMN ID
	O
	
	Selected PLMN Identity
9.2.3.33
	
	YES
	ignore


	Condition
	Explanation

	IfUEnotinvolved
	This IE shall be present if the Relocation type IE is set to "UE not involved in relocation of SRNS".

	IfUEinvolved
	This IE shall be present if the Relocation type IE is set to "UE involved in relocation of SRNS".


	Range bound
	Explanation

	maxnoofRABs
	Maximum no. of RABs for one UE. Value is 256.

	maxRABSubflows
	Maximum no. of subflows per RAB. Value is 7.

	maxnoofSRBs
	Maximum no. of SRBs per RAB. Value is 8.


9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for RANAP.

--

-- **************************************************************

RANAP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

umts-Access (20) modules (3) ranap (0) version1 (1) ranap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

>>Unchanged text omitted

id-EncryptionInformation,


id-EncryptionKey,


id-ExtendedRNC-ID,


id-FrequenceLayerConvergenceFlag,


id-GERAN-BSC-Container,


id-GERAN-Classmark,

id-GERAN-Iumode-RAB-Failed-RABAssgntResponse-Item,


id-GERAN-Iumode-RAB-FailedList-RABAssgntResponse,


id-GlobalCN-ID,


id-GlobalCN-IDCS,


id-GlobalCN-IDPS,


id-GlobalRNC-ID,


id-IncludeVelocity,


id-InformationExchangeID,


id-InformationExchangeType,


id-InformationRequested,


id-InformationRequestType,


id-InformationTransferID,


id-InformationTransferType,


id-IntegrityProtectionInformation,


id-IntegrityProtectionKey,


id-InterSystemInformationTransferType,


id-InterSystemInformation-TransparentContainer,


id-IPMulticastAddress,


id-IuSigConId,

id-OldIuSigConId,

id-OldIuSigConIdCS,


id-OldIuSigConIdPS,


id-IuSigConIdItem,


id-IuSigConIdList,


id-IuTransportAssociation,


id-JoinedMBMSBearerServicesList,


id-KeyStatus,


id-L3-Information,


id-LAI,


id-LastKnownServiceArea,

id-Last-used-EUTRAN-PLMN-ID,

id-LeftMBMSBearerServicesList,


id-LocationRelatedDataRequestTypeSpecificToGERANIuMode,


id-MBMSBearerServiceType,


id-MBMSCountingInformation,


id-MBMSCNDe-Registration,


id-MBMSRegistrationRequestType,


id-MBMSSynchronisationInformation,


id-MBMSServiceArea,


id-MBMSSessionDuration,


id-MBMSSessionIdentity,

id-MBMSSessionRepetitionNumber,


id-MSISDN,


id-NAS-PDU,


id-NAS-SequenceNumber,

id-NewBSS-To-OldBSS-Information,


id-NonSearchingIndication,
>>Unchanged text omitted
-- **************************************************************

--

-- COMMON ID ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Common ID

--

-- **************************************************************

CommonID ::= SEQUENCE {


protocolIEs


ProtocolIE-Container


{ {CommonID-IEs} },


protocolExtensions

ProtocolExtensionContainer
{ {CommonIDExtensions} }




OPTIONAL,


...

}

CommonID-IEs RANAP-PROTOCOL-IES ::= {


{ ID id-PermanentNAS-UE-ID


CRITICALITY ignore
TYPE PermanentNAS-UE-ID



PRESENCE mandatory
},


...

}

CommonIDExtensions RANAP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 5 to enable shared networks in connected mode --

{ ID id-SNA-Access-Information


CRITICALITY ignore
EXTENSION SNA-Access-Information



PRESENCE optional }|

-- Extension for Release 5 to enable specific behaviour by the RNC in relation with early UE handling --

{ ID id-UESBI-Iu





CRITICALITY ignore
EXTENSION UESBI-Iu







PRESENCE optional }|

-- Extension for Release 6 to indicate the selected plmn in GWCN configuration for network sharing non-supporting UEs --


{ ID id-SelectedPLMN-ID




CRITICALITY ignore
EXTENSION PLMNidentity






PRESENCE optional }|

-- Extension for Release 8 to indicate the Subscriber Profile ID for RAT/Frequency Selection Priority --


{ID id-SubscriberProfileIDforRFP

CRITICALITY ignore
EXTENSION SubscriberProfileIDforRFP


PRESENCE optional }|

-- Extension for Release 8 for SRVCC operation --


{ ID id-SRVCC-Operation-Possible

CRITICALITY ignore
EXTENSION SRVCC-Operation-Possible


PRESENCE optional }|

-- Extension for Release 9 to allow for UE prioritisation during access to hybrid cells --

{ ID id-CSG-Membership-Status


CRITICALITY ignore
EXTENSION CSG-Membership-Status




PRESENCE optional }|

-- Extension for Release 10 to indicate Management Based MDT Allowed --


{ ID id-Management-Based-MDT-Allowed
CRITICALITY ignore
EXTENSION Management-Based-MDT-Allowed

PRESENCE optional }|

-- Extension for Release 11 to indicate MDT PLMN List --


{ ID id-Management-Based-MDT-PLMN-List
CRITICALITY ignore
EXTENSION MDT-PLMN-List






PRESENCE optional }|

-- Extension for Release 11 rSRVCC operation --


{ ID id-RSRVCC-Operation-Possible

CRITICALITY ignore
EXTENSION RSRVCC-Operation-Possible


PRESENCE optional }|
-- Extension for Release 11 Last used E-UTRAN PLMN ID

{ ID id-Last-used-EUTRAN-PLMN-ID

CRITICALITY ignore
EXTENSION PLMNidentity






PRESENCE optional },

...

}

>>Unchanged text omitted
9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RANAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

umts-Access (20) modules (3) ranap (0) version1 (1) ranap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


maxNrOfCSGs,


maxNrOfErrors,


maxNrOfPDPDirections,


maxNrOfPoints,


maxNrOfRABs,


maxNrOfSRBs,


maxNrOfSeparateTrafficDirections,


maxRAB-Subflows,


maxRAB-SubflowCombination,


maxNrOfLevels,


maxNrOfAltValues,


maxNrOfSNAs,


maxNrOfLAs,


maxNrOfPLMNsSN,


maxSet,


maxNrOfHSDSCHMACdFlows-1,

maxNrOfUEsToBeTraced,


maxNrOfInterfaces,


maxnoofMulticastServicesPerRNC,


maxMBMSSA,


maxMBMSRA,


maxnoofMulticastServicesPerUE,


maxNrOfEDCHMACdFlows-1,


maxGANSSSet,

maxNrOfEUTRAFreqs,

maxNrOfCellIds,


maxNrOfRAIs,


maxNrOfLAIs,


maxNrOfVol,


maxSizeOfIMSInfo,


maxnoofMDTPLMNs,


id-CN-DomainIndicator,


id-MessageStructure,


id-SRB-TrCH-Mapping,


id-TypeOfError,


id-hS-DSCH-MAC-d-Flow-ID,


id-SignallingIndication,


id-CellLoadInformationGroup,


id-TraceRecordingSessionInformation,


id-MBMSLinkingInformation,


id-AlternativeRABConfiguration,


id-AlternativeRABConfigurationRequest,

id-E-DCH-MAC-d-Flow-ID,


id-RAC,


id-Alt-RAB-Parameter-ExtendedGuaranteedBitrateInf,


id-Alt-RAB-Parameter-ExtendedMaxBitrateInf,


id-Ass-RAB-Parameter-ExtendedGuaranteedBitrateList,


id-Ass-RAB-Parameter-ExtendedMaxBitrateList,


id-RAB-Parameter-ExtendedGuaranteedBitrateList,


id-RAB-Parameter-ExtendedMaxBitrateList,


id-Requested-RAB-Parameter-ExtendedMaxBitrateList,


id-Requested-RAB-Parameter-ExtendedGuaranteedBitrateList,

id-LAofIdleModeUEs,


id-newLAListofIdleModeUEs,


id-LAListwithNoIdleModeUEsAnyMore,


id-ExtendedRNC-ID,

id-GANSS-PositioningDataSet,


id-d-RNTI-for-NoIuCSUP,


id-UE-History-Information,


id-SubscriberProfileIDforRFP,


id-Alt-RAB-Parameter-SupportedGuaranteedBitrateInf,

id-Alt-RAB-Parameter-SupportedMaxBitrateInf,


id-Ass-RAB-Parameter-SupportedGuaranteedBitrateList,


id-Ass-RAB-Parameter-SupportedMaxBitrateList,


id-RAB-Parameter-SupportedGuaranteedBitrateList,


id-RAB-Parameter-SupportedMaxBitrateList,


id-Requested-RAB-Parameter-SupportedMaxBitrateList,


id-Requested-RAB-Parameter-SupportedGuaranteedBitrateList,

id-PSRABtobeReplaced,


id-SRVCC-Information,


id-CSG-Id,


id-CSFB-Information,


id-IRAT-Measurement-Configuration,


id-Management-Based-MDT-Allowed,


id-Time-UE-StayedInCell-EnhancedGranularity,


id-HO-Cause,


id-TraceRecordingSessionReference,


id-IMSI,


id-Management-Based-MDT-PLMN-List,

id-Last-used-EUTRAN-PLMN-ID,

id-SignallingBasedMDTPLMNList,


id-M4Report,


id-M5Report,


id-M6Report,


id-M7Report,


id-TimingDifferenceULDL,


id-Trace-Collection-Entity-IP-Addess,


id-Serving-Cell-Identifier,


id-EARFCN-Extended

>>Unchanged text omitted
SourceRNC-ToTargetRNC-TransparentContainer ::= SEQUENCE {


rRC-Container


RRC-Container,


numberOfIuInstances

NumberOfIuInstances,


relocationType 


RelocationType,


chosenIntegrityProtectionAlgorithm ChosenIntegrityProtectionAlgorithm
OPTIONAL,


integrityProtectionKey

IntegrityProtectionKey


OPTIONAL,


chosenEncryptionAlgorithForSignalling ChosenEncryptionAlgorithm

OPTIONAL,


cipheringKey


EncryptionKey



OPTIONAL,


chosenEncryptionAlgorithForCS
ChosenEncryptionAlgorithm

OPTIONAL,


chosenEncryptionAlgorithForPS
ChosenEncryptionAlgorithm

OPTIONAL,


d-RNTI



D-RNTI 




OPTIONAL


-- This IE shall be present if the Relocation type IE is set to "UE not involved in relocation of SRNS" --,


targetCellId


TargetCellId



OPTIONAL


-- This IE shall be present if the Relocation type IE is set to "UE involved in relocation of SRNS" --,


rAB-TrCH-Mapping


RAB-TrCH-Mapping



OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {SourceRNC-ToTargetRNC-TransparentContainer-ExtIEs} } OPTIONAL,


...

}

SourceRNC-ToTargetRNC-TransparentContainer-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 99 to enable transfer of SRB mapping onto Iur transport channel Ids --

{ID id-SRB-TrCH-Mapping





CRITICALITY reject
EXTENSION SRB-TrCH-Mapping






PRESENCE optional}|

-- Extension for Release 5 to enable Inter RAN Load Information Exchange over Iu --

{ID id-CellLoadInformationGroup



CRITICALITY ignore
EXTENSION CellLoadInformationGroup



PRESENCE optional}|

-- Extension for Release 6 to provide Trace Recording Session Information to the Target RNC --

{ID id-TraceRecordingSessionInformation

CRITICALITY ignore
EXTENSION TraceRecordingSessionInformation
PRESENCE optional}|

-- Extension for Release 6 to indicate to the Target RNC that the UE has activated Multicast Service --

{ID id-MBMSLinkingInformation



CRITICALITY ignore
EXTENSION MBMSLinkingInformation




PRESENCE optional}|


{ID id-d-RNTI-for-NoIuCSUP




CRITICALITY reject
EXTENSION D-RNTI








PRESENCE optional}|


{ID id-UE-History-Information



CRITICALITY ignore
EXTENSION UE-History-Information




PRESENCE optional}|


{ID id-SubscriberProfileIDforRFP


CRITICALITY ignore
EXTENSION SubscriberProfileIDforRFP



PRESENCE optional}|

-- Extension for Release 8 to transfer to the Target RNC parameters required for SRVCC operation --

{ID id-SRVCC-Information 




CRITICALITY reject
EXTENSION SRVCC-Information






PRESENCE optional}|


{ID id-PSRABtobeReplaced 




CRITICALITY reject
EXTENSION RAB-ID








PRESENCE optional}|

-- Extension for Release 9 to transfer to the Target RNC parameters required for CSFB operation --


{ID id-CSFB-Information 




CRITICALITY ignore
EXTENSION CSFB-Information 






PRESENCE optional}|

-- Extension for Release 10 to indicate to the Target RNC the need of continued IRAT measurement --


{ID id-IRAT-Measurement-Configuration

CRITICALITY ignore
EXTENSION IRAT-Measurement-Configuration

PRESENCE optional}|

-- Extension for Release 10 to indicate Management Based MDT Allowed --


{ID id-Management-Based-MDT-Allowed


CRITICALITY ignore
EXTENSION Management-Based-MDT-Allowed


PRESENCE optional}|

-- Extension for Release 11 to indicate Management Based MDT PLMN List --


{ID id-Management-Based-MDT-PLMN-List

CRITICALITY ignore
EXTENSION MDT-PLMN-List







PRESENCE optional}|

{ ID id-Last-used-EUTRAN-PLMN-ID

CRITICALITY ignore
EXTENSION PLMNidentity






PRESENCE optional },

...

}

>>Unchanged text omitted
9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

RANAP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

umts-Access (20) modules (3) ranap (0) version1 (1) ranap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

>>Unchanged text omitted
id-M4Report











INTEGER ::= 265

id-M5Report











INTEGER ::= 266

id-M6Report











INTEGER ::= 267

id-M7Report











INTEGER ::= 268

id-TimingDifferenceULDL








INTEGER ::= 269

id-Serving-Cell-Identifier







INTEGER ::= 270

id-EARFCN-Extended









INTEGER ::= 271

id-RSRVCC-Operation-Possible






INTEGER ::= 272
id-Last-used-EUTRAN-PLMN-ID







INTEGER ::= XXX
END
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