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1
Introduction
Dual Connectivity for LTE WI [1] was approved at RAN#63. During Small Cell Enhancement study item, we agreed to introduce new X2-AP messages to support dual connectivity operation. This contribution proposes to discuss new X2-AP procedures and agree on the TP to TS36.300.

2

Discussion
During Small Cell Enhancement study item discussion, we agreed to introduce SeNB addition/modification and SeNB release procedures in the Annex G of TR36.842 for managing SeNB configuration per UE. SeNB modification and SeNB release procedures may be initiated by SeNB based on the situation at SeNB and operator’s configuration.
We propose to capture the TP to TS36.300 provided in Section 3.
3

Text Proposal
Beginning of Text Proposal
20.2.2.x
SeNB Addition procedure

The purpose of the SeNB Addition procedure is to add one or more serving cells of SeNB for the UE in dual connectivity mode.
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Figure 20.2.2.x-1: SeNB Addition procedure

20.2.2.y
SeNB Modification procedure

The purpose of the SeNB Modification procedure is to modify the resouce of SeNB for the UE in dual connectivity mode. Either MeNB or SeNB initiates the request of modification.
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Figure 20.2.2.y-1: SeNB Modification procedure

20.2.2.z
SeNB Release procedure

The purpose of the SeNB Release procedure is to remove one or more serving cells of SeNB associated with the UE in dual connectivity mode. Either MeNB or SeNB initiates the request of release.
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Figure 20.2.2.z-1: SeNB Release procedure
End of Text Proposal
4
Conclusions
Proposal: It is proposed to agree on the proposed TP to TS36.300.
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