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Agreements
Proposal 1, 2 and 3 in R3-140555 was agreed. 
Observation 4 in R3-140619 was agreed.
Come backs
CB: (Huawei) if agreeable baseline CRs for 25.433 (CR2021r1) and 25.423 (CR1820r1) can be drafted offline. 
Minutes
	25. Heterogeneous Networks enhancements (RAN1-led) WI 
WID: RP-140463 (target: RAN#64) [TU: 1 (1)]

	R3-140558
	Overview of the UMTS Heterogeneous Networks enhancements (Huawei)
	Appr
Noted

	CIO

	R3-140523
	HetNet - Decentralised Biasing (Alcatel-Lucent)
	Disc
 - mentioned during the presentation that probably not necessary to inform LPN about the CIO. 

 - Clarified that the 2 measurements are new.

 - is CIO adaptation per cell of per UE? Clarified that per cell (for all UEs in that cell)

 - Clarified that modification of CIO is performed internally by the RNC. All that is needed is some new measurements to assist the decision. 

Noted

	R3-140524
	Introduction of CIO Adaptation (Alcatel-Lucent)
	CR2018r-, TS 25.433, Rel-12, Cat. B
Noted

	R3-140525
	Introduction of CIO Adaptation (Alcatel-Lucent)
	CR1817r-, TS 25.423, Rel-12, Cat. B
Noted

	E-DCH decoupling

	R3-140555
	Possible impacts of E-DCH decoupling solution (Huawei)
	Appr
 - P1: consider existing procedure for E-DCH decoupling operation

 - P2: add exceptional case in Abnormal Conditions for Reconfiguration procedures

 - P3: introduce a new cell capability to support E-DCH decoupling over Iub/Iur interfaces 
Noted

	R3-140556
	Introduction of UTRAN Heterogeneous Networks (Huawei)
	CR2021r-, TS 25.433, Rel-12, Cat. B
 - commented that applies also to RL Setup and RL addition

 - Rewording to start with “If E-DCH decoupling operation is not used”

Offline to see if we can have a BL CR that can be endorsed. Potential CB:

	R3-140557
	Introduction of UTRAN Heterogeneous Networks (Huawei)
	CR1820r-, TS 25.423, Rel-12, Cat. B
Offline to see if we can have a BL CR that can be endorsed. Potential CB:

	R3-140828
	E-DCH decoupling for Rel-12 terminals in UMTS Heterogeneous Networks enhancements Work Item (Ericsson)
	Disc
 - P1: Follow the existing RL handling procedures to support the E-DCH decoupling
 - P2: handling of backwards compatibility issue caused by supporting E-DCH decoupling?

 - P3: add a specific failure cause for not supporting E-DCH decoupling, or E-DCH decoupling failure
Noted

	R3-140619
	E-DCH decoupling in HetNET (NSN)
	Disc
 - O1: One new indication is necessary to be added into RADIO LINK SETUP message, RADIO LINK ADDITION message, RADIO LINK RECONFIGURATION PREPARE message and RADIO LINK RECONFIGURATION REQUEST message to indicate the role change of E-DCH serving cell
 - O2: The restriction in 25.433 should be removed
 - O3: New capability of E-DCH decoupling support should be added into Cell Capability Container IE
 - O4: E-DCH decoupling feature should be supported over Iur interface
Noted

	R3-140620
	E-DCH decoupling in HetNET (NSN)
	CR2023r-, TS 25.433, Rel-12, Cat. B
Noted

	R3-140621
	E-DCH decoupling in HetNET (NSN)
	CR1822r-, TS 25.423, Rel-12, Cat. B
Noted

	


