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9.2.1.42
UE History Information

The UE History Information IE contains information about cells that a UE has been served by in active state prior to the target cell.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Last Visited Cell List
	
	1 .. <maxnoOfCells>
	
	Most recent information is added to the top of this list.
	-
	-

	>Last Visited Cell Information
	M
	
	9.2.1.43
	
	-
	-

	UE Mobility Status
	O
	
	ENUMERATED(High-mobility state, Medium-mobility state, Normal-mobility state)
	
	–
	–


	Range bound
	Explanation

	maxnoOfCells
	Maximum length of the list. Value is 16.


9.2.1.43
Last Visited Cell Information

The Last Visited Cell Information may contain E-UTRAN or UTRAN cell specific information.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	CHOICE Last Visited Cell Information
	M
	
	
	
	-
	-

	>E-UTRAN Cell
	
	
	
	
	
	

	>>Last Visited E-UTRAN Cell Information
	M
	
	9.2.1.43a
	
	-
	-

	>UTRAN Cell
	
	
	
	
	
	

	>>Last Visited UTRAN Cell Information
	M
	
	OCTET STRING
	Defined in TS 25.413 [19].
	-
	-

	>GERAN Cell
	
	
	
	
	
	

	>>Last Visited GERAN Cell Information
	M
	
	9.2.1.43b
	
	-
	-


9.2.1.43a
Last Visited E-UTRAN Cell Information

The Last Visited E-UTRAN Cell Information contains information about a cell that is to be used for RRM purposes.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Global Cell ID
	M
	
	E-UTRAN

CGI

9.2.1.38
	
	-
	

	Cell Type
	M
	
	9.2.1.66
	
	-
	

	Time UE stayed in Cell
	M
	
	INTEGER (0..4095)
	The duration of the time the UE stayed in the cell in seconds. If the UE stays in a cell more than 4095s, this IE is set to 4095.
	-
	

	Time UE stayed in Cell Enhanced Granularity
	O
	
	INTEGER (0..40950)
	The duration of the time the UE stayed in the cell in 1/10 seconds. If the UE stays in a cell more than 4095s, this IE is set to 40950.
	YES
	ignore

	HO Cause Value
	O
	
	9.2.1.3
	The cause for the handover from the E-UTRAN cell.
	YES
	ignore


9.2.1.43b
Last Visited GERAN Cell Information

The Last Visited Cell Information for GERAN is currently undefined.

NOTE:
If in later Releases this is defined, the choice type may be extended with the actual GERAN specific information.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	CHOICE Last Visited GERAN Cell Information
	M
	
	
	
	-
	

	>Undefined
	M
	
	NULL
	
	-
	


-----------------------------------------8<----------------------------------------------------------
9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************
-- U

UeMobilityStatus ::= ENUMERATED {


High-mobility state, 
Medium-mobility state, 
Normal-mobility state,

...

}

LastVisitedCellList ::= SEQUENCE (SIZE(1..maxnoofCells)) OF LastVisitedCell-Item
UE-HistoryInformation ::= SEQUENCE {

lastVisitedCell  LastVisitedCell,
ueMobilityStatus  UeMobilityStatus OPTIONAL,


...

}

---------------------------------------------------------------------8<------------------------------------------------------------------------
9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

id-AdditionalCSFallbackIndicator




ProtocolIE-ID ::= 187

id-TAIListForRestart







ProtocolIE-ID ::= 188

id-UserLocationInformation






ProtocolIE-ID ::= 189

id-EmergencyAreaIDListForRestart




ProtocolIE-ID ::= 190

id-KillAllWarningMessages






ProtocolIE-ID ::= 191
id-UeMobilityStatus                                 ProtocolIE-ID ::= XXX
id-LastVisitedCellList                              ProtocolIE-ID ::= YYY
END

