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	Reason for change:
	The IRAT Cell ID/ Cell Identifier IE is defined as OCTET STRING type in S1AP which contains both Open Type Length indication and Value. However, the Reporting Cell Identifier field in the RAN-INFORMATION-REQUEST Application Container is defined as IE type. By means of the RAT discriminator field in the RAN-INFORMATION Application Container coding for SON Transfer it is possible to know the length of the Reporting Cell Identifier field. The Reporting Cell Identifier field does not contain the Open Type Length indication of the S1AP OCTET STRING. Therefore, the IRAT Cell ID/ Cell Identifier IE in SON Transfer Request / Response Container should not be copied as the Reporting Cell Identifier field in the RAN-INFORMATION-REQUEST Application Container directly, i.e. the Open Type Length indication shall be removed.



	
	

	Summary of change:
	The semantics description of  the Requested Cell List IE, Cells to Activate List IE, Notification Cell List IE and Too Early inter-RAT HO report from E-UTRAN IE are changed so that inclusion of the Open Type Length Indicator is not mandated.
“Shall” statements are replaced by present tense statements
Impact assessment towards the previous version of the specification (same release):
This CR has an isolated impact towards the previous version of the specification (same release).

This CR has an impact under a functional point of view. The impact can be considered isolated since it only affects the SON Transfer function.



	
	

	Consequences if not approved:
	The encoding of the Reporting Cell Identifier field in the RAN-INFORMATION-REQUEST Application Container is not clear and may cause IOT issue.
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	Other comments:
	


B.1.7
Multi-Cell Load Reporting Request

This IE contains request  information for inter-RAT multi-cell load reporting.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Requested Cell List
	
	1 .. <maxnoofIRATReportingCells>
	
	One of the cell IDs contained in this list is carried in the Reporting Cell Identifier field in the RAN-INFORMATION-REQUEST Application Container for SON Transfer (TS 48.018).

	>IRAT Cell ID
	M
	
	B.1.8
	


	Range bound
	Explanation

	maxnoofIRATReportingCells
	Maximum no. cells to be included. Value is 128.


---------------------------------------------Next Change-------------------------------------------------

B.1.14
Cell Activation Request

This IE contains request information for inter-RAT Cell Activation.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Cells to Activate List
	
	1 .. <maxnoofCellineNB>
	
	One of the cell IDs contained in this list is  carried in the Reporting Cell Identifier field in the RAN-INFORMATION-REQUEST Application Container for SON Transfer (TS 48.018 [18]).

	>Cell Identifier 
	M
	
	OCTET STRING
	Contains the E-UTRAN CGI IE as defined in 9.2.1.38.

	Minimum Activation Time
	O
	INTEGER (1..60)
	
	Seconds


	Range bound
	Explanation

	maxnoofCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.


---------------------------------------------Next Change-------------------------------------------------
B.1.16
Cell State Indication

This IE contains notification information for inter-RAT Cell Activation and Deactivation

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Notification Cell List
	
	1 .. <maxnoofCellineNB>
	
	One of the cell IDs contained in this list is carried in the Reporting Cell Identifier field in the RAN-INFORMATION-REQUEST Application Container for SON Transfer (TS 48.018 [18]).

	>Cell Identifier 
	M
	
	OCTET STRING
	Contains the E-UTRAN CGI IE as defined in 9.2.1.38.

	>Notify Flag
	M 
	ENUMERATED (Activated, Deactivated, ...)
	
	


	Range bound
	Explanation

	maxnoofCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.
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