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8.2.17
Radio Link Setup

8.2.17.1
General

This procedure is used for establishing the necessary resources for a new Node B Communication Context in the Node B.

[FDD - The Radio Link Setup procedure is used to establish one or more radio links. The procedure establishes one or more DCHs on all radio links, and in addition, it can include the establishment of an HS-DSCH on one radio link and it can include the establishment of an E-DCH on one or more radio links.]

[TDD - The Radio Link Setup procedure is used to establish one radio link including one or more transport channels. The transport channels can be a mix of DCHs, DSCHs, and USCHs, or DCHs and an HS-DSCH, or DCHs, an HS-DSCH and an E-DCH, including also combinations where one or more transport channel types are not present.]

8.2.17.2
Successful Operation
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Figure 24: Radio Link Setup procedure, Successful Operation

The procedure is initiated with a RADIO LINK SETUP REQUEST message sent from the CRNC to the Node B using the Node B Control Port.
>>>>>>>>  skip unchanged text in same section    <<<<<<<<
Transport Channels Handling:

DCH(s):

[TDD - If the DCH Information IE is present, the Node B shall configure the new DCH(s) according to the parameters given in the message.]

If the RADIO LINK SETUP REQUEST message includes a DCH Information IE with multiple DCH Specific Info IEs, then the Node B shall treat the DCHs in the DCH Information IE as a set of co-ordinated DCHs. The Node B shall include these DCHs in the new configuration only if it can include all of them in the new configuration.
>>>>>>>>  skip unchanged text in same section    <<<<<<<<
[FDD - If the RADIO LINK SETUP REQUEST message includes the Transport Bearer Not Requested Indicator IE set to "Transport Bearer may not be Established" for a DCH and:]

-
[FDD - if the Node B establishes a transport bearer for the concerned DCH, the Node B shall include in the RADIO LINK SETUP RESPONSE message the Binding ID IE and Transport Layer Address IE for establishment of a transport bearer for the DCH being established.]

-
[FDD - if the Node B does not establish a transport bearer for the concerned DCH, the Node B shall include the Transport Bearer Not Setup Indicator IE for the corresponding DCH in the RADIO LINK SETUP RESPONSE message.]
[FDD – DCH Enhancements]:

[FDD – If the RADIO LINK SETUP REQUEST message includes the DCH Enhancements Information IE, then the Node B shall store the corresponding information  in the concerned Node B communication context, and:]
· [FDD – If the UL Transmission Mode Switching IE is set to “activated”, activate Transmission Mode Switching as defined in []. ]

· [FDD – If the Pseudo-Flexible Rate Matching IE is set to “activated”,  apply pseudo-flexible rate matching to Transport Channels as defined in []. ]

· [FDD – Use the PO2-DCCH IE to set the power offset for the DL TPC bits in particular radio frames as defined in []. ]
·  [FDD – Use the DL FET Mode IE to configure early termination of the DL DPDCH, and selective transmission of the DL DPCCH.]
· [FDD – Use the information contained in the DL DCH Concatenation IE, if present, to identify the Transport Channels that shall be concatenated as defined in []].]
>>>>>>>>>>>  NEXT CHANGE    <<<<<<<<<<<<
8.3.2
Synchronised Radio Link Reconfiguration Preparation

8.3.2.1
General

The Synchronised Radio Link Reconfiguration Preparation procedure is used to prepare a new configuration of Radio Link(s) related to one Node B Communication Context.

The Synchronised Radio Link Reconfiguration Preparation procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.2.2
Successful Operation
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Figure 30: Synchronised Radio Link Reconfiguration Preparation procedure, Successful Operation

>>>>>>>>  skip unchanged text in same section    <<<<<<<<
DCH Deletion:

If the RADIO LINK RECONFIGURATION PREPARE message includes any DCHs To Delete IE, the Node B shall not include the referenced DCHs in the new configuration.

If all of the DCHs belonging to a set of co-ordinated DCHs are requested to be deleted, the Node B shall not include this set of co-ordinated DCHs in the new configuration.

[FDD – DCH Enhancements]:
[FDD - If the DCH Enhancements Information Reconf IE is present in the RADIO LINK RECONFIGURATION PREPARE message and the choice of Setup, Configuration Change or Removal is "Setup", then the Node B shall store the corresponding information  in the concerned Node B communication context, and:]
· [FDD – If the UL Transmission Mode Switching IE is set to “activated”, activate Transmission Mode Switching as defined in []. ]

· [FDD – If the Pseudo-Flexible Rate Matching IE is set to “activated”,  apply pseudo-flexible rate matching to Transport Channels as defined in []. ]

· [FDD – Use the PO2-DCCH IE to set the power offset for the DL TPC bits in particular radio frames as defined in []. ]

·  [FDD – Use the DL FET Mode IE to configure early termination of the DL DPDCH, and selective transmission of the DL DPCCH.]

· [FDD – Use the information contained in the DL DCH Concatenation IE, if present, to identify the Transport Channels that shall be concatenated as defined in [].]

 [FDD - If the DCH Enhancements Information Reconf IE is present in the RADIO LINK RECONFIGURATION PREPARE message and the choice of Setup, Configuration Change or Removal is "Configuration Change", then the Node B shall modify the corresponding information  in the concerned Node B communication context, and: ]

· [FDD – If the UL Transmission Mode Switching IE is set to “activated”, activate Transmission Mode Switching as defined in []. ]

· [FDD – If the Pseudo-Flexible Rate Matching IE is set to “activated”,  apply pseudo-flexible rate matching to Transport Channels as defined in []. ]

· [FDD – Use the PO2-DCCH IE to set the power offset for the DL TPC bits in particular radio frames as defined in []. ]

·  [FDD – Use the DL FET Mode IE to configure early termination of the DL DPDCH, and selective transmission of the DL DPCCH.]

· [FDD – Use the information contained in the DL DCH Concatenation IE, if present, to identify the Transport Channels that shall be concatenated as defined in [].]

 [FDD - If the DCH Enhancements Information Reconf IE is present in the RADIO LINK RECONFIGURATION PREPARE message and the choice of Setup, Configuration Change or Removal is "Removal", then all DCH Enhancements Information shall be removed from the concerned Node B communications context.]
>>>>>>>>>>>  NEXT CHANGE    <<<<<<<<<<<<
8.3.5
Unsynchronised Radio Link Reconfiguration

8.3.5.1
General

The Unsynchronised Radio Link Reconfiguration procedure is used to reconfigure Radio Link(s) related to one UE-UTRAN connection within a Node B.

The Unsynchronised Radio Link Reconfiguration procedure is used when there is no need to synchronise the time of the switching from the old to the new configuration in one Node B used for a UE-UTRAN connection with any other Node B also used for the UE–UTRAN connection.

The Unsynchronised Radio Link Reconfiguration procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.5.2
Successful Operation
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Figure 34: Unsynchronised Radio Link Reconfiguration Procedure, Successful Operation

The Unsynchronised Radio Link Reconfiguration procedure is initiated by the CRNC by sending the RADIO LINK RECONFIGURATION REQUEST message to the Node B. The message shall use the Communication Control Port assigned for this Node B Communication Context.

>>>>>>>>  skip unchanged text in same section    <<<<<<<<
DCH Deletion:

If the RADIO LINK RECONFIGURATION REQUEST message includes any DCH to be deleted from the Radio Link(s), the Node B shall not include this DCH in the new configuration.

If all of the DCHs belonging to a set of co-ordinated DCHs are requested to be deleted, the Node B shall not include this set of co-ordinated DCHs in the new configuration.

[FDD – DCH Enhancements]:

[FDD - If the DCH Enhancements Information Reconf IE is present in the RADIO LINK RECONFIGURATION REQUEST message and the choice of Setup, Configuration Change or Removal is "Setup", then the Node B shall store the corresponding information  in the concerned Node B communication context, and:]

· [FDD – If the UL Transmission Mode Switching IE is set to “activated”, activate Transmission Mode Switching as defined in []. ]

· [FDD – If the Pseudo-Flexible Rate Matching IE is set to “activated”,  apply pseudo-flexible rate matching to Transport Channels as defined in []. ]

· [FDD – Use the PO2-DCCH IE to set the power offset for the DL TPC bits in particular radio frames as defined in []. ]

·  [FDD – Use the DL FET Mode IE to configure early termination of the DL DPDCH, and selective transmission of the DL DPCCH.]

· [FDD – Use the information contained in the DL DCH Concatenation IE, if present, to identify the Transport Channels that shall be concatenated as defined in [].]

 [FDD - If the DCH Enhancements Information Reconf IE is present in the RADIO LINK RECONFIGURATION REQUEST message and the choice of Setup, Configuration Change or Removal is "Configuration Change", then the Node B shall modify the corresponding information  in the concerned Node B communication context, and ]

· [FDD – If the UL Transmission Mode Switching IE is set to “activated”, activate Transmission Mode Switching as defined in []. ]

· [FDD – If the Pseudo-Flexible Rate Matching IE is set to “activated”,  apply pseudo-flexible rate matching to Transport Channels as defined in []. ]

· [FDD – Use the PO2-DCCH IE to set the power offset for the DL TPC bits in particular radio frames as defined in []. ]

·  [FDD – Use the DL FET Mode IE to configure early termination of the DL DPDCH, and selective transmission of the DL DPCCH.]

· [FDD – Use the information contained in the DL DCH Concatenation IE, if present, to identify the Transport Channels that shall be concatenated as defined in [].]

 [FDD - If the DCH Enhancements Information Reconf IE is present in the RADIO LINK RECONFIGURATION REQUEST message and the choice of Setup, Configuration Change or Removal is "Removal",then all DCH Enhancements Information shall be removed from the concerned Node B communications context.]

>>>>>>>>>>>  NEXT CHANGE    <<<<<<<<<<<<
9.1.36
RADIO LINK SETUP REQUEST

9.1.36.1
FDD message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	CRNC Communication Context ID
	M
	
	9.2.1.18
	The reserved value "All CRNCCC" shall not be used.
	YES
	reject

	UL DPCH Information
	
	1
	
	
	YES
	reject

	>UL Scrambling Code
	M
	
	9.2.2.59
	
	–
	

	>Min UL Channelisation Code Length
	M
	
	9.2.2.22
	
	–
	

	>Max Number of UL DPDCHs
	C-CodeLen
	
	9.2.2.21
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.50
	For UL
	–
	

	>TFCS
	M
	
	9.2.1.58
	For UL
	–
	

	>UL DPCCH Slot Format
	M
	
	9.2.2.57
	
	–
	

	>UL SIR Target
	M
	
	UL SIR

9.2.1.67A
	
	–
	

	>Diversity Mode
	M
	
	9.2.2.9
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>DPC Mode
	O
	
	9.2.2.13C
	
	YES
	reject

	>UL DPDCH Indicator For E-DCH Operation
	O
	
	9.2.2.61
	This IE may be present without the presence of the E-DPCH Information IE
	YES
	reject

	DL DPCH Information
	
	0..1
	
	
	YES
	reject

	>TFCS
	M
	
	9.2.1.58
	For DL
	–
	

	>DL DPCH Slot Format
	M
	
	9.2.2.10
	
	–
	

	>TFCI Signalling Mode
	M
	
	9.2.2.50
	
	–
	

	>TFCI Presence
	C-SlotFormat
	
	9.2.1.57
	
	–
	

	>Multiplexing Position
	M
	
	9.2.2.23
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Power Offset Information
	
	1
	
	
	–
	

	>>PO1
	M
	
	Power Offset

9.2.2.29
	Power offset for the TFCI bits
	–
	

	>>PO2
	M
	
	Power Offset

9.2.2.29
	Power offset for the TPC bits
	–
	

	>>PO3
	M
	
	Power Offset

9.2.2.29
	Power offset for the pilot bits
	_
	

	>FDD TPC DL Step Size
	M
	
	9.2.2.16
	
	–
	

	>Limited Power Increase
	M
	
	9.2.2.18A
	
	–
	

	>Inner Loop DL PC Status
	M
	
	9.2.2.18B
	
	–
	

	DCH Information
	M
	
	DCH FDD Information9.2.2.4D
	
	YES
	reject

	RL Information
	
	1..<maxNrOfRLs>
	
	
	EACH
	notify

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>C-ID
	M
	
	9.2.1.9
	
	–
	

	>First RLS Indicator
	M
	
	9.2.2.16A
	
	–
	

	>Frame Offset
	M
	
	9.2.1.31
	
	–
	

	>Chip Offset
	M
	
	9.2.2.2
	
	–
	

	>Propagation Delay
	O
	
	9.2.2.35
	
	–
	

	>Diversity Control Field
	C-NotFirstRL
	
	9.2.1.25
	
	–
	

	>DL Code Information
	M
	
	FDD DL Code Information 9.2.2.14A
	
	–
	

	>Initial DL Transmission Power
	M
	
	DL Power

9.2.1.21
	Initial power on DPCH or on
F-DPCH
	–
	

	>Maximum DL Power
	M
	
	DL Power

9.2.1.21
	Maximum allowed power on DPCH or on F-DPCH
	–
	

	>Minimum DL Power
	M
	
	DL Power

9.2.1.21
	Minimum allowed power on DPCH or on F-DPCH
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Transmit Diversity Indicator
	C-Diversity mode
	
	9.2.2.53
	
	–
	

	>RL Specific DCH Information
	O
	
	9.2.1.53G
	
	YES
	ignore

	>Delayed Activation
	O
	
	9.2.1.24C
	
	YES
	reject

	>Primary CPICH Usage For Channel Estimation
	O
	
	9.2.2.33A
	
	YES
	ignore

	>Secondary CPICH Information
	O
	
	Common Physical Channel ID 9.2.1.13
	
	YES
	ignore

	>E-DCH RL Indication
	O
	
	9.2.2.13De
	
	YES
	reject

	>RL Specific E-DCH Information
	O
	
	9.2.2.39a
	
	YES
	ignore

	>Synchronisation Indicator
	O
	
	9.2.2.48A
	
	YES
	ignore

	>Extended Propagation Delay
	O
	
	9.2.2.35A
	
	YES
	ignore

	>F-DPCH Slot Format
	O
	
	9.2.2.93
	
	YES
	reject

	> HS-DSCH Preconfiguration Setup
	O
	
	9.2.2.112
	
	YES
	ignore

	>E-RNTI
	O
	
	9.2.1.75
	
	YES
	ignore

	>Non-Serving RL Preconfiguration Setup
	O
	
	9.2.2.144
	
	YES
	ignore

	>F-TPICH Information
	O
	
	9.2.2.160
	
	YES
	ignore

	Transmission Gap Pattern Sequence Information
	O
	
	9.2.2.53A
	
	YES
	reject

	Active Pattern Sequence Information
	O
	
	9.2.2.A
	
	YES
	reject

	DL Power Balancing Information
	O
	
	9.2.2.12B
	
	YES
	ignore

	HS-DSCH Information
	O
	
	HS-DSCH FDD Information 9.2.2.18D
	
	YES
	reject

	HS-DSCH RNTI
	C-InfoHSDSCH
	
	9.2.1.31J
	
	YES
	reject

	HS-PDSCH RL ID
	C-InfoHSDSCH
	
	RL ID 9.2.1.53
	
	YES
	reject

	E-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Maximum Set of E-DPDCHs
	M
	
	9.2.2.20C
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.50
	
	–
	

	>E-TFCS Information
	M
	
	9.2.2.13Dh
	
	–
	

	>E-TTI
	M
	
	9.2.2.13Di
	
	–
	

	>E-DPCCH Power Offset
	M
	
	9.2.2.13Dj
	
	–
	

	>E-RGCH 2-Index-Step Threshold
	M
	
	9.2.2.13Ig
	
	–
	

	>E-RGCH 3-Index-Step Threshold
	M
	
	9.2.2.13Ih
	
	–
	

	>HARQ Info for E-DCH
	M
	
	9.2.2.18ba
	
	–
	

	>HS-DSCH Configured Indicator
	M
	
	9.2.2.18Ca
	
	–
	

	>E-RNTI
	O
	
	9.2.1.75
	Shall be ignored if E-RNTI IE is included in the RL Information IE
	YES
	reject

	>Minimum Reduced E-DPDCH Gain Factor
	O
	
	9.2.2.114
	
	YES
	ignore

	E-DCH FDD Information
	C-EDPCHInfo 
	
	9.2.2.13Da
	
	YES
	reject

	Serving E-DCH RL
	O
	
	9.2.2.48B
	
	YES
	reject

	F-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Power Offset Information
	
	1
	
	
	–
	

	>>PO2
	M
	
	Power Offset
9.2.2.29
	This IE shall be ignored by Node B.
	_
	

	>FDD TPC DL Step Size
	M
	
	9.2.2.16
	
	–
	

	>Limited Power Increase
	M
	
	9.2.2.18A
	
	–
	

	>Inner Loop DL PC Status
	M
	
	9.2.2.18B
	
	–
	

	Initial DL DPCH Timing Adjustment Allowed
	O
	
	9.2.2.18K
	
	YES
	ignore

	DCH Indicator For E-DCH-HSDPA Operation
	O
	
	9.2.2.4F
	
	YES
	reject

	Serving Cell Change CFN
	O
	
	CFN

9.2.1.7
	
	YES
	reject

	Continuous Packet Connectivity DTX-DRX Information
	O
	
	9.2.2.66
	
	YES
	reject

	Continuous Packet Connectivity HS-SCCH less Information
	O
	
	9.2.2.68
	
	YES
	reject

	Additional HS Cell Information RL Setup
	
	0..<maxNrOfHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 7 in this 3GPP release. 
	EACH
	reject

	>HS-PDSCH RL ID
	M
	
	RL ID

9.2.1.53
	
	–
	

	>C-ID
	M
	
	9.2.1.9
	
	–
	

	>HS-DSCH FDD Secondary Serving Information
	M
	
	9.2.2.18Da
	
	–
	

	UE Aggregate Maximum Bit Rate
	O
	
	9.2.1.123
	
	YES
	ignore

	Additional E-DCH Cell Information RL Setup Req
	
	0..1
	
	For E-DCH on multiple frequencies in this Node B.
	YES
	reject

	>Multicell E-DCH Transport Bearer Mode


	M
	
	9.2.2.130
	
	–
	

	>Additional E-DCH Cell Information Setup 
	
	1..<maxNrOfEDCH-1>
	
	E-DCH on Secondary uplink frequency - max 1 in this 3GPP release.
	–
	

	>>Additional E-DCH FDD Setup Information
	M
	
	9.2.2.131
	
	–
	

	Usefulness of Battery Optimization
	O
	
	9.2.2.147
	
	YES
	ignore

	UL CLTD Information
	O
	
	9.2.2.152
	
	YES
	reject

	DCH Enhancements Information
	O
	
	9.2.2.XX2
	
	YES
	reject


	Condition
	Explanation

	CodeLen
	The IE shall be present if Min UL Channelisation Code Length IE equals to 4.

	NotFirstRL
	The IE shall be present if the RL is not the first one in the RL Information IE.

	SlotFormat
	The IE shall be present if the DL DPCH Slot Format IE is equal to any of the values from 12 to 16.

	Diversity mode
	The IE shall be present if Diversity Mode IE in UL DPCH Information IE is not set to "none".

	InfoHSDSCH
	The IE shall be present if HS-DSCH Information IE is present.

	EDPCHInfo
	This IE shall be present if E-DPCH Information IE is present.


	Range Bound
	Explanation

	maxNrOfRLs
	Maximum number of RLs for one UE

	maxNrOfHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE

	maxNrOfEDCH-1
	Maximum number of uplink frequencies -1 for E-DCH for one UE


>>>>>>>>>>>  NEXT CHANGE    <<<<<<<<<<<<
9.1.42
RADIO LINK RECONFIGURATION PREPARE

9.1.42.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	Node B Communication Context ID
	M
	
	9.2.1.48
	The reserved value "All NBCC” shall not be used.
	YES
	reject

	UL DPCH Information
	
	0..1
	
	
	YES
	reject

	>UL Scrambling Code
	O
	
	9.2.2.59
	
	–
	

	>UL SIR Target
	O
	
	UL SIR

9.2.1.67A
	
	–
	

	>Min UL Channelistion Code Length
	O
	
	9.2.2.22
	
	–
	

	>Max Number of UL DPDCHs
	C-CodeLen
	
	9.2.2.21
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.50
	For UL
	–
	

	>TFCS
	O
	
	9.2.1.58
	
	–
	

	>UL DPCCH Slot Format
	O
	
	9.2.2.57
	
	–
	

	>Diversity Mode
	O
	
	9.2.2.9
	
	–
	

	>Not Used 
	O
	
	NULL
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>UL DPDCH Indicator For E-DCH Operation
	O
	
	9.2.2.61
	
	YES
	reject

	DL DPCH Information
	
	0..1
	
	
	YES
	reject

	>TFCS
	O
	
	9.2.1.58
	
	–
	

	>DL DPCH Slot Format
	O
	
	9.2.2.10
	
	–
	

	>TFCI Signalling Mode
	O
	
	9.2.2.50
	
	–
	

	>TFCI Presence
	C-SlotFormat
	
	9.2.1.57
	
	–
	

	>Multiplexing Position
	O
	
	9.2.2.23
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Limited Power Increase
	O
	
	9.2.2.18A
	
	–
	

	>DL DPCH Power Information
	
	0..1
	
	
	YES
	reject

	>>Power Offset Information
	
	1
	
	
	–
	

	>>>PO1
	M
	
	Power Offset
9.2.2.29
	Power offset for the TFCI bits
	–
	

	>>>PO2
	M
	
	Power Offset
9.2.2.29
	Power offset for the TPC bits
	–
	

	>>>PO3
	M
	
	Power Offset
9.2.2.29
	Power offset for the pilot bits
	_
	

	>>FDD TPC DL Step Size
	M
	
	9.2.2.16
	
	–
	

	>>Inner Loop DL PC Status
	M
	
	9.2.2.18B
	
	–
	

	DCHs To Modify
	O
	
	DCHs FDD To Modify 9.2.2.4E
	
	YES
	reject

	DCHs To Add
	O
	
	DCH FDD Information 9.2.2.4D
	
	YES
	reject

	DCHs To Delete
	
	0..<maxNrOfDCHs>
	
	
	GLOBAL
	reject

	>DCH ID
	M
	
	9.2.1.20
	
	–
	

	RL Information
	
	0..<maxNrOfRLs>
	
	
	EACH
	reject

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>DL Code Information
	O
	
	FDD DL Code Information 9.2.2.14A
	
	–
	

	>Maximum DL Power
	O
	
	DL Power

9.2.1.21
	Maximum allowed power on DPCH or on F-DPCH
	–
	

	>Minimum DL Power
	O
	
	DL Power

9.2.1.21
	Minimum allowed power on DPCH or on F-DPCH
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Transmit Diversity Indicator
	C-Diversity mode
	
	9.2.2.53
	
	–
	

	>DL Reference Power
	O
	
	DL Power

9.2.1.21
	Power on DPCH or on
F-DPCH
	YES
	ignore

	>RL Specific DCH Information
	O
	
	9.2.1.53G
	
	YES
	ignore

	>DL DPCH Timing Adjustment
	O
	
	9.2.2.10A
	Required RL Timing Adjustment 
	YES
	reject

	>Primary CPICH Usage For Channel Estimation
	O
	
	9.2.2.33A
	
	YES
	ignore

	>Secondary CPICH Information Change
	O
	
	9.2.2.43A
	
	YES
	ignore

	>E-DCH RL Indication
	O
	
	9.2.2.13De
	
	YES
	reject

	>RL Specific E-DCH Information
	O
	
	9.2.2.39a
	
	YES
	ignore

	>F-DPCH Slot Format
	O
	
	9.2.2.93
	
	YES
	reject

	>HS-DSCH Preconfiguration Setup
	O
	
	9.2.2.112
	
	YES
	ignore

	>Non-Serving RL Preconfiguration Setup
	O
	
	9.2.2.144
	
	YES
	ignore

	>Non-Serving RL Preconfiguration Removal
	O
	
	Non-Serving RL Preconfiguration Setup

9.2.2.144
	
	YES
	ignore

	> F-TPICH Information Reconf
	O
	
	9.2.2.163
	
	YES
	ignore

	Transmission Gap Pattern Sequence Information
	O
	
	9.2.2.53A
	
	YES
	reject

	Signalling Bearer Request Indicator
	O
	
	9.2.1.55A
	
	YES
	reject

	HS-DSCH Information
	O
	
	HS-DSCH FDD Information 9.2.2.18D
	
	YES
	reject

	HS-DSCH Information To Modify
	O
	
	9.2.1.31H
	
	YES
	reject

	HS-DSCH MAC-d Flows To Add
	O
	
	HS-DSCH MAC-d Flows Information9.2.1.31IA
	
	YES
	reject

	HS-DSCH MAC-d Flows To Delete
	O
	
	9.2.1.31IB
	
	YES
	reject

	HS-DSCH RNTI
	C-HSDSCHRadioLink
	
	9.2.1.31J
	
	YES 
	reject

	HS-PDSCH RL ID
	O
	
	RL ID 9.2.1.53
	
	YES
	reject

	E-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Maximum Set of E-DPDCHs
	O
	
	9.2.2.20C
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.50
	
	–
	

	>E-TFCS Information
	O
	
	9.2.2.13Dh
	
	–
	

	>E-TTI
	O
	
	9.2.2.13Di
	
	–
	

	>E-DPCCH Power Offset
	O
	
	9.2.2.13Dj
	
	–
	

	>E-RGCH 2-Index-Step Threshold
	O
	
	9.2.2.13Ig
	
	–
	

	>E-RGCH 3-Index-Step Threshold
	O
	
	9.2.2.13Ih
	
	–
	

	>HARQ Info for E-DCH
	O
	
	9.2.2.18ba
	
	–
	

	>HS-DSCH Configured Indicator
	O
	
	9.2.2.18Ca
	
	–
	

	> Minimum Reduced E-DPDCH Gain Factor
	O
	
	9.2.2.114
	
	YES
	ignore

	E-DCH FDD Information
	O
	
	E-DCH FDD Information 9.2.2.13Da
	
	YES
	reject

	E-DCH FDD Information To Modify
	O
	
	9.2.2.13Df
	
	YES
	reject

	E-DCH MAC-d Flows To Add
	O
	
	E-DCH MAC-d Flows Information 9.2.2.13M
	
	YES
	reject

	E-DCH MAC-d Flows To Delete
	O
	
	9.2.1.73
	
	YES
	reject

	Serving E-DCH RL
	O
	
	9.2.2.48B
	
	YES
	reject

	F-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Power Offset Information
	
	1
	
	
	–
	

	>>PO2
	M
	
	Power Offset

9.2.2.29
	This IE shall be ignored by Node B.
	_
	

	>FDD TPC DL Step Size
	M
	
	9.2.2.16
	
	–
	

	>Limited Power Increase
	M
	
	9.2.2.18A
	
	–
	

	>Inner Loop DL PC Status
	M
	
	9.2.2.18B
	
	–
	

	Fast Reconfiguration Mode
	O
	
	9.2.2.62
	
	YES
	ignore

	CPC Information
	
	0..1
	
	
	YES
	reject

	>Continuous Packet Connectivity DTX-DRX Information
	O
	
	9.2.2.66
	
	_
	

	>Continuous Packet Connectivity DTX-DRX Information To Modify
	O
	
	9.2.2.67
	
	_
	

	>Continuous Packet Connectivity HS-SCCH less Information
	O
	
	9.2.2.68
	
	_
	

	>Continuous Packet Connectivity HS-SCCH less Deactivate Indicator
	O
	
	9.2.2.69A
	
	YES
	reject

	Additional HS Cell Information RL Reconf Prep
	
	0..<maxNrOfHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 7 in this 3GPP release. 
	EACH
	reject

	>HS-PDSCH RL ID
	M
	
	RL ID

9.2.1.53
	
	–
	

	>C-ID
	O
	
	9.2.1.9
	
	–
	

	>HS-DSCH FDD Secondary Serving Information
	O
	
	9.2.2.18Da
	
	–
	

	>HS-DSCH FDD Secondary Serving Information To Modify
	O
	
	9.2.2.18EB
	
	–
	

	>HS-DSCH Secondary Serving Remove
	O
	
	NULL
	
	–
	

	UE Aggregate Maximum Bit Rate
	O
	
	9.2.1.123
	
	YES
	ignore

	Additional E-DCH Cell Information RL Reconf Prep
	
	0..1
	
	For E-DCH on multiple frequencies in this Node B.
	YES
	reject

	>CHOICE Setup, Configuration Change or Removal of E-DCH On Secondary UL Frequency

	M
	
	
	
	–
	

	>>Setup
	
	
	
	Used when RLs on the secondary UL frequency does not exist or is not configured with E-DCH in the current Node B Communication Context
	–
	

	>>> MultiCell E-DCH Transport Bearer Mode


	M
	
	9.2.2.130
	
	–
	

	>>>Additional E-DCH　Cell Information Setup　 
	
	1..<maxNrOfEDCH-1>
	
	E-DCH on Secondary uplink frequency - max 1 in this 3GPP release.
	–
	

	>>>>Additional E-DCH FDD Setup Information
	M
	
	9.2.2.131
	
	–
	

	>>Configuration Change
	
	
	
	Used when RLs with additional E-DCH on the secondary UL frequency exist in the current Node B Communication context and the configuration is modified (adding new RLs or modification of existing RLs)
	–
	

	>>>Additional E-DCH Cell Information Configuration Change 
	
	1..<maxNrOfEDCH-1>
	
	E-DCH on Secondary uplink frequency - max 1 in this 3GPP release.
	–
	

	>>>> Additional E-DCH Configuration Change Information
	M
	
	9.2.2.136
	
	–
	

	>>Removal
	
	
	
	Used when all RLs on the indicated secondary UL frequency is removed.
	–
	

	>>>Additional E-DCH Cell Information Removal
	
	1..<maxNrOfEDCH-1>
	
	E-DCH on Secondary uplink frequency - max 1 in this 3GPP release.
	–
	

	>>>>RL on Secondary UL Frequency
	M
	
	ENUMERATED (Remove, ...)
	Removal of all RL on secondary UL frequency
	–
	

	UL CLTD Information Reconf
	O
	
	9.2.2.151
	
	YES
	reject

	DCH Enhancements Information Reconf
	O
	
	9.2.2.XX1
	
	YES
	reject


	Condition
	Explanation

	CodeLen
	The IE shall be present if the Min UL Channelisation Code Length IE is equals to 4.

	SlotFormat
	The IE shall be present if the DL DPCH Slot Format IE is equal to any of the values from 12 to 16.

	Diversity mode
	The IE shall be present if the Diversity Mode IE is present in the UL DPCH Information IEand is not set to "none".

	HSDSCH Radio Link
	The IE shall be present if HS-PDSCH RL ID IE is present.


	Range Bound
	Explanation

	maxNrOfDCHs
	Maximum number of DCHs for a UE

	maxNrOfRLs
	Maximum number of RLs for a UE

	maxNrOfHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE

	maxNrOfEDCH-1
	Maximum number of uplink frequencies -1 for E-DCH for one UE


>>>>>>>>>>>  NEXT CHANGE    <<<<<<<<<<<<
9.1.47
RADIO LINK RECONFIGURATION REQUEST

9.1.47.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	Node B Communication Context ID
	M
	
	9.2.1.48
	The reserved value "All NBCC” shall not be used.
	YES
	reject

	UL DPCH Information
	
	0..1
	
	
	YES
	reject

	>TFCS
	O
	
	9.2.1.58
	For the UL.
	–
	

	>UL DPDCH Indicator For E-DCH Operation
	O
	
	9.2.2.61
	
	YES
	reject

	DL DPCH Information
	
	0..1
	
	
	YES
	reject

	>TFCS
	O
	
	9.2.1.58
	For the DL.
	–
	

	>TFCI Signalling Mode
	O
	
	9.2.2.50
	
	–
	

	>Limited Power Increase
	O
	
	9.2.2.18A
	
	–
	

	DCHs To Modify
	O
	
	DCHs FDD To Modify 9.2.2.4E
	
	YES
	reject

	DCHs To Add
	O
	
	DCH FDD Information 9.2.2.4D
	
	YES
	reject

	DCHs To Delete
	
	0..<maxNrOfDCHs>
	
	
	GLOBAL
	reject

	>DCH ID
	M
	
	9.2.1.20
	
	–
	

	Radio Link Information
	
	0..<maxNrOfRLs>
	
	
	EACH
	reject

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>Maximum DL Power
	O
	
	DL Power

9.2.1.21
	Maximum allowed power on DPCH or on F-DPCH
	–
	

	>Minimum DL Power
	O
	
	DL Power

9.2.1.21
	Minimum allowed power on DPCH or on F-DPCH
	–
	

	>DL Code Information
	C-SF/2
	
	FDD DL Code Information 9.2.2.14A
	
	–
	

	>DL Reference Power
	O
	
	DL Power

9.2.1.21
	Power on DPCH or on F-DPCH
	YES
	ignore

	>RL Specific DCH Information
	O
	
	9.2.1.53G
	
	YES
	ignore

	>E-DCH RL Indication
	O
	
	9.2.2.13De
	
	YES
	reject

	>RL Specific E-DCH Information
	O
	
	9.2.2.39a
	
	YES
	ignore

	>F-DPCH Slot Format
	O
	
	9.2.2.93
	
	YES
	reject

	>HS-DSCH Preconfiguration Setup
	O
	
	9.2.2.112
	
	YES
	ignore

	>Non-Serving RL Preconfiguration Setup
	O
	
	9.2.2.144
	
	YES
	ignore

	>Non-Serving RL Preconfiguration Removal
	O
	
	Non-Serving RL Preconfiguration Setup

9.2.2.144
	
	YES
	ignore

	> F-TPICH Information Reconf
	O
	
	9.2.2.163
	
	YES
	ignore

	Transmission Gap Pattern Sequence Information
	O
	
	9.2.2.53A
	
	YES
	reject

	Signalling Bearer Request Indicator
	O
	
	9.2.1.55A
	
	YES
	reject

	HS-DSCH Information
	O
	
	HS-DSCH FDD Information 9.2.2.18D
	
	YES
	reject

	HS-DSCH Information To Modify Unsynchronised
	O
	
	9.2.1.31HA
	
	YES
	reject

	HS-DSCH MAC-d Flows To Add
	O
	
	HS-DSCH MAC-d Flows Information 9.2.1.31IA
	
	YES
	reject

	HS-DSCH MAC-d Flows To Delete
	O
	
	9.2.1.31IB
	
	YES
	reject

	HS-DSCH RNTI
	C-HSDSCHRadioLink
	
	9.2.1.31J
	
	YES
	reject

	HS-PDSCH RL ID
	O
	
	RL ID 9.2.1.53
	
	YES
	reject

	E-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Maximum Set of E-DPDCHs
	O
	
	9.2.2.20C
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.50
	
	–
	

	>E-TFCS Information 
	O
	
	9.2.2.13Dh
	
	–
	

	>E-TTI
	O
	
	9.2.2.13Di
	
	–
	

	>E-DPCCH Power Offset
	O
	
	9.2.2.13Dj
	
	–
	

	>E-RGCH 2-Index-Step Threshold
	O
	
	9.2.2.13Ig
	
	–
	

	>E-RGCH 3-Index-Step Threshold
	O
	
	9.2.2.13Ih
	
	–
	

	>HARQ Info for E-DCH
	O
	
	9.2.2.18ba
	
	–
	

	>HS-DSCH Configured Indicator
	O
	
	9.2.2.18Ca
	
	–
	

	> Minimum Reduced E-DPDCH Gain Factor
	O
	
	9.2.2.114
	
	YES
	ignore

	E-DCH FDD Information
	O
	
	E-DCH FDD Information 9.2.2.13Da
	
	YES
	reject

	E-DCH FDD Information To Modify
	O
	
	9.2.2.13Df
	
	YES
	reject

	E-DCH MAC-d Flows To Add
	O
	
	E-DCH FDD MAC-d Flows Information 9.2.2.13M
	
	YES
	reject

	E-DCH MAC-d Flows To Delete
	O
	
	9.2.1.73
	
	YES
	reject

	Serving E-DCH RL
	O
	
	9.2.2.48B
	
	YES
	reject

	CPC Information
	
	0..1
	
	
	YES
	reject

	>Continuous Packet Connectivity DTX-DRX Information
	O
	
	9.2.2.66
	
	–
	

	>Continuous Packet Connectivity DTX-DRX Information To Modify
	O
	
	9.2.2.67
	
	–
	

	>Continuous Packet Connectivity HS-SCCH less Information
	O
	
	9.2.2.68
	
	–
	

	>Continuous Packet Connectivity HS-SCCH less Deactivate Indicator
	O
	
	9.2.2.69A
	
	YES
	reject

	No of Target Cell HS-SCCH Order  
	O
	
	INTEGER (1..30)
	
	YES
	ignore

	Additional HS Cell Information RL Reconf Req
	
	0..<maxNrOfHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 7 in this 3GPP release. 
	EACH
	reject

	>HS-PDSCH RL ID
	M
	
	RL ID

9.2.1.53
	
	–
	

	>C-ID
	O
	
	9.2.1.9
	
	–
	

	>HS-DSCH FDD Secondary Serving Information
	O
	
	9.2.2.18Da
	
	–
	

	>HS-DSCH FDD Secondary Serving Information To Modify Unsynchronised
	O
	
	9.2.2.18EC
	
	–
	

	>HS-DSCH Secondary Serving Remove
	O
	
	NULL
	
	–
	

	UE Aggregate Maximum Bit Rate
	O
	
	9.2.1.123
	
	YES
	ignore

	Additional E-DCHCell Information RL Reconf Req
	
	0..1
	
	For E-DCH on multiple frequencies in this Node B.
	YES
	reject

	>CHOICE Setup, Configuration Change or Removal of E-DCH On Secondary UL Frequency

	M
	
	
	
	YES
	reject

	>>Setup
	
	
	
	Used when RLs on the secondary UL frequency does not exist or is not configured with E-DCH in the current Node B Communication Context
	–
	

	>>> MultiCell E-DCH Transport Bearer Mode


	M
	
	9.2.2.130
	
	–
	

	>>>Additional E-DCH　Cell Information Setup　 
	
	1..<maxNrOfEDCH-1>
	
	E-DCH on Secondary uplink frequency - max 1 in this 3GPP release.
	–
	

	>>>>Additional E-DCH FDD Setup Information
	M
	
	9.2.2.131
	
	–
	

	>>Configuration Change
	
	
	
	Used when RLs with additional E-DCH on the secondary UL frequency exist in the current Node B Communication context and the configuration is modified (adding new RLs or modification of existing RLs)
	–
	

	>>>Additional E-DCH Cell Information Configuration Change 
	
	1..<maxNrOfEDCH-1>
	
	E-DCH on Secondary uplink frequency - max 1 in this 3GPP release.
	–
	

	>>>> Additional E-DCH Configuration Change Information
	M
	
	9.2.2.136
	
	–
	

	>>Removal
	
	
	
	Used when all RLs on the indicated secondary UL frequency is removed.
	–
	

	>>>Additional E-DCH Cell Information Removal
	
	1..<maxNrOfEDCH-1>
	
	E-DCH on Secondary uplink frequency - max 1 in this 3GPP release.
	–
	

	>>>>RL on Secondary UL Frequency
	M
	
	ENUMERATED (Remove, ...)
	Removal of all RL on secondary UL frequency
	–
	

	UL CLTD Information Reconf
	O
	
	9.2.2.151
	
	YES
	reject

	DCH Enhancements Information Reconf
	O
	
	9.2.2.XX1
	
	YES
	reject


	Range Bound
	Explanation

	maxNrOfDCHs
	Maximum number of DCHs for a UE

	maxNrOfRLs
	Maximum number of RLs for a UE

	maxNrOfHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE

	maxNrOfEDCH-1
	Maximum number of uplink frequencies -1 for E-DCH for one UE


	Condition
	Explanation

	SF/2
	The IE shall be present if the Transmission Gap Pattern Sequence Information IE is included and the indicated Downlink Compressed Mode method for at least one of the included Transmission Gap Pattern Sequence is set to "SF/2".

	HSDSCH Radio Link
	The IE shall be present if HS-PDSCH RL ID IE is present.


>>>>>>>>>>>  NEXT CHANGE    <<<<<<<<<<<<
9.2.1.58
TFCS (Transport Format Combination Set)

The Transport Format Combination Set is defined as a set of Transport Format Combinations on a Coded Composite Transport Channel. It is the allowed Transport Format Combinations of the corresponding Transport Channels. The DL Transport Format Combination Set is applicable for DL Transport Channels.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE TFCS Values
	M
	
	
	

	>Always Used
	
	
	
	This choice is always made.

	>>TFCS
	
	1..<maxNrOfTFCs>
	
	The first instance of the parameter corresponds to TFCI zero, the second to 1 and so on.

[TDD - The first entry (for TFCI 0) should be ignored by the receiver.]

	>>>CTFC
	M
	
	9.2.1.18A
	

	>>>CHOICE Gain Factors
	C-PhysChan
	
	
	

	>>>>Signalled Gain Factors
	
	
	
	

	>>>>>CHOICE Mode
	M
	
	
	

	>>>>>>FDD
	
	
	
	

	>>>>>>>Gain Factor (C
	M
	
	INTEGER (0..15)
	For UL DPCCH or control part of PRACH; mapping in accordance to TS 25.213 [9]

	>>>>>>>Gain Factor (D
	M
	
	INTEGER (0..15)
	For UL DPDCH or data part of PRACH: mapping in accordance to TS 25.213 [9]

	>>>>>>TDD
	
	
	
	

	>>>>>>>Gain Factor (
	M
	
	iNTEGER (0..15)
	For UL DPCH in TDD; mapping in accordance to TS 25.223 [20].

	>>>>>Reference TFC nr
	O
	
	INTEGER (0..3)
	If this TFC is a reference TFC, this IE indicates the reference number.

	>>>>>Compression Gain Factors
	O
	
	9.2.2.XX4
	For UL DPCCH in FDD, and applicable to 10ms TTI compression mode [x].

	>>>>Computed Gain Factors
	
	
	
	

	>>>>>Reference TFC nr
	M
	
	INTEGER (0..3)
	Indicates the reference TFC to be used to calculate the gain factors for this TFC.

	>Not Used
	
	
	
	This choice shall never be made  by the CRNC and the Node B shall consider the procedure as failed if it is received.


	Condition
	Explanation

	PhysChan
	The IE shall be present if the TFCS concerns a UL DPCH or PRACH channel .


	Range Bound
	Explanation

	maxNrOfTFCs
	The maximum number of Transport Format Combinations


>>>>>>>>>>>  NEXT CHANGE    <<<<<<<<<<<<
9.2.2.10
DL DPCH Slot Format

Indicates the slot format used in DPCH in DL, accordingly to ref. TS 25.211 [7].

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	DL DPCH Slot Format
	
	
	INTEGER (0..16,…,17..18)
	


>>>>>>>>>>>  NEXT CHANGE    <<<<<<<<<<<<
9.2.2.129
Cell Capability Container

The Cell Capability Container IE indicates the cell capability by setting the corresponding bit in the BIT String.

The cell capability of multi-cell related functions may depend on that the cell is multi-cell capable (adjacent carrier and/or non-adjacent carrier) and/or Dual Band capable. Such capability indicators in this Cell Capability Container IE shall be ignored by the CRNC if the local cell does not have the required cell capability: "Multi Cell Capable" as indicated with Multi Cell Capability Info IE and/or "Dual Band Capable" as indicated with Dual Band Capability Info IE. Capability indicators that depend on multi-cell (adjacent carrier) capability are indicated in the table below with /Adjacent-carrier/. Capability indicators that depend on multi-cell (non-adjacent carrier ) capability are indicated in the table below with /Adjacent-carrier/ if the capability bit “Non-contiguous HSDPA operation Capability” is set. Capability indicators that depend on Dual Band capability are indicated in the table below with /Dual-band/. Capability indicators that depend on that the local cell has one or both of the capabilities multi-cell (adjacent carrier) and Dual Band are indicated in the table below with /Multi-cell/. Capability indicators that depend on that the local cell has one or both of the capabilities multi-cell (non-adjacent carrier) and Dual Band are indicated in the table below with /Multi-cell/ if the capability bit “Non-contiguous HSDPA operation Capability” is set. Cell Capability for the marked capabilities indicate capability regardless of the supported multi-cell type in a multicell configuration for the local cell: supported multi-cell type is - both serving HS-DSCH and secondary serving HS-DSCH, - secondary serving HS-DSCH or - serving HS-DSCH.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Cell Capability Container
	
	
	BIT STRING (128)
	Each bit indicates whether a cell supports a particular functionality or not. The value 1 of a bit indicates that the corresponding functionality is supported in a cell and value 0 indicates that the corresponding functionality is not supported in a cell. Each bit is defined as follows.

The first bit: Cell Specific Tx Diversity Handling For Multi Cell Operation Capability /Multi-cell/.

The second bit: Multi Cell and MIMO Capability/Adjacent-carrier/.
The third bit: Multi Cell and Single Stream MIMO Capability/Adjacent-carrier/.

The fourth bit: Multi Cell E-DCH Capability/Adjacent-carrier/.
This bit shall be ignored by the CRNC if the fifth bit: Separate Iub Transport Bearer Capability = "0" and the sixth bit: E-DCH UL Flow Multiplexing  Capability = "0"
The fifth bit: Separate Iub Transport Bearer Capability/Adjacent-carrier/.  
This bit shall be ignored by the CRNC if the fourth bit: Multi Cell E-DCH Capability = "0"
The sixth bit: E-DCH UL Flow Multiplexing  Capability/Adjacent-carrier/.  
This bit shall be ignored by the CRNC if the fourth bit: Multi Cell E-DCH Capability = "0"

The seventh to eleventh bit Maximum No of HSDPA Frequencies capability/Multi-cell/.

This capability is coded as the binary representation of the maximum number of HSDPA frequencies, with the seventh bit as the MSB and the eleventh bit as the LSB. Hexadecimal digit 0 means no support for 3 or more HSDPA.

Hexadecimal digits 1 and 2 are reserved.

The twelfth bit: Dual Band and MIMO Capability/Dual Band/.

The thirteenth bit: HSDPA 3 or more Carrier and MIMO Single Band Capability/Adjacent-carrier/

The fourteenth bit: HSDPA 3 or more Carrier and MIMO Dual Band Capability/Dual Band/.

The fifteenth bit: Dual band and Single Stream MIMO Capability/Dual Band/.

The sixteenth bit: HSDPA 3 or more Carrier and Single Stream MIMO Single Band Capability/Adjacent-Carrier/.

The seventeenth bit: HSDPA 3 or more Carrier and Single Stream MIMO Dual Band Capability/Dual Band/.

The eighteenth bit: Frequency Specific Compressed Mode Capability/Multi-Cell/.

The nineteenth bit: UL CLTD capability.

The twentieth bit: Non-contiguous HSDPA operation Capability.

The twenty-first bit to twenty-third bit: Supported MIMO transmit antennas (N). This capability is coded as the representation of the supported MIMO transmit antennas with the twenty-first bit as the MSB and the twenty-third bit as the LSB. Hexadecimal digit 0 means no support for more than 2 MIMO transmit antennas. Hexadecimal digit 2 means MIMO with four transmit antennas support.

Hexadecimal digit 1 is reserved. Undefined values are considered as spare.

The twenty-fourth bit: MIMO with N transmit antennas Capability Adjacent-carrier.

The twenty-fifth bit: MIMO with N transmit antennas Capability Dual Band/Dual Band.

The twenty-sixth bit: Multi Cell and MIMO with N transmit antennas Capability Adjacent-carrier.

The twenty-seventh bit: Multi Cell and MIMO with N transmit antennas Capability Dual Band/Dual Band.

The twenty-eighth bit: HSPA 3 or more Carrier and MIMO with N transmit antennas Capability Adjacent-carrier.

The twenty-ninth bit: HSPA 3 or more Carrier and MIMO with N transmit antennas Capability Dual Band/Dual Band.

This 3GPP release supports MIMO with four transmit antennas for up to 4 carriers.

The thirtieth bit:

Intra-Node B Multiflow.

The thirty-first bit:

Inter-Node B Multiflow.

The thirty-second to thirty fourth bits: Supported Multiflow configuration, where value 0 indicates support for one frequency two cells, value 1 indicates support for two frequencies three cells, value 2 indicates support for two frequencies four cells. Values 3-7 are reserved for future use, 

The thirty-fifth bit: Multiflow and MIMO.

The thirty-sixth bit: Cell Specific Tx Diversity Handling For Multiflow Cell Operation

The thirty-seventh bit: Multiflow and single stream MIMO.

The thirty eighth bit: UL SixtyfourQAM capability.

The thirty ninth bit: UL MIMO capability.

The fortieth bit: UL MIMO and UL SixteenQAM capability.

The forty-first bit: UL MIMO and UL SixtyfourQAM capability.

The forty-second bit: NodeB Triggered HS-DPCCH Transmission Capability.

The forty-third bit: 2ms  and 10ms TTI Concurrent Deployment Capability.

The forty-fourth bit: Further Enhanced UE DRX Capability.

The forty-fifth bit: Per HARQ Activation and Deactivation Capability.

The forty-sixth bit: TTI alignment Capability.

The forty-seventh bit: Common E-RGCH Capability.

The forty-eighth bit: Fallback to R99 PRACH Capability. The forty-ninth bit: Basic DCH Enhancements Capability.

The fiftieth bit: Full DCH Enhancements Capability.
Note that undefined bits are considered as a spare bit and spare bits shall be set to 0 by the transmitter and shall be ignored by the receiver. Note that Reserved bits are not considered as a spare bit. They shall however be set to 0 by the transmitter and shall be ignored by the receiver.


>>>>>>>>>>>  NEXT CHANGE    <<<<<<<<<<<<
9.2.2.XX1
DCH Enhancements Information Reconf

The DCH Enhancements Information Reconf IE is used for the reconfiguration of the DCH Enhancements operation in a UE context.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Setup, Configuration Change or Removal of DCH Enhancements
	
	
	
	

	>Setup
	
	
	
	Used when DCH Enhancements are not configured in the current UE Context

	>>DCH Enhancements Information
	M
	
	9.2.2.XX2
	

	>Configuration Change
	
	
	
	Used when the existing DCH Enhancements configuration in the current UE context is modified 

	>>DCH Enhancements Information
	M
	
	9.2.2.XX2
	

	>Removal
	
	
	
	Used when the existing DCH Enhancements configuration in the current UE context is removed.

	>>DCH Enhancements information Removal
	M
	
	9.2.2.XX3
	


9.2.2.XX2
DCH Enhancements Information

The DCH Enhancements Information IE defines the parameters used for DCH Enhancements operation.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	UL Transmission Mode Switching
	M
	
	ENUMERATED (

Activated, 

…)
	Indicates whether Transmission Mode Switching is activated in uplink as defined in [xx]. 

	DL Pseudo-Flexible Rate Matching
	M
	
	ENUMERATED (

Activated,

…)
	Indicates whether pseudo-flexible rate matching shall be applied to the DL transport channels as defined in [xx]

	PO2-DCCH
	M
	
	Power Offset
9.2.2.29
	Power offset for the DL TPC bits, to be applied instead of PO2 under the conditions defined in [xx].

	DL FET Mode
	M
	
	ENUMERATED (Mode0, 

Mode1,

…)
	Mode 0 indicates that the Node B may DTX the DL DPCCH in some slots [x]; Mode 1 indicates that in addition, ACK/NACK information in the UL DPCCH may be used for early termination [xx].

	DL DCH Concatenation
	C-FET
	
	1..<maxNrOfConcatenatedDCH>
	If present, this IE provides the list of DL Transport Channels that are subject to concatenation in the physical layer.

	>DCH ID
	M
	
	
	


	Condition
	Explanation

	FET
	The IE shall be present if the DL FET Mode IE is set to "Mode1".


	Range Bound
	Explanation

	maxNrOfConcatenatedDCH
	Maximum number of concatenated DCHs.


9.2.2.XX3
DCH Enhancements Information Removal
The DCH Enhancements Information Removal IE is used for removal of DCH Enhancements information in a UE Context.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	DCH Enhancements Information Removal
	
	
	ENUMERATED (Remove, ...)
	


9.2.2.XX4
TTI Compression Gain Factors
The TTI Compression Gain Factors IE is used to configure the Uplink TFCs corresponding to 10ms TTI Compression Operation [].

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	TTIC-Gain Factor (C
	M
	
	INTEGER (0..15)
	For UL DPCCH in FDD with 10ms TTI Compression; mapping in accordance to TS 25.213 [9]

	TTIC-Gain Factor (D
	M
	
	INTEGER (0..15)
	For UL DPCCH in FDD with 10ms TTI Compression; mapping in accordance to TS 25.213 [9]
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