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9.2.1.28
Source RNC to Target RNC Transparent Container

The Source RNC to Target RNC Transparent Container IE is an information element that is produced by the source RNC and is transmitted to the target RNC. In inter-system handovers to UTRAN, the IE is transmitted from the external relocation source to the target RNC.

This IE is transparent to the CN.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	RRC Container
	M
	
	OCTET STRING
	
	-
	

	Number of Iu Instances
	M
	
	INTEGER (1..2)
	
	-
	

	Relocation Type
	M
	
	9.2.1.23
	
	-
	

	Chosen Integrity Protection Algorithm
	O
	
	9.2.1.13
	Indicates the integrity protection algorithm.
	-
	

	Integrity Protection Key
	O
	
	Bit String (128)
	
	-
	

	Chosen Encryption Algorithm
	O
	
	9.2.1.14
	Indicates the algorithm for ciphering of signalling data.
	-
	

	Ciphering Key
	O
	
	Bit String (128)
	
	-
	

	Chosen Encryption Algorithm 
	O
	
	9.2.1.14
	Indicates the algorithm for ciphering of CS user data.
	-
	

	Chosen Encryption Algorithm
	O
	
	9.2.1.14
	Indicates the algorithm for ciphering of PS user data.
	-
	

	d-RNTI
	C - ifUEnotinvolved
	
	INTEGER (0..1048575)
	
	-
	

	Target Cell ID
	C - ifUEinvolved
	
	INTEGER (0..268435455)
	This information element identifies a cell uniquely within UTRAN and consists of RNC-ID and C-ID as defined in TS 25.401 [3] or Cell Identity IE as defined in TS 25.331[10] if the target is a HNB TS 25.467 [55].
	-
	

	RAB TrCH Mapping
	O
	1 to <maxnoofRABs>
	
	
	-
	

	>RAB ID
	M
	
	9.2.1.2
	
	-
	

	>RAB Subflow
	M
	1 to <maxRAB-Subflows>
	
	The RAB Subflows shall be presented in an order that corresponds to the order in which the RBs are presented per RAB in the RRC container included in this IE.
	-
	

	>>Transport Channel IDs
	
	
	
	
	-
	

	>>>DCH ID
	O
	
	INTEGER (0..255)
	The DCH ID is the identifier of an active dedicated transport channel. It is unique for each active DCH among the active DCHs simultaneously allocated for the same UE.
	-
	

	>>>DSCH ID
	O
	
	INTEGER (0..255)
	The DSCH ID is the identifier of an active downlink shared transport channel. It is unique for each DSCH among the active DSCHs simultaneously allocated for the same UE.
	-
	

	>>>USCH ID
	O
	
	INTEGER (0..255)
	The USCH ID is the identifier of an active uplink shared transport channel. It is unique for each USCH among the active USCHs simultaneously allocated for the same UE.
	-
	

	>>>HS-DSCH MAC-d Flow ID
	O
	
	INTEGER (0..7)
	The HS-DSCH MAC-d Flow ID is the identifier of an HS-DSCH MAC-d flow over Iur.
	YES
	ignore

	>>>E-DCH MAC-d Flow ID
	O
	
	INTEGER (0..7)
	The E-DCH MAC-d Flow ID is the identifier of an E-DCH MAC-d flow over Iur.
	YES
	ignore

	>CN Domain Indicator
	M
	
	9.2.1.5
	
	YES
	ignore

	SRB TrCH Mapping
	O
	1 to <maxnoofSRBs>
	
	
	GLOBAL
	reject

	>SRB ID
	M
	
	INTEGER (1..32)
	The SRB ID is the absolute value of the SRB.
	-
	

	>DCH ID
	O
	
	INTEGER (0..255)
	The DCH ID is the identifier of an active dedicated transport channel over Iur. It is unique for each active DCH among the active DCHs simultaneously allocated for the same UE.
	-
	

	>DSCH ID
	O
	
	INTEGER (0..255)
	The DSCH ID is the identifier of an active downlink shared transport channel over Iur. It is unique for each DSCH among the active DSCHs simultaneously allocated for the same UE.
	-
	

	>USCH ID
	O
	
	INTEGER (0..255)
	The USCH ID is the identifier of an active uplink shared transport channel over Iur. It is unique for each USCH among the active USCHs simultaneously allocated for the same UE.
	-
	

	>HS-DSCH MAC-d Flow ID
	O
	
	INTEGER (0..7)
	The HS-DSCH MAC-d Flow ID is the identifier of an HS-DSCH MAC-d flow over Iur.
	YES
	ignore

	>E-DCH MAC-d Flow ID
	O
	
	INTEGER (0..7)
	The E-DCH MAC-d Flow ID is the identifier of an E-DCH MAC-d flow over Iur.
	YES
	ignore

	Cell Load Information Group
	O
	
	9.2.1.60
	For "Cell Load-Based Inter-System Handover".
	YES
	ignore

	Trace Recording Session Information
	O
	
	9.2.1.66
	
	YES
	ignore

	MBMS Linking Information
	O
	
	ENUMERATED (UE-has-joined-Multicast-Services, ...)
	
	YES
	ignore

	d-RNTI for No IuCS UP
	O
	
	INTEGER (0..1048575)
	
	YES
	reject

	UE History Information
	O
	
	OCTET STRING
	Defined in TS 36.413 [49].
	YES
	ignore

	Subscriber Profile ID for RAT/Frequency priority
	O
	
	9.2.1.86
	
	YES
	ignore

	SRVCC Information
	O
	
	9.2.1.89
	Included only in case of intra-UMTS SRVCC.
	YES
	reject

	PS RAB To Be Replaced 
	O
	
	RAB ID

9.2.1.2
	Included only in case of intra-UMTS SRVCC.
	YES
	reject

	CSFB Information 
	O
	
	ENUMERATED (CSFB, CSFB High Priority, ...)
	
	YES
	ignore

	IRAT Measurement Configuration
	O
	
	9.2.1.96
	
	YES
	ignore

	Management Based MDT Allowed
	O
	
	9.2.1.110
	
	YES
	ignore

	Management Based MDT PLMN List
	O
	
	MDT PLMN List

9.2.1.116
	
	YES
	ignore

	Last E-UTRAN PLMN Identity
	O
	
	9.2.3.35

PLMN Identity
	Indicates the E-UTRAN PLMN ID where the UE formerly requested CS Fallback to UTRAN.
	YES
	ignore

	Additional Cipher Keys
	
	
	
	
	
	

	>CS Ciphering Key
	O
	
	Bit String (128)
	
	
	

	>PS Ciphering Key
	O
	
	Bit String (128)
	
	
	


	Condition
	Explanation

	IfUEnotinvolved
	This IE shall be present if the Relocation type IE is set to "UE not involved in relocation of SRNS".

	IfUEinvolved
	This IE shall be present if the Relocation type IE is set to "UE involved in relocation of SRNS".


	Range bound
	Explanation

	maxnoofRABs
	Maximum no. of RABs for one UE. Value is 256.

	maxRABSubflows
	Maximum no. of subflows per RAB. Value is 7.

	maxnoofSRBs
	Maximum no. of SRBs per RAB. Value is 8.


9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RANAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

umts-Access (20) modules (3) ranap (0) version1 (1) ranap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


maxNrOfCSGs,


maxNrOfErrors,


maxNrOfPDPDirections,


maxNrOfPoints,


maxNrOfRABs,


maxNrOfSRBs,


maxNrOfSeparateTrafficDirections,


maxRAB-Subflows,


maxRAB-SubflowCombination,


maxNrOfLevels,


maxNrOfAltValues,


maxNrOfSNAs,


maxNrOfLAs,


maxNrOfPLMNsSN,


maxSet,


maxNrOfHSDSCHMACdFlows-1,

maxNrOfUEsToBeTraced,


maxNrOfInterfaces,


maxnoofMulticastServicesPerRNC,


maxMBMSSA,


maxMBMSRA,


maxnoofMulticastServicesPerUE,


maxNrOfEDCHMACdFlows-1,


maxGANSSSet,

maxNrOfEUTRAFreqs,

maxNrOfCellIds,


maxNrOfRAIs,


maxNrOfLAIs,


maxNrOfVol,


maxSizeOfIMSInfo,


maxnoofMDTPLMNs,


id-CN-DomainIndicator,


id-MessageStructure,


id-SRB-TrCH-Mapping,


id-TypeOfError,


id-hS-DSCH-MAC-d-Flow-ID,


id-SignallingIndication,


id-CellLoadInformationGroup,


id-TraceRecordingSessionInformation,


id-MBMSLinkingInformation,


id-AlternativeRABConfiguration,


id-AlternativeRABConfigurationRequest,

id-E-DCH-MAC-d-Flow-ID,


id-RAC,


id-Alt-RAB-Parameter-ExtendedGuaranteedBitrateInf,


id-Alt-RAB-Parameter-ExtendedMaxBitrateInf,


id-Ass-RAB-Parameter-ExtendedGuaranteedBitrateList,


id-Ass-RAB-Parameter-ExtendedMaxBitrateList,


id-RAB-Parameter-ExtendedGuaranteedBitrateList,


id-RAB-Parameter-ExtendedMaxBitrateList,


id-Requested-RAB-Parameter-ExtendedMaxBitrateList,


id-Requested-RAB-Parameter-ExtendedGuaranteedBitrateList,

id-LAofIdleModeUEs,


id-newLAListofIdleModeUEs,


id-LAListwithNoIdleModeUEsAnyMore,


id-ExtendedRNC-ID,

id-GANSS-PositioningDataSet,


id-d-RNTI-for-NoIuCSUP,


id-UE-History-Information,


id-SubscriberProfileIDforRFP,


id-Alt-RAB-Parameter-SupportedGuaranteedBitrateInf,

id-Alt-RAB-Parameter-SupportedMaxBitrateInf,


id-Ass-RAB-Parameter-SupportedGuaranteedBitrateList,


id-Ass-RAB-Parameter-SupportedMaxBitrateList,


id-RAB-Parameter-SupportedGuaranteedBitrateList,


id-RAB-Parameter-SupportedMaxBitrateList,


id-Requested-RAB-Parameter-SupportedMaxBitrateList,


id-Requested-RAB-Parameter-SupportedGuaranteedBitrateList,

id-PSRABtobeReplaced,


id-SRVCC-Information,


id-CSG-Id,


id-CSFB-Information,


id-IRAT-Measurement-Configuration,


id-Management-Based-MDT-Allowed,


id-Time-UE-StayedInCell-EnhancedGranularity,


id-HO-Cause,


id-TraceRecordingSessionReference,


id-IMSI,


id-Management-Based-MDT-PLMN-List,


id-SignallingBasedMDTPLMNList,


id-M4Report,


id-M5Report,


id-M6Report,


id-M7Report,


id-TimingDifferenceULDL,


id-Trace-Collection-Entity-IP-Addess,


id-Serving-Cell-Identifier,


id-EARFCN-Extended,


id-LastE-UTRANPLMNIdentity,


id-cipheringkeyforCS,


id-cipheringkeyforPS
FROM RANAP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TriggeringMessage

FROM RANAP-CommonDataTypes


ProtocolExtensionContainer{},


RANAP-PROTOCOL-EXTENSION

FROM RANAP-Containers;

<unchanged ASN.1 omitted>
SourceRNC-ToTargetRNC-TransparentContainer ::= SEQUENCE {


rRC-Container


RRC-Container,


numberOfIuInstances

NumberOfIuInstances,


relocationType 


RelocationType,


chosenIntegrityProtectionAlgorithm ChosenIntegrityProtectionAlgorithm
OPTIONAL,


integrityProtectionKey

IntegrityProtectionKey


OPTIONAL,


chosenEncryptionAlgorithForSignalling ChosenEncryptionAlgorithm

OPTIONAL,


cipheringKey


EncryptionKey



OPTIONAL,


chosenEncryptionAlgorithForCS
ChosenEncryptionAlgorithm

OPTIONAL,


chosenEncryptionAlgorithForPS
ChosenEncryptionAlgorithm

OPTIONAL,


d-RNTI



D-RNTI 




OPTIONAL


-- This IE shall be present if the Relocation type IE is set to "UE not involved in relocation of SRNS" --,


targetCellId


TargetCellId



OPTIONAL


-- This IE shall be present if the Relocation type IE is set to "UE involved in relocation of SRNS" --,


rAB-TrCH-Mapping


RAB-TrCH-Mapping



OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {SourceRNC-ToTargetRNC-TransparentContainer-ExtIEs} } OPTIONAL,


...

}

SourceRNC-ToTargetRNC-TransparentContainer-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 99 to enable transfer of SRB mapping onto Iur transport channel Ids --

{ID id-SRB-TrCH-Mapping





CRITICALITY reject
EXTENSION SRB-TrCH-Mapping






PRESENCE optional}|

-- Extension for Release 5 to enable Inter RAN Load Information Exchange over Iu --

{ID id-CellLoadInformationGroup



CRITICALITY ignore
EXTENSION CellLoadInformationGroup



PRESENCE optional}|

-- Extension for Release 6 to provide Trace Recording Session Information to the Target RNC --

{ID id-TraceRecordingSessionInformation

CRITICALITY ignore
EXTENSION TraceRecordingSessionInformation
PRESENCE optional}|

-- Extension for Release 6 to indicate to the Target RNC that the UE has activated Multicast Service --

{ID id-MBMSLinkingInformation



CRITICALITY ignore
EXTENSION MBMSLinkingInformation




PRESENCE optional}|


{ID id-d-RNTI-for-NoIuCSUP




CRITICALITY reject
EXTENSION D-RNTI








PRESENCE optional}|


{ID id-UE-History-Information



CRITICALITY ignore
EXTENSION UE-History-Information




PRESENCE optional}|


{ID id-SubscriberProfileIDforRFP


CRITICALITY ignore
EXTENSION SubscriberProfileIDforRFP



PRESENCE optional}|

-- Extension for Release 8 to transfer to the Target RNC parameters required for SRVCC operation --

{ID id-SRVCC-Information 




CRITICALITY reject
EXTENSION SRVCC-Information






PRESENCE optional}|


{ID id-PSRABtobeReplaced 




CRITICALITY reject
EXTENSION RAB-ID








PRESENCE optional}|

-- Extension for Release 9 to transfer to the Target RNC parameters required for CSFB operation --


{ID id-CSFB-Information 




CRITICALITY ignore
EXTENSION CSFB-Information 






PRESENCE optional}|

-- Extension for Release 10 to indicate to the Target RNC the need of continued IRAT measurement --


{ID id-IRAT-Measurement-Configuration

CRITICALITY ignore
EXTENSION IRAT-Measurement-Configuration

PRESENCE optional}|

-- Extension for Release 10 to indicate Management Based MDT Allowed --


{ID id-Management-Based-MDT-Allowed


CRITICALITY ignore
EXTENSION Management-Based-MDT-Allowed


PRESENCE optional}|

-- Extension for Release 11 to indicate Management Based MDT PLMN List --


{ID id-Management-Based-MDT-PLMN-List

CRITICALITY ignore
EXTENSION MDT-PLMN-List







PRESENCE optional}|

-- Extension for Release 11 to inidcate the last E-UTRAN PLMN Identity --


{ID id-LastE-UTRANPLMNIdentity



CRITICALITY ignore
EXTENSION PLMNidentity







PRESENCE optional} |
-- Extension for Releease 12 to provide encryption keys for CS and PS emergency call support  --


{ID id-cipheringkeyforCS
CRTICALITY ignore
EXTENSION EncryptionKey
PRESENCE optional} |


{ID id-cipheringkeyforPS
CRTICALITY ignore
EXTENSION EncryptionKey
PRESENCE optional} ,

...

}

9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

RANAP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

umts-Access (20) modules (3) ranap (0) version1 (1) ranap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

<unchanged ASN.1 omitted>
id-SignallingBasedMDTPLMNList






INTEGER ::= 264

id-M4Report











INTEGER ::= 265

id-M5Report











INTEGER ::= 266

id-M6Report











INTEGER ::= 267

id-M7Report











INTEGER ::= 268

id-TimingDifferenceULDL








INTEGER ::= 269

id-Serving-Cell-Identifier







INTEGER ::= 270

id-EARFCN-Extended









INTEGER ::= 271

id-RSRVCC-Operation-Possible






INTEGER ::= 272

id-SIPTO-LGW-TransportLayerAddress





INTEGER ::= 273

id-SIPTO-Correlation-ID








INTEGER ::= 274

id-LHN-ID











INTEGER ::= 275

id-Session-Re-establishment-Indicator




INTEGER ::= 276

id-LastE-UTRANPLMNIdentity







INTEGER ::= 277

id-cipheringkeyforCS








INTEGER ::= xxx

id-cipheringkeyforPS








INTEGER ::= yyy
END

