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1. Introduction 
In LS[1], SA2 requests RAN3 to check whether the "ProSe authorised" indication is really need to be included in the X2-AP Handover Request message. This contribution gives more information about the consideration of involving the indication in the Hanover Request and proposes a reply candidate.
2. Discussion
In RAN3#84 meeting, RAN3 agrees to involve a ProSe authorized indication both in Path Switch Request Ack and Handover Request in case of X2 handover.
The reason for the enhancement of  X2 Handover Request is to support the ProSe resource allocation on the request of UE during the interval between RRC Configuration Complete and path switch request ACK, especially in case of both the source/target eNB supporting ProSe. Otherwise, the request of the UE before Path Switch Request ACK has to be rejected. The UE is not sure the exact reject reason and also not sure the exact waiting period to request again.
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Considering that the duration between RRC Configuration Complete and Path Switch Request ACK covers the transport of 6 messages, we think it is beneficial to introduce the ProSe authorization in the X2 Handover Request message in addition to the Path Switch Request Acknowledge message.
Proposal: It is proposed to reply SA2 as: 

RAN3 concluded it is beneficial to include the ProSe authorization in the X2 Handover Request message in addition to the Path Switch Request Acknowledge message. The reason is to support the ProSe resource allocation on the request of the UE during the interval between RRC Configuration Complete and Path Switch Request Acknowledge.
3. Summary and proposal.
We also propose RAN3 to discuss the following proposals:
Proposal: It is proposed to reply SA2 as: 

RAN3 concluded it is beneficial to include the ProSe authorization in the X2 Handover Request message in addition to the Path Switch Request Acknowledge message. The reason is to support the ProSe resource allocation on the request of the UE during the interval between RRC Configuration Complete and Path Switch Request Acknowledge.
4. Reference
 [1] R3-141552 Reply LS on Introducing the ProSe Authorized IE
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