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Agreements
Delete the possibility of adding any DCH Enhancements parameters to the RADIO LINK RECONFIGURATION REQUEST message (the unsynchronized procedure)
Agreed to add abnormal conditions.
Agreed to align the signaling with what RAN2 has done (no restrictions).

Agreed to add specific “DCH Enhancements Information To Modify” IE with all items optional.
Come backs
CB: R3-142004, CR1827r4, TS 25.423, Rel-12, Cat. B (updated BL CR), Qualcomm
CB: R3-142005, CR2027r4, TS 25.433, Rel-12, Cat. B (updated BL CR), Qualcomm
Minutes
	23. DCH Enhancement for UMTS (RAN1-led) WI

WID: RP-131357 (target: RAN#64) [TU: 1.5]

Starting from BL CRs TS 25.423 and TS 25.433

Pending to RAN1 progress

	R3-141538
	LS on RAN1 Decisions for Enhanced DCH Work Item (To: RAN2, RAN3, RAN4)

From RAN1
	LSin

Noted

	R3-141564
	Introduction of DCH Enhancements (Qualcomm Incorporated)
	CR1827r3, TS 25.423, Rel-12, Cat. B (BL CR)
Endorsed BL CR

Should check the WI code for the final CR’s

	R3-141565
	Introduction of DCH Enhancements (Qualcomm Incorporated)
	CR2027r3, TS 25.433, Rel-12, Cat. B (BL CR)
Endorsed BL CR

	R3-141743
R3-141955
	Open issues for DCH enhancements in RAN3 (Qualcomm Incorporated)
	Disc

P2: 2.Delete the possibility of adding any DCH Enhancements parameters to the RADIO LINK RECONFIGURATION REQUEST message (the unsynchronized procedure) 

P3: semantics description to DL DPCH Slot Format IE ? Agreed to add abnormal conditions. 

Open issue: UL Gain Factors for 10m mode transmission? 
Agreed to align the signaling with what RAN2 has done (no restrictions)

	R3-141744
R3-141956
	Update to baseline of DCH Enhancements (Qualcomm Incorporated)
	CR1837r-, TS 25.423, Rel-12, Cat. B

CR1837r1, TS 25.423, Rel-12, Cat. B
See changes for the NBAP CR
CB: R3-142004, CR1827r4, TS 25.423, Rel-12, Cat. B (updated BL CR)

	R3-141745
R3-141957
	Update to baseline of DCH Enhancements (Qualcomm Incorporated)
	CR2040r-, TS 25.433, Rel-12, Cat. B

CR2040r1, TS 25.433, Rel-12, Cat. B
Agreed to add specific “DCH Enhancements Information To Modify” IE with all items optional.

Protocol IE IDs

The reference to 25.300 is dependent on some RAN2 work (to be checked before approval). 

Reword “activate Uplink DPCH 10/20msTransmission Mode Switching [8], apply pseudo-flexible rate matching to Transport Channels in the Downlink as defined in” to a more generic statement “activate DCH enhancements as in …”

CB: R3-142005, CR2027r4, TS 25.433, Rel-12, Cat. B (updated BL CR)

	


