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CB: On CIO, check result of offline discussion. 
CB: R3-142008, CR2026r1, TS 25.433, Rel-12, Cat. B, Huawei
CB: R3-142009, CR1824r1, TS 25.423, Rel-12, Cat. B, Huawei
Minutes
	25. Heterogeneous Networks enhancements (RAN1-led) WI 

WID: RP-140463 (target: RAN#64) [TU: 1.5]

Starting from BL CRs TS 25.423 and TS 25.433

See Vice-Chairman report in R3-141486 for agreements

	R3-141560
	Introduction of UTRAN Heterogeneous Networks (Huawei, Nokia Networks, Alcatel-Lucent)
	CR2026r1, TS 25.433, Rel-12, Cat. B, BL CR
Endorsed as current BL CR.

	R3-141561
	Introduction of UTRAN Heterogeneous Networks (Huawei, Nokia Networks, Alcatel-Lucent)
	CR1824r1, TS 25.423, Rel-12, Cat. B, BL CR
Endorsed as current BL CR

	R3-141576
	HetNet - Decentralised Biasing (Alcatel-Lucent)
	Disc

	R3-141577
	Introduction of CIO Adaptation (Alcatel-Lucent)
	CR2018r2, TS 25.433, Rel-12, Cat. B
 - What is meant by “Pilot SINR”?

 - postpone to Rel13 and combine with the UE CIO work?

 - UE DL Throughput should be discussed in RAN2 (MAC layer or other layer, and how the NodeB can measure UE DL Throughput)

 - Update the WID and remove the CIO work from it?

Offline. 

	R3-141578
	Introduction of CIO Adaptation (Alcatel-Lucent)
	CR1817r2, TS 25.423, Rel-12, Cat. B

	R3-141591
	Further considerations on E-DCH decoupling for Hetnet (Huawei)
	Appr
Noted

	R3-141685
	Additional Serving E-DCH RL ID in E-DCH decoupling (Nokia Networks)
	Disc

Response from Huawei in R3-141928
Noted

	Check if the current E-DCH decoupling E-DCH decoupling Indicator can be used to also identify the additional serving E-DCH RL.

	R3-141592
	Open issues for UTRAN Heterogeneous Networks (Huawei)
	Appr

Related CR's in 1593 and 1594.
 - Is DPCCH2 IE also needed for the secondary? To be checked 

3 Solutions pointed out:

 - new indicators for E-HICH and E-RGCH  (Huawei)

 - F-DPCH Information indicator already exist, (implicit) reuse that instead of adding the new E-HICH and E-RGCH indicators  (Ericsson)

 - new Explicit F-DPCH less Indicator with separate values for E-HICH and/or E-RGCH (NokiaN)

Sent offline

	R3-141593
	Introduction of sub-features for UTRAN Hetnet (Huawei)
	CR2038r -, TS 25.433, Rel-12, Cat. B
noted

	R3-141594
	Introduction of sub-features for UTRAN Hetnet (Huawei)
	CR1835r- , TS 25.423, Rel-12, Cat. B
noted

	R3-141646
	Alternative: Introduction of UTRAN Heterogeneous Networks in TS 25.433 (Huawei, Alcatel-Lucent)
	Appr
 - In 9.1.92.1, update the Activation Information IE instead of introducing a new Activation Information Change Request?

Noted

	R3-141647
	Alternative: Introduction of UTRAN Heterogeneous Networks in TS 25.423 (Huawei, Alcatel-Lucent)
	Appr
Noted

	Check if the current E-DCH decoupling E-DCH decoupling Indicator can be used to also identify the additional serving E-DCH RL.

CB: update the BL CRs with result of offline discussion

R3-142008,CR2026r1, TS 25.433, Rel-12, Cat. B

R3-142009,CR1824r1, TS 25.423, Rel-12, Cat. B


