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1
Introduction

In the stage 2 running CR, dual connectivity is handled mainly under section 10 “Mobility”. Therefore, other specifications should follow this functional structure.
TP is provided for running CR to TS36.420 [1] for approval.
2
Text Proposal to running CR (TS36.420)
Beginning of Text Proposal
5
Functions of the X2 interface 

5.1
Function list

The list of functions on the X2 interface is the following:

-
Intra LTE-Access-System Mobility Support for ECM-CONNECTED UE:

-
Context transfer from source eNB to target eNB;

-
Control of user plane transport bearers between source eNB and target eNB;

-
Handover cancellation;

-
UE context release in source eNB;
-
Dual Connectivity.
-
Load Management

-
Inter-cell Interference Coordination

-
Uplink Interference Load Management;

-
Downlink interference avoidance.

-
General X2 management and error handling functions:

-
Error indication;

-
Reset.

-
Application level data exchange between eNBs

-
Trace functions

-
Data exchange for self-optimisation

Next Text Proposal
5.2.1.x
Dual Connectivity

This function allows MeNB and SeNB to support Dual Connectivity. MeNB and SeNB manage establishment, modification and release of UE context at the SeNB, and controls user plane tunnels over X2.
End of Text Proposal
3
Conclusions
Proposal: It is proposed to agree on TP.
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