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1
Introduction
It was agreed during RAN3#85 to refer to 25.921 [7] for ASN.1 guidelines also for LTE specification that use ASN.1, and this will be handled by the rapporteurs.
Looking at the current references in the UTRAN specifications it is clear that a minor correction is needed in some of the specifications that use non-specific references to 25.921.

2
Discussion
References are either specific (identified by date of publication, edition number, version number, etc.) or non-specific. 

For a non-specific reference, the latest version of the referenced document applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the document where the reference is included. 

The latest version of 25.921 is V7.0.0, so any reference to this specification from other specifications in Release 8 or later should use a specific reference to this version. 

The following Release 12 UTRAN specifications use non-specific references to 25.921:

· 25.419 [1] 

· 25.453 [2]
· 25.468 [3]
· 25.469 [4]
· 25.470 [5]
· 25.471 [6]
The corrections should be considered as editorial corrections that can be handled by the specification rapporteur during the Release 12 specification clean up. 
3
Summary and Proposal

It is proposed that the rapporteurs of [1], [2], [3], [4], [5] and [6] correct the reference to 25.921 to use a specific reference like this:

[xx]
3GPP TR 25.921 (version.7.0.0): “Guidelines and Principles for Protocol Description and Error Handling”. 
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