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[bookmark: _Toc360023342]8.4	MBMS Scheduling Information
[bookmark: _Toc360023343]8.4.1	General
The purpose of the MBMS Scheduling Information Procedure is to provide MCCH related information to the eNB.
The procedure uses non MBMS-Service-associated signalling.
[bookmark: _Toc360023344]8.4.2	Successful Operation


Figure 8.4.2-1. MBMS Scheduling Information procedure. Successful operation.
The MCE initiates the procedure by sending the MBMS SCHEDULING INFORMATION message to the eNB. If PMCH configuration information is contained in this message, the eNB shall do PMCH transmission according to the PMCH configuration information. If PMCH configuration information for an existing PMCH is not contained in this message, the eNB should stop PMCH transmission for the PMCH except the PMCH on which the MCCH is transmitted, if any. The eNB shall always transmit MCCH on the subframe(s) indicated by MCE, and this transmission is not  influenced by the PMCH configuration information. The eNB shall store the MBSFN Area Configuration Item IE, and apply the MCCH update from the modification period defined in the MCCH Update Time IE. The eNB shall schedule the MBMS services in the MCCH according to the order defined in the MBMS Session List per PMCH IE.
[bookmark: _Toc360023345]8.4.3	Abnormal Conditions
Void.

image1.emf
 

MCE   eNB  

MBMS SCHEDULING  INFORMATION  

MBMS SCHEDULING  INFORMATION RESPONSE  


oleObject1.bin


MCE







eNB







MBMS SCHEDULING INFORMATION







MBMS SCHEDULING INFORMATION RESPONSE












