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	Reason for change:
	In case of split bearer, TS36.423 specifies that MeNB shall ensure total UE-AMBR for DL data transfer, i.e. SeNB shall ignore the DL part of SeNB UE-AMBR received from MeNB. However, TS36.300 does not clarify this behavour, which is not consistant with TS36.423.
Impact assessment towards the previous version of the specification (same release): 

This CR has isolated impact towards the previous version of the specification (same release).

This CR has an impact under functional and protocol point of view. The impact can be considered isolated since it only clarifies UE-AMBR handling for split bearer.

	
	

	Summary of change:
	The clarifed note for split bearer is added in section 11.4.3 as “NOTE: SeNB ignores the DL part of UE-AMBR for split bearers.”.


	
	

	Consequences if not approved:
	The behaviour specified in TS36.423 and TS36.300 is not aligned.
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BEGINNING OF CHANGES
11.4.3
UE-AMBR for Dual Connectivity
In DC, the MeNB ensures that the UE-AMBR is not exceeded by:
1)
limiting the resources it allocates to the UE in MCG; and
2)
indicating to the SeNB a limit so that the SeNB can also in turn guarantee that this limit is not exceeded.
NOTE:
SeNB ignores the DL part of UE-AMBR for split bearers.
END OF CHANGES
