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Discussion and approval
1 Introduction
Contribution [1] discusses and proposes come corrections on the scenario description of “Single connectivity to dual connectivity” HO enhancement in figure 4.3.1.1-1 of TR 36875[2]. This contribution presents a TP to update 4.3.1.1-1 scenario 3.
2 Text Proposal
The TP is described as below:
	*** Change start ***


2.1 4.3
Handover enhancement
The handover enhancement includes handover with SeNB addition and inter-MeNB handover without SeNB change.
2.1.1 4.3.1
Scenarios
For handover enhancement in dual connectivity, the following scenarios can be considered.

2.1.1.1 4.3.1.1
Single connectivity to dual connectivity
This section identifies inter-eNB handover scenarios, where the UE is configured with single connectivity on the source side and with dual connectivity on the target side, which is equivalent to inter-MeNB handover with SeNB addition. Figure 4.3.1.1-1 shows scenarios of single connectivity to dual connectivity handover.
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Figure 4.3.1.1-1: Scenarios of single connectivity to dual connectivity handover
In scenario 1, UE is handed over from eNB1 to eNB2, and during the handover eNB2 decides to add eNB3 as SeNB for dual connectivity operation. After the handover, UE will be configured as dual connectivity with eNB2 and eNB3.

In scenario 2, UE is handed over from eNB1 to eNB2, and during the handover eNB2 decides to add eNB1 as SeNB for dual connectivity operation. After the handover, UE will be configured as dual connectivity with eNB1 and eNB2.

In scenario 3, UE is handed over from eNB1 to eNB3, and during the handover eNB3 decides to add eNB2 as SeNB for dual connectivity operation. After the handover, UE will be configured as dual connectivity with eNB2 and eNB3.
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