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1 Introduction
The contribution summarized the online and offline discussions on UE ID in RSRP measurement report and the maximum number of CSI Process Configuration Index.
2 Discussion 
Majority companies  (Samsung, China Telecom, CMCC, Deutsche Telekom, KDDI, Fujitsu, ALU, Qualcomm, ZTE, NEC, LG, AT&T, IAESI) foreseen the benefits to include UE ID in RSRP measurement report based on RAN1 LS in R3-140995(R1-141816) and the following reasons:

· As each UE can report up to 4 CSI processes and it can be freely configured by each eNB which could result in less CSI processes per UE. RSRP measurement report can provide up to 8 neighbor cell information. RSRP measurement report can be used to complement channel information of neighbor cells which can't be measured by given CSI processes. RSRP measurement report together with CSI report can provide more information about the channel status
· It is common that there are different releases UEs in the operator network. Only one CSI report can be obtained from Rel-9 and Rel-10 UE. The cell-specific CSI process configuration provides satisfactory performance is based on the important assumption: RSRP measurement reports are taken into account together with the CSI report.

· If the eNB considers CSI Report and RSRP measurement report together, the gain of inter-eNB CoMP will be maximized.

3 Companies have some doubt whether the correlation is needed.
With regards to the maximum number of CSI Process Configuration Index, 11 companies proposed 32. 2 companies proposed 3 or 7. 
Considering about situations, 2 compromised way forwards were proposed during offline in order to move forward:

Option 1: 15 CSI Process Configuration index without UE ID in RSRP Measurement Report
Option 2: 7 CSI Process Configuration index with UE ID.

Majority companies support option 2. Therefore, option 2 is agreed as working assumption i.e. 7 CSI Process Configuration Index with UE ID. An LS will be sent to RAN1 to get confirmation whether any problem is found for this RAN3 working assumption.

3 Conclusion
The following conclusions are agreed as way forward on UE ID in RSRP measurement report and the maximum number of CSI Process Configuration Index:
1) Working assumption: 7 CSI Process Configuration Index with UE ID in RSRP measurement report

2) Send LS to RAN1 to ask RAN1 whether any problem is found with this RAN3 working assumption.

3) Endorse the TP reflecting the working assumption in R3-151245.

