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************* START OF CHANGE *************
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

1xCSFB
Circuit Switched Fallback to 1xRTT

ABS
Almost Blank Subframe

ACK
Acknowledgement

ACLR
Adjacent Channel Leakage Ratio

AM
Acknowledged Mode

AMBR
Aggregate Maximum Bit Rate

ANDSF
Access Network Discovery and Selection Function

ANR
Automatic Neighbour Relation

ARQ
Automatic Repeat Request

ARP
Allocation and Retention Priority

AS
Access Stratum

BCCH
Broadcast Control Channel

BCH
Broadcast Channel

BSR
Buffer Status Report

C/I
Carrier-to-Interference Power Ratio

CAZAC
Constant Amplitude Zero Auto-Correlation

CA
Carrier Aggregation

CBC
Cell Broadcast Center

CC
Component Carrier
CG
Cell Group
CIF
Carrier Indicator Field

CMAS
Commercial Mobile Alert Service

CMC
Connection Mobility Control

CP
Cyclic Prefix

CoMP
Coordinated Multi Point

C-plane
Control Plane

C-RNTI
Cell RNTI

CQI
Channel Quality Indicator

CRC
Cyclic Redundancy Check

CRE
Cell Range Extension

CRS
Cell-specific Reference Signal

CSA
Common Subframe Allocation

CSG
Closed Subscriber Group

CSI
Channel State Information

CSI-IM
CSI interference measurement

CSI-RS
CSI reference signal
DC
Dual Connectivity

DCCH
Dedicated Control Channel

DCN
Dedicated Core Network 
DeNB
Donor eNB

DFTS
DFT Spread OFDM

DL
Downlink

DRB
Data Radio Bearer

DRX
Discontinuous Reception

************* NEXT CHANGE *************
19.2.1.7

NAS Node Selection Function (NNSF)
The interconnection of eNBs or HeNB GW, if deployed, to multiple MME/Serving S-GWs is supported in the E-UTRAN/EPC architecture. Therefore a NAS node selection function is located in the eNB or the HeNB GW, if deployed, to determine the MME association of the UE, based on the UE’s temporary identifier, which was assigned to the UE by the CN node (e.g. MME or SGSN).

NOTE:
In case the UE’s temporary identifier is assigned by the SGSN, respective mapping rules are defined in TS 23.003 [26].

Depending on the actual scenario the NNSF determines the UE’s MME association either based its S-TMSI (e.g. at service request) or based on its GUMMEI and selected PLMN (e.g. at attach or tracking area update in non-registered TA). 

The NNSF in the eNB or HeNB GW, if deployed, may differentiate between a GUMMEI mapped from P‑TMSI/RAI and a native GUMMEI as described in TS 23.401 [17].

This functionality is located in the eNB or in the HeNB GW, if deployed, and enables proper routing via the S1 interface. On S1, no specific procedure corresponds to the NAS Node Selection Function.
19.2.1.8
S1-interface management functions

The S1-interface management functions provide 

-
means to ensure a defined start of S1-interface operation (reset);

-
means to handle different versions of application part implementations and protocol errors (error indication).

19.2.1.9
MME Load balancing Function
MME Load balancing is the function which achieves load-balanced MMEs with respect to their processing capacity within a pool area during system operation. The means to load-balance MMEs is to distribute UEs newly entering the pool to different MMEs in the MME pool. In addition the MME load balancing function is able to achieve equally loaded MMEs within a pool area after the introduction of a new MME and after the removal of a MME from the network.

The support of the MME load balancing function is achieved by indicating the relative MME capacity in the S1 Setup procedure to all eNBs served by the MMEs of the pool area per MME. In order to support the introduction and/or removal of MMEs the MME initiated S1 setup update procedure may be used by the operator indicating relative MME capacity value changes. When there are more than one MME operational in the pool, the indicated relative MME capacity steers the UE assignment for UEs newly entering the MME pool. When there is only one MME operational in the pool, UEs may be assigned to this MME.

The MME Load balancing Function is described in detail in TS 23.401 [17].

The MME Load balancing Function in case of DCN Reroute NAS Request is described in detail in TS 23.401 [17]. 
************* NEXT CHANGE *************
19.2.2.6
NAS transport procedures

A NAS signalling message is transferred on the S1 interface in both directions. The procedures providing this functionality are:
-
Initial UE Message procedure (eNB initiated);
-
Uplink NAS transport procedure (eNB initiated);
-
Downlink NAS transport procedure (MME initiated);
-
Downlink NAS non delivery indication procedure.
-
DCN Reroute NAS Request procedure
i) Initial UE Message procedure
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Figure 19.2.2.6-1: Initial UE Message procedure

-
The INITIAL UE MESSAGE procedure is initiated by the eNB by sending the INITIAL UE MESSAGE message to the MME. The INITIAL UE MESSAGE contains a NAS message (e.g. Service Request), the UE signalling reference ID and other S1 addressing information. If the eNB is a HeNB supporting LIPA, the message shall include the HeNB collocated L-GW IP address to enable the establishment of a LIPA PDN connection. If the eNB supports SIPTO@LN with collocated L-GW, the message shall include the collocated L-GW IP address to enable the establishment of a SIPTO@LN PDN connection. If the eNB supports SIPTO@LN with stand-alone gateway, the message shall include the LHN ID. In case of UE access to a CSG cell the INITIAL UE MESSAGE contains the CSG id of the cell. In case of UE access to a hybrid cell the INITIAL UE MESSAGE contains the CSG id and Access Mode of the cell.
ii) NAS Transport procedure (eNB initiated)
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Figure 19.2.2.6-2: Uplink NAS Transport procedure

-
The Uplink NAS Transport procedure is initiated by the eNB by sending the UPLINK NAS TRANSPORT message to the MME. The UPLINK NAS TRANSPORT message contains a NAS message, UE identification and other S1 related addressing information. If the eNB is a HeNB supporting LIPA, the message shall include the HeNB collocated L-GW IP address to enable the establishment of a LIPA PDN connection. If the eNB supports SIPTO@LN with collocated L-GW, the message shall include the collocated L-GW IP address to enable the establishment of a SIPTO@LN PDN connection. If the eNB supports SIPTO@LN with stand-alone gateway, the message shall include the LHN ID.
iii) NAS Transport procedure (MME initiated)
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Figure 19.2.2.6-3: Downlink NAS Transport procedure

-
The Downlink NAS Transport procedure is initiated by the MME by sending the DOWNLINK NAS TRANSPORT message to the eNB. The DOWNLINK NAS TRANSPORT contains a NAS message, UE identification and other S1 related addressing information. 
iv) Downlink NAS non delivery procedure
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Figure 19.2.2.6-4: Downlink NAS Non Delivery Indication procedure

-
When the eNB decides to not start the delivery of a NAS message that has been received from MME, it shall report the non-delivery of this NAS message by sending a DOWNLINK NAS NON DELIVERY INDICATION message to the MME including the non-delivered NAS message and an appropriate cause value.
v) DCN Reroute NAS Request procedure
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Figure 19.2.2.6-x: DCN Reroute NAS Request procedure

-
The DCN Reroute NAS Request procedure is initiated by the MME by sending the DCN REROUTE NAS REQUEST message to the eNB in order to trigger the eNB to re-route the UE's NAS Message to a DCN indicated by the MMEGI. The eNB then initiates the Initial UE Message procedure to an MME in the indicated DCN (see 3GPP TS 23.401 [17]). 
************* END OF CHANGE *************
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