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1. Overall Description:

RAN2#92 further discussed the extended DRX and made the following agreements on Paging transmission, which RAN2 would like to inform SA2 and RAN3:
· The Paging hyper-frame (PH) is determined using the following formula:

H-SFN mod TeDRX= (UE_ID mod TeDRX)
where: 
· UE_ID = IMSI mod 1024 
· TeDRX  is the eDRX cycle of the UE (TeDRX =1, 2, …, 256 in hyper-frames) and configured by upper layers
· The start of the paging window will be uniformly distributed within the Paging Hyper frame.  The details will be captured in the 36.304.
· RAN2 confirms the SA2 agreement that the paging window duration configuration is performed by NAS.
· The UE monitors all paging occasions within the window unless a paging message is successfully received for that UE. From RAN2 point of view, a short window (e.g. 5s) configuration should be allowed for the UE for battery consumption purposes.
· From RAN2 point of view, it is beneficial for eNB to know the eDRX cycle length of the UE from MME. RAN2 did not discuss the need for PTW.
· The assumption is that the UE determines eDRX capability only on NAS signalling. 
· The previous agreements, that H-SFN is an implicit indication of eDRX support from eNB are not valid.   One new capability signalling broadcasted in SIB1 from eNB is required.  
2. Actions:

To SA2 and RAN3:
RAN2 respectfully asks SA2 and RAN3 to take the above RAN2 agreements into account in their work. 
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