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BEGINNING OF CHANGES

9.2.7
WLAN Information

This IE contains WLAN configuration information that an eNB may need for the Xw interface.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	BSSID List
	
	0..1
	
	

	>BSSID List Item
	
	1..<maxnoofBSSIDs>
	
	

	>>BSSID
	M
	
	9.2.8
	

	>>Flow Control Type
	M
	
	9.2.x
	

	>>WLAN Band Information List
	
	0..1
	
	

	>>>WLAN Band Information Item
	
	1..<maxnoofBands>
	
	

	>>>>WLAN Band Information
	
	
	9.2.13
	

	SSID
	O
	
	9.2.9
	

	HESSID
	O
	
	9.2.10
	


NEXT CHANGE

9.2.xx
Flow Control Type
This information element uniquely indicates whether the WT flow control support is end-to-end or not.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Flow Control Type
	M
	
	ENUMERATED(end-to-end, non-end-to-end)
	‘End-to-end’ means that the flow control is end-to-end; ‘non-end-to-end’ means that the flow control is not end-to-end.


NEXT CHANGE

9.3.5
Information Element definitions

SKIP UNCHANGED TEXT
-- B
SKIP UNCHANGED TEXT
BSS-Item ::= SEQUENCE {


bSSID





BSSID,

flowControlType



FlowControlType,

iE-Extensions



ProtocolExtensionContainer { {BSS-Item-ExtIEs} } OPTIONAL,


...

}

SKIP UNCHANGED TEXT
-- E

SKIP UNCHANGED TEXT
-- F
FlowControlType ::= ENUMERATED {


end-to-end, 

non-end-to-end
}

-- G

END OF CHANGES

