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Introduction
The usage of redirection for VoLTE due to coverage issue e.g. no available measurement results in eNB was clarified in RAN3#91bis. In this contribution, an additional use case of redirection for VoLTE is introduced.
Discussion
Some mandatory features could have not been implemented and tested by the UE. In this case the UE shall include the field featureGroupIndicators in the IE UE-EUTRA-Capability. As explained in Annex B of TS 36.331, if the feature has been implemented and tested, the UE shall set the indicator as one (1), else the UE shall set the indicator as zero (0).
Bit 13 is to indicate whether inter-frequency handover is implemented and tested by the UE. Even if the feature shall be implemented and successfully tested in Rel-9 and onwards, it is also possible that some Rel-8 UEs does not implement inter-frequency handover.
	13
	- Inter-frequency handover
	- can only be set to 1 if the UE has set bit number 25 to 1
	Yes, unless UE only supports band 13



When performs mobility between frequencies, the eNB needs to check the value of bit 13. If the bit 13 is set as zero (0), inter-frequency cannot be performed. Instead, eNB could perform redirection.
Another example is bit 30:
	30
	- Handover between FDD and TDD
	- can only be set to 1 if the UE has set bit number 13 to 1
	
	No



The mobility between FDD and TDD in some areas is necessary to avoid call dropping. However, lots of UEs set bit 30 as zero (0) which means handover between FDD and TDD is not implemented and tested. In this case, redirection should be used as well.
Proposal: Redirection is needed in case that “inter-frequency handover” or “Handover between FDD and TDD” is not implemented and tested for the UE.
Conclusion
Based on the discussion in this paper, we propose:
Proposal: Redirection is needed in case that “inter-frequency handover” or “Handover between FDD and TDD” is not implemented and tested for the UE.
A corresponding text proposal is provided in [1].
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