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	Reason for change:
	In order to ensure that all the UE_ID has the same number of Paging Opportunity (PO) within a PTW, parameter “L” in the following formulae to calculate the SFN where the PTW ends (ref. TS 36.304) needs to be a value of multiple of cell specific Paging DRX.

Cell specific Paging DRX is the value “Default Paging DRX” signalled from eNB to MME in S1 SETUP REQUEST.
===

PTW_end is the last radio frame of the PTW and has SFN satisfying the following equation:

SFN = (PTW_start + L*100 - 1) mod 1024, where

-
L = Paging Time Window length (in seconds) configured by upper layers
===
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9.2.1.111
Paging eDRX Information
This IE indicates the Paging eDRX parameters as defined in TS 36.304 [20].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Paging eDRX Cycle
	M
	
	ENUMERATED (hfhalf, hf1, hf2, hf4, hf8, hf16, hf32, hf64, hf128, hf256, …)
	TeDRX defined in TS 36.304 [20]. Unit: [number of hyperframes].

	Paging Time Window
	O
	
	ENUMERATED (s1, s2, s3, s4, s5, s6, s7, s8, s9, s10, s12, s14, s16, s18, s20, …)
	Unit: [Default Paging DRX].
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