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Discussion
1 Introduction 
In RAN2#93bis meeting, the evaluation criteria section of HSPA and LTE joint operation SI [1] was agreed to capture in the TR. 37.805[2]. The initial considerations of evaluation criteria section are summarized and a draft TP is proposed.
2 Evaluation
According to the discussions in last meeting, the study item of HSPA and LTE Joint Operation are including three use cases:
1. Idle UE in LTE

2. Connected UE in LTE

3. Connected UE in UMTS
As the SID description was mainly focusing on the RAN side solutions, the possible solutions should minimize the specifications impacts of both UE and network sides. To fully evaluate all possible solutions, the impact of the following aspects should be considered.
Impact on Network Interface: Although one working assumption is that no new interface will be considered in the SI, it needs to discuss on how to modify the existing network interfaces to support possible solutions in three use case.
Impact on Nodes: The complexity of all possible solutions and their impacts on involving nodes, e.g. NodeB, RNC, eNB, MME, etc., need to be discussed and evaluated.
Impact on UE: To the UE side, all possible solution should evaluate the impact on UE, such as UE type, etc

Proposal: RAN3 to discuss above evaluation criteria for all possible solutions and capture them in the TR.
3 Text Proposal

---------------------------------------------------Start of the Change-----------------------------------------------------
7.2 
Evaluation criteria


All possible solutions should be compared and evaluated in three use cases to the following aspects.

Impact on Network Interface: Although one working assumption is that no new interface will be considered in the SI, it needs to discuss on how to modify the existing network interfaces to support possible solutions in three use case.
Impact on Nodes: The complexity of all possible solutions and their impacts on involving nodes, e.g. NodeB, RNC, eNB, MME, etc., need to be discussed and evaluated.
Impact on UE: To the UE side, all possible solution should evaluate the impact on UE, such as UE type, etc.

The evaluation criteria are:

· Impact on Network Interface: e.g. Uu, S1, etc. 
· Impact on Nodes: e.g. NodeB, RNC, eNB, MME, etc.
· Impact on UE: e.g. UE type, etc.
---------------------------------------------------End of the Change------------------------------------------------------
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