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9.2.2
Global eNB ID

This IE is used to globally identify an eNB (see TS 36.401 [9]).

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	PLMN Identity
	M
	
	9.2.3
	

	CHOICE eNB ID
	M
	
	
	

	>Macro eNB ID
	
	
	
	

	>>Macro eNB ID
	M
	
	BIT STRING (20)
	Equal to the Macro eNB ID IE contained in Global eNB ID IE as defined in sub clause 9.2.1.37 of TS 36.413 [8]..

	>Other eNB ID
	
	
	
	

	>>Other eNB ID
	M
	
	Protocol IE Container
	

	>Extended short eNB ID
	
	
	
	

	>>Extended short eNB ID
	M
	
	BIT STRING (SIZE(18))
	Equal to the Extended short eNB ID IE contained in Global eNB ID IE as defined in sub clause 9.2.1.37 of TS 36.413 [8].

	>Extended long eNB ID
	
	
	
	

	>>Extended long eNB ID
	M
	
	BIT STRING (SIZE(21))
	Equal to the Extended long eNB ID IE contained in Global eNB ID IE as defined in sub clause 9.2.1.37 of TS 36.413 [8].

	Remaining text not changed


9.3.5
Information Element definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

	Remaining text not changed


-- E

ENB-ID ::= CHOICE {


macroENB-ID


BIT STRING (SIZE(20)),


otherENB-ID


ProtocolIE-SingleContainer { {OtherENB-IDIEs} },


extended-shortENB-ID

BIT STRING (SIZE(18)),


extended-longENB-ID

BIT STRING (SIZE(21)),

...

}

