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8.3.1
Radio Link Setup

8.3.1.1
General

This procedure is used for establishing the necessary resources in the DRNS for one or more radio links.

The connection-oriented service of the signalling bearer shall be established in conjunction with this procedure.

/*partially omitted */
-
[FDD – If the TNL QoS IE is included for a E-DCH MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the DRNS to determine the transport bearer characteristics to apply in the uplink for the related MAC-d flow.]

-
[FDD – The DRNC may include the E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE and shall include the E-RGCH/E-HICH Channelisation Code IE and the corresponding E-HICH Signature Sequence IE and the DRNC may include the corresponding E-RGCH Signature Sequence IE in the E-DCH FDD DL Control Channel Information IE in the RADIO LINK SETUP RESPONSE message, for every RL indicated by the E-DCH RL Indication IE, set to “E-DCH”, in the RL Information IE.]


[FDD – If the RADIO LINK SETUP REQUEST message includes the E-DCH ReferencePower Offset IE, then the DRNS may use this value as a default HARQ power offset if it is not able to decode the MAC-e PDU and to determine the value of the actual HARQ power offset.]

-
[FDD – If the RADIO LINK SETUP REQUEST message includes the E-DCH Power Offset for Scheduling Info IE, then the DRNS shall use this value as a power offset for the transmission of scheduling information without any MAC-d PDUs.]

-
[FDD – If the RADIO LINK SETUP REQUEST message includes the UPH Filtering Measurement Forwarding Request IE, then the DRNS shall use this instruction to handle the UE UPH filtering measurement forwarding.]
[FDD – If the RADIO LINK SETUP REQUEST message includes the UPH Filtering Measurement Forwarding Request on secondary UL frequency IE, then the DRNS shall use this instruction to handle the UE UPH filtering measurement on secondary UL frequency forwarding.]
-
[FDD – If the RADIO LINK SETUP REQUEST message contains the Serving E-DCH RL IE indicating that the Serving E-DCH RL is in this DRNS:]
/*partially omitted */
8.3.2
Radio Link Addition

8.3.2.1
General

This procedure is used for establishing the necessary resources in the DRNS for one [FDD – or more] additional RLs towards a UE when there is already at least one RL established to the concerned UE via this DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Radio Link Addition procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

[TDD – The Radio Link Addition procedure serves to establish a new Radio Link with the DSCH and USCH included, if they existed before.]

/*partially omitted */
-
[FDD – If the RADIO LINK ADDITION REQUEST message includes the E-AGCH Power Offset IE in the RL Specific E-DCH Information IE, then the DRNS may use this value to determine the E-AGCH power. The E-AGCH Power Offset should be applied for any E-AGCH transmission to this UE.]

-
[FDD – If the RADIO LINK ADDITION REQUEST message includes the E-RGCH Power Offset IE in the RL Specific E-DCH Information IE, then the DRNS may use this value to determine the E-RGCH power for the RL. The E-RGCH Power Offset should be applied for any E-RGCH transmission to this UE.]

-
[FDD – If the RADIO LINK ADDITION REQUEST message includes the E-HICH Power Offset IE in the RL Specific E-DCH Information IE, then the DRNS may use this value to determine the E-HICH power for the RL. The E-HICH Power Offset should be applied for any E-HICH transmission to this UE.]

-
[FDD – If the RADIO LINK ADDITION REQUEST message includes the E-DCH Power Offset for Scheduling Info IE, then the DRNS shall use this value as a power offset for the transmission of scheduling information without any MAC-d PDUs.]

-
[FDD – If the RADIO LINK ADDITION REQUEST message includes the UPH Filtering Measurement Forwarding Request IE, then the DRNS shall use this instruction to handle the UE UPH filtering measurement forwarding.]
-
[FDD – If the RADIO LINK ADDITION REQUEST message includes the UPH Filtering Measurement Forwarding Request on secondary UL frequency IE, then the DRNS shall use this instruction to handle the UE UPH filtering measurement on secondary UL frequency forwarding.]
-
[FDD – If the RADIO LINK ADDITION REQUEST message includes the SixteenQAM UL Operation Indicator IE, the DRNS shall activate/deactivate SixteenQAM UL Operation for the RL in accordance with the SixteenQAM UL Operation Indicator IE.]

/*partially omitted */
8.3.4
Synchronised Radio Link Reconfiguration Preparation

8.3.4.1
General

The Synchronised Radio Link Reconfiguration Preparation procedure is used to prepare a new configuration of Radio Link(s) related to one UE-UTRAN connection within a DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Synchronised Radio Link Reconfiguration Preparation procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.
/*partially omitted */
-
[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Maximum Bitrate IE for an E-DCH, the DRNS shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]

-
[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Processing Overload Level IE, then if the DRNS could not decode the E-DPCCH/E-DPDCH for the last consecutive number of TTIs, indicated in the E-DCH Processing Overload Level IE, because of processing issue, the DRNS shall notify the SRNC by initiating the Radio Link Failure procedure.]

-
[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH ReferencePower Offset IE, then the DRNS may use this value as a default HARQ power offset if it is not able to decode the MAC-e PDU and to determine the value of the actual HARQ power offset.]

-
[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Power Offset for Scheduling Info IE, then the DRNS shall use this value as a power offset for the transmission of scheduling information without any MAC-d PDUs.]

-
[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the UPH Filtering Measurement Forwarding Request IE, then the DRNS shall use this instruction to handle the UE UPH filtering measurement forwarding.]
-
[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the UPH Filtering Measurement Forwarding Request on secondary UL frequency IE, then the DRNS shall use this instruction to handle the UE UPH filtering measurement on secondary UL frequency forwarding.]
-
[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the E-AGCH Power Offset IE in the RL Specific E-DCH Information IE, then the DRNS may use this value to determine the E-AGCH power. The E-AGCH Power Offset should be applied for any E-AGCH transmission to this UE.]
/*partially omitted */
8.3.7
Unsynchronised Radio Link Reconfiguration

8.3.7.1
General

The Unsynchronised Radio Link Reconfiguration procedure is used to reconfigure Radio Link(s) related to one UE‑UTRAN connection within a DRNS.

The procedure is used when there is no need to synchronise the time of the switching from the old to the new radio link configuration in the cells used by the UE-UTRAN connection within the DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Unsynchronised Radio Link Reconfiguration procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.
/*partially omitted */
-
[FDD – If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Maximum Bitrate IE for an E-DCH, the DRNS shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]

-
[FDD – If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Processing Overload Level IE, then if the DRNS could not decode the E-DPCCH/E-DPDCH for the last consecutive number of TTIs, indicated in the E-DCH Processing Overload Level IE, because of processing issue, the DRNS shall notify the SRNC by initiating the Radio Link Failure procedure.]

-
[FDD – If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH ReferencePower Offset IE, then the DRNS may use this value as a default HARQ power offset if it is not able to decode the MAC-e PDU and to determine the value of the actual HARQ power offset.]

-
[FDD – If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Power Offset for Scheduling Info IE, then the DRNS shall use this value as a power offset for the transmission of scheduling information without any MAC-d PDUs.]

-
[FDD – If the RADIO LINK RECONFIGURATION REQUEST message includes the UPH Filtering Measurement Forwarding Request IE, then the DRNS shall use this instruction to handle the UE UPH filtering measurement.]
-
[FDD – If the RADIO LINK RECONFIGURATION REQUEST message includes the UPH Filtering Measurement Forwarding Request on secondary UL frequency IE, then the DRNS shall use this instruction to handle the UE UPH filtering on secondary UL frequency measurement.]
-
[FDD – If the RADIO LINK RECONFIGURATION REQUEST message includes the E-AGCH Power Offset IE in the RL Specific E-DCH Information IE, then the DRNS may use this value to determine the E-AGCH power. The E-AGCH Power Offset should be applied for any E-AGCH transmission to this UE.]
/*partially omitted */
8.3.21
Radio Link Parameter Update

8.3.21.1
General

The Radio Link Parameter Update procedure is executed by the DRNS to update parameters related to HS-DSCH [FDD - or E-DCH or UL CLTD] on a radio link for a UE-UTRAN connection or to update phase reference on a list of the radio links.
This procedure shall use the signalling bearer connection for the relevant UE context.
The Radio Link Parameter Update procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.21.2
Successful Operation


[image: image1.wmf] 

S

RNC

 

DRNC

 

R

ADIO LINK  PARAMETER

 

UPDATE INDICATION

 


Figure 26E: Radio Link Parameter Update Indication, Successful Operation

The Radio Link Parameter Update procedure is initiated by the DRNS by sending the RADIO LINK PARAMETER UPDATE INDICATION message to the SRNC. 
HS-DSCH related Parameter(s) Updating:

If RADIO LINK PARAMETER UPDATE INDICATION message is used to update the parameters related to HS-DSCH, it contains suggested value(s) of the HS-DSCH related parameter(s) that should be reconfigured on the radio link.

If the DRNS needs to update HS-DSCH related parameters, the DRNS shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including [FDD – HS-DSCH FDD Update Information IE] [TDD – HS-DSCH TDD Update Information IE].

If the DRNS needs to allocate new HS-SCCH Codes, the DRNS shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including HS-SCCH Code Change Indicator IE.
[FDD – If the DRNS needs to allocate new HS-PDSCH Codes, the DRNS shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including HS-PDSCH Code Change Indicator IE.]
[FDD – If the DRNS needs to update the CQI Feedback Cycle k, CQI Feedback Cycle2 k, CQI Cycle Switch Timer, CQI Repetition Factor, ACK-NACK Repetition Factor, CQI Power Offset, ACK Power Offset and/or NACK Power Offset, the DRNS shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including CQI Feedback Cycle k IE, CQI Repetition Factor IE, ACK-NACK Repetition Factor IE, CQI Power Offset IE, ACK Power Offset IE and/or NACK Power Offset IE.]

[TDD – If the DRNS needs to update the TDD ACK-NACK Power Offset the DRNS shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including TDD ACK NACK Power Offset IE.]

[FDD – If the DRNS needs to update the Precoder weight set restriction , the DRNS shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including Precoder weight set restriction IE.]

[FDD – Secondary Serving HS-DSCH related Parameter(s) Updating:]

[FDD – If RADIO LINK PARAMETER UPDATE INDICATION message is used to update the parameters related to secondary serving HS-DSCH, it contains suggested value(s) of the secondary serving HS-DSCH related parameter(s) that should be reconfigured on the radio link.]

[FDD – If the DRNS needs to update secondary serving HS-DSCH related parameters, the DRNS shall initiate RADIO LINK PARAMETER UPDATE INDICATION message and include the Additional HS Cell Information RL Param Upd IE.]

-
[FDD – If the DRNS needs to allocate new secondary serving HS-SCCH Codes, the DRNS shall include the HS-SCCH Code Change Indicator IE in the HS-DSCH FDD Secondary Serving Update Information IE.]

-
[FDD – If the DRNS needs to update the Precoder weight set restriction , the DRNS shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including Precoder weight set restriction IE in the HS-DSCH FDD Secondary Serving Update Information IE.]

[FDD – Phase Reference Handling:]

[FDD – If DRNS needs to update phase reference for the channel estimation for one or several Radio Links, the DRNC shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including Phase Reference Update Indicator IE for the concerned RL(s).]

[FDD – E-DCH:]

[FDD – If DRNS needs to update E-DCH related parameters, the DRNC shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including E-DCH FDD Update Information IE.]

[FDD – If the DRNS needs to update the HARQ process allocation for non-scheduled transmission and/or HARQ process allocation for scheduled Transmission, the DRNS shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including the HARQ Process Allocation For 2ms Non-Scheduled Transmission Grant IE for the concerned MAC-d Flows and/or HARQ Process Allocation For 2ms Scheduled Transmission Grant IE.]

[FDD – If the DRNS needs to allocate new E-AGCH Channelisation Code, new E-RGCH/E-HICH Channelisation Code, new E-RGCH Signature Sequence and/or new E-HICH Signature Sequence, the DRNC shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including E-DCH DL Control Channel Change Information IE.]

[FDD – If the DRNS needs to indicate to RNC that the TTI switching has been triggered and confirmed by the UE, the DRNS shall if supported initiate RADIO LINK PARAMETER UPDATE INDICATION message including the TTI Update Indication IE in the E-DCH FDD Update Information IE.]

[FDD – If the DRNS needs to update Additional E-DCH related parameters, the DRNS shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including Additional E-DCH Cell Information RL Param Upd IE.]

-
[FDD – If the DRNS needs to update the HARQ process allocation for scheduled Transmission, the DRNS shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including the HARQ Process Allocation For 2ms Scheduled Transmission Grant .]
-
[FDD – If the DRNS needs to allocate new E-AGCH Channelisation Code, new E-RGCH/E-HICH Channelisation Code, new E-RGCH Signature Sequence and/or new E-HICH Signature Sequence, the DRNS shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including Additional E-DCH DL Control Channel Change Information IE.]

[FDD – UL CLTD:]

[FDD - If the DRNS needs to update the local activation state of UL CLTD of the UE in UL CLTD operation, the DRNS shall initiate RADIO LINK PARAMETER UPDATE INDICATION including the UL CLTD State Update Information IE.]

[FDD – CPC Recovery:]

[FDD – If the DRNS needs to indicate that the CPC Recovery has been initiated, the DRNC shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including CPC Recovery Report IE.]

[FDD – If the DRNS needs to forward the UE measurement, the DRNS shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including UE Measurement Forwarding IE. If the UPH filtering value is the value of the secondary UL frequency, the DRNS shall include the UPH Filtering Value on secondary UL frequency IE in the UE Measurement Forwarding IE.]

[FDD – If the DRNS needs to perform the improved synchronized RRC procedures, the DRNS shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including CFN IE.]
/*partially omitted */
9.2.2.4B
E-DCH FDD Information

The E-DCH FDD Information IE provides information for an E-DCH to be established.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality 
	Assigned Criticality

	E-DCH MAC-d Flows Information
	M
	
	9.2.2.4MC
	
	–
	

	HARQ Process Allocation For 2ms Scheduled Transmission Grant
	O
	
	HARQ Process Allocation for 2ms TTI
9.2.2.4O
	If this IE is not included, scheduled transmission in all HARQ processes is allowed.
	–
	

	E-DCH Maximum Bitrate 
	O
	
	9.2.2.4MG
	
	–
	

	E-DCH Processing Overload Level
	O
	
	9.2.1.95
	
	–
	

	E-DCH Reference Power Offset
	O
	
	9.2.2.4MI
	
	–
	

	E-DCH Power Offset for Scheduling Info
	O
	
	9.2.1.96
	
	YES
	ignore

	SixteenQAM UL Operation Indicator
	O
	
	9.2.2.90
	
	YES
	reject

	E-AGCH Table Choice
	C- SixteenQAM UL Operation
	
	9.2.2.61A
	If the SixteenQAM UL operation is not configured for this UE, Table 16B for E-AGCH in TS 25.212 [9] shall be used.
	YES
	ignore

	SixtyfourQAM UL Operation Indicator
	O
	
	9.2.2.90a
	
	YES
	reject

	UL MIMO Information
	O
	
	9.2.2.159
	
	YES
	reject

	UPH Filtering Measurement Forwarding Request
	O
	
	ENUMERATED 

(Requested, Not Requested)
	
	YES
	reject

	UPH Filtering Measurement Forwarding Request on secondary UL frequency
	O
	
	ENUMERATED 

(Requested, Not Requested)
	
	YES
	reject


	Condition
	Explanation

	SixteenQAM UL Operation
	The IE shall be present if the SixteenQAM UL Operation Indicator IE is set to “Activate”.


/*partially omitted */
9.2.2.123
Cell Capability Container Extension FDD

The Cell Capability Container Extension FDD IE is an extension to the Cell Capability Container FDD IE and indicates the cell capability in the same way as Cell Capability Container Extension FDD IE. 

The cell capability of multi-cell related functions may depend on that the cell is multi-cell capable (adjacent and/or non-adjacent carrier) or Dual Band capable. Such support indicators in this Cell Capability Container Extension FDD IE shall be ignored by the SRNC if the cell does not have the required support indicated in the Cell Capability Container FDD IE: Multi Cell Support Indicator = "1" and/or Dual Band Support Indicator = "1". Support indicators that depend on multi-cell (adjacent and/or non-adjacent carrier) support are indicated in the table below with /Adjacent-carrier/. Support indicators that depend on Dual Band support are indicated in the table below with /Dual-band/. Support indicators that depend on that the cell supports one or both of multi-cell (adjacent and/or non-adjacent carrier) and Dual Band are indicated in the table below with /Multi-cell/. The marked support indicators indicate the support regardless of the supported multi-cell type in a multicell configuration: supported multi-cell type is - both serving HS-DSCH and secondary serving HS-DSCH, - secondary serving HS-DSCH or - serving HS-DSCH. 
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Cell Capability Container Extension FDD
	
	
	BIT STRING (SIZE(128))
	Each bit indicates whether a cell supports a particular functionality or not. The value 1 of a bit indicates that the corresponding functionality is supported in a cell and value 0 indicates that the corresponding functionality is not supported in a cell. Each bit is defined as follows.

The first bit: Cell Specific Tx Diversity Handling For Multi Cell Operation Support Indicator, /Multi-cell/.

The second bit: Multi Cell and MIMO Support Indicator, /Adjacent-carrier/.
The third bit: Multi Cell and Single Stream MIMO Support Indicator, /Adjacent-carrier/.
The fourth bit: Multi Cell E-DCH Support Indicator, /Adjacent-carrier/.

This bit shall be ignored by the SRNC if the fifth bit: Separate Iur Transport Bearer Support Indicator = “0” and the sixth bit: E-DCH UL Flow Multiplexing Support Indicator = “0”
The fifth bit: Separate Iur Transport Bearer Support Indicator, /Adjacent-carrier/.
This bit shall be ignored by the SRNC if the fourth bit: Multi Cell E-DCH Support Indicator = “0”
The sixth bit: E-DCH UL Flow Multiplexing Support Indicator, /Adjacent-carrier/.
This bit shall be ignored by the SRNC if the fourth bit: Multi Cell E-DCH Support Indicator = “0”
The seventh to eleventh bit: Maximum No of HSDPA Frequencies Support Indicator, /Multi-cell/.

This support indicator is coded as the binary representation of the maximum number of HSDPA frequencies, with the seventh bit as the MSB and the eleventh bit as the LSB.

Hexadecimal digit 0 means no support for 3 or more HSDPA carriers. Hexadecimal digits 1 and 2 are reserved.

The twelfth bit: Dual Band and MIMO Support Indicator, /Dual Band/.
The thirteenth bit: HSDPA 3 or more Carrier and MIMO Single Band Support Indicator, /Adjacent-carrier/
The fourteenth bit: HSDPA 3 or more Carrier and MIMO Dual Band Support Indicator, /Dual Band/.

The fifteenth bit: Dual band and Single Stream MIMO Support Indicator,/Dual Band/.

The sixteenth bit: HSDPA 3 or more Carrier and Single Stream MIMO Single Band Support Indicator, /Adjacent-Carrier/.

The seventeenth bit: HSDPA 3 or more Carrier and Single Stream MIMO Dual Band Support Indicator,/Dual Band/.

The eighteenth bit: Frequency Specific Compress Mode Capability/Multi-cell/.

The nineteenth bit: UL CLTD capability.

The twentieth to twenty-second bit: Supported MIMO transmit antennas (N). This capability is coded as the representation of the supported MIMO transmit antennas with the twentieth bit as the MSB and the twentys-econd bit as the LSB. Hexadecimal digit 0 means no support for more than 2 MIMO transmit antennas. Hexadecimal digit 2 means MIMO with four transmit antennas support.

Hexadecimal digit 1 is reserved. Undefined values are considered as spare.

The twenty-third bit: MIMO with N transmit antennas Capability Adjacent-carrier.

The twenty-fourth bit: MIMO with N transmit antennas Capability Dual Band/Dual Band.

The twenty-fifth bit: Multi Cell and MIMO with N transmit antennas Capability Adjacent-carrier.

The twenty-sixth bit: Multi Cell and MIMO with N transmit antennas Capability Dual Band/Dual Band.

The twenty-seventh bit: HSPA 3 or more Carrier and MIMO with N transmit antennas Capability Adjacent-carrier.

The twenty-eighth bit: HSPA 3 or more Carrier and MIMO with N transmit antennas Capability Dual Band/Dual Band.

This 3GPP release supports MIMO with four transmit antennas for up to 4 carriers.

The twenty-ninth bit:

Intra-Node B Multiflow.

The thirtieth bit:

Inter-Node B Multiflow.

The thirty-first to thirty-third bits: Supported Multiflow configuration, where value 0 indicates support for one frequency two cells, value 1 indicates support for two frequencies three cells, value 2 indicates support for two frequencies four cells. Value 3 indicates support for three frequencies four cells. Values 4-7 are reserved for future use.

The thirty-fourth bit: Multiflow and MIMO.

The thirty-fifth bit: Cell Specific Tx Diversity Handling For Multiflow Cell Operation.

The thirty-sixth bit: Multiflow and single stream MIMO.

The thirty-seventh bit: UL SixtyfourQAM capability.

The thirty-eighth bit: UL MIMO capability.

The thirty-ninth bit: UL MIMO and SixteenQAM capability.

The fourtieth bit: UL MIMO and SixtyfourQAM capability.

The forty-first bit: Common E-RGCH capability.

The forty-second bit: E-DCH Decoupling capability.

The forty-third bit: Basic DCH Enhancements Capability [71].

The forty-fourth bit: Full DCH Enhancements Capability [71].

The forty-fifth bit: Radio Links without DPCH/F-DPCH capability.

The forty-sixth bit: UL DPCCH2 capability.

The forty-seventh bit: feEUL TTI switching Node B Autonomous Capability.

The forty-eighth bit: feEUL TTI switching RNC notify Capability.

The forty-ninth bit: downlink TPC enhancements Capability.

The fiftieth bit: NAICS offloading Capability.

The fifty-first bit: Multi Cell E-DCH with DPDCH Capability.

The xxth bit: Fast TTI switching for Multi-carrier enhancements Capability.

Note that undefined bits are considered as a spare bit and spare bits shall be set to 0 by the transmitter and shall be ignored by the receiver. Note that Reserved bits are not considered as a spare bit. They shall however be set to 0 by the transmitter and shall be ignored by the receiver.


/*partially omitted */
9.2.2.182
UE Measurement Forwarding

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Measurement ID
	M
	
	9.2.1.37
	

	UE Measurement Value
	M
	
	9.2.2.183
	


9.2.2.183
UE Measurement Value

The UE Measurement Value contains the value to be forwarded.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	CHOICE Dedicated Measurement Value
	M
	
	
	
	–
	

	>UPH Filtering Value
	
	
	
	
	–
	

	>>UPH Filtering Value
	M
	
	INTEGER (0..32)
	According to mapping in TS 25.321 [41].
	–
	

	>UPH Filtering Value on secondary UL frequency
	
	
	
	
	–
	

	>>UPH Filtering Value
	M
	
	INTEGER (0..32)
	According to mapping in TS 25.321 [41].
	YES
	ignore


/*partially omitted */
9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

/*partially omitted */

id-Fast-TTI-switching-Mode-unsynchronized,


id-Fast-TTI-switching-Mode-Supported,


id-GANSS-BDSclockModel,


id-GANSS-NavModel-BDSKeplerianSet,


id-GANSS-UTCmodelSet4,


id-TPC-slot-position,


id-DL-TBS,


id-UPH-Filtering-Measurement-Forwarding-Request-Sec-UL-Frequency,


id-UPHFiltering-Value-Sec-UL-Frequency
FROM RNSAP-Constants

/*partially omitted */
CellCapabilityContainerExtension-FDD ::= BIT STRING (SIZE (128))
-- First bit: Cell Specific Tx Diversity Handling For Multi Cell Operation Support Indicator
-- Second bit: Multi Cell and MIMO Support Indicator
-- Third bit: Multi Cell and Single Stream MIMO Support Indicator
-- Fourth bit: Multi Cell E-DCH Support Indicator
-- Fifth bit: Separate Iub Transport Bearer Support Indicator
-- Sixth bit: E-DCH UL Flow Multiplexing Support Indicator
-- Seventh to eleventh bit: Maximum No of HSDPA Frequencies Support Indicator
-- Twelfth bit: Dual Band and MIMO Support Indicator
-- Thirteenth bit: 3 or more carrier HSDPA and MIMO Single Band Support Indicator
-- Fourteenth bit: 3 or more carrier HSDPA and MIMO Dual Band Support Indicator
-- Fifteenth bit : Dual Band and Single Stream MIMO Support Indicator 

-- Sixteenth bit : 3 or more carrier HSDPA and Single Stream MIMO Single Band Support Indicator 

-- Seventeenth bit : 3 or more carrier HSDPA and Single Stream MIMO Dual Band Support Indicator 

-- Eighteenth bit: Frequency specific Compressed Mode Support Indicator

-- Nineteenth bit: UL CLTD Capability

-- Twentieth to twenty-second bit: Supported MIMO transmit antennas (N).

-- Twenty-third bit: MIMO with N transmit antennas Capability Adjacent-carrier.

-- Twenty-fourth bit: MIMO with N transmit antennas Capability Dual Band/Dual Band.

-- Twenty-fifth bit: Multi Cell and MIMO with N transmit antennas Capability Adjacent-carrier.

-- Twenty-sixth bit: Multi Cell and MIMO with N transmit antennas Capability Dual Band/Dual Band.

-- Twenty-seventh bit: HSPA 3 or more Carrier and MIMO with N transmit antennas Capability Adjacent-carrier.

-- Twenty-eighth bit: HSPA 3 or more Carrier and MIMO with N transmit antennas Capability Dual Band/Dual Band.

-- Twenty-ninth bit: Intra-site Multiflow

-- Thirtieth bit: Inter-site Multiflow

-- The thirty-first to thirty-third bits: Supported Multiflow configuration, where:

--

value 0 indicates support for one frequency two cells

--

value 1 indicates support for two frequencies three cells

--

value 2 indicates support for two frequencies four cells

--

value 3 indicates support for three frequencies four cells

--

values 4-7 are reserved for future use.

-- Thirty-fourth bit: Multiflow and MIMO

-- Thirty-fifth bit: Cell Specific Tx Diversity Handling For Multiflow Cell Operation

-- Thirty-sixth bit: Multiflow and single stream MIMO

-- Thirty-seventh bit: UL 64QAM Capability

-- Thirty-eighth bit: UL MIMO Capability

-- Thirty-ninth bit: UL MIMO and 16QAM Capability

-- Fortieth bit: UL MIMO and 64QAM Capability

-- Forty-first bit: Common E-RGCH Capability

-- Forty-second bit: E-DCH Decoupling capability

-- Forty-third bit: Basic DCH Enhancements Capability

-- Forty-fourth bit: Full DCH Enhancements Capability

-- Forty-fifth bit: Radio Links without DPCH/F-DPCH operation Capability

-- Forty-sixth bit: UL DPCCH2 operation Capability

-- Forty-seventh bit: feEUL TTI switching Node B Autonomous Capability.

-- Forty-eighth bit: feEUL TTI switching RNC notify Capability.

-- Forty-ninth bit: downlink TPC enhancements Capability.

-- Fiftieth bit: NAICS offloading Capability.

-- Fifty-first bit: Multi Cell E-DCH with DPDCH Capability.
-- xxth bit: Fast TTI switching for Multi-carrier enhancements Capability.
-- Note that undefined bits are considered as a spare bit and spare bits shall be set to 0 by the transmitter and shall be ignored by the receiver.
/*partially omitted */
EDCH-FDD-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-E-DCH-PowerOffset-for-SchedulingInfo

CRITICALITY ignore
EXTENSION E-DCH-PowerOffset-for-SchedulingInfo
PRESENCE optional}|


{ ID id-SixteenQAM-UL-Operation-Indicator


CRITICALITY reject
EXTENSION SixteenQAM-UL-Operation-Indicator

PRESENCE optional}|

{ ID id-E-AGCH-Table-Choice






CRITICALITY ignore
EXTENSION E-AGCH-Table-Choice


PRESENCE conditional}|

-- The IE shall be present if the SixteenQAM UL Operation Indicator IE is set to “Activate”—


{ ID id-SixtyfourQAM-UL-Operation-Indicator


CRITICALITY reject
EXTENSION SixtyfourQAM-UL-Operation-Indicator
PRESENCE optional}|


{ ID id-UL-MIMO-Information






CRITICALITY reject
EXTENSION UL-MIMO-Information


PRESENCE optional}|


{ ID id-UPH-Filtering-Measurement-Forwarding-Request
CRITICALITY reject
EXTENSION UPH-Filtering-Measurement-Forwarding-Request
PRESENCE optional}|


{ ID id-UPH-Filtering-Measurement-Forwarding-Request-Sec-UL-Frequency
CRITICALITY reject
EXTENSION UPH-Filtering-Measurement-Forwarding-Request-Sec-UL-Frequency
PRESENCE optional},


...

}
/*partially omitted */
UE-Measurement-Value ::= CHOICE {


uPHFiltering-Value




UPHFiltering-Value,


extension-UE-Measurement-Value

Extension-UE-Measurement-Value

}

Extension-UE-Measurement-Value ::= ProtocolIE-Single-Container {{ Extension-UE-Measurement-ValueIE}}

Extension-UE-Measurement-ValueIE RNSAP-PROTOCOL-IES ::= {

{ ID id-UPHFiltering-Value-Sec-UL-Frequency

CRITICALITY ignore
TYPE UPHFiltering-Value
PRESENCE mandatory },

...

}

UPHFiltering-Value ::= INTEGER (0..32)

-- According to mapping in TS 25.321

UPH-Filtering-Measurement-Forwarding-Request ::= ENUMERATED {


requested,


notRequested

}

UPH-Filtering-Measurement-Forwarding-Request-Sec-UL-Frequency ::= ENUMERATED {


requested,


notRequested

}
UE-SupportIndicatorExtension ::= BIT STRING (SIZE (32))
-- First bit: Different HS-SCCH In Consecutive TTIs Support Indicator
-- Second bit: HS-SCCH orders in HS-SCCH-less Operation Support Indicator

-- Third bit: RRC Rel-9 (onwards) handling of DL secondary HS-DSCH (de)activation state Support Indicator

-- Fourth bit: UE DTX/DRX related HS-SCCH orders uniform behavior indicator

-- Fifth bit: UE longer HARQ processing time for Multiflow and MIMO indicator

-- Sixth bit: UE blind HARQ retransmissions indicator for HSDPA

-- Note that undefined bits are considered as a spare bit and spare bits shall be set to 0 by the transmitter and shall be ignored by the receiver.
/*partially omitted */
9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

/*partially omitted */
id-Extension-TerminationMeasurementList









ProtocolIE-ID ::= 2059

id-GsmCellList-CM-Rprt













ProtocolIE-ID ::= 2060

id-GsmCellList-CM-Rqst













ProtocolIE-ID ::= 2061

id-GsmCellList-CM-Rsp













ProtocolIE-ID ::= 2062

id-LoadValue















ProtocolIE-ID ::= 2063

id-EventH
















ProtocolIE-ID ::= 2064
id-UPH-Filtering-Measurement-Forwarding-Request-Sec-UL-Frequency



ProtocolIE-ID ::= xxxx

id-UPHFiltering-Value-Sec-UL-Frequency









ProtocolIE-ID ::= yyyy
END
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