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1 Introduction
At RAN#73 meeting, a new WI Quality of Experience Measurement Collection for streaming services in UTRAN was approved [1]. RAN2 is the primary WG and RAN3 is the secondary WG.
This contribution is to provide the analysis on RAN3 impacts for this WI.
2 Discussion 
2.1
Background of the WI
In the WID [1], the work for RAN2 and RAN3 are listed as below.
	For the above-mentioned, the work should follow the detailed work plan listed below:

For RAN WG2:

· Define the procedures for configuration and reporting of QoE measurements by using RRC.
· Definition of the delivery functionality towards O&M in co-operation with TSG SA WG5, if needed.
Note: Existing MDT procedures should be taken as a baseline.

For RAN WG3:

· Define necessary UTRAN functionality for QoE Measurement Collection for the interfaces under RAN3 responsibility.
· Define new functionality in UTRAN to report Node B local information to RNC, if needed, over NBAP.
· Definition of the O&M requirements for the handling of the UE and UTRAN measurement data.
Note: Existing MDT procedures should be taken as a baseline.


For RAN3, there are three bullets and the main work is about the first bullet, i.e. Define necessary UTRAN functionality for QoE Measurement Collection for the interfaces under RAN3 responsibility. In addition, existing MDT procedures should be taken as a baseline.
2.2
RAN3 impacts due to the WI QMC for streaming

The impacts due to legacy MDT are summarized as below:

	TS
	CR No
	Impacts due to MDT

	TS 25.410
	CR0074
	The MDT function is defined (by extending the trace function)

	TS 25.401
	CR0136
	The MDT function is defined (by extending the trace function)

	TS 25.413
	CR1094
	Add MDT activation into the CN invoke trace message

	TS 25.423
	CR 1667
	Add MDT activation into the IUR invoke trace message


For the WI QMC for streaming, RAN2 is the leading group, so it is expected that RAN2 should firstly discuss and decide on QMC solutions, and then RAN2 could inform other WGs if there are impacts to these WGs.

In our understanding, if QMC follows the MDT enhancements framework, there could be similar impacts as legacy MDT in RAN3. For example, if RAN2 confirms that QMC solutions would allow the network to send the QoE configuration to the UE, the QoE configuration could be also added into CN INVOKE TRACE message over both Iu and Iur interfaces. In addition, we consider QMC for streaming as a new feature, there may be a need to define it in both TS 25.410 and 25.401 specifications as well.
Proposal: If RAN2 agrees that QMC solutions would allow the network to send the QoE configuration to the UE, possible RAN3 impacts are:
- define the QMC function in both TS 25.410 and 25.401.
- update TS 25.413 and 25.423 in order to support the QoE configuration from the CN to the RNC and between RNCs.
3 Conclusion

In this contribution, RAN3 impacts due to the WI QMC for streaming are analyzed. We think that RAN2 will start discussions on QMC solutions and later RAN2 may inform RAN3 of its progress, so it is proposed:
Proposal: If RAN2 agrees that QMC solutions would allow the network to send the QoE configuration to the UE, possible RAN3 impacts are:

- define the QMC function in both TS 25.410 and 25.401.
- update TS 25.413 and 25.423 in order to support the QoE configuration from the CN to the RNC and between RNCs.
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