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1 Introduction

The following contains a summary of the offline discussion on draft documents for V2X comebacks #17, 18, and 19. Initial notes are taken from RAN3 #93bis Chairman’s Notes v. 2016-10-12_19:52.
2 Discussion
2.1 CB #17 – Stage 2 TP for Localized MBMS Architecture
TP for Stage 2 to capture reference to SA2 localized MBMS architecture

(LGE)
DRAFT Rev. in R3-162509 CRr, TS 36.300 v14.0.0, Rel-14, Cat. B (LGE, CATT)
Editorial “V2X messages” 
Consequences if not approved

Clauses affected

+ Huawei 

Simplify reason for change: “SA2 has agreed localized MBMS architectures for V2x. This is to align…”

Draft is agreeable

2.2 CB #18 – Pedestrian Authorization IE Name
· decide the name of the IE “operation” see open question on eNB resource management […]: how does eNB have knowledge of UE type? …. 

· ASN.1 issue?

(LGE)

DRAFT Rev in R3-162510 CR1465r1, TS 36.413 v14.0.0, Rel-14, Cat. B (LGE, Huawei, CATT, ZTE)
WI code: LTE_V2X-Core
draft is agreeable
DRAFT Rev in R3-162511 CR0999r1, TS 36.423 v14.0.0, Rel-14, Cat. B (LGE, Huawei, CATT, ZTE)
WI code: LTE_V2X-Core
draft is agreeable
2.3 CB #19 – UE PC5 AMBR

Try to converge on a BL CR
(HW) [ZTE, CATT]
DRAFT Rev in R3-162571 CR1468r1, TS 36.413 v14.0.0, Rel-14, Cat. B (CATT, ZTE, Huawei)
WI code: LTE_V2X-Core

“in network scheduled mode”? to be decided by RAN2?
Keep as is; check internally with RAN2

Clauses affected: 9.2.1.9, 9.2.1.19

draft is agreeable
DRAFT Rev in R3-162572 CR1000r1, TS 36.423 v14.0.0, Rel-14, Cat. B (Huawei, CATT)
Retrieve UE context is also used in LTE
Align behavior text with S1AP CR (“… in network scheduled mode…” or equivalent)

draft is agreeable
2.4 AOB (If Any)
None
