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START OF CHANGE
3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply.

AoA
Angle of Arrival
AP
Access Point

BDS
BeiDou Navigation Satellite System
BSSID
Basic Service Set IDentifier
CID
Cell-ID (positioning method)

E-SMLC
Enhanced Serving Mobile Location Centre

E-CID
Enhanced Cell-ID (positioning method)

ECEF
Earth-Centered, Earth-Fixed

ECI
Earth-Centered-Inertial

EGNOS
European Geostationary Navigation Overlay Service

E-UTRAN
Evolved Universal Terrestrial Radio Access Network

GAGAN
GPS Aided Geo Augmented Navigation

GLONASS
GLObal'naya NAvigatsionnaya Sputnikovaya Sistema (Engl.: Global Navigation Satellite System)

GMLC
Gateway Mobile Location Center

GNSS
Global Navigation Satellite System

GPS
Global Positioning System
HESSID
Homogeneous Extended Service Set Identifier
LCS
LoCation Services

LCS-AP
LCS Application Protocol

LMU
Location Measurement Unit

LPP
LTE Positioning Protocol

LPPa
LTE Positioning Protocol Annex
MBS
Metropolitan Beacon System
MO-LR
Mobile Originated Location Request

MT-LR
Mobile Terminated Location Request

NI-LR
Network Induced Location Request
PDU
Protocol Data Unit

PRS
Positioning Reference Signal

QZSS
Quasi-Zenith Satellite System

RRM
Radio Resource Management
RSSI
Received Signal Strength Indicator
SBAS
Space Based Augmentation System

SET
SUPL Enabled Terminal

SLP
SUPL Location Platform
SSID
Service Set Identifier
SUPL
Secure User Plane Location

TADV
Timing Advance
TBS
Terrestrial Beacon System
UE
User Equipment
UTDOA
Uplink Time Difference of Arrival
WAAS
Wide Area Augmentation System

WGS-84
World Geodetic System 1984
WLAN
Wireless Local Area Network

NEXT CHANGE
8.3
Enhanced cell ID positioning methods

8.3.1
General

In the Cell ID (CID)-based method, the UE position is estimated with the knowledge of the geographical coordinates of its serving eNodeB. Enhanced Cell ID (E-CID) positioning refers to techniques which use additional UE and/or E‑UTRAN radio resource related measurements to improve the UE location estimate. For E-UTRAN access, these measurements may include [20, 21]:

UE measurements ([20], [21]):

-
Reference signal received power (RSRP);

-
Reference Signal Received Quality (RSRQ);

-
UE Rx – Tx time difference;

-
GERAN RSSI;

-
UTRAN CPICH RSCP;

-
UTRAN CPICH Ec/Io;

-
WLAN RSSI.
E-UTRAN measurements ([20], [21]):

-
eNB Rx – Tx time difference
-
Timing Advance (TADV):

-
Type1: TADV = (eNB Rx – Tx time difference) + (UE Rx – Tx time difference)
-
Type2: TADV = eNB Rx – Tx time difference;

-
Angle of Arrival (AoA).

Various techniques exist to use these measurements to estimate the location of the UE. The specific techniques are beyond the scope of this specification.

NEXT CHANGE
8.3.2
Information to be transferred between E-UTRAN Elements

This sub clause defines the information (e.g., measurement data) that may be transferred between E-UTRAN elements.

8.3.2.1
Information that may be transferred from the E-SMLC to UE

UE-assisted Enhanced Cell-ID location does not require any assistance data to be transferred from the E-SMLC to the UE.

UE-Based Enhanced Cell-ID location is not supported in this version of the specification.

8.3.2.2
Information that may be transferred from the UE to E-SMLC

The information that may be signalled from UE to the E-SMLC is listed in table 8.3.2.2-1.

Table 8.3.2.2-1: Information that may be transferred from UE to the E-SMLC

	Information 
	UE‑assisted 

	Evolved Cell Global Identifier (ECGI)/Physical Cell ID
	Yes

	Reference signal received power (RSRP)
	Yes

	Reference Signal Received Quality (RSRQ)
	Yes

	UE Rx – Tx time difference
	Yes


8.3.2.3
Information that may be transferred from the eNodeB to E-SMLC

The information that may be signalled from eNodeB to the E-SMLC is listed in table 8.3.2.3-1.

Table 8.3.2.3-1: Information that may be transferred from eNB to the E-SMLC

	Information 

	Timing Advance (TADV)

	Angle of Arrival (AoA)

	E-UTRA Measurement Results List:

	
	- Evolved Cell Global Identifier (ECGI)/Physical Cell ID

	
	- Reference signal received power (RSRP)

	
	- Reference Signal Received Quality (RSRQ)

	GERAN Measurement Results List:

	
	- Base Station Identity Code (BSIC)

	
	- ARFCN of Base Station Control Channel (BCCH)

	
	- Received Signal Strength Indicator (RSSI)

	UTRA Measurement Results List:

	
	- UTRAN Physical ID

	
	- Common Pilot Channel Received Signal Code Power (RSCP)

	
	- Common Pilot Channel Ec/Io

	WLAN Measurement Results List:

	
	- WLAN Received Signal Strength Indicator (RSSI)

	
	- SSID

	
	- BSSID

	
	- HESSID

	
	- Operating Class

	
	- Country Code

	
	- WLAN Channel(s)

	
	- WLAN Band
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