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8.2.18
Physical Shared Channel Reconfiguration

8.2.18.1
General

This procedure is used to assign HS-DSCH related resources to the Node B.

[TDD - This procedure is also used for handling PDSCH Sets and PUSCH Sets in the Node B, i.e.

-
Adding new PDSCH Sets and/or PUSCH Sets,

-
Modifying these, and

-
Deleting them.]

This procedure is also used to assign E-DCH related resources to the Node B.

8.2.18.2
Successful Operation
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Figure 26: Physical Shared Channel Reconfiguration, Successful Operation

The procedure is initiated with a PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message sent from the CRNC to the Node B using the Node B Control Port.

Upon reception, the Node B shall activate the new configuration at the head boundary of the SFN according to the parameters given in the message.

If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes an SFN IE, the Node B shall activate the new configuration at the head boundary of that specified SFN. If no SFN IE is included Node B shall activate the new configuration immediately.

E-DCH and HS-DSCH Resources:

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH and E-HICH Total Power IE, the Node B shall not exceed this maximum transmission power on all HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH and E-HICH codes in the cell. If a value has never been set or if the value of the HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH and E-HICH Total Power IE is equal to or greater than the maximum transmission power of the cell the Node B may use all unused power for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH and E-HICH codes.]
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH And E-HICH Total Power IE in the HSDPA And E-DCH Cell Portion Information IE, the Node B shall not exceed this maximum transmission power on all HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH and E-HICH codes in the cell portion indicated by Cell Portion ID IE. If a value has never been set or if the value of the HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH And E-HICH Total Power IE for the cell portion is equal to or greater than the maximum transmission power of the cell portion, the Node B may use all unused power for HS-PDSCH, HS-SCCH and E-AGCH, E-RGCH and E-HICH codes.]

HS-DSCH Resources:
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes HS-PDSCH And HS-SCCH Scrambling Code IE, the Node B shall use this as the scrambling code for all HS-PDSCHs and HS-SCCHs. If a value has never been set, the Node B shall use the primary scrambling code for all HS-PDSCH and HS-SCCH codes.]

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes HS-PDSCH FDD Code Information IE, the Node B shall:

-
if the Number Of HS-PDSCH Codes IE is set to "0", delete any existing HS-PDSCH resources from the cell.

-
if the Number Of HS-PDSCH Codes IE is set to any value other than "0" and HS-PDSCH resources are not currently configured in the cell, use this list as the range of codes for HS-PDSCH channels.

-
if the Number Of HS-PDSCH Codes IE is set to any value other than "0" and HS-PDSCH resources are currently configured in the cell, replace the current range of codes with this new range of codes for HS-PDSCH channels.]

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes HS-SCCH FDD Code Information IE, the Node B shall:

-
If the HS-SCCH FDD Code Information IE contains no codes, delete any existing HS-SCCH resources from the cell.

-
If the HS-SCCH FDD Code Information IE contains one or more codes and HS-SCCH resources are not currently configured in the cell, use this list of codes as the list of codes for HS-SCCH channels.

-
If the HS-SCCH FDD Code Information IE contains one or more codes and HS-SCCH resources are currently configured in the cell, replace the current list of codes with this new list of codes for HS-SCCH channels.]

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes HS-PDSCH and HS-SCCH Total Power IE [1.28 Mcps TDD – or HS-PDSCH and HS-SCCH Total Power per CELL PORTION IE in the DL Timeslot and Code Information LCR per UARFCN IE] for a particular timeslot, the Node B shall not exceed this maximum transmission power on all HS-PDSCH and HS-SCCH codes in that timeslot. If a value has never been set for that timeslot or if the value of the HS-PDSCH and HS-SCCH Total Power IE for that timeslot is equal to or greater than the maximum transmission power of the cell the Node B may use all unused power in that timeslot for HS-PDSCH and HS-SCCH codes.]

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes HS-PDSCH TDD Information IE, the Node B shall:

-
If the HS-PDSCH TDD Information IE contains no [3.84 Mcps TDD - DL Timeslot and Code Information IE] [1.28 Mcps TDD - DL Timeslot and Code Information LCR per UARFCN IE] [7.68 Mcps TDD - DL Timeslot and Code Information 7.68Mcps IE], delete any existing HS-PDSCH resources from the cell.

-
If the HS-PDSCH TDD Information IE contains [3.84 Mcps TDD - DL Timeslot and Code Information IE] [1.28 Mcps TDD - DL Timeslot and Code Information LCR IE] [7.68 Mcps TDD - DL Timeslot and Code Information 7.68Mcps IE] and HS-PDSCH resources are not currently configured in the cell, use this IE as the list of timeslots / codes for HS-PDSCH channels.

-
If the HS-PDSCH TDD Information IE contains [3.84 Mcps TDD - DL Timeslot and Code Information IE] [1.28 Mcps TDD - DL Timeslot and Code Information LCR IE] [7.68 Mcps TDD - DL Timeslot and Code Information 7.68Mcps IE] and HS-PDSCH resources are currently configured in the cell, replace the current list of timeslots / codes with this new list of timeslots / codes for HS-PDSCH channels.]

-
[1.28Mcps TDD - If the HS-PDSCH TDD Information IE contains any DL Timeslot and Code Information LCR per UARFCN IE and HS-PDSCH resources are not currently configured on the indicated frequency within the cell, use this IE as the list of frequency / timeslots / codes for HS-PDSCH channels on the frequency, the HSDPA resources on other frequency shall remain unchanged.]
-
[1.28Mcps TDD - If the HS-PDSCH TDD Information IE contains any DL Timeslot and Code Information LCR per UARFCN IE and HS-PDSCH resources are currently configured on the indicated frequency within the cell, the current list of frequency / timeslots / codes  shall be replaced with this new list of frequency / timeslots / codes for HS-PDSCH channels on this frequency, the HSDPA resources on other frequency/frequencies shall remain unchanged.]
-
[1.28Mcps TDD - If the DL Timeslot and Code Information LCR per UARFCN IE contains no DL Timeslot and Code Information LCR IE but contains UARFCN IE, the existing HS-PDSCH resources on the frequency indicated by the UARFCN IE shall be deleted, the HSDPA resources on other frequency/frequencies shall remain unchanged.]

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes Add to HS-SCCH Resource Pool IE, the Node B shall add this resource to the HS-SCCH resource pool to be used to assign HS-SCCH sets.]

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Modify HS-SCCH Resource Pool IEs and includes any of [3.84Mcps TDD - TDD Channelisation Code IE, Midamble Shift and Burst Type IE, Time Slot IE], [1.28Mcps TDD - First TDD Channelisation Code IE, Second TDD Channelisation Code IE, Midamble Shift LCR IE, Time Slot LCR IE, TDD Channelisation Code IE], [7.68Mcps TDD - TDD Channelisation Code 7.68Mcps IE, Midamble Shift and Burst Type 7.68Mcps IE, Time Slot IE], for either HS-SCCH or HS-SICH channels, the Node B shall apply these as the new values, otherwise the old values specified for this set are still applicable.]

[1.28Mcps TDD - For a multi-frequency cell, if the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Modify HS-SCCH Resource Pool IEs and includes any UARFCN IEs related to HS-SCCH or HS-SICH channels, the Node B shall apply these configurations on the new frequency, otherwise the old frequency is still applicable.]

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Modify HS-SCCH Resource Pool IEs and includes theHS-SCCH Maximum Power IE, the Node B shall apply this value for the specified HS-SCCH code otherwise the old value is still applicable.]

[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Modify HS-SCCH Resource Pool IEs and includes the HS-SICH Reference Signal Information IE in the HS-SICH Reference Signal Information Modify IE, the Node B shall apply this HS-SICH reference signal configuration. Else if the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Modify HS-SCCH Resource Pool IEs and includes the HS-SICH Reference Signal Modify IE but does not contain the HS-SICH Reference Signal Information IE in the HS-SICH Reference Signal Modify IE, the Node B shall delete this HS-SICH reference signal configuration for the specified HS-SCCH. Otherwise the old configration is still applicable.]

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Delete from HS-SCCH Resource Pool IEs, the Node B shall delete these resources from the HS-SCCH resource pool.]

[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes Add to Non-HS-SCCH associated HS-SICH Resource Pool IEs and includes UARFCN IEs related to HS-SICH channel, the Node B shall add this resource to the non-HS-SCCH associated HS-SICH resource pool on the indicated frequency, otherwise the Node B shall add this resource to the non-HS-SCCH associated HS-SICH resource pool on the primary frequency.]

[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes Modify Non-HS-SCCH associated HS-SICH Resource Pool IEs and includes UARFCN IEs related to HS-SICH channel, the Node B shall apply these configurations on the new frequency, otherwise the old frequency is still applicable.]

[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Delete from Non-HS-SCCH associated HS-SICH Resource Pool IEs, the Node B shall delete these resources from the non-HS-SCCH associated HS-SICH resource pool.]
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes HS-PDSCH And HS-SCCH Scrambling Code IE in the HSDPA And E-DCH Cell Portion Information IE, the Node B shall use this as the scrambling code for all HS-PDSCHs and HS-SCCHs for the cell portion indicated by Cell Portion ID. If a value has never been set, the Node B shall use the primary scrambling code for all HS-PDSCH and HS-SCCH codes for the cell portion indicated by Cell Portion ID.]

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes HS-PDSCH FDD Code Information IE in the HSDPA And E-DCH Cell Portion Information IE, the Node B shall:

-
if the Number Of HS-PDSCH Codes IE is set to "0", delete any existing HS-PDSCH resources from the cell portion indicated by Cell Portion ID IE.

-
if the Number Of HS-PDSCH Codes IE is set to any value other than "0" and HS-PDSCH resources are not currently configured in the cell portion indicated by Cell Portion ID IE, use this list as the range of codes for HS-PDSCH channels.

-
if the Number Of HS-PDSCH Codes IE is set to any value other than "0" and HS-PDSCH resources are currently configured in the cell portion indicated by Cell Portion ID IE, replace the current range of codes with this new range of codes for HS-PDSCH channels.]

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes HS-SCCH FDD Code Information IE in the HSDPA And E-DCH Cell Portion Information IE, the Node B shall:

-
If the HS-SCCH FDD Code Information IE contains no codes, delete any existing HS-SCCH resources from the cell portion indicated by Cell Portion ID IE.

-
If the HS-SCCH FDD Code Information IE contains one or more codes and HS-SCCH resources are not currently configured in the cell portion indicated by Cell Portion ID IE, use this list of codes as the list of codes for HS-SCCH channels.

-
If the HS-SCCH FDD Code Information IE contains one or more codes and HS-SCCH resources are currently configured in the cell portion indicated by Cell Portion ID IE, replace the current list of codes with this new list of codes for HS-SCCH channels.]

[FDD - Enhanced Cell_FACH Operation]:
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the HS-DSCH Common System Information IE, then the Node B shall: 

-
If the HS-DSCH Common Information IE is included, then the Node B shall apply the parameters to the enhanced FACH in new configuration:

-
If the Discard Timer IE is included in the Priority Queue Information for Enhanced FACH IE, then the Node B shall use this information to discard out-of-date MAC-ehs SDUs from the related HSDPA Priority Queue.
-
If the FACH Measurement Occasion Cycle Length Coefficient IE is included in the HS-DSCH Common Information IE, then the Node B shall use this information for MAC-ehs scheduling decisions. 

-
The Node B shall allocate HS-SCCH codes and include the HS-SCCH Specific Information Response IE in the HS-DSCH Common System Information Response IE in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message.
-
The Node B shall include the HARQ Memory Partitioning IE in the HS-DSCH Common System Information Response IE in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message.

-
If the Common MAC Flow Specific Information IE is included, then the Node B shall apply the parameters to the enhanced FACH in new configuration:

-
If the common MAC flow indicated by the Common MAC Flow ID exsits in the Node B, then the Node B shall apply the parameters to modify this common MAC flow; otherwise, the Node B shall apply the parameters to newly establish the common MAC flow.

-
If the Transport Layer Address IE and Binding ID IE are included in the Common MAC Flow Specific Information IE, then the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the concerned Common MAC flow or Common MAC flow being modified for which a new transport bearer was requested with the Transport Bearer Request Indicator IE.

-
If the TNL QoS IE is included and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related transport bearer.

-
The Node B shall include in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message the Binding ID IE and Transport Layer Address IE for establishment of transport bearer for every Common MAC flow being established.

-
The Node B shall include the HS-DSCH Initial Capacity Allocation IE in the HS-DSCH Common System Information Response IE in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message for every Common MAC flow being established, if the Node B allows the CRNC to start transmission of MAC-c PDUs before the Node B has allocated capacity on user plane as described in TS 25.435 [24]. 

-
If the Common MAC Flow Priority Queue Information IE is included in the Common MAC Flow Specific Information IE, the Node B shall use the information for configuring HSDPA Priority Queues.]

-
If the Common HS-DSCH RNTI List IE is included, then the Node B may use this information for MAC-ehs scheduling decisions.]

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common MAC Flows To Delete IEs, then the Node B shall use this information to delete the indicated Common MAC flows. When a Common MAC flow is deleted, all its associated Priority Queues shall also be removed. If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common MAC Flows To Delete IE requesting the deletion of all remaining Common MAC flows, then the Node B shall delete the HS-DSCH common system configuration and release the resources for enhanced FACH.]
[FDD - Enhanced Cell/URA_PCH Operation]:
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the HS-DSCH Paging System Information IE, then the Node B shall: 

-
If the Paging MAC flow indicated by the Paging MAC Flow ID exsits in the Node B, then the Node B shall apply the parameters to modify this Paging MAC flow; otherwise, the Node B shall apply the parameters to newly establish the Paging MAC flow.

-
If the Transport Layer Address IE and Binding ID IE are included in the Paging MAC Flow Specific Information IE, then the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the concerned Paging MAC flow or Paging MAC flow being modified for which a new transport bearer was requested with the Transport Bearer Request Indicator IE.

-
If the TNL QoS IE is included and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related transport bearer.]
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Paging MAC Flows To Delete IEs, then the Node B shall use this information to delete the indicated Paging MAC flows. When a Paging MAC flow is deleted, all its associated Priority Queues shall also be removed. If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Paging MAC Flows To Delete IE requesting the deletion of all remaining Paging MAC flows, then the Node B shall delete the HS-DSCH paging system configuration and release the resources for enhanced PCH.]

[1.28Mcps TDD - Enhanced Cell_FACH Operation]:
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the HS-DSCH Common System Information LCR IE, then the Node B shall: 

-
If the HS-DSCH Common Information LCR IE is included, then the Node B shall apply the parameters to the enhanced FACH in new configuration:

-
If the Discard Timer IE is included in the Priority Queue Information for Enhanced FACH LCR IE, then the Node B shall use this information to discard out-of-date MAC-ehs SDUs from the related HSDPA Priority Queue.
-
If the FACH Measurement Occasion Cycle Length Coefficient IE is included in the HS-DSCH Common Information LCR IE, then the Node B shall use this information for MAC-hs scheduling decisions. 

-
The Node B shall allocate HS-SCCH codes and include the HS-SCCH Specific Information Response LCR IE in the HS-DSCH Common System Information Response LCR IE in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message.
-
The Node B shall include the HARQ Memory Partitioning IE in the HS-DSCH Common System Information Response LCR IE in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message. 
-
For a multi-frequency cell, if the HARQ Memory Partitioning IE is included in the HS-DSCH Common System Information Response LCR IE, the Node B shall include the UARFCN IE in the HS-DSCH Common System Information Response LCR IE to indicate the frequency of the HARQ Memory Partitioning IE in the HS-DSCH Common System Information Response LCR IE.

-
For a multi-frequency cell, the Node B can include the HARQ Memory Partitioning Per UARFCN IE in the HS-DSCH Common System Information Response LCR IE to indicate the HARQ Memory Partitioning infomation on the frequency indicated by the UARFCN IE in the HARQ Memory Partitioning Per UARFCN IE. 

-
The Node B shall use the value of the E-AGCH TPC Step Size IE contained in the Common E-PUCH Information LCR IE in the Common E-DCH System Information LCR IE for HS-SCCH inner loop power control.]

-
If the Common MAC Flow Specific Information LCR IE is included, then the Node B shall apply the parameters to the enhanced FACH in new configuration:

-
If the common MAC flow indicated by the Common MAC Flow ID LCR IE exsits in the Node B, then the Node B shall apply the parameters to modify this common MAC flow; otherwise, the Node B shall apply the parameters to newly establish the common MAC flow.

-
If the Transport Layer Address IE and Binding ID IE are included in the Common MAC Flow Specific Information LCR IE, then the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the concerned Common MAC flow or Common MAC flow being modified for which a new transport bearer was requested with the Transport Bearer Request Indicator IE.

-
If the TNL QoS IE is included and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related transport bearer.

-
The Node B shall include in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message the Binding ID IE and Transport Layer Address IE for establishment of transport bearer for every Common MAC flow being established.

-
The Node B shall include the HS-DSCH Initial Capacity Allocation IE in the HS-DSCH Common System Information Response LCR IE in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message for every Common MAC flow being established, if the Node B allows the CRNC to start transmission of MAC-c PDUs before the Node B has allocated capacity on user plane as described in TS 25.435 [24]. 

-
If the Common MAC Flow Priority Queue Information LCR IE is included in the Common MAC Flow Specific Information LCR IE, the Node B shall use the information for configuring HSDPA Priority Queues.]
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common MAC Flows To Delete LCR IEs, then the Node B shall use this information to delete the indicated Common MAC flows. When a Common MAC flow is deleted, all its associated Priority Queues shall also be removed. If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common MAC Flows To Delete LCR IE requesting the deletion of all remaining Common MAC flows, then the Node B shall delete the HS-DSCH common system configuration and release the resources for enhanced FACH.] 

[1.28Mcps TDD - If the Power Control GAP for CELL_FACH IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, the Node B may use the value for the power control for HS-SCCH, HS-SICH and E-AGCH according to TS 25.224 [21].]
[1.28Mcps TDD - If the UL Synchronisation Parameters LCR IE is included in the Common E-DCH System Information LCR IE in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, the Node B shall use the indicated values of Uplink Synchronisation Step Size IE and Uplink Synchronisation Frequency IE when evaluating the timing of the UL synchronisation.] 

[1.28Mcps TDD - If the Physical Channel ID for Common E-RNTI Requested Indicator IE in the Common E-DCH System Information LCR IE, if supported, the Node B shall included the Associated Phsical Channel ID IE in the Common E-RNTI Information LCR IE in the Common E-DCH System Information Response LCR IE to indicate the E-RUCCH associated with the related common E-RNTI group.]
[1.28Mcps TDD - Enhanced Cell/URA_PCH Operation]:
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the HS-DSCH Paging System Information LCR IE, then the Node B shall: 

-
If the Paging MAC flow indicated by the Paging MAC Flow ID IE exsits in the Node B, then the Node B shall apply the parameters to modify this Paging MAC flow; otherwise, the Node B shall apply the parameters to newly establish the Paging MAC flow.

-
If the Transport Layer Address IE and Binding ID IE are included in the Paging MAC Flow Specific Information LCR IE, then the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the concerned Paging MAC flow or Paging MAC flow being modified for which a new transport bearer was requested with the Transport Bearer Request Indicator IE.

-
If the TNL QoS IE is included and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related transport bearer.]
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Paging MAC Flows To Delete LCR IEs, then the Node B shall use this information to delete the indicated Paging MAC flows. When a Paging MAC flow is deleted, all its associated Priority Queues shall also be removed. If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Paging MAC Flows To Delete LCR IE requesting the deletion of all remaining Paging MAC flows, then the Node B shall delete the HS-DSCH paging system configuration and release the resources for enhanced PCH.]

[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common E-DCH System Information LCR IE, and the Scheduling Priority Indicator IE is present in the Common E-DCH Logical Channel information IE in the Common E-DCH MAC-d Flow Specific Information LCR IE, the Node B may use this IE to do the related scheduling operation.

[FDD - E-DCH Resources]:

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE, the Node B shall use this as the scrambling code for all E-AGCHs, E-RGCHs and E-HICHs. If a value has never been set, the Node B shall use the primary scrambling code for all E-AGCH, E-RGCH and E-HICH codes.]

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes E-AGCH FDD Code Information IE, the Node B shall:]

-
[FDD - If the E-AGCH FDD Code Information IE contains no codes, delete any existing E-AGCH resources from the cell.]

-
[FDD - If the E-AGCH FDD Code Information IE contains one or more codes and E-AGCH resources are not currently configured in the cell, use this list of codes as the list of codes for E-AGCH channels.]

-
[FDD - If the E-AGCH FDD Code Information IE contains one or more codes and E-AGCH resources are currently configured in the cell, replace the current list of codes with this new list of codes for E-AGCH channels.]

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes E-RGCH/E-HICH FDD Code Information IE, the Node B shall:]

-
[FDD - If the E-RGCH/E-HICH FDD Code Information IE contains no codes, delete any existing E-RGCH/E-HICH resources from the cell.]

-
[FDD - If the E-RGCH/E-HICH FDD Code Information IE contains one or more codes and E-RGCH/E-HICH resources are not currently configured in the cell, use this list of codes as the list of codes for E-RGCH/E-HICH channels.]

-
[FDD - If the E-RGCH/E-HICH FDD Code Information IE contains one or more codes and E-RGCH/E-HICH resources are currently configured in the cell, replace the current list of codes with this new list of codes for E-RGCH/E-HICH channels.]

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Maximum Target Received Total Wide Band Power IE, the Node B shall use this value to control E-DCH scheduling.]
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Reference Received Total Wide Band Power IE, the Node B may use this value to control E-DCH scheduling.]
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Target Non-serving E-DCH to Total E-DCH Power Ratio IE, the Node B shall store this value and use this value for E-DCH scheduling by controlling the ratio of received E-DCH wide band power from non-serving UEs to the total received E-DCH power.]
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE in the HSDPA And E-DCH Cell Portion Information IE, the Node B shall use this as the scrambling code for all E-AGCHs, E-RGCHs and E-HICHs for the cell portion indicated by Cell Portion ID. If a value has never been set, the Node B shall use the primary scrambling code for all E-AGCH, E-RGCH and E-HICH codes for the cell portion indicated by Cell Portion ID.]

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes E-AGCH FDD Code Information IE in the HSDPA And E-DCH Cell Portion Information IE, the Node B shall:] 

-
[FDD - If the E-AGCH FDD Code Information IE contains no codes, delete any existing E-AGCH resources from the cell portion indicated by Cell Portion ID IE.]

-
[FDD - If the E-AGCH FDD Code Information IE contains one or more codes and E-AGCH resources are not currently configured in the cell portion indicated by Cell Portion ID IE, use this list of codes as the list of codes for E-AGCH channels.]

-
[FDD - If the E-AGCH FDD Code Information IE contains one or more codes and E-AGCH resources are currently configured in the cell portion indicated by Cell Portion ID IE, replace the current list of codes with this new list of codes for E-AGCH channels.]
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes E-RGCH/E-HICH FDD Code Information IE in the HSDPA And E-DCH Cell Portion Information IE, the Node B shall:]

-
[FDD - If the E-RGCH/E-HICH FDD Code Information IE contains no codes, delete any existing E-RGCH/E-HICH resources from the cell portion indicated by Cell Portion ID IE.]

-
[FDD - If the E-RGCH/E-HICH FDD Code Information IE contains one or more codes and E-RGCH/E-HICH resources are not currently configured in the cell portion indicated by Cell Portion ID IE, use this list of codes as the list of codes for E-RGCH/E-HICH channels.]

-
[FDD - If the E-RGCH/E-HICH FDD Code Information IE contains one or more codes and E-RGCH/E-HICH resources are currently configured in the cell portion indicated by Cell Portion ID IE, replace the current list of codes with this new list of codes for E-RGCH/E-HICH channels.]

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Maximum Target Received Total Wide Band Power IE in the HSDPA And E-DCH Cell Portion Information IE, the Node B shall, if supported, use this value to control E-DCH scheduling in the cell portion indicated by Cell Portion ID IE.]

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Reference Received Total Wide Band Power IE in the HSDPA And E-DCH Cell Portion Information IE, the Node B may use this value to control E-DCH scheduling in the cell portion indicated by Cell Portion ID IE.]

[TDD - E-DCH Resources]:

[3.84Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes  E-PUCH Information IE, the Node B shall:

-
If the E-PUCH Information IE contains no E-PUCH Timeslot Information IE, then the Node B shall delete any existing E-DCH resources from the cell.

-
If the  E-PUCH Information IE contains E-PUCH Timeslot Information IE and E-DCH resources are not currently configured in the cell, use this IE as the list of timeslots for E-PUCH channels.

-
If the  E-PUCH Information IE contains E-PUCH Timeslot Information IE and E-DCH resources are currently configured in the cell, replace the current list of timeslots with this new list of timeslots for E-PUCH channels.]

[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes  E-PUCH Information 1.28Mcps IE, the Node B shall:

-
If the E-PUCH Information 1.28Mcps IE contains no E-PUCH Timeslot Information 1.28Mcps per UARFCN IE, then the Node B shall delete any existing E-DCH resources from the cell.

-
For a single-frequency cell, if the E-PUCH Information 1.28Mcps IE contains E-PUCH Timeslot Information 1.28Mcps per UARFCN IE and E-DCH resources are not currently configured in the cell, use this IE as the list of timeslots / codes for E-PUCH channels.

-
For a single-frequency cell, if the  E-PUCH Information 1.28Mcps IE contains E-PUCH Timeslot Information 1.28Mcps per UARFCN IE and E-DCH resources are currently configured in the cell, replace the current list of timeslots / codes with this new list of timeslots / codes for E-PUCH channels.

-
For a multi-frequency cell, if the E-PUCH Information 1.28Mcps IE contains E-PUCH Timeslot Information 1.28Mcps per UARFCN IE and E-DCH resources are not currently configured on the indicated frequency in the cell, use this IE as the list of frequency / timeslots / codes for E-PUCH channels, the E-DCH resources on other frequency shall remain unchanged.

-
For a multi-frequency cell, if the E-PUCH Information 1.28Mcps IE contains E-PUCH Timeslot Information 1.28Mcps per UARFCN IE and E-DCH resources are currently configured on the indicated frequency in the cell, replace the current list of frequency / timeslots / codes with this new list of timeslots / codes for E-PUCH channels, the E-DCH resources on other frequency shall remain unchanged.
-
For a multi-frequency cell, if the E-PUCH Information 1.28Mcps IE contains E-PUCH Timeslot Information 1.28Mcps per UARFCN IE but only UARFCN IE is included, then the Node B shall delete the existing E-DCH resources on the frequency indicated by the UARFCN IE from the cell, the E-DCH resources on other frequency shall remain unchanged.]

[7.68Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes  E-PUCH Information 7.68Mcps IE, the Node B shall:

-
If the E-PUCH Information 7.68Mcps IE contains no E-PUCH Timeslot Information IE, then the Node B shall delete any existing E-DCH resources from the cell.

-
If the  E-PUCH Information 7.68Mcps IE contains E-PUCH Timeslot Information IE and E-DCH resources are not currently configured in the cell, use this IE as the list of timeslots for E-PUCH channels.

-
If the  E-PUCH Information 7.68Mcps IE contains E-PUCH Timeslot Information IE and E-DCH resources are currently configured in the cell, replace the current list of timeslots with this new list of timeslots for E-PUCH channels.]

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes [3.84Mcps TDD - Add to E-AGCH Resource Pool IE] [1.28Mcps TDD - Add to E-AGCH Resource Pool 1.28Mcps IE][7.68Mcps TDD - Add to E-AGCH Resource Pool 7.68Mcps IE], the Node B shall add this resource to the E-AGCH resource pool to be used to assign E-AGCH sets.]

[3.84Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Modify E-AGCH Resource Pool IEs and includes any of  TDD Channelisation Code IE, Midamble Shift and Burst Type IE, Time Slot IE, for E-AGCH channels, the Node B shall apply these as the new values, otherwise the old values specified for this set are still applicable.]
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Modify E-AGCH Resource Pool 1.28Mcps IEs and includes any of  First TDD Channelisation Code IE, Second TDD Channelisation Code IE, Midamble Shift LCR IE, Time Slot LCR IE, UARFCN IE for E-AGCH channels, the Node B shall apply these as the new values, otherwise the old values specified for this set are still applicable.]

[7.68Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Modify E-AGCH Resource Pool 7.68Mcps IEs and includes any of  TDD Channelisation Code 7.68Mcps IE, Midamble Shift and Burst Type 7.68Mcps IE, Time Slot IE, for E-AGCH channels, the Node B shall apply these as the new values, otherwise the old values specified for this set are still applicable.]

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any [3.84Mcps TDD - Modify E-AGCH Resource Pool IEs] [1.28Mcps - Modify E-AGCH Resource Pool 1.28Mcps  IEs ][7.68Mcps TDD - Modify E-AGCH Resource Pool 7.68Mcps IEs]and includes the Maximum E-AGCH Power IE, the Node B shall apply this value for the specified E-AGCH code otherwise the old value is still applicable.]

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Delete from E-AGCH Resource Pool IEs, the Node B shall delete these resources from the E-AGCH resource pool.]

[3.84Mcps TDD and 7.68Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the [3.84Mcps TDD - E-HICH Information IE] [7.68Mcps TDD - E-HICH Information 7.68Mcps IE], the Node B shall configure the E-HICH according to the parameters.]
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Add to E-HICH Resource Pool 1.28Mcps IE, the Node B shall add this resource to the E-HICH resource pool to be used to assign Scheduled or Non-scheduled E-HICH sets.]

[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Modify E-HICH Resource Pool 1.28Mcps IEs and includes any of  E-HICH Type IE, TDD Channelisation Code IE, Midamble Shift LCR IE, Time Slot LCR IE, UARFCN IE for E-HICH channels, the Node B shall apply these as the new values, otherwise the old values specified for this set are still applicable.]
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Modify E-HICH Resource Pool 1.28Mcps  IEs and includes the Maximum E-HICH Power IE, the Node B shall apply this value for the specified E-HICH code otherwise the old value is still applicable.]

[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Delete from E-HICH Resource Pool 1.28Mcps IEs, the Node B shall delete these resources from the E-HICH resource pool.]

[3.84Mcps TDD and 7.68Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Maximum Generated Received Total Wide Band Power in Other Cells IE, the Node B shall use this value to control E-DCH scheduling.]
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes Maximum Target Received Total Wide Band Power LCR IE, the Node B shall use this value to control E-DCH scheduling.] 

[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes Maximum RTWP per UARFCN information LCR IE, the Node B may use this value to control E-DCH scheduling in a multi-frequency cell and ignore the Maximum Target Received Total Wide Band Power LCR IE.]

[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes Maximum Target Received Total Wide Band Power per CELL PORTION LCR IE, the Node B may use this value to control E-DCH scheduling for the cell portion indicated by Cell Portion ID IE.]

[TDD - PDSCH/PUSCH Addition]:

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any PDSCH sets or PUSCH sets to be added, the Node B shall add these new sets to its PDSCH/PUSCH configuration.]

[1.28Mcps TDD - If the TSTD Indicator IE is included in PDSCH To Add Information LCR IE and is set to "active", the Node B shall activate TSTD diversity for PDSCH transmissions using the specified PDSCH Set that are not beacon channels (TS 25.221 [19], TS 25.224 [21]). If the TSTD Indicator IE is set to "not active" or the TSTD Indicator IE is not included in PDSCH To Add Information LCR IE, the Node B shall not activate TSTD diversity for the PDSCH Set.]

[TDD - PDSCH/PUSCH Modification]:

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any PDSCH sets or PUSCH sets to be modified, and includes any of [3.84Mcps TDD - DL/UL Code Information IE, Midamble Shift And Burst Type IE, Time Slot IE], [1.28Mcps TDD - DL/UL Code Information LCR IE, Midamble Shift LCR IE, Time Slot LCR IE], [7.68Mcps TDD - DL/UL Code Information 7.68Mcps IE, Midamble Shift And Burst Type 7.68Mcps IE, Time Slot IE], TDD Physical Channel Offset IE, Repetition Period IE, Repetition Length IE, or TFCI Presence IE, the Node B shall apply these as the new values, otherwise the old values specified for this set are still applicable.]
[TDD - PDSCH/PUSCH Deletion]:

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any PDSCH sets or PUSCH sets to be deleted the Node B shall delete these sets from its PDSCH/PUSCH configuration.]
[1.28Mcps TDD - SYNC_UL Partition]:

[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes SYNC_UL Partition Information IE, the Node B shall store the E-RUCCH SYNC_UL codes bitmap IE used to differentiate the E-DCH random access from the RACH random access according to TS 25.224 [21].]

[FDD – Common E-DCH Operation]:
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common E-DCH System Information IE, then the Node B shall: 

-
If the Common E-DCH UL DPCH Information IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration:

-
If the Common E-DCH E-DPCH Information IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration:

-
If the E-RGCH 2-Index-Step Threshold IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, the Node B shall use the value when the new configuration is being used. For the case of initial assignment of E-DCH related resources to the Node B, if E-RGCH 2-Index-Step Threshold IE is not present, the Node B shall use the default value defined in TS 25.331 [18].

-
If the E-RGCH 3-Index-Step Threshold IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, the Node B shall use the value when the new configuration is being used. For the case of initial assignment of E-DCH related resources to the Node B, if E-RGCH 3-Index-Step Threshold IE is not present, the Node B shall use the default value defined in TS 25.331 [18].

-
If the Common E-DCH Information IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration:
-
If the E-DCH Reference Power Offset IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B may use this value as a default HARQ power offset if it is not able to decode the MAC-i PDU and to determine the value of the actual HARQ power offset.

-
If the E-DCH Power Offset for Scheduling Info IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall use this value as a power offset for the transmission of scheduling information without any MAC-is PDUs.

-
If the Maximum TB Sizes IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B may use this information for the Node B scheduler in the new configuration.

-
If the Common E-DCH Additional Transmission Back Off IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B may use this information for the related common E-DCH resource allocation operation.

-
If the Common E-DCH Implicit Release Timer IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall use this information for the related common E-DCH resource release decision.

-
If the Common E-DCH HS-DPCCH Information IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration.
-
If the Common E-DCH CQI Information is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall use the information for CQI operation in the new configuration. 
-
If the Common E-DCH Preamble Control Information IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration:
-
If the E-AI Indicator IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall use this value for configuration of E-AIs on the AICH.

-
If the Common E-DCH AICH Information IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall use this information for configuration of AICH.

-
If the Common E-DCH F-DPCH Information IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration. 

-
If the Initial DL Transmission Power IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall, if supported, use this value for configuration of Initial DL Transmission Power on the F-DPCH.

-
If the Maximum DL Power IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall, if supported, use this value for configuration of Maximum DL Power on the F-DPCH.
-
If the Minimum DL Power IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall, if supported, use this value for configuration of Minimum DL Power on the F-DPCH.

-
If the Common E-DCH E-AGCH Channelisation Code Number IE is included, then the Node B shall use the indicated channelization code for the E-AGCH for the common E-DCH in the new configuration. 

-
If the Common E-DCH Resource Combination Information IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration:

-
If the E-RGCH Signature Sequence IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall configure the E-RGCH for the combination and use indicated signature sequence. 

-
If the UL Common MAC Flow Specific Information IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration:

-
If the Transport Layer Address IE and Binding ID IE are included in the UL Common MAC Flow Specific Information IE, then the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the concerned UL Common MAC flow.
-
If the TNL QoS IE is included and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related transport bearer.

-
The Node B shall include in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message the Binding ID IE and Transport Layer Address IE for establishment of transport bearer for every UL Common MAC flow being established.

-
If the Bundling Mode Indicator IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message and the Bundling Mode Indicator IE is set to "Bundling" and the E-TTI IE is set to "2ms", then the Node B shall use the bundling mode for the Common E-DCH UL data frames for the related UL Common MAC flow, otherwise the Node B shall use the non-bundling mode for the Common E-DCH UL data frames for the related UL Common MAC flow.

-
If the E-DCH MAC-d Flow Multiplexing List IE is included for a Common E-DCH MAC-d flow in the Common E-DCH MAC-d Flow Specific Information IE, the Node B shall use this information for the related resource allocation operation.]

-
If the Concurrent Deployment of 2ms and 10ms TTI IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message and if the Common E-DCH MAC-d flow info for Concurrent TTI IE is included for a Common E-DCH MAC-d flow in the Common E-DCH MAC-d Flow Specific Information IE, the Node B shall use this information for the transmission with the concurrent TTI.

-
If the E-RNTI List Request IE is included, then the Node B shall, if supported, include the E-RNTI List IE in the Common E-DCH System Information Response IE in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message.

-
If the E-RNTI Set IE is included, then the Node B shall, if supported, not allocate any E-RNTIs listed in this IE for a UE.

-
If supported, the Node B shall include UE Status Update Confirm Indicator IE in the Common E-DCH System Information Response IE in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message to indicate that the Node B supports of UE status update confirmation procedure for releasing E-RNTI.

-
If the Concurrent Deployment of 2ms and 10ms TTI IE is included, then the Node B shall, if supported, apply the parameters to the common E-DCH in new configuration:

-
If the E-DPCCH Power Offset, E-RGCH 2-Index-Step Threshold, E-RGCH 3-Index-Step Threshold,or E-DCH Reference Power Offset IE is not included in the Common E-DCH System Info Parameters for Concurrent TTI IE in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall use the corresponding IE included in Common E-DCH E-DPCH Information IE.

-
If the E-DCH Reference Power Offset, E-DCH Power Offset for Scheduling Info, Maximum E-DCH resource allocation for CCCH, Maximum period for collision resolution phase, Maximum TB Sizes, or Common E-DCH Additional Transmission Back Off IE is not included in the Common E-DCH System Info Parameters for Concurrent TTI IE in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall use the corresponding IE included in Common E-DCH Information IE.

-
If the Common E-DCH E-AGCH Channelisation Code Number IE in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall use corresponding IE included in Common E-DCH System Information IE.

-
If the Common E-DCH HS-DPCCH Information for Concurrent TTI IE is included in the Common E-DCH System Info Parameters for Concurrent TTI IE in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall use this information for the related HS-DPCCH information in the new configuration.

-
If the Common E-DCH Preamble Control Information extension Type1 IE is included, then the Node B shall, if supported, use this information for 10ms TTI type decisions in new configuration.:

-
If the AICH Info IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall use this information for configuration of AICH.

-
If the Common E-DCH Preamble Control Information extension Type2 IE is included, then the Node B shall, if supported, use this information for 2ms TTI type and Concurrent TTI capability decisions in new configuration.:

-
If the AICH Info IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall use this information for configuration of AICH.

-
If the Common E-DCH Preamble Control Information extension Type3 IE is included, then the Node B shall, if supported, use this information for 2ms TTI type and Per HARQ and TTI alignment capability decisions in new configuration.:

-
If the AICH Info IE is included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall use this information for configuration of AICH.

-
If the NodeB Triggered HS-DPCCH Transmission Information IE is included, then the Node B shall, if supported, apply the parameters to the Node B Triggered HS-DPCCH Transmission in new configuration:

-
If the Per HARQ Activation and Deactivation IE is included, then the Node B shall apply the parameters to the Per HARQ Activation and Deactivation in new configuration.

-
If the Coffset IE is included, then the Node B shall, if supported, apply the parameters to the TTI alignment in new configuration.

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common UL MAC Flows To Delete IEs, then the Node B shall use this information to delete the indicated Common UL MAC flows. If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common UL MAC Flows To Delete IE requesting the deletion of all remaining Common UL MAC flows, then the Node B shall delete the common E-DCH system configuration and release the resources for Common E-DCH.]
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common E-DCH MAC-d Flows To Delete IEs, then the Node B shall use this information to delete the indicated Common E-DCH MAC-d flows. If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common E-DCH MAC-d Flows To Delete IE requesting the deletion of all remaining Comm E-DCH MAC-d flows associated to a Common UL MAC flow, then the Node B shall release the resources for the Common UL MAC flow.]

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the E-AGCH Power Offset IE, then the Node B may use this value to determine the E-AGCH power.]

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the E-RGCH Power Offset IE, then the Node B may use this value to determine the E-RGCH power.]

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the E-HICH Power Offset IE, then the Node B may use this value to determine the E-HICH power.]

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common E-RGCH Operation Indicator IE, then the Node B shall, if supported, contain the Common E-RGCH Info IE in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message.]

[1.28Mcps TDD – Common E-DCH Operation]:
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common E-DCH System Information LCR IE, then the Node B shall: 

-
If the UL Common MAC Flow Specific Information LCR IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration:

-
If the Transport Layer Address IE and Binding ID IE are included in the UL Common MAC Flow Specific Information IE, then the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the concerned UL Common MAC flow.

-
If the TNL QoS IE is included and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related transport bearer.

-
The Node B shall include in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message the Binding ID IE and Transport Layer Address IE for establishment of transport bearer for every UL Common MAC flow being established.

-
If the E-DCH MAC-d Flow Multiplexing List IE is included for a Common E-DCH MAC-d flow in the Common E-DCH MAC-d Flow Specific Information LCR IE, the Node B shall use this information for the related resource allocation operation.]
-
If the Common E-PUCH Information LCR IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration.

-
If the E-TFCS Information TDD IE is included, then the Node B shall apply the parameters to the common E-DCH in new configuration.

-
If supported, the Node B shall include UE Status Update Confirm Indicator IE in the Common E-DCH System Information ResponseLCR IE in the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message to indicate that the Node B supports of UE status update confirmation procedure for releasing E-RNTI.

[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common E-DCH MAC-d Flows To Delete LCR IEs, then the Node B shall use this information to delete the indicated  Common E-DCH MAC-d flows. If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common UL MAC Flows to Delete LCR IE requesting the deletion of all remaining Comm E-DCH MAC-d flows associated to a Common UL MAC flow, then the Node B shall release the resources for the Common UL MAC flow.]

[FDD – Enhanced UE DRX Operation]:
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Enhanced UE DRX Information IE, then the Node B shall use the information to execute Enhanced UE DRX for the cell.]
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Further Enhanced UE DRX Information IE, then the Node B shall, if supported, use the information to execute Further Enhanced UE DRX in new configuration:

-
For the case of 1-level DRX is configured to the Node B, if HS-DSCH second Rx burstFACH or T32y IE is not present, the Node B shall use the default value defined in TS 25.331 [18].

-
For the case of 2-level DRX is configured to the Node B, if T32x, HS-DSCH first Rx burstFACH, HS-DSCH first DRX cycleFACH, HS-DSCH second Rx burstFACH, or T32y IE is not present, the Node B shall use the default value defined in TS25.331 [18].
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Enhanced UE DRX Information Extended IE, then the Node B shall if supported use the information to execute DRX/DTX enhancement scheme in Cell-FACH for the cell.]
[1.28Mcps DD – Enhanced UE DRX Operation]:
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Enhanced UE DRX Information LCR IE, then the Node B shall use the information to execute Enhanced UE DRX for the cell.] 

[1.28Mcps TDD - Shared physical channels Synchronisation Detection]:

[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message contains the Out-of-sync Detection Window IE, then the Node B shall use this IE to detect the synchronization status of UE as described in ref TS 25.224 [21], subclause 5.3.2A.]
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Treset Usage Indicator IE, if supported, the Node B shall stop using all configured MAC-ehs Reset Timers for the UEs in enhanced CELL_PCH or CELL_FACH with dedicated H-RNTI according to TS 25.321 [32].]

[1.28Mcps TDD – Shared physical channels In Synchronisation Indication]:

[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message contains the In Sync Indication Information LCR IE, then the Node B may use this information for MAC-hs/ehs scheduling.]

Response Message:

HS-DSCH/HS-SCCH Resources:

In the successful case involving HS-PDSCH or HS-SCCH resources, the Node B shall store the value of Configuration Generation ID IE and it shall make these resources available to all the current and future HS-DSCH transport channels; and shall respond with PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message.

[TDD - PDSCH/PUSCH Addition/Modification/Deletion]:

[TDD - In the successful case involving PDSCH/PUSCH addition, modification or deletion, the Node B shall add, modify and delete the PDSCH Sets and PUSCH Sets in the Common Transport Channel data base, as requested in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, and shall make these available to all the current and future DSCH and USCH transport channels. The  Node B shall respond with the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message.]

8.2.18.3
Unsuccessful Operation
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Figure 27: Physical Shared Channel Reconfiguration procedure: Unsuccessful Opreration

If the Node B is not able to support all parts of the configuration, it shall reject the configuration of all the channels in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message. The Cause IE shall be set to an appropriate value [TDD - either a single general cause value or PDSCH and PUSCH set specific cause values for each set that caused a failure within the Unsuccessful DL Shared Channel Set IE for PDSCH sets or Unsuccessful UL Shared Channel Set IE for PUSCH sets]. The Configuration Generation ID shall not be changed in the Node B.

If the configuration was unsuccessful, the Node B shall respond with the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message:

[1.28Mcps TDD - For a multi-frequency cell, if the Node B is not able to support all parts of the configuration, in the case the Node B can only support configuration on one or some frequencies, the HSDPA or E-DCH related resources on this or these frequencies may be regarded as having successfully been established/reconfigured/removed, the Node B shall reject the HSDPA or E-DCH related configuration on other failed frequencies. The Node B may respond with the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message. The HS-Cause IE or E-Cause IE in the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message may be set to specific cause values for each frequency that caused a HSDPA or E-DCH related configuration failure. If the failure occurs on the HS-PDSCH, HS-SCCH, E-PUCH or E-AGCH resources, the Node B may store the value of the Configuration Generation ID IE and it shall make these resources available to all the current and future HS-DSCH or E-DCH transport channels. If the Node B is not able to support the HSDPA or E-DCH related configuration on any frequencies, the Cause IE may be set to an appropriate value, which is either a general cause value or specific cause values for each frequency that caused a failure. For the successfully configured HSUPA frequencies, the E-HICH Time Offset LCR per UARFCN IE may be included in the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message. For the successfully configured Enhanced CELL_FACH frequencies, the Common System Information Response LCR IE may be included in the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message.]

Typical cause values are as follows:

Radio Network Layer Cause:

-
Cell not available

-
Node B Resources unavailable

Transport Layer Cause:

-
Transport Resources Unavailable
Miscellaneous Cause:

-
O&M Intervention

-
Control processing overload

-
HW failure

8.2.18.4
Abnormal Conditions

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message contains Add to HS-SCCH Resource Pool IE, the Modify HS-SCCH Resource Pool IE, or the Delete from HS-SCCH Resource Pool IE and does not contain the Configuration Generation ID the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]

[3.84Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message contains the Add to E-AGCH Resource Pool IE, the Modify E-AGCH Resource Pool IE, or the Delete from E-AGCH Resource Pool IE and does not contain the Configuration Generation ID the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message contains the Add to E-AGCH Resource Pool 1.28Mcps IE, the Modify E-AGCH Resource Pool 1.28Mcps IE, or the Delete from E-AGCH Resource Pool IE and does not contain the Configuration Generation ID the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message contains the Add to E-HICH Resource Pool 1.28Mcps IE, the Modify E-HICH Resource Pool 1.28Mcps IE, or the Delete from E-HICH Resource Pool 1.28Mcps IE and does not contain the Configuration Generation ID the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]

[7.68Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message contains the Add to E-AGCH Resource Pool 7.68Mcps IE, the Modify E-AGCH Resource Pool 7.68Mcps IE, or the Delete from E-AGCH Resource Pool IE and does not contain the Configuration Generation ID the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message contains the Configuration Generation ID IE and does not contain at least one of Add to HS-SCCH Resource Pool IE, the Modify HS-SCCH Resource Pool IE, [3.84Mcps TDD -  the Add to E-AGCH Resource Pool IE, the Modify E-AGCH Resource Pool IE, the Delete from E-AGCH Resource Pool IE,] [1.28Mcps TDD - the Add to E-AGCH Resource Pool 1.28Mcps IE, the Modify E-AGCH Resource Pool 1.28Mcps IE, the Delete from E-AGCH Resource Pool IE, the Add to E-HICH Resource Pool 1.28Mcps IE, the Modify E-HICH Resource Pool 1.28Mcps IE, the Delete from E-HICH Resource Pool 1.28Mcps IE,][7.68Mcps TDD -  the Add to E-AGCH Resource Pool 7.68Mcps IE, the Modify E-AGCH Resource Pool 7.68Mcps IE, the Delete from E-AGCH Resource Pool IE,] or the Delete from HS-SCCH Resource Pool IE the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]

[FDD - If neither E-AGCH nor E-HICH/E-RGCH resources are configured in the cell, and if one or more codes are included in the E-AGCH FDD Code Information IE and/or E-RGCH/E-HICH FDD Code Information IE but the Maximum Target Received Total Wide Band Power IE is not included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall send PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE, and the E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE is not identical to the scrambling code of the phase reference, then the Node B shall reject the procedure using the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message.]
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE in the HSDPA And E-DCH Cell Portion Information IE, and the E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE is not identical to the scrambling code of the phase reference, then the Node B shall reject the procedure using the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message.]

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes HS-DSCH Common Information IE and/or Common MAC Flow Specific Information IE and if the Priority Queues associated with the same Common MAC Flow ID IE have the same Scheduling Priority Indicator IE value, the Node B shall reject the procedure using the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message.]

[1.28Mcps TDD - For a multi-frequency cell, if the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message does not contain the UARFCN IE in the DL Timeslot and Code Information LCR per UARFCN IE in the HS-PDSCH TDD Information IE, the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]
[1.28Mcps TDD - For a multi-frequency cell, if the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message does not contain the UARFCN IE in the HS-SCCH Information LCR IE in the Add to HS-SCCH Resource Pool IE, the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]
[1.28Mcps TDD - For a multi-frequency cell, if the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message contains the UARFCN IE in the HS-SCCH Information LCR IE in the Modify HS-SCCH Resource Pool IE, the HS-SCCH information on the new frequency shall be provided, otherwise the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]

[1.28Mcps TDD - For a multi-frequency cell, if the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message contains the UARFCN IE in the E-AGCH Information 1.28Mcps IE in the Modify E-AGCH Resource Pool 1.28Mcps IE, the E-AGCH information on the new frequency shall be provided, otherwise the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]
[1.28Mcps TDD - For a multi-frequency cell, if the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message contains the UARFCN IE in the E-HICH Information 1.28Mcps IE in the Modify E-HICH Resource Pool 1.28Mcps IE, the E-HICH information on the new frequency shall be provided, otherwise the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]
[1.28Mcps TDD - For a multi-frequency cell, if the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message does not contain the DL Timeslot and Code Information LCR IE in the DL Timeslot and Code Information LCR per UARFCN IE in the HS-PDSCH TDD Information IE but contains UARFCN IE, and no HS-DSCH resources are configured on the frequency within the cell, the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]

[1.28Mcps TDD - For a multi-frequency cell, if the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message does not contain the UARFCN IE in the E-PUCH Timeslot Information 1.28Mcps per UARFCN IE in the E-PUCH Information 1.28Mcps IE, the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]
[1.28Mcps TDD - For a multi-frequency cell, if the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message does not contain the UARFCN IE in the Add to E-AGCH Resource Pool 1.28Mcps IE, the Modify E-AGCH Resource Pool 1.28Mcps IE, the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]
[1.28Mcps TDD - For a multi-frequency cell, if the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message does not contain the UARFCN IE in the Add to E-HICH Resource Pool 1.28Mcps IE, the Modify E-HICH Resource Pool 1.28Mcps IE, the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]
[1.28Mcps TDD - For a multi-frequency cell, if the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message does not contain the E-PUCH Timeslot Information 1.28Mcps IE in the E-PUCH Timeslot Information 1.28Mcps per UARFCN IE in the E-PUCH Information 1.28Mcps IE but contains UARFCN IE, and no E-DCH resources are configured on the frequency within the cell, the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common E-DCH System Information IE and if the message does not contain the HS-DSCH Common System Information IE or the resource for enhanced FACH is not configured for the cell, the Node B shall reject the procedure using the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message.]
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Enhanced UE DRX Information IE and if the message does not contain the HS-DSCH Common System Information IE or the resource for enhanced FACH is not configured for the cell, the Node B shall reject the procedure using the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message.]
 [FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Enhanced UE DRX Information Extended and if the message does not contain the HS-DSCH Common System Information IE or the resource for enhanced FACH is not configured for the cell, the Node B shall reject the procedure using the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message.]
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes HS-DSCH Paging System Information IE and Paging MAC Flow Specific Information IE and if the Priority Queues associated with the same Paging MAC Flow ID IE have the same Scheduling Priority Indicator IE value, the Node B shall reject the procedure using the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message.]

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Further Enhanced UE DRX Information IE and if the message does not contain the Enhanced UE DRX Information IE, the Node B shall reject the procedure using the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message.]

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common E-RGCH Operation Indicator IE and if the message does not contain the Common E-DCH System Information IE, the Node B shall reject the procedure using the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message.]

If ALCAP is not used, if the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message does not include the Transport Layer Address IE and the Binding ID IE for the newly established Common MAC Flow, Paging MAC Flow and/or UL Common MAC Flow, the Node B shall reject the procedure using the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message.
------------------------------------------
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9.1.62
PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST

9.1.62.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.62
	
	–
	

	C-ID
	M
	
	9.2.1.9
	
	YES
	reject

	Configuration Generation ID
	M
	
	9.2.1.16
	
	YES
	reject

	SFN
	O
	
	9.2.1.53A
	
	YES
	reject

	HS-PDSCH, HS-SCCH,E-AGCH, E-RGCH and E-HICH Total Power
	O
	
	Maximum Transmission Power

9.2.1.40
	Maximum transmission power to be allowed for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH and E-HICH codes
	YES
	reject

	HS-PDSCH And HS-SCCH Scrambling Code
	O
	
	DL Scrambling Code 

9.2.2.13
	Scrambling code on which HS-PDSCH and HS-SCCH is transmitted.

0= Primary scrambling code of the cell 1…15 = Secondary scrambling code
	YES
	reject

	HS-PDSCH FDD Code Information
	O
	
	9.2.2.18F
	
	YES
	reject

	HS-SCCH FDD Code Information
	O
	
	9.2.2.18G
	
	YES
	reject

	E-AGCH And E-RGCH/E-HICH FDD Scrambling Code
	O
	
	DL Scrambling Code 

9.2.2.13
	Scrambling code on which E-AGCH, E-RGCH and E-HICH are transmitted.

0= Primary scrambling code of the cell 1…15 = Secondary scrambling code
	YES
	reject

	E-AGCH FDD Code Information
	O
	
	9.2.2.13Ib
	
	YES
	reject

	E-RGCH/E-HICH FDD Code Information
	O
	
	9.2.2.13Ia
	
	YES
	reject

	HSDPA And E-DCH Cell Portion Information
	
	0..<maxNrOfCellPortionsPerCell>
	
	
	GLOBAL
	reject

	>Cell Portion ID
	M
	
	9.2.2.1Ca
	
	–
	

	>HS-PDSCH And HS-SCCH Scrambling Code
	O
	
	DL Scrambling Code 

9.2.2.13
	Scrambling code on which HS-PDSCH and HS-SCCH is transmitted over cell portion.
	–
	

	>HS-PDSCH FDD Code Information 
	O
	
	9.2.2.18F
	
	–
	

	>HS-SCCH FDD Code Information
	O
	
	9.2.2.18G
	
	–
	

	>HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH and E-HICH Total Power
	O
	
	Maximum Transmission Power

9.2.1.40
	Maximum transmission power to be allowed for HS-PDSCH, HS-SCCH and E-AGCH, E-RGCH and E-HICH codes over cell portion

	–
	

	>E-AGCH And E-RGCH/E-HICH FDD Scrambling Code
	O
	
	DL Scrambling Code 

9.2.2.13
	Scrambling code on which E-AGCH, E-RGCH and E-HICH are transmitted over cell portion. 
	–
	

	>E-AGCH FDD Code Information
	O
	
	9.2.2.13Ib
	
	–
	

	>E-RGCH/E-HICH FDD Code Information
	O
	
	9.2.2.13Ia
	
	–
	

	>Maximum Target Received Total Wide Band Power
	O
	
	9.2.2.21a
	
	YES
	ignore

	>Reference Received Total Wide Band Power
	O
	
	9.2.2.39B
	
	YES
	ignore

	Maximum Target Received Total Wide Band Power
	O
	
	9.2.2.21a
	
	YES
	reject

	Reference Received Total Wide Band Power
	O
	
	9.2.2.39B
	
	YES
	ignore

	Target Non-serving E-DCH to Total E-DCH Power ratio
	O
	
	9.2.2.21b
	
	YES
	reject

	HS-DSCH Common System Information
	O
	
	9.2.2.75
	
	YES
	reject

	Common MAC Flows to Delete
	O
	
	9.2.2.97
	
	YES
	reject

	HS-DSCH Paging System Information
	O
	
	9.2.2.76
	
	YES
	reject

	Paging MAC Flows to Delete
	O
	
	9.2.2.98
	
	YES
	reject

	Common E-DCH System Information
	O
	
	9.2.2.103
	
	YES
	Reject

	Common UL MAC Flows to Delete
	O
	
	Common MAC Flows to Delete
9.2.2.97
	
	YES
	Reject

	Common E-DCH MAC-d Flows to Delete
	O
	
	E-DCH MAC Flows to Delete
9.2.1.73
	
	YES
	Reject

	Enhanced UE DRX Information
	O
	
	9.2.2.108
	
	YES
	reject

	Further Enhanced UE DRX Information
	O
	
	9.2.2.185
	
	YES
	ignore

	Common E-RGCH Operation Indicator
	O
	
	ENUMERATED(true)
	
	YES
	ignore

	Enhanced UE DRX Information Extended
	O
	
	9.2.2.XXX
	
	YES
	reject


	Range Bound
	Explanation

	MaxNrOfCellPortionsPerCell
	Maximum number of Cell Portions in a cell 


------------------------------------------
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9.2.2.XXX
Enhanced UE DRX Information Extended
The Enhanced UE DRX Information Extended IE provides information to discontinuously receive HS-DSCH for UEs configured with the DRX/DTX enhancement in Cell_FACH.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	HS-DSCH DRX cycleFACH extended
	M
	
	ENUMERATED (4,8,16,32,64,…)
	Determines the length of the DRX Cycle during DRX operation, in frames

	HS-DSCH Rx burstFACH extended
	M
	
	ENUMERATED (0.2, 0.4,…)
	Determines the period within the DRX Cycle that the UE continuously receives HS-DSCH, in frames


------------------------------------------
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9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for NBAP.

--

-- **************************************************************

NBAP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Active-Pattern-Sequence-Information,


AddorDeleteIndicator,


MIMO-withfourtransmitantennas-PilotConfiguration,


AICH-Power,


AICH-TransmissionTiming,


AllocationRetentionPriority,

AlternativeFormatReportingIndicator,

AvailabilityStatus,


ActivationDelay,


BCCH-ModificationTime,

------------------------------------------
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BCH-Parameters,


Radio-Links-without-DPCH-FDPCH-Indication,


UL-DPCCH2-Information,


UL-DPCCH2-Information-Reconf,


UE-Measurement-Value,


Downlink-TPC-enhancements-Information,


Downlink-TPC-enhancements-Reconf,


TPC-slot-position,


Improved-Synchronized-Indicator,


Enhanced-UE-DRX-InformationExtendedFDD
FROM NBAP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-Single-Container{},


ProtocolIE-ContainerList{},


NBAP-PRIVATE-IES,


NBAP-PROTOCOL-IES,


NBAP-PROTOCOL-EXTENSION

FROM NBAP-Containers


id-Active-Pattern-Sequence-Information,


id-Additional-S-CCPCH-Parameters-CTCH-ReconfRqstTDD,


id-Additional-S-CCPCH-Parameters-CTCH-SetupRqstTDD,


id-Additional-S-CCPCH-LCR-Parameters-CTCH-ReconfRqstTDD,


id-Additional-S-CCPCH-LCR-Parameters-CTCH-SetupRqstTDD,


id-MIMO-withfourtransmitantennas-PilotConfiguration,
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id-FTPICH-Information-Reconf,


id-Further-Enhanced-UE-DRX-InformationFDD,


id-Common-E-RGCH-Operation-Indicator,


id-Common-E-RGCH-InfoFDD,


id-DCH-ENH-Information,


id-DCH-ENH-Information-Reconf,


id-BCH-Parameters,


id-BCH-Parameters-CTCH-SetupRsp,


id-BCH-Parameters-CTCH-ReconfRqstFDD,


id-BCH-mappedOnSCCPCH-Indication,


id-Radio-Links-without-DPCH-FDPCH-Indication,


id-UL-DPCCH2-Information,


id-UL-DPCCH2-Information-Reconf,


id-UE-Measurement-Forwarding,


id-ActivationDelay,


id-Downlink-TPC-enhancements-Information,


id-Downlink-TPC-enhancements-Reconf,


id-TPC-slot-position,


id-Improved-Synchronized-Indicator,

id-Enhanced-UE-DRX-InformationExtended,

maxNrOfCCTrCHs,


maxNrOfCellSyncBursts,


maxNrOfCodes,


maxNrOfDCHs,


maxNrOfDLTSs,


maxNrOfDLTSLCRs,


maxNrOfDPCHs,

maxNrOfDPCHsPerRL-1,

maxNrOfDPCHLCRs,

maxNrOfDPCHsLCRPerRL-1,

maxNrOfDPCHs768,

maxNrOfDPCHs768PerRL-1,
------------------------------------------
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-- **************************************************************

--

-- PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST FDD

--

-- **************************************************************

PhysicalSharedChannelReconfigurationRequestFDD ::= SEQUENCE {


protocolIEs


ProtocolIE-Container

{{PhysicalSharedChannelReconfigurationRequestFDD-IEs}},


protocolExtensions
ProtocolExtensionContainer
{{PhysicalSharedChannelReconfigurationRequestFDD-Extensions}}
OPTIONAL,


...

}

PhysicalSharedChannelReconfigurationRequestFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-C-ID










CRITICALITY reject
TYPE C-ID






PRESENCE mandatory }|


{ ID id-ConfigurationGenerationID





CRITICALITY reject
TYPE ConfigurationGenerationID




PRESENCE mandatory }|


{ ID id-SFN











CRITICALITY reject
TYPE SFN






PRESENCE optional }|


{ ID id-HS-PDSCH-HS-SCCH-E-AGCH-E-RGCH-E-HICH-MaxPower-PSCH-ReconfRqst

CRITICALITY reject
TYPE MaximumTransmissionPower




PRESENCE optional }|


{ ID id-HS-PDSCH-HS-SCCH-ScramblingCode-PSCH-ReconfRqst
CRITICALITY reject
TYPE DL-ScramblingCode




PRESENCE optional }|


{ ID id-HS-PDSCH-FDD-Code-Information-PSCH-ReconfRqst
CRITICALITY reject
TYPE HS-PDSCH-FDD-Code-Information




PRESENCE optional }|


{ ID id-HS-SCCH-FDD-Code-Information-PSCH-ReconfRqst
CRITICALITY reject
TYPE HS-SCCH-FDD-Code-Information




PRESENCE optional },


...

}

PhysicalSharedChannelReconfigurationRequestFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-E-AGCH-And-E-RGCH-E-HICH-FDD-Scrambling-Code


CRITICALITY reject
EXTENSION DL-ScramblingCode









PRESENCE optional }|


{ ID id-E-AGCH-FDD-Code-Information







CRITICALITY reject
EXTENSION E-AGCH-FDD-Code-Information







PRESENCE optional }|


{ ID id-E-RGCH-E-HICH-FDD-Code-Information





CRITICALITY reject
EXTENSION E-RGCH-E-HICH-FDD-Code-Information




PRESENCE optional }|


{ID id-HSDPA-And-EDCH-CellPortion-Information-PSCH-ReconfRqst
CRITICALITY reject
EXTENSION HSDPA-And-EDCH-CellPortion-InformationList-PSCH-ReconfRqst

PRESENCE optional }|


{ID id-Maximum-Target-ReceivedTotalWideBandPower



CRITICALITY reject
EXTENSION Maximum-Target-ReceivedTotalWideBandPower


PRESENCE optional }|


{ID id-Reference-ReceivedTotalWideBandPower





CRITICALITY ignore
EXTENSION Reference-ReceivedTotalWideBandPower





 PRESENCE optional }|


{ID id-Target-NonServing-EDCH-To-Total-EDCH-Power-Ratio


CRITICALITY
reject
EXTENSION Target-NonServing-EDCH-To-Total-EDCH-Power-Ratio

PRESENCE optional }|


{ ID id-HSDSCH-Common-System-InformationFDD





CRITICALITY reject
EXTENSION HSDSCH-Common-System-InformationFDD



PRESENCE optional }|


{ ID id-Common-MACFlows-to-DeleteFDD






CRITICALITY reject
EXTENSION Common-MACFlows-to-DeleteFDD








PRESENCE optional }|


{ ID id-HSDSCH-Paging-System-InformationFDD





CRITICALITY reject
EXTENSION HSDSCH-Paging-System-InformationFDD





PRESENCE optional }|


{ ID id-Paging-MACFlows-to-DeleteFDD






CRITICALITY reject
EXTENSION Paging-MACFlows-to-DeleteFDD








PRESENCE optional }|


{ ID id-Common-EDCH-System-InformationFDD





CRITICALITY reject
EXTENSION Common-EDCH-System-InformationFDD






PRESENCE optional }|


{ ID id-Common-UL-MACFlows-to-DeleteFDD






CRITICALITY reject
EXTENSION Common-MACFlows-to-DeleteFDD








PRESENCE optional }|


{ ID id-Common-EDCH-MACdFlows-to-DeleteFDD





CRITICALITY reject
EXTENSION E-DCH-MACdFlows-to-Delete









PRESENCE optional }|


{ ID id-Enhanced-UE-DRX-InformationFDD






CRITICALITY reject
EXTENSION Enhanced-UE-DRX-InformationFDD







PRESENCE optional }|


{ ID id-Further-Enhanced-UE-DRX-InformationFDD




CRITICALITY ignore
EXTENSION Further-Enhanced-UE-DRX-InformationFDD





PRESENCE optional }|


{ ID id-Common-E-RGCH-Operation-Indicator





CRITICALITY ignore
EXTENSION Common-E-RGCH-Operation-Indicator






PRESENCE optional }|

{ ID id-Enhanced-UE-DRX-InformationExtended





CRITICALITY reject
EXTENSION Enhanced-UE-DRX-InformationExtendedFDD






PRESENCE optional },

...

}

------------------------------------------
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9.3.4
Information Elements Definitions

--******************************************************************************

--

-- Information Element Definitions

--

--******************************************************************************

NBAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


maxNrOfRLs,

maxNrOfTFCs,


maxNrOfErrors,


maxCTFC,


maxNrOfTFs,


maxTTI-count,


maxRateMatching,


maxHS-PDSCHCodeNrComp-1,


maxHS-SCCHCodeNrComp-1,


maxNrOfCellSyncBursts,


maxNrOfCombEDPDCH,


maxNrOfEDCH-HARQ-PO-QUANTSTEPs,


maxNrOfEDCHHARQProcesses2msEDCH,


maxNrOfBits-MACe-PDU-non-scheduled,


maxNrOfEDPCCH-PO-QUANTSTEPs,


maxNrOfRefETFCI-PO-QUANTSTEPs,

maxNrOfRefETFCIs,


maxNrOfMeasNCell,


maxNrOfMeasNCell-1,

maxNrOfReceptsPerSyncFrame,

------------------------------------------
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-- ==========================================

--
E

-- ==========================================

E-AGCH-Table-Choice ::= ENUMERATED{table16B, table16B-1, ...}

E-AGCH-FDD-Code-Information ::= CHOICE {


replace




E-AGCH-FDD-Code-List,


remove




NULL,


...

}

E-AGCH-FDD-Code-List ::= SEQUENCE (SIZE (1..maxNrOfE-AGCHs)) OF FDD-DL-ChannelisationCodeNumber

E-AI-Capability ::= ENUMERATED {

e-AI-capable,


e-AI-non-capable

}

E-AI-Indicator ::= BOOLEAN
E-DCH-Capability ::= ENUMERATED {

e-DCH-capable,


e-DCH-non-capable

}

E-DCHCapacityConsumptionLaw ::= SEQUENCE {



e-DCH-SF-allocation 
E-DCH-SF-allocation, 



dl-Cost-1



INTEGER (0..65535)













OPTIONAL,



dl-Cost-2



INTEGER (0..65535)













OPTIONAL,



iE-Extensions


ProtocolExtensionContainer { { E-DCHCapacityConsumptionLaw-ExtIEs } }

OPTIONAL,


...

}

E-DCHCapacityConsumptionLaw-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-DCH-Decoupling-Indication ::= ENUMERATED {



serving-E-DCH-cell-only,



serving-HS-DSCH-cell-only,



...

}

E-DCH-TDD-CapacityConsumptionLaw ::= SEQUENCE {



ul-Cost



INTEGER (0..65535),



dl-Cost



INTEGER (0..65535)













OPTIONAL,



iE-Extensions


ProtocolExtensionContainer { { E-DCH-TDD-CapacityConsumptionLaw-ExtIEs } }

OPTIONAL,


...

}

E-DCH-TDD-CapacityConsumptionLaw-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-DCH-SF-allocation ::= SEQUENCE ( SIZE(1..maxNrOfCombEDPDCH) ) OF


SEQUENCE {



ul-Cost-1

INTEGER (0..65535),



ul-Cost-2

INTEGER (0..65535),



iE-Extensions

ProtocolExtensionContainer { { E-DCH-SF-allocation-ExtIEs } }

OPTIONAL,


...

}

E-DCH-SF-allocation-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-DCH-TTI2ms-Capability ::= BOOLEAN 

-- True = TTI 10ms and 2ms supported for E-DCH False = only TTI 10ms supported for E-DCH

E-DCH-SF-Capability ::= ENUMERATED {

sf64, 


sf32, 


sf16, 


sf8, 


sf4, 


sf4x2, 


sf2x2, 


sf4x2-and-sf2x2,


...

}
------------------------------------------
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E-DCH-Semi-PersistentScheduling-Information-ResponseLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-RepetitionPeriodIndex
CRITICALITY reject
EXTENSION RepetitionPeriodIndex

PRESENCE
optional },

-- mandaroty for 1.28Mcps TDD.


...

}
ERNTI-Release-Status ::= ENUMERATED {


released,


not-released

}

Common-E-DCH-Implicit-Release-Timer ::= ENUMERATED {


zero,


more-than-zero

}
Enhanced-UE-DRX-InformationExtendedFDD  ::= SEQUENCE {


hS-DSCH-DRX-Cycle-FACH-Extended



HS-DSCH-DRX-Cycle-FACH-Extended,


hS-DSCH-RX-Burst-FACH-Extended



HS-DSCH-RX-Burst-FACH-Extended,


iE-Extensions







ProtocolExtensionContainer { {Enhanced-UE-DRX-InformationExtendedFDD-ExtIEs} }

OPTIONAL,


...

}

Enhanced-UE-DRX-InformationExtendedFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

HS-DSCH-DRX-Cycle-FACH-Extended ::= ENUMERATED {v4,v8,v16,v32,v64,...}
HS-DSCH-RX-Burst-FACH-Extended ::= ENUMERATED {v0.2,v0.4,...}
-- ==========================================

--
F

-- ==========================================

------------------------------------------
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9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

NBAP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-Constants (4)}

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM NBAP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-audit 











ProcedureCode ::= 0

id-auditRequired 









ProcedureCode ::= 1

id-blockResource 









ProcedureCode ::= 2

id-cellDeletion 









ProcedureCode ::= 3

------------------------------------------
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id-Fast-TTI-switching-Mode-Supported







ProtocolIE-ID ::= 1304

id-Dual-Band-EDCH-Capability









ProtocolIE-ID ::= 1305

id-Improved-Synchronized-Indicator








ProtocolIE-ID ::= 1306

id-Downlink-TPC-enhancements-Information






ProtocolIE-ID ::= 1307

id-Downlink-TPC-enhancements-Reconf








ProtocolIE-ID ::= 1308

id-TPC-slot-position











ProtocolIE-ID ::= 1309

id-E-RNTI-Set













ProtocolIE-ID ::= 1310

id-DL-TBS














ProtocolIE-ID ::= 1311
id-Enhanced-UE-DRX-InformationExtended







ProtocolIE-ID ::= XXXX

END
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