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Introduction
This paper provides Text Proposal for the following come back:

CB: # 94_SliceAvailibiity

·  Keep or not intra/inter frequency?

· Awareness?  

· Reflect slice should not change within registration area

· Remove Editor note …

· 2nd / 3rd sentence from R3-162985
TP for section 8.1
8
Realization of Network Slicing
8.1
Key principles for support of Network Slicing in RAN
Network Slicing is a new concept to allow differentiated treatment depending on each customer requirements. With slicing, it is now possible for Mobile Network Operators (MNO) to consider customers as belonging to different tenant types with each having different service requirements that govern in terms of what slice types each tenant is eligible to use based on Service Level Agreement (SLA) and subscriptions. 

The following key principles apply for support of Network Slicing in RAN
Part not affected by changes
Slice Availability

-
Some slices may be available only in part of the network. Awareness in a gNB of the slices supported in the cells of its neighbouring gNBs may be beneficial for inter-frequency mobility in connected mode. If is FFS if such awareness is also beneficial for intra-frequency mobility. It is assumed that the slice configuration does not change within the UE’s registration area. 
The RAN and the CN are responsible to handle a service request for a slice that may or may not be available in a given area. Admission or rejection of access to a slice may depend by factors such as support for the slice, availability of resources, support of the requested service by other slices.
