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<<<<<<<<<<<<<<<<<<<< Begin of Changes >>>>>>>>>>>>>>>>>>>>

10.2
New RAN operation
10.2.1
Intra-system Mobility
10.2.1.1
Intra-system Intra-RAT mobility scenarios
Scenario: Inter gNB mobility with Xn interface
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Figure 7.2.1.1-1: Inter gNB mobility scenario
Editor’s note: Intra gNB mobility scenario is subject to discussion with more progress from RAN2 and RAN3 on functional split and RAN architecture.
10.2.1.2
Intra-system Inter-RAT handover with E-UTRA
There are two intra-system inter-RAT handover with E-UTRA scenarios as shown in Figure 7.2.1.2-1. 
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Figure 7.2.1.2-1: Scenarios for Intra-system inter-RAT handover with E-UTRA

NOTE:
Intra 5G system inter-RAT handover with NGC relocation is pending on SA2.

10.2.1.3
Cell Reselection, Release and Redirection (FFS)
This function provides for support of cell reselection, release and redirection between the radio accesses supported within the New RAN.

This function is under RAN2’s responsibility and pending progress in RAN2.
10.2.2
Inter-system Mobility
10.2.2.2
Inter-system Inter-RAT handover with E-UTRA
Inter-system inter-RAT handover with E-UTRA scenario is shown in Figure 7.2.2.2-1. 
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Figure 7.2.2.2-1: Inter-system inter-RAT handover with E-UTRA

NOTE:
The interface between EPC and NGC is pending to SA2.

<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
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Scenario 1: inter-RAT handover based on CN interface
Scenario 2: inter-RAT handover based on eLTE eNB and 5G CN interface
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Scenario 3: inter-RAT handover based on eLTE eNB and NR BS interface
NG
NG
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