3GPP TSG RAN WG3 Meeting #94
R3-163052

Reno, Nevada, USA, 14th – 18th November 2016

3GPP TSG-RAN WG2 #95bis
Tdoc R2-167293
Kaohsiung, Taiwan, 10th – 14th October 2016

Title:
LS on S-TMSI in RAN paging
Response to:
-
Release:
Rel-14
Work Item:
LTE_LIGHT_CON-Core 

Source:
RAN WG2
To:
SA WG3
Cc:
RAN WG3, CT WG1
Contact Person:


Name:
Håkan Palm
E-mail Address:   hakan.l.palm@ericsson.com
Attachments: - 
1. Overall Description:

In the Rel-14 for WI Signalling reduction to enable light connection for LTE, RAN2 concluded to introduce RAN-based paging (in addition to legacy CN-based paging). This RAN initiated paging process is controlled by an “anchor eNB”, and triggered when there is downlink data or signalling to be delivered to a “light-connected” UE. RAN2 is evaluating which UE identity to use in the Paging message in Uu at RAN based paging. Potential alternatives are:

· S-TMSI (i.e. the same UE identity as in legacy CN based paging controlled by the MME)
· a RAN identity allocated by the “anchor eNB”.

In RAN2 discussion, concern was raised on the potential security issues of exposing S-TMSI in an RRC message for RAN initiated paging without MME being in control.
2. Actions:

To SA WG3 group.

ACTION: 
RAN2 asks SA3 for feedback on potential security issues of exposing S-TMSI in an RRC message for RAN initiated paging without MME being in control.
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