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1 Introduction

This contribution is trying to clean up the mobility scenarios in the TR. 
Text Proposal
<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>
10.2.1
Mobility (without CN type change)
10.2.1.1
Intra-RAT mobility scenarios
Scenario: Inter gNB mobility with interface
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Figure 10.2.1.1-1: Inter gNB mobility scenario
Editor’s note: Intra gNB mobility scenario is subject to discussion with more progress from RAN2 and RAN3 on functional split and RAN architecture.
10.2.1.2
Inter-RAT handover with E-UTRA
There are two inter-RAT handover with E-UTRA scenarios as shown in Figure 10.2.1.2-1. 
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Figure 10.2.1.2-1: Inter-RAT handover with E-UTRA scenarios

NOTE :
Scenario 1 inter-RAT handover with NGC relocation is pending on SA2.

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
10.2.2
Mobility (with CN type change)
The inter-RAT mobility with E-UTRA scenario is shown in Figure 10.2.2-1. 
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Figure 10.2. 2-1: Inter-RAT mobility with E-UTRA scenario (with CN type change)
NOTE:
The interface between EPC and NGC is pending to SA2.
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Scenario 1: inter-RAT handover based on eLTE eNB and NGC interface
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Scenario 1: inter-RAT mobility based on CN interface
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