3GPP TSG-RAN WG3 Meeting #94
R3-163117
Reno, USA, 14 - 18 November 2016
Agenda item:
10.3.3
Source:
Nokia, Alcatel-Lucent Shanghai Bell
Title:
Additional functions of the Xn interface
Document for:
Discussion and Decision
1
Introduction
At RAN3#93bis, an initial set of basic Xn interface functions was captured in TR 38.801 [1].  This paper provides a text proposal to introduce additional functions for the Xn-C interface.
2
Text Proposal for TR 38.801 V0.6.1
Beginning of Text Proposal

7.3.1.2
Xn Interface Functions
The Xn-C interface supports the following functions:

-
Xn interface management and error handling function to manage the Xn-C interface;
-
Error indication;

-
Setting up the Xn;

-
Resetting the Xn;

-
Updating the Xn configuration data;

-
Xn removal.

-
UE connected mode mobility management: function to manage the UE mobility for connected mode between nodes in the New RAN;
-
Handover preparation;

-
Handover cancellation.

-
UE context retrieval: function to retrieve UE context from another node in the New RAN.
-
Dual connectivity: function to enable usage of additional resources in a secondary node in the New RAN.
NOTE:
Dual connectivity between two gNBs is pending to RAN2 (FFS).
-
Interference coordination: function to manage inter-cell interference.
-
Self-optimization: function to autonomously adapt radio parameters.
The Xn-U interface supports the following functions:

-
Data forwarding

-
Flow control
End of Text Proposal

