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1
Introduction
This paper provides Text Proposal for the following come back:

CB: # 74_SMfunc

-  call flow apply to eLTE eNB and gNB (e/gNB?)

- Editorial note: gNB triggered PDU session release FSS 

(N)

Rev in R3-163171
2
Text Proposal for Description of Session Modification
10.2.3
Session Management
10.2.3.1
Session Setup
The NG Session Setup is initiated by the NG CP over the NG-C interface following a PDU session request from the UE in order to exchange some information between the NG Core and the gNB resulting in the creation of a context for the PDU session in the gNB. 
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Figure 10.2.3-1: PDU Session Setup over NG
-
At step 1 following a UE request for setting up a PDU session the NG CP determines a UPGW address and a TNL address corresponding to this UE and PDU session
Editor’s note: How this address information is obtained (allocated by UPGW, allocated by NG CP, etc..) is for SA2 to decide.
-
At step 2 the NG CP initiates the PDU Session Setup procedure containing UPGW address, TNL address and other context information e.g. QoS information (FFS).
-
At step 3 the gNB TNL address is sent to the UPGW.
The TNL address(es) are then subsequently used by the gNB and the UPGW in the tunnel header of all packets exchanged over the NG-U interface. 
NOTE: the above described procedure applies to both eLTE eNB and gNB.

10.2.3.2
Session Modification
The NG Session Modification is initiated by the NG CP over the NG-C interface in order to modify the PDU Session and the context for the PDU session in the gNB. 
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Figure 10.2.3-2: PDU Session Modification over NG

· At step 1 the NG CP initiates the PDU Session Modification procedure containing the identified of the session to be modified and the session parameters to be modified (e.g. QoS information).

Editor’s note: The parameters subject to Session Modification is for SA2 to decide.

· At step 2 the gNB modifies the context and takes into account the updated parameters.
· At step 3 the gNB indicates to the NG CP the successful completion of the PDU Session Modification.

NOTE: the above described procedure applies to both eLTE eNB and gNB.
10.2.3.3
Session Release
The NG Session Release is initiated by the NG CP over the NG-C interface in order to release the PDU Session and the context for the PDU session in the gNB. 
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Figure 10.2.3-3: PDU Session Release over NG

· At step 1 the NG CP initiates the PDU Session Release procedure containing the identifier of the session to be released.

· At step 2 the gNB releases the context and triggers the associated reconfiguration towards the UE
· At step 3 the gNB indicates to the NG CP the successful completion of the PDU Session Release.

NOTE: the above described procedure applies to both eLTE eNB and gNB.
Editor’s note: Whether a PDU Session Release procedure triggered from gNB (respectively eLTE eNB) is needed is FFS. If needed, its description is to be included here-below.
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Step 3: PDU Session Modification Response


Step 1: PDU session modification request (e.g. QoS parameter)
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Step 3: PDU Session Release Complete


Step 1: PDU session Release Request 
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