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1. Introduction
The scenario of inter-system intra-RAT handover has been captured in the TR 38.801 [1] in the last meeting. In this paper, further discussion is provided for this scenario. 
2. Discussion
In the TR 38.801 [1] and R3-170229 [2], the scenario of inter-system intra-RAT handover was introduced for the possible load balance management and service support difference between EPC and NGC as following.
10.2.2.2
Inter-system intra-RAT handover
One inter-system intra-RAT handover scenario is shown in Figure 10.2.2.2-1.
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Figure 10.2.2.2-1: Inter-system Intra-RAT handover scenario

A CN relocation can be performed for the scenario of an eLTE eNB connected to both EPC and NGC. The details for this will be discussed in the normative phase.
According to the TS 36.331 [3] and 36.300 [4], an intra cell handover procedure can be used to change the keys in RRC_CONNECTED. We think that such intra cell handover can also be used for the the possible load balance management and service support difference for the scenario of inter-system intra-RAT handover. When a gNB decides to change the CN type (from NGC to EPC or vise verse) for a connected UE for load balance or different service supporting within a serving cell, the gNB can trigger an intra cell handover for the radio interface, while the S1/NG based inter-system inter-RAT handover procedure captured in the section 10.2.2.1 of TR 38.801 [1] can be used for the wired interfaces.
Based on the above analysis, the following proposal is given:
Proposal 1: The intra cell handover combined with the inter-system inter-RAT handover is taken as baseline for the scenario of inter-system intra-RAT handover.
3. Conclusion
In this contribution, further discussion is provided for the scenario of inter-system intra-RAT handover, and the following proposal is given:

Proposal 1: The intra cell handover combined with the inter-system inter-RAT handover is taken as baseline for the scenario of inter-system intra-RAT handover.
And the corresponding TP is provided in [5].
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